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A mobile microrobot is defined as a robot with a size ranging from 1 in3 down to 100 µm3 and
a motion range of at least several times the robot’s length. Mobile microrobots have a great
potential for a wide range of mid-term and long-term applications such as minimally invasive
surgery, inspection, surveillance, monitoring and interaction with the microscale world. A
systematic study of the state of the art of locomotion for mobile microrobots shows that there
is a need for efficient locomotion solutions for mobile microrobots featuring several degrees
of freedom (DOF).
This thesis proposes and studies a new locomotion concept based on stepping motion con-
sidering a decoupling of the two essential functions of a locomotion principle: slip generation
and slip variation. The proposed “Modulated Friction Inertial Drive” (MFID) principle is
defined as a stepping locomotion principle in which slip is generated by the inertial effect of
a symmetric, axial vibration, while the slip variation is obtained from an active modulation
of the friction force. The decoupling of slip generation and slip variation also has lead to
the introduction of the concept of a combination of on-board and off-board actuation. This
concept allows for an optimal trade-off between robot simplicity and power consumption on
the one hand and on-board motion control on the other hand.
The stepping motion of a MFID actuator is studied in detail by means of simulation
of a numeric model and experimental characterization of a linear MFID actuator. The ex-
perimental setup is driven by piezoelectric actuators that vibrate in axial direction in order
to generate slip and in perpendicular direction in order to vary the contact force. After
identification of the friction parameters a good match between simulation and experimental
results is achieved. MFID motion velocity has shown to depend sinusoidally on the phase
shift between axial and perpendicular vibration. Motion velocity also increases linearly with
increasing vibration amplitudes and driving frequency.
Two parameters characterizing the MFID stepping behavior have been introduced. The
step efficiency ηstep expresses the efficiency with which the actuator is capable of transforming
the axial vibration in net motion. The force ratio qF evaluates the ease with which slip is
generated by comparing the maximum inertial force in axial direction to the minimum friction
force.
The suitability of the MFID principle for mobile microrobot locomotion has been demon-
strated by the development and characterization of three locomotion modules with between
2 and 3 DOF. The microrobot prototypes are driven by piezoelectric and electrostatic comb
drive actuators and feature a characteristic body length between 20 mm and 10 mm. Charac-
terization results include fast locomotion velocities up to 3 mm/s for typical driving voltages
of some tens of volts and driving frequencies ranging from some tens of Hz up to some kHz.
Moreover, motion resolutions in the nanometer range and very low power consumption of
some tens of µW have been demonstrated. The advantage of the concept of a combination of
on-board and off-board actuation has been demonstrated by the on-board simplicity of two
of the three prototypes. The prototypes have also demonstrated the major advantage of the
MFID principle: resonance operation has shown to reduce the power consumption, reduce
the driving voltage and allow for simple driving electronics.
Finally, with the fabrication of 2 × 2 mm2 locomotion modules with 2 DOF, a first step
towards the development of mm-sized mobile microrobots with on-board motion control is
made.
Keywords: mobile microrobots, locomotion, resonance operation, low power consumption,




Un microrobot mobile est défini comme un robot d’une taille allant de 1 in3 à 100 µm3 ayant
une course de déplacement au moins égale à plusieurs fois sa longueur. Les microrobots
mobiles ont un grand potentiel dans de nombreuses applications sur le moyen et le long terme
comme la chirurgie mini-invasive, l’inspection, la surveillance, le monitoring et l’interaction
avec le monde micrométrique. Une étude systématique de l’état de l’art des solutions de
locomotion pour les microrobots mobiles a relevé un manque de solutions efficaces offrant
plusieurs degrés de liberté (DDL) avec un encombrement d’environ 1 cm3.
Cette thèse de doctorat propose et étudie un nouveau concept de locomotion basé sur un
mouvement pas-à-pas avec un découplage entre les deux fonctions essentielles à un principe
de locomotion: la génération du glissement et la variation du glissement. Ce principe appelé
MFID ( “Modulated Friction Inertial Drive” ou “actionneur inertiel à modulation de force
de contact”) est défini comme un principe de locomotion pas-à-pas pour lequel le glissement
est généré par l’effet inertiel d’une vibration axiale et symétrique alors que la variation du
glissement est obtenue par une modulation de la force de frottement. Le découplage de la
génération et de la variation du glissement ont également abouti à l’introduction du concept
de la combinaison d’un actionnement embarqué avec un actionnement extérieur au robot. Ce
concept permet d’atteindre un compromis optimal entre la simplicité et la consommation du
robot d’une part et un contrôle de mouvement intégré sur le robot d’autre part, permettant
ainsi une miniaturisation poussée du microrobot.
Le mouvement pas-à-pas d’un actionneur linéaire MFID est étudié en détail à l’aide d’un
modèle numérique et d’une caractérisation expérimentale. Le dispositif expérimental est mis
en mouvement par des actionneurs piézoélectriques vibrants parallèlement et perpendiculaire-
ment au déplacement. Cette combinaison de vibrations permet de générer respectivement
le glissement et la variation de la force de contact. Après l’identification des paramètres de
frottement, une bonne correspondance entre les simulations et les résultats expérimentaux
a pu être atteinte. La vitesse de déplacement d’un actionneur MFID varie de manière si-
nusoïdale avec le déphasage entre la vibration axiale et perpendiculaire. De plus la vitesse
augmente de façon linéaire avec les amplitudes de vibration et la fréquence d’actionnement.
Deux paramètres caractéristiques pour le mouvement pas-à-pas d’un actionneur MFID ont
été introduits. L’efficacité d’avancement ηstep exprime le rendement de la transformation de
la vibration axiale en mouvement d’avancement. Le rapport de forces qF évalue quant à lui
la facilité de la génération du glissement.
L’aptitude du principe MFID pour la locomotion de microrobots mobiles a été démontrée
suite au développement et à la caractérisation de trois modules de locomotion avec entre 2 et 3
DDL. Les prototypes ont une taille caractéristique allant de 20 mm à 10 mm et sont entraînés
par des actionneurs piézoélectriques et électrostatiques. Les résultats expérimentaux démon-
trent des vitesses de locomotion allant jusqu’à 3 mm/s pour des tensions d’actionnement
typiques de quelques dizaines de volts et des fréquences allant d’une dizaine de Hz à quelques
kHz. En outre, des résolutions de positionnement de l’order du nanomètre et une consomma-
tion de puissance très basse de quelques dizaines de µW ont été démontrées. L’avantage du
concept de combinaison d’un actionnement embarqué et externe au robot a été illustré par
la simplicité de deux des trois prototypes. Les prototypes ont également démontré l’atout
majeur du principe MFID qui est le fonctionnement en résonance, ce qui permet une réduc-
tion considérable de la consommation d’énergie et des tensions d’actionnement, ainsi qu’une
simplification de l’électronique de commande. Finalement, avec la fabrication de modules
de locomotion à 2 DDL et d’une taille de 2 × 2 mm2, le premier pas vers la réalisation de
xi
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microrobots mobiles de taille millimétrique avec un contrôle du mouvement intégré au robot
a été réalisé.
Mots-clés: microrobots mobiles, locomotion, opération en résonance, basse consommation
d’énergie, actionneurs piézoélectriques, actionneurs électrostatiques
Chapter 1
Introduction
”As for the future,
your task is not to foresee it,
but to enable it.”
Antoine de Saint-Exupery (1900–1944)
1.1 Miniaturization
Always wanting more is an intrinsic characteristic of man. Since the beginning of his exis-
tence man has always been striving to go bigger, higher, wider, heavier, longer, faster and
further. The quest for the smaller, however, has only started with the invention of the optical
microscope about 400 years ago [1]. During ages microscopes have been used by physicists,
chemicists and biologists for the observation of the small. The quest for the smaller reached
the atomic scale in the mids of the 20th century. The first time the idea of nanotechnology
was introduced was in 1959, when Richard Feynman, a physicist at California Institute of
Technology, gave a talk called “There’s Plenty of Room at the Bottom” [2]. Though he never
explicitly mentioned “nanotechnology”, Feynman suggested that it will eventually be possible
to precisely manipulate atoms and molecules. His vision became reality in terms of atomic
scale observation by the invention of the first Scanning Probe Microscope (SPM) in 1982 and
in terms of atomic scale manipulation by the revolutionary stunt of spelling “IBM” with 35
Xenon atoms in 1989 [3].
In his talk Feynman also suggested that it was possible to create "nano-scale" machines,
through a cascade of billions of factories. According to the physicist, these factories would
be progressively smaller scaled versions of machine hands and tools. He proposed that these
tiny “machine shops” would then eventually be able to create billions of tinier factories.
History has shown, however, that in the field of batch fabrication of micrometric and sub-
micrometric scale features developed first by the microelectronics industry and later by the
Microelectromechanical Systems (MEMS) industry, there is, ironically, rather a tendency of
an increasing machine size for decreasing feature sizes. This contradiction of larger machines
for smaller feature sizes visible in the microfabrication industry is also present in the field
of micromanipulation and microassembly. However, a countermovement has started in the
1990s by the development of the “microfactory” concept. The microfactory concept consists
in minimizing production systems to match the size of the parts they produce [4, 5, 6, 7].
The most essential components to be miniaturized in a microfactory are the robots used for
manipulation and machining.
The dream of using miniaturized robots for operations at the small scale was also the
1
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inspiration for the 1966 science fiction film “Fantastic Voyage” in which a 5 people and
a submarine are miniaturized and injected in the human body in order to cure a disease.
Feynman’s vision of making micromachines allowing to produce smaller micromachines is
revisited by A. Flynn in the late 1980s by developing an autonomous mobile microrobot of a
size of 1 cubic inch [8]. From then on many miniaturized mobile robots have been developed
for different applications, among which operations at the micro- and the nanoscale. An
overview of the mobile microrobots reported in literature and some of their applications will
be given in chapter 2.
1.2 What is a mobile microrobot?
A clear, generally accepted definition of the field of “microrobotics” or of the term “micro-
robot” does not exist in literature. Microrobots are either defined on a basis of the task
they are performing either on their size [9]. In the case of a task-specific definition the term
microrobots refers to robots used to perform specific tasks at the microscale. Such tasks
can be actuation (micromanipulation, microassembly, microinjection, etc.) or measurements
(force measurements, material characterization, dimensional measurements, etc. ) either of
micrometer scale objects either at (sub)-micrometer resolutions. Such microrobots typically
have a size ranging from some cm3 to several dm3 or more. The field of microrobotics does
not only include the design of such microrobots, but also their operation, control, the required
tools, the interacting forces at the microscale, manipulation strategies and so on. Analogously
to this task-specific definition of microrobotics, the field of “nanorobotics” has been defined
in [10] as “the study of robotics at the nanometer scale.”
Apart from this task-specific definition, microrobots can also be defined with respect to
their overall size. Miniaturization of the robot size has not only an influence on the robot
design and the adopted fabrication techniques, but also on many other parameters such as
its motion velocity, the interaction forces and the amount of power that can be dissipated
on-board, stored on-board or transferred wirelessly. Scaling effects on microrobots have
been studied by several authors [11, 12, 13, 14, 15]. The size limits for such a size-specific
definition of microrobots is also subject to discussion. Dario et al. [16] proposes a subdivision
in three classes: miniature robot, microrobot and nanorobot. They define miniature robots
with a size of a few cm3, a microrobot with a size of a few µm3 and a nanorobot with a
size of a few hundreds of nanometer. Although this definition has the advantage to fit well
the SI length scale of micrometer and nanometer, it does not match with the commonly
accepted terminology in literature. With such a definition the large majority of robots that
were considered as microrobots by their creators would actually be classified as miniature
robots. Hayashi [14] adopts a similar size classification. However, in his proposition conflicts
with robots that are claimed to be microrobots in literature are avoided by defining the
three classes with generic terms: first generation micromechanisms (size larger than 1 mm),
second generation micromechanisms (size between 1 mm and several µm) and third generation
micromechanisms (size smaller than several µm).
Caprari argues in [17] that the complexity of miniaturization scales proportional to the
volume and not to the linear dimension. Therefore, Caprari proposes an alternative set of
size limits based on a volume scale instead of on a length scale:
Robot : volume around 1 m3
Minirobot : volume around 10−3 m3 = 1 dm3
Microrobot : volume around 10−6 m3 = 1 cm3
Nanorobot : volume around 10−9 m3 = 1 mm3
Remains to define the range of “around”. A convenient definition adopted in this dissertation,
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which fits well the majority of the robots presented in literature, is to set the upper size limit
for microrobots to 1 in3 (=16.4 cm3). The lower size limit to microrobots as defined by Caprari
does not match well the generally adopted terminology in literature. Robots with sizes of a
few mm aside [18, 19] down to a about a few hundred micrometers aside [20, 266, 22, 23] are
still called microrobots and not nanorobots by their authors. Nanorobots are defined in [24]
as “a nanotechnological robot nanomachine, also called a nanite, which is a mechanical or
electromechanical device whose dimensions are measured in nanometers ... They will have a
diameter of about 0.5-3 microns and will be constructed out of parts with dimensions in the
range of 1-100 nm.” Nanorobots are a product of nanotechnology and are most likely to be
fabricated by bottom-up approach. Hence, based on a classification implicitly accepted by
the majority of the literature on microrobots, a microrobot size limitation ranging from 1 in3
down to 100 µm3 is adopted in this work.
In order to differentiate clearly from the task-specific definition of microrobots the term
“mobile microrobots” will be used in this work. Ideally, the motion range of a “mobile” robot
is only limited by its power autonomy. In the reality of mobile microrobots often many other
limitations exist: physically limited workspace, limited wireless communication range, limited
wireless power transfer range, limited actuation range (in the case of external actuation),
limited wire length (in the case of tethered operation) or limited position measurement range
(in the case of closed loop operation). Therefore, a practical approach defining a motion
range of at least several times the robot’s body length is adopted. This brings us to the
following definition of a mobile microrobot adopted in this work:
A mobile microrobot is defined as a robot with a size of less than 1 in3 and more
than 100 µm3 and a motion range of at least several times the robot’s body length.
1.3 Why mobile microrobots?
Man has already achieved to build robots, machines and motorized vehicles that exceed by
far the size of the largest animals that can be found in nature. However, we are still very far
from outplaying nature at the other end of the length scale. But why would we try to do so?
Why mobile microrobots?
In general mobile robots feature the advantage of increased motion range and flexibility
with respect to stationary robots. Operation of stationary robots is limited to a workspace
that is in the best case not much bigger than their own size. Motion ranges of mobile robots
are only limited by their autonomy or by their environment. Mobile robots have an increased
flexibility as points of interests can be approached under different angles and robots can
be easily removed, added or exchanged. On the other hand mobile robots typically feature
smaller thrust forces than stationary solutions. Their precision is usually also lower, as
high precision sensors with 3 DOF are not commonly available and there is often a trade-
off between sensor range and sensor resolution. Moreover, in order to profit fully from the
flexibility advantage, mobile robots should ideally be wireless. This requires an on-board
energy source and/or wireless energy transmission, wireless communication and integration of
the driving electronics (and computational electronics). Mobile robots are nowadays a subject
of intensive scientific research and industrial development with applications in inspection,
security surveillance, cleaning, assistance of elderly, education, toys, etc.
But why would we want to scale down such mobile robots? Table 1.1 gives a non-
exhaustive list of the advantages of miniaturization of mobile robots as well as some appli-
cations. Many of the applications listed in table 1.1 are still far from practical realization
or immature for competition with performances of stationary mini- and macroscale robots.











Figure 1.1: Structure of a mobile microrobot
Nevertheless, microrobots clearly have a huge potential, which motivates scientific research in
that area in order to solve the related technological issues and continuously push further the
miniaturization limits. Moreover, solving microrobotic challenges such as micro-actuation,
on-board powering, wireless communication, low power electronics, system integration, mi-
crofabrication and assembly forces researchers to break down barriers and develop technolo-
gies that can find direct applications in the development of other industrial products and
processes. For instance the MiCRoN project [25], a European research project on the devel-
opment of 1 cm3 size untethered mobile robots, has resulted in the application of four patents.
For this reason mobile microrobots are an excellent benchmark application for micromecha-
tronic technology. Mobile microrobots have for instance been used as a benchmark for watch
technology by Seiko Epson Corp and Citizen Watch Co., Ltd. (see robots in figures 2.2(e)
and 2.2(f) on page 24) and as a benchmark for microfabrication technology by Nippondenso
Co., Ltd. (see the microcar in figure 2.3(e) on page 26).
1.4 Structure of a microrobot
An untethered mobile microrobot developed for a certain application typically consists of the






Each of these module are discussed more into detail below. At the end of this section the
problem of position measurement of mobile microrobots is also shortly discussed.
1.4.1 Powering module
On-board powering is probably the biggest challenge for mobile microrobots in general1.
Power can be provided to robot: by on-board energy storage and/or by power transfer from
1Unfortunately, compared to locomotion of microrobots, relatively few research effort is explicitly oriented
to the development of new powering solutions for mobile microrobots.




- operation in pipes: inspection [26, 27], reparations, pulling wires
[28]
- operation in the human body (inspection [29, 30], drug application
[31], surgery [32])
- manipulation of several robots under optical microscopes (in cham-
bers with environmental control) [33, 34, 35, 36]
- operation in Scanning Electron Microscopes (SEM) and Transmis-
sion Electron Microscopes (TEM) [37, 38, 39, 40, 41]
- fabrication and assembly tasks in a microfactory [42, 43, 33]
low economic cost
- increase system throughput and capability by using a large num-
ber of cooperating robots: inspection, surface cleaning, searching,
environmental monitoring etc. [44, 17, 45, 46]
- increase the robustness of a system by using a large number of error-
prone, redundant robots, agents for research on swarm behavior
[44, 46]
- support for education in the fields as (micro)mechanics, micro-
engineering, robotics, control, electronics, embedded software, etc.
[47, 17, 48]
- disposable robots, advanced toys and gadgets [49]
same size as small
objects to be inter-
acted with
- positioning of a large number of micro-objects
- interaction with small animals and insects [50]
- cell operations, cell sorting
- attach to small animals and organisms for transportation and track-
ing purposes [51]
imperceptibility
- surveillance for security, espionage (video, sound, vibration, etc.)
[52]





- space applications: inspection, observation, reparations, etc.




- increased thermal and mechanical stability for precision operations
- relative increase in surface forces and friction forces and reduction
of gravitational and inertial forces for vertical climbing, operation
hanging from a ceiling, flying, walking on water etc. [54, 55]
Table 1.1: Advantages of miniaturization and applications of mobile microrobots
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the environment to the robot. Power transfer has the advantage of an unlimited autonomy
in time, while on-board storage has the advantage of an unlimited autonomy in space (i.e.
the motion range).
On-board energy storage
The most commonly used means for energy storage are batteries (rechargeable and non-
rechargeable), supercaps, springs and fuel [13, 56]. Fuel clearly has the highest energy density,
but microscale combustion engines are not available yet2 and micro fuel cells are still in a
research phase. Among the electric energy storages, non-rechargeable batteries have the
highest power density, but exchanging exhausted batteries for microscale devices is rather
complicated3. The energy density of supercaps is very limited, but, compared to rechargeable
batteries, they allow for much higher currents for charging and discharging. Batteries and
supercaps are available in various sizes in the mm-range: for instance 2 mm2 batteries (11.2
µWh) for autonomous MEMS have been reported in literature [59] and 5× 5 mm2 batteries
(45.6 µWh) can be bought off-the-shelf from Cymbet Corporation [60].
Power transfer
Power can be transferred to the robot in a tethered or in an untethered way. Tethered power
supply is the easiest solution to implement, but it has serious drawbacks. First of all, the
motion range is limited by the wire length. Moreover, in the case of obstacles or simultaneous
operation of several robots, the motion path of the mobile robots is even more restricted as
wires can get tangled up. So, wires decrease the mobility and therefore the flexibility of
mobile microrobots, which is just one of the major advantages of mobile microrobots with
respect to stationary solutions. As the robot size decreases, their thrust force typically also
decreases and their motion gets more and more disturbed by the stiffness and the weight of
the wires. Wires can cause parasitic motion, unequal weight distribution or can ever tilt or
push over the microrobot. To put it briefly, wires are to be avoided. Unfortunately, wires
are often a necessary evil, as either the robot consumes too much for on-board powering,
either the investment of developing an on-board powering solution (including on-board signal
generation and wireless communication) is too high.
Solutions of wireless power transfer exist, but their performances and applicability are
often limited. Power can be transferred to a microrobot by means of sliding electrical con-
tacts, variable electromagnetic or electrostatic fields, mechanical vibrations or by means of
electromagnetic waves (microwaves, light, etc.).
While sliding electrical contacts are relatively easy to implement for 1 DOF motion, it
gets much more complicated in the case of 3 DOF. Sliding electrical contacts have been
demonstrated in the NanoWalker project by transferring 15 W to a set of three-legged mobile
microrobots [61].
Electromagnetic coupling is often used for wireless powering of medical implants [62, 63,
64] and the best efficiency is obtained a good alignment and a low distance between the
two coils [65]. Again, in the case of 3-DOF motion of one of the coils, things get more
complicated. Gao [66] has developed in the MiCRoN project [25, 67] a 180× 220 cm2 “power
floor” capable of transmitting 330 mW at 3.1 Vdc to ∅11.5 mm × 4 mm coils. This power
2Peirs et al. report on the development of a miniaturized gas turbines with rotor diameters of 10 mm [57]
and 20 mm [58], but many technological issues remain for stand-alone operation and miniaturization below
1 in3.
3With the mass fabrication capabilities of the microfabrication technologies developed in the last two
decades the idea of disposable microrobots becomes close to realistic.
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floor was used for powering the 12×12×25 mm3 untethered MiCRoN robot while performing
wireless communication and 3 DOF locomotion driven by the on-board electronics. Wireless
powering of mobile robots by electromagnetic coupling has also been reported by Yan et al.
[68]. They demonstrated a transmission 480 mW of DC power to a ∅11.5 mm × 0.6 mm
coil integrated on an endoscope robot driven by a variation of the inchworm principle. Power
transfer with electromagnetic fields have also been demonstrated by Vollmers et al. [266] for
the excitation of a mechanical resonant vibration on a 0.3× 0.3 mm2 mobile microrobot (see
figure 2.13(a) on page 47).
Energy transfer by electrostatic coupling with interdigital external electrodes for inducing
an on-board mechanical deformation is proposed by Donald et al. [69, 23] for actuation of the
untethered scratch drive actuator (see figure 2.14(f) on page 51). Electrostatic coupling can
principally also be used to generate on-board energy in the form of electrical charges, which
can be used to power for instance on-board electronics. This form of electrostatic induction
has, however, up to now not yet been used for powering mobile microrobots.
Yasuda et al. [70, 19] has demonstrated energy transmission by a mechanical vibration
inducing on-board elastic deformations that, combined with a mechanism of directional fric-
tion, result in motion (see figure 2.15(f) on page 55). Mechanical vibration energy can also be
harvested and transformed to electrical energy by small inertial masses connected to piezoelec-
tric actuators. However, as for electrostatic induction, this form of mechanical-to-electrical
energy conversion has not yet been demonstrated for powering microrobots.
Microwave energy supply has been successfully implemented for an in-pipe micro inspec-
tion machine by Nippondenso Co., Ltd. [71, 27]. The pipe serves as a waveguide, which
made power transmission of 480 mW possible, while the microwaves were also used for data
communication (2.5 Mbit/s). However, it is difficult to apply microwave energy supply for
robots not operating in a pipe, but on a flat surface in open air.
Apart from the microwave power link the in-pipe robot from Nippondenso Co., Ltd.
was simultaneously also powered by photovoltaic cells [72]. A series connection of 63 tiny,
individual solar cells allowed to supply about 100 V for the electrostatic actuators of the on-
board camera module. Apart from a series connection of individual cells, different technologies
[73, 74, 75] have been developed for fabricating integrated, on-wafer series connections of solar
cell segments with generated voltages up to 207 V [75]. Small solar cell modules with output
voltages up to 16 V can also be purchased off-the-shelf from Clare, Inc. [76]. An integrated
process for fabrication of high voltage solar cells and electrostatic actuators on the same
silicon wafer was presented by Bellew et al. [77]. The power output of solar cells can be
boosted by illuminating with high intensity light. D’Amato et al. [78] demonstrated a power
output up to 54 W/cm2 by illuminating small solar cells with a laser spot. The autonomous
microrobot presented by Hollar et al. [79] (see figure 2.6(c) on page 33) is powered by a
3.6 × 1.8 mm2 solar cell module providing 100 µW at different voltages up to 50 V. Thin-
film amorphous silicon offers a high efficiency (25%) for indoor applications with visible light
[80]. Wyrsch et al. (University of Neuchatel, Switzerland) report on the development of
3.9× 3.9 mm2 solar cells for powering the I-Swarm robot [46], based on a concept combining
powering, communication and position sensing proposed and tested by EPFL [81]. The I-
Swarm robot requires two voltages for operation (1.5 V and 3.3 V), which are generated by a
single structured amorphous silicon solar cell with power outputs of 0.41 mW and 0.87 mW for
the 1.5 V and 3.3 V outputs respectively. Photovoltaic cells have also been selected by Andre
and Martel [51] for powering the on-board electronics of an untethered aqueous microrobots
propelled by bacteria.
Energy transfer by light for inducing an asymmetric on-board thermal expansion resulting
in locomotion of a mm size microrobot has been demonstrated for 1 DOF motion in [82] and
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for 3 DOF motion in [83] (see figure 2.20(c) and 2.20(d) on page 65 respectively). Denninghoff
et al. [84] also proposes the concept of laser radiation for the untethered actuation of the
wings of a flying robot.
1.4.2 Communication module
Communication can be required between a robot and a central host (typically in the case
of centralized control) and/or between different robots (typically in the case of distributed
control). The most common means for wireless communication (both host-robot and robot-
robot) is by infrared (IR). IR communication has been implemented on the Alice [13], Jasmine
[85, 86], ECO-BE [87], NanoWalker [88] and NanoRunner [89], the I-Swarm robot [90], the
LMARC robot [91], and the MiCRoN robot [92, 67] (all these robots are discussed and shown
in chapter 2). In the Smart Dust project [52] a power efficient means of communication by
on-board variation of the reflection of a laser beam with orientable corner cube mirrors is
proposed [93]. The advantages of IR communication are the low power consumption, small
size, and the fact that the same modules can also be used for distance sensing. Radio
Frequency (RF) communication requires more space, but is omnidirectional (which can also
be a drawback in some cases). RF communication has been demonstrated on the Alice
microrobot [13] (see figure 2.2(a)), on the Monsieur II microrobot (Seiko Epson Corporation)
[53] and on the in-pipe robot from Nippondesno Co., Ltd. [71, 27].
1.4.3 Electronics module
The on-board electronics is the heart and the brain of the robot. It includes the peripherals
(power and voltage management, drivers for the actuators, interfaces for the sensors and
communication module) and possibly some computing power in a Central Processing Unit
(CPU). In the case of low voltage operation, the electronics can be very efficient. The
CPU of the Alice ’99 robot only consumes 4 mW in average (without RF communication),
which is similar to the consumption of its motors (3 mW) [13]. In the case of high driving
voltage for the actuators (as typically for piezoelectric and electrostatic actuators) the power
consumption of the driving electronics increases considerably. The very advanced electronics
for the NanoWalker robot [94, 61] features voltage convertors (5 V to 300 V), 12 ±150 V
drivers for driving the piezoelectric actuators for locomotion, a 16 bit input for an on-board
sensor, a DSP (Digital Signal Processor), and IR communication. This electronics is a major
achievement in terms of integration, but the complexity goes with the price of a total power
consumption of more than 15 W, which is huge for robot measuring only 32× 32× 20 mm3.
15 W is not only a big issue for wireless power transfer (on-board storage at this size is far
from feasible), but is also a big problem in terms of heating of the robot due to the dissipated
power. In order to avoid overheating of these robots, a cooling chamber working under helium
atmosphere had to be developed [95].
In the MINIMAN project [96] an on-board driving electronics consisting of 12 ASICs
(Application-Specific Integrated Circuit) was created for driving 48 channels of the 50 V
piezoelectric actuators for locomotion and tool actuation of the MINIMAN-V robot (see
figure 2.5(a) on page 30) [97]. The on-board electronics was still powered by wires, but allowed
to reduce the number of wires from about 50 for actuation of all piezoelectric channels to 6
for powering and communication [98]. An on-board electronics based on several full-custom
ICs (Integrated Circuits) capable of driving ten 20 V piezoelectric actuators, sensing and
controlling a tool and IR communication was integrated in the untethered 12× 12× 25 mm3
MiCRoN robot [99]. The overall power consumption of the robot was about 300 mW during
locomotion [100]. Although, this power consumption has proven to be low enough to be
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transferred by a power floor based on inductive coupling [66], it is still much higher than
the effective power consumption of the locomotion module at maximum velocity (1.0 mW,
see figure 2.19(d) on page 64). Another on-board electronics for integration in the 3 × 3 ×
3 mm2 I-Swarm microrobot with a power consumption of about 1.5 mW has been presented
by Casanova et al. [101]. The SoC (System on Chip) consists of a single ASIC of 3 ×
3 mm2 with integrated power management, 8051 microcontroller, 3.6 V actuator (3 multilayer
piezoelectric polymer legs) drivers and IR communication interface.
An analysis of the driving voltages and power consumption of the different electronic
modules discussed above illustrate well that in general a reduction of the number of actuation
channels and the driving voltage result in a lower power consumption. Nevertheless, ultra
low power consumption electronics capable of high voltage operation is possible in the case of
square wave actuation of few channels and reduction of the on-board intelligence as illustrated
by the autonomous mobile microrobot presented by Hollar et al. [79]. The 8.5× 4× 0.5 mm3
robot has eight 50 V actuation channels and an overall power consumption of 2.6 µW (0.1 µW
for the actuators, 2.5 µW for the voltage translators and 0.022 µW for the CMOS sequencer).
As powering is the biggest problem of autonomous mobile microrobots and as the power
consumption is dominated by its driving electronics it is extremely important to optimize
the other on-board modules in terms of complexity and power consumption of the driving
electronics. In the case of the locomotion module, the complexity and power consumption of
the driving electronics4 can be minimized by
• reduction of the number of channels
• reduction of the driving voltage
• reduction of the driving current (average and peak)
• avoiding the use of Digital to Analogue Convertors (DAC) and operational amplifiers
(op-amp)
The drivers (or amplifiers) of the electronics have to be designed not only in function
of the average current drawn by the actuators, but also in function of the maximum peak
current. A design allowing for higher peak currents also results in a much larger static
(and dynamic) power consumption of the driver5. Digital to analogue convertors (DAC) and
linear amplifiers can be avoided by implementing a digital switching electronics. A switching
electronics typically results in square waves, but saw tooth waves and trapezoidal waves can
also be approximated by a switching electronics by charging and discharging capacitances6. A
reduction of the driving frequency can in some cases also reduce the power consumption, but
typically much less than a reduction of the driving voltage or current. Hence, for a constant
motion velocity it is favorable in terms of power consumption of the driving electronics to
reduce as much as possible the driving voltage (current) and increase the driving frequency7.
1.4.4 Locomotion module
The locomotion module provides the robot with motion, which is for operation on a flat
plane typically either 2 DOF either 3 DOF. Depending on the type of application different
4The power consumption of the driving electronics does not include the power consumption of the actuator
(i.e. P = IU for resistive loads and P = 1
2
· fCU2 for capacitive loads).
5The static power consumption of an electronic circuit is the power consumption when the circuit is not
switching, while the dynamic power consumption is the power consumption due to the switching.
6Such an switching electronics that charges and discharges capacitances in order to produce a saw tooth
signal is implemented in the robot shown in figure 2.17(b) on page 60
7Moreover, it has been shown by Driesen et al. [102] that a reduction of the driving voltage and corre-
sponding increase in driving frequency also results in a reduction of the power consumption of the actuators
in the case of capacitive loads (such as piezoelectric actuators).
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requirements in terms of size, DOF, motion velocity, power consumption, step size and motion
resolution are imposed. Chapter 2 gives an overview of the different locomotion modules for
mobile microrobots reported in literature. when designing the locomotion module for an
untethered robot with on-board electronics it is very important to consider also the influence
of the design choices for the locomotion on the complexity and power consumption of the
electronics.
1.4.5 Tool module
Depending on the task the mobile microrobot is designed for, different tools (actuator or
sensor) can be integrated. Typically, the tool requires vertical positioning, so an additional
actuator has to be integrated on the robot. Some examples of tools integrated on mobile
microrobots are: passive needle [34], microgripper [43, 103, 104, 105, 35, 33, 106, 107], scan-
ning probe microscope [88, 108, 109], injection needle [92], pipette [39], machining tools [110],
indentation tool [111], light sensors [112, 113], eddy current sensor for crack detection [26]
and a camera for inspection [27].
1.4.6 Position measurement of mobile microrobots
One of the complications with respect to the control of mobile robots in general is that it is
more difficult to obtain an information of the absolute position of the robot. Linear scales
and rotary encoders exist with resolution down to the nanometer range. There are, however,
few solutions for measuring the 3 DOF (X,Y, θZ) position of a mobile microrobot. Some
locomotion modules have better open loop precision than others. Best open loop resolutions
are achieved by odometry with wheeled locomotion, as principally no slip occurs between the
wheels and the substrate. Odometry requires rotational encoders to be integrated on each
wheel, or on the motors driving the wheels. Odometry can have a decent resolution for short
distances, but suffers from drift for larger distances. In order to compensate for the drift
odometry is usually used in combination with other sensors such as IR distance sensing, light
sensors, sound sensors or an on-board camera for obstacle avoidance and navigation in known
environments or for map building applications [17]. The open loop positioning is, however,
usually insufficient for handling and sensing application on the millimeter scale or below.
The most common way for obtaining absolute 3 DOF information on the robot’s position
is by optical tracking of the whole robot with a global camera and/or tracking of the objects
and end effectors with a local camera (optical microscope or scanning electron microscope)
[103, 33, 107, 43, 114, 34, 40]. An alternative solution based on several 2D photosensitive
devices (PSD) instead of a camera is proposed in the Nanowalker project [94].
A system with an external position sensor is well suited in the case of centralized con-
trol, but in the case of distributed control it would be much more interesting if the robots
could measure their own positioning by themselves (EGO-positioning). A concept of EGO-
positioning based two on-board photodiodes and an external projector projecting a well-
defined digital pattern is proposed and tested for mobile microrobots by Boletis et al. [81].
On-board position sensing with the sensor from an optical mouse for coarse positioning and
an eddy current sensor for local, fine positioning is proposed by Fuchiwaki et al. [111]. Mea-
surement of the relative position of different robots can also be important in the case of
cooperative tasks. Aoyama et al. [115] reports on inter-robot navigation based on ultra-
sound. Onboard position sensing has also been demonstrated by Ishihara et al. [116] by the
development of a microrobot capable of autonomously tracing a line drawn on the floor with
the help of onboard photosensors. High resolution, 3 DOF position sensing can be achieved
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by the integration of a Scanning Probe Microscope on the robot [108] and scan a surface with
a known micropattern.
1.5 Motivation and objective of this thesis
Section 1.3 has shown that there is great potential for mobile microrobots. For some ap-
plications (for instance in the medical and the inspection field) mobile microrobots have
already proven to be effective and commercialization has started. In other fields real applica-
tions have already been demonstrated (for instance micro- and nanomanipulation), but the
solution with mobile microrobots can still not compete with other, larger scale, stationary so-
lutions. But the capabilities of mobile microrobots are continuously improving and they will
soon become the best solution for more and more applications. The motivation of this thesis
is to contribute to this development of mobile microrobots, in particular to the locomotion
function.
In the microrobotics group at the Laboratoire de Systèmes Robotique at the EPFL a
large experience has been achieved with mobile microrobots throughout internal projects and
several European projects (MiCRoN [25], I-Swarm [46], Golem [36] and Nanohand [117]). Ex-
cept for the I-Swarm project these projects are oriented to handling and sensing applications
in fields as microassembly, microbiology and nanotechnology. The gained experience does
not only concern the development of different actuation solutions for mobile microrobots,
but also the understanding of a mobile microrobot as a system, its advantages, drawbacks
and its applications. As will be shown in chapter 2 many locomotion solutions, often based
on very innovative concepts, have already been proposed in literature. Many of these so-
lutions suffer, however, from either one of two limitations. A first limitation is that many
of the proposed solutions are not well suited for untethered operation as either the power
consumption is too high, either the required driving electronics is too complex (and there-
fore consumes too much). Those robots are then operated with wires, which causes one of
the major advantages of mobile microrobots, flexibility from mobility, to be partially lost.
A second limitation to many of the locomotion solutions proposed in literature is that the
systems that have low power consumption often only have a limited number of DOF and/or
feature only unidirectional motion (forward, but not backward), which is insufficient for many
applications.
The objective of this thesis is to propose a locomotion concept for mobile microrobots
that meets the following set of requirements:
• miniaturization to 1 cm3 and below
• motion with up to 3 DOF
• motion velocity of several mm/s
• possibility for motion with nanometric resolution
• possibility for on-board motion control
• limited number of actuation channels
• power consumption less than 5 mW
• driving voltage of some tens of volts
• no high driving current (average and peak)
• simple driving electronics (ideally no DAC, no linear amplifiers)
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1.6 Actuation principles for mobile microrobots
As the energy source of mobile microrobots is almost always of the electrical type two con-
versions are required for transforming this energy in motion of the robot [118]. A first
conversion, called actuation, is from electrical to mechanical energy based on different actu-
ation principles. This conversion generates a short stroke, too short for motion of a “mobile”
microrobot. The second conversion, called locomotion, is a mechanical to mechanical conver-
sion that transform the short stroke displacement of the actuator into a displacement of the
mobile robot with virtually infinite stroke.
Chapter 2 gives a systematic and complete literature review of the different locomotion
principles (mechanical to mechanical conversion) for mobile microrobots. This thesis does,
however, not discuss in detail the different actuation principles (electrical to mechanical
conversion), because such reviews have already been reported several times in literature. For
instance, a general overview of different actuation principles can be found in [119, 120, 121,
122], a review focussing on microactuators for micromechatronics in [123, 124, 12, 125], while
specific reviews for microactuation of mobile microrobots are reported in [16, 126, 9, 118].
The rest of this section discusses shortly piezoelectric and electrostatic actuators as these
two actuation principles are used for actuation of the experimental setup and the proto-
types developed in this thesis. Other actuator principles such as electromagnetic, thermal,
piezoelectric polymers, dielectric polymers, ionic polymer actuators, electrostrictive, magne-
tostrictive, shape memory alloys (SMA), hydraulic and pneumatic actuation are not discussed
here as they are not practically used in this thesis.
1.6.1 Piezoelectric actuators
A good review of piezoelectric actuators and piezoelectric motors for micromechatronic appli-
cation is given by Uchino and Giniewicz [127]. A review on emerging piezoelectric materials,
technology, and applications can be found in [128]. A good introduction to piezoelectric ac-
tuators for positioning applications with inertial drives has also been presented by Breguet
[129] and Bergander [130] in previous PhD dissertations at EPFL. Devos has studied and
modeled piezoelectric actuators for application in ultrasonic motors in [131].
The denomination “piezoelectric actuators” generally refers to piezoceramic actuators,
which are materials with a specific crystal structure that develop an electric charge when
subjected to mechanical stress (direct effect) and that develop a mechanical strain when
subjected to an electrical field (converse effect) [132]. The most used group of piezoceramic
materials is PZT (Pb(ZrxTi1−x)O3). Within this group a difference can be made between
hard PZT (typically high mechanical quality factors) and soft PZT (typically larger strains).
Depending on the exploited displacement and the orientation of the polarization field P
and actuation field E three different actuation modes of the actuators can be distinguished:
axial, transversal and shear mode (see figure 1.2). In the case of axial and transversal mode,
the actuation field is applied parallel (either in the same sense or in the opposite sense) to
the polarization field, resulting into a simultaneous axial deformation (δh) and a transversal
deformation (δl). When the actuation field is applied perpendicular to the polarization field, a
shear strain (δs) is induced. Table 1.2 gives an overview of the formula for free strain, blocking
force and capacitance of piezoelectric actuators for the different actuation modes. Typical
values [130] for coupling coefficients in the case of PZT are d33 = 300 . . . 800 · 10−12 m/V,
d31 = −150 . . . − 350 · 10−12 m/V, d15 = 400 . . . 900 · 10−12 m/V. Typical values for the
elastic constants are s33 = 12 . . . 23 · 10−12 m2/N, s11 = 11 . . . 17 · 10−12 m2/N and s55 =
38 . . . 48 · 10−12 m2/N. Relative permittivity constants are in the range of 33 = 1500 . . . 5500























Figure 1.2: Actuation modes of piezoelectric actuators
Axial Transversal Shear
Free strain δt = d33U δt = d31 lphpU δs = d15U
Blocking force Fb = d33s33
wplp
hp












Table 1.2: Free strain, blocking force and capacitance for the 3 piezoelectric actuation mode
and 11 = 1400 . . . 4500. Piezoelectric actuators feature a relatively low strain for high driving
voltages, but a relatively high blocking force and bandwidth. The resulting energy density
is high and the mechanical strain can be increased by a mechanical amplification. The most
commonly used amplification mechanisms are multi layer actuators and bending actuators
[132]. Other advantages of piezoelectric actuators are their high resolution, which is mainly
limited by the driving electronics. In terms of electrical behavior a piezoelectric actuator
can be approximated by a capacitance when actuated sufficiently below its first resonance
frequency. Hence, the power consumption of a piezoelectric actuator with capacitance C is
given by P = 12 · fCU2, in which f is the actuation frequency and U the maximum voltage.
More efficient operation and higher mechanical strains can be obtained when working in
resonance mode.
Piezoelectric actuators are commonly used for locomotion and actuation of mobile micro-
robots. As will be illustrated in the literature review in chapter 2 piezoelectric actuators are
integrated in mobile microrobots in the shape of multi layer stack actuators, single or multi
layer bending actuators, piezo tubes and monolithic bulk actuators with electrode structur-
ing. However, all most of the designs and the used fabrication techniques are difficult to
scale down for robots much smaller than 1 cm3. On the other hand several high resolution
microfabrication techniques for thick and thin film printing of piezoelectric layers exist [133],
but no piezoelectric microrobot of a size of some mm3 has been reported yet.
1.6.2 Electrostatic actuators
When a voltage difference U is applied between two parallel plates in the XY plane and
partially shifted along X direction (see figure 1.3(a)) an electrostatic attraction force in
Z direction and an alignment force in X direction are generated. The energy stored in a
capacitance C charged to a voltage U is given by W = 12 ·CU2 with the capacitance C equal















Figure 1.3: Perpendicular (FZ) and lateral force (FX) on an electrostatic actuator
to C = 0r xfwfdf . In accordance to the principle of virtual work, the two electrostatic forces























with usually r = 1 for air or vacuum environment.
Electrostatic actuators are designed to exploit either the perpendicular force FZ (fig-
ure 1.3(b)) either the lateral force Fx (figure 1.3(c)). In order to increase the actuation force
a large number of such elementary actuators are usually arranged in parallel resulting into
interdigitated comb structures.
The most commonly used design is a comb structure of equally-spaced fingers, generally
known as a comb drive actuator, resulting into a purely lateral force [134, 135, 124]. This
design has the advantage of a linear behavior in the actuation direction (X), the possibility
of large displacements (up to 150 µm) and a very good mechanical quality factor due to
low internal damping of the actuator material (usually silicon) and the low air damping. If
the interdigitated comb structures is not equally-spaced, a perpendicular force is generated.
Such “offset comb drives” [136] or “gap-closing actuators” (GCA) [137] are less linear than
comb drive actuators, feature lower displacements and more damping, but higher forces.
Equally spaced and offset comb drive actuators can have resonance frequencies ranging from
a few hundreds of Hz to several tens of kHz. Power consumption is typically very low as the
involved capacitances are very low as well (max. some tens pF). On the other hand, for sizes
of about 1 cm2 the energy density is also relatively low compared to piezoelectric actuators:
actuation forces are small and for large displacements high actuation voltages are required.
However, one of the major advantages of comb drive electrostatic actuators is their aptitude
to miniaturization thanks to well-mastered high-aspect ratio fabrication technologies such as
Deep Reactive Ion Etching [138]. It is the latter advantage that makes from electrostatic
actuators the most commonly used MEMS actuator for in-plane displacements.
Electrostatic actuators are not only used as displacement actuators but also as clamping
actuators. The actuator then corresponds to the configuration depicted in figure 1.3(b),
with typically between the two plates a dielectric with a high relative permittivity. MEMS
fabrication technologies allow for very small (sub-micrometer) thicknesses of this dielectric
layer, resulting into increased clamping forces.
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1.7 Outline of this work
The current chapter of this dissertation introduced the field of mobile microrobots, stated
the motivation of this thesis and discussed shortly the two actuation principles used for the
prototypes developed in this thesis.
Chapter 2 gives a literature review and classification of locomotion principles for mo-
bile microrobots and evaluates the suitability of each locomotion class for driving mobile
microrobots.
Chapter 3 introduces the proposed Modulated Friction Inertial Drive (MFID) principle
as well as the concept of a combination of on-board and off-board actuation.
Chapter 4 investigates the detailed stepping behavior of a MFID actuator through sim-
ulation and experiments. A dynamic model is proposed and validated with an experimental
setup of a MFID linear actuator.
Chapter 5 demonstrates the MFID principle with three prototypes of mobile microrobots,
allowing to illustrate the different configurations and the advantages and drawbacks of the
MFID principle.
Chapter 6 restates the contribution of this work to the field of mobile microrobotics,
revisits the major results and conclusions and prospects directions of future work.
1.8 Reading suggestion
In order to optimize the reading experience, an overview of sections that are essential and
less essential for a good understanding of the research carried out in this thesis is given here.
Chapter 1 Introduction Section 1.2 describes the definition of the term “mobile micro-
robot” adopted in this thesis. Sections 1.3, 1.4.3 and 1.5 are important for understanding of
the motivation of this thesis.
Chapter 2 Review and classification of locomotion principles Section 2.1 and 2.3
are essential for understanding the proposed classification of locomotion principles. A general
overview of the suitability of the different locomotion classes for driving mobile microrobots
can be achieved by reading for each locomotion class the evaluation (sections 2.4.2, 2.5.3,
2.5.6, 2.6.2, 2.7.2, 2.8.2, 2.9.3) as well as the conclusion (section 2.10).
Chapter 3 The MFID locomotion principle A thorough reading of the complete chap-
ter is required for understanding the main concepts proposed in this thesis
Chapter 4 Modeling and experimental characterization of a MFID actuator Ex-
cept for sections 4.3.2, 4.4.6, 4.4.7, 4.4.8 and 4.4.9 a thorough reading of chapter 4 is required
for understanding the stepping motion of an MFID actuator.
Chapter 5 Prototypes of MFID mobile microrobots The design and the MFID oper-
ation of the three prototypes can be understood without the sections on prototype fabrication,
calculation and characterization of vibration amplitudes, experimental setup and rotational
motion (sections 5.2.2, 5.3.2, 5.3.3, 5.3.4, 5.3.5, 5.3.6, 5.3.9).
Chapter 6 Conclusion and outlook It is obvious that this chapter is one of the most
important parts of this thesis.
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and create the future.”
Jesse Conrad
2.1 Introduction
Several reviews on the field of microrobots in general [9, 15, 139], on actuation of micromotors
[140, 141] and on propulsion of mobile microrobots [16, 142, 126, 54, 143, 144, 9, 145] have
already been reported in the literature. However, as already discussed in section 1.6, propul-
sion of mobile microrobots is generally the result of two energy conversions: an electrical to
mechanical conversion (actuation) and a mechanical to mechanical conversion (locomotion).
All the reviews mentioned above do not explicitly separate actuation principles from loco-
motion principle. A review on propulsion of mobile microrobots considering separately the
actuation and the locomotion function is presented for the first time by Breguet et al. in
2006 [118]. In this thesis the same functional separation between actuation and locomotion is
adopted. A short discussion of the two actuation principles used in this thesis (piezoelectric
and electrostatic) is already given in section 1.6. This chapter gives a detailed literature
review of locomotion solutions for mobile microrobots.
Different basis of classification of microrobots have been reported in literature. Two of
them (a task-specific and a size-specific) have already been discussed in section 1.2. A third
basis of classification based on on-board and off-board functions is first proposed by Hayashi
in 1991 [146, 14] and adopted and modified by Dario et al. [16], Fatikow and Rembold
[142] and Ebefors and Stemme [9]. The functions that can be integrated either on-board
either off-board are: control unit (CU), power supply (PS), actuators for positioning (AP),
actuators for manipulation (AM). Figure 2.1 shows 4 functional classes defined in [9] for the
case of mobile microrobots walking on a substrate. The prototypes developed in this thesis1
only include locomotion modules (AP) and are therefore part of functional class (a). Most
1For two of the three prototypes developed in this thesis the motion is obtained by a combination of on-
board and off-board actuation. Hence, to be exact, these prototypes belong to a variant of functional class
(a) defined in figure 2.1.
17
18 CHAPTER 2. REVIEW AND CLASSIFICATION OF LOCOMOTION PRINCIPLES
CU+ PS
AP
CU + PS CU
AP+AM












Figure 2.1: Functional classes for mobile microrobots moving on a solid substrate as defined
in [9]
of the microrobots reported in literature that are used for a practical, robotic application
have integrated locomotion (AP) and tools (AM), but are powered externally by means of
wires (PS) (functional class (b)). For many applications the ideal would be to integrate
also the power supply (PS) on the robot in order to obtain untethered robots that can be
controlled by a central unit (CU) (functional class (c)). For other applications it might even
be interesting to implement distributed control by integrating also the control unit (CU) on
the robot (function class (d) in figure 2.1).
Apart from the size-specific, the task-specific and the function-specific classifications men-
tioned above, mobile microrobots are often grouped by their type of locomotion systems, such
as stick-slip, inchworm, walking, scratch drive, etc. However, no systematic classification of
locomotion types has been presented in literature until now. In this chapter the first func-
tional classification of locomotion principles for mobile microrobots is presented. For each
locomotion class the mobile microrobots reported in literature will be discussed and each
locomotion class will be evaluated qualitatively and quantitatively.
Although it was stated in section 1.2 that in this work the term “mobile microrobot” is
restricted to robots of an overall size of 1 cubic inch and below, this review also discusses some
locomotion solutions implemented on larger mobile minirobots that are feasible to be scaled
down for implementation on mobile microrobots. Furthermore, although very promising work
with great potential is being done nowadays on swimming and flying microrobots, this review
is restricted to locomotion on and in contact with a flat, solid substrate.
2.2 Propulsion of passive parts by external forces
A logical approach for scaling down the size of moving objects is by opting for completely
passive parts and a propulsion by external forces.
Devices generating motion of passive parts on a substrate are often referred to as convey-
ors. Vibratory conveyors are, among other conveyor types, extensively studied in literature
as they are widely used in industry for parts feeding in production and assembly lines. The
part propulsion on vibratory conveyors is a result of the conveyor substrate vibration, which
can be a sinusoidal vibration along an inclined straight line [147, 148], a combination of an
out-of-phase longitudinal and perpendicular vibration [149, 150, 151], a non-sinusoidal asym-
metric longitudinal vibration on a smooth surface [152] or a symmetric longitudinal vibration
on an engineered surface (typically saw tooth shaped) [153]. Vibratory conveyors exist as
spiral shaped feeders (vibratory bowl) and as linear conveyors with one or two degrees of
freedom and can be used for part sizes down to less than 1 mm [153].
The integration of a large number of micro-actuators on a substrate allowed by MEMS
fabrication technologies has lead to the development of MEMS conveyors of which the driving
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conditions can be varied locally allowing for so-called distributed manipulation [154]. A review
of MEMS based conveyor devices is given by Ebefors et al. in [155]. The conveyors can be
divided into contact type and contact free type conveyors. Contact-free systems have been
realized using pneumatic, electrostatic or electromagnetic forces creating a cushion on which
the mover levitates. Contact type systems are based on arrays of movable legs erected from
the wafer surface and actuated by thermal, electrostatic, piezoelectric and magnetic means.
Mathieu et al. [31] have demonstrated that it is possible to propel and steer a micro-
device in a human blood circulatory system using the strong magnetic field of a Magnetic
Resonance Imaging (MRI) instrument. Similarly, Yessin et al. [156] are investigating the
limit and potential of such system for drug delivery, cell separation, protein manipulation
or in-situ measurement of chemical and physical properties. Andre et al. [51] report on the
use of swimming bacteria that swim in the direction of an externally applied magnetic field
in order to propel a microrobot in liquid media. An alternative strategy for the propulsion
of microparts in liquid media is by means of optical radiation pressure — often called laser
tweezers, optical tweezers or laser trap — as for instance discussed by Arai et al. in [157].
Untethered propulsion of microscopic objects on a substrate in dry or liquid media by mag-
netic forces generated by a moving permanent magnet on the other side of the substrate is
reported by Dauge et al. [158]. There is a great potential for the approach of propulsion by
means of external forces, but many challenges still remain. In particular, the absence of any
on-board power poses severe constraints on the type of in-situ manipulation or measurement
that can be carried out by such a microrobot. Of course the approach of propulsion by ex-
ternal forces does not exclude the integration of on-board powering for only manipulating or
sensing purposes. This is demonstrated in 2002 by Khamesee et al. [159] who developed a
microrobot (length 50 mm, body diameter ∅12 mm) that is magnetically levitated with the
help of external coils and contains an on-board SMA actuated gripper powered by on-board
batteries and remotely controlled with the help of LEDs and a photosensitive IC.
The rest of this review, however, does not treat the propulsion of completely passive parts
by external forces such as in the conveyor and propulsion systems discussed above.
2.3 Classification of locomotion principles
As mentioned in the introduction of this chapter, this literature review only considers loco-
motion on and in contact with a flat, solid substrate. Relative motion between two solid
bodies that are in contact with each other can only happen if either rolling either slipping
occurs at the interface between both media.
Rolling motion with wheels can be implemented either by using the wheels only for guiding
and apply an additional thrust force, either by driving the rotation of the wheels. Such an
additional thrust force could be a jet or an air flow that is generated on-board as used for large
high speed vehicles. Such jet propulsion will not be considered in this review. Wheel driven
locomotion, on the other hand, is widely used and very efficient for macro- and miniscale
robots. However, as the literature review will point out scaling down wheeled locomotion
to a size of 1 cm3 and below is possible, but goes with a gradual loss in efficiency of the
actuation and guiding of the rotational motion.
As for rolling motion, slip motion can be driven by an additional thrust force (not con-
sidered here) or by an actuation of the contact points at which the slip occurs. As such
an actuation of the contact points is — rolling excluded — of limited stroke some kind of
repetitive stepping motion is required in order to allow for the long motion range required
for mobile robots.
One of the contributions of this thesis, and in particular of this literature review, is the
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identification of two essential functions of a stepping mechanism: slip generation and slip
variation2. It is obvious that without slip generation the motion range of the robot would
be limited to the displacement range of its actuators. Besides slip generation, a second
requirement for successful locomotion is that the forward slip is not equal to the backward
slip (slip variation), as otherwise the robot would be sliding in place and no net motion would
be generated.
In this thesis a classification of stepping principles based on the two functions slip gener-
ation and slip variation is proposed [160]. As illustrated in table 2.1 slip can be generated
either by a differential displacement between contact points either by the inertial effect of
a dynamic displacement of the robot’s feet with respect to the robot’s body. In order to
identify the possibilities for slip variation the theoretical slip distance ∆xslip is expressed as







The acceleration can be expressed as a = FtM withM the mass of the robot and Ft the friction









Equation 2.2 shows that the (forward and backward) slip distance can be varied by varying
three parameters: contact force Fc, friction coefficient µ and slip time ∆t. In other words the
3 solutions for slip variation are respectively: contact force variation, directional friction and
asymmetric actuation. Based on the two solutions for slip generation and the three solutions
for slip variation 6 different classes of stepping mechanisms are defined in table 2.1: DFc,
IFc, Dµ, Iµ, D∆t and I∆t.
Based on this classification a review of locomotion modules used for mobile and micro-
robots reported in literature is given in the rest of this section. For each robot the size,
motion velocity and power consumption3 is analyzed. Based on the data gathered from this
literature review, each class of locomotion principles is evaluated in terms of their suitability
for driving mobile microrobots. The evaluation is based on the following criteria:
vs specific motion velocity, expressed in body lengths per second4 (L/s), where the body
length L is defined as the geometric mean of the footprint dimensions5
Ps specific power consumption expressed as the consumed power (in mW) per unit of
motion velocity (in mm/s): mWmm/s
DOF the number of DOF with unidirectional motion only counting as half a DOF
Elec Suitability for driving with an on-board driving electronics, mainly depending on the
number of actuation channels per DOF, actuation voltages and driving currents
1 cm3 Ease of fabrication and assembly for a size of 1 cm3 and below
Res motion resolution (i.e. the smallest repeatable step size), which is an important pa-
rameter in the case of precision applications
2It should be noted that the concept of slip is interpreted here in a generalized way, also including the
relative motion without contact, which is considered as slip with zero friction force.
3Unfortunately, although on-board powering is a major issue for mobile and microrobots, the power con-
sumption is not specified for many of the robots presented in literature. Where possible the power consump-
tion was approximately calculated. For resistive loads the power consumption of the actuator is calculated as
P = UI. For capacitive loads the power is calculated as P = 1
2
· fCU2 (with U the driving voltage, I the
driving current, f the driving frequency and C the electrical capacitance). In the case of bipolar actuation
([−U,+U ]))of capacitive loads a factor 2 is added P = 1
2
· fC · 2U2.
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Slip generation




















Table 2.1: Classification of locomotion principles based on stepping motion
For all of the criteria listed above an evaluation is done with the following scale:
The literature review in the rest of this chapter discusses first robots with wheeled locomo-
tion. Then, the six classes of stepping motion are treated successively. For each locomotion
class first the literature on mini and microrobots is reviewed and consequently the suitability
of the locomotion class for driving mobile microrobots is evaluated with the criteria men-
tioned above. At the end of this chapter a comparison of the discussed locomotion classes is
made.
2.4 Wheeled locomotion
Wheeled locomotion is definitely the most efficient way in terms of motion velocity and power
consumption for driving macroscale robots. Wheeled locomotion has the advantage of low
friction with the substrate, allows for low friction ball bearings and can be directly driven by
electromagnetic rotary motors, which feature — at that scale — a high efficiency. However,
for microrobots in the 1 cm3 range and below the integration of efficient rotary bearings
is very complicated and the efficiency of electromagnetic motors decreases considerably6.
4A study reported by T. Hayashi [14] has shown that the motion of animals and machines generally scales
linearly with their size, so the velocity in terms of body lengths per second should be size independent.
5For in-pipe robots the body length is defined as the geometric mean of the robot diameter and the robot
length.
6An analysis of scaling laws for different actuation technologies can be found in [11, 12, 14]
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Another drawback of wheeled locomotion is that — except for some designs — it typically
results in nonholonomic locomotion7 with 2 DOF (X, θZ). Nonholonomic locomotion can be
a problem for certain applications, specifically handling applications.
2.4.1 Literature review
In 1989 a wheeled mobile robot of about 1 in3 developed at MIT is presented by Flynn et al.
[161, 8]. The robot called Squirt is actuated by one motor, which drives one of the rear wheels,
while the other rear wheel slips through an unidirectional clutch. The front is supported by
castors. This arrangement causes the robot to go straight when moving forward and to pivot
about a rear wheel when backing. The robot has on-board powering and control circuitry.
Probably one of the most intelligent autonomous microrobots (< 1 in3) is the Alice robot
developed at EPFL by Caprari et al. [162, 13]. The Alice 99 version (see figure 2.2(a)) features
an overall size of 21 × 21 × 12 mm3 with integrated powering (autonomy 10 hours), overall
power consumption 4-10 mW depending on the operation, on-board proximity sensors, IR and
radio communication. It is driven by two watch movement motors from ETA (Swatch Group),
featuring a maximum velocity of 40 mm/s and a power consumption of 3 mW (total for two
motors). A comparison in [13, 17] with other electromagnetic motors of similar size shows the
superior characteristics of this motor in terms of power consumption and torque. Different
robot versions and extensions have been developed for the Alice robot in order to be able to
meet the demands of a large range of applications [163]. The features and performances of
the Alice robot make it an interesting robot for education and research on collective multi
robot (swarm) behavior. Another robot for research on swarm behavior has been developed
jointly by the University of Stuttgart and the University of Karlsruhe within the scope of the
European project I-Swarm [46, 164]. The Jasmine robot [85, 86] (see figure 2.2(b)) has an
overall size of 26× 26× 26 mm3 and one of its design criteria was an overall component cost
of less than 100 e. Apart from the lower cost Jasmine features increased functionality in
terms of on-board electronics and a higher maximum motion velocity compared to Alice. It is
driven by two DC motors, which are cheaper than the watch motors of Alice, but also consume
much more. The overall consumption (at maximum velocity and maximum communication
activity) is about 200 mA at 3.7 V or 740 mW, which is much higher than that of Alice.
Fortunately, it is powered by a lithium-ion polymer battery with a large capacitance (250
mA/h), which still results in a autonomy of 1-2 hours. Several other autonomous microrobots
of a size of about 1 in3 and driven by DC motors have been reported in literature. They are
not discussed here because their construction is similar to the Alice and Jasmine robot, a
design that is difficult to scale down below 1 cm3. An overview of these robots can be found
in [17].
In the framework of a DARPA-funded plume tracing project, a 0.25 in3 (i.e. about 4
cm3) autonomous robot (see figure 2.2(c)) was developed at Sandia National Laboratories
in 2001 [113]. The chassis of the Mini Autonomous Robot Vehicle (MARV) is fabricated by
stereolithography and the two track belts are driven by two ∅3 mm Smoovy gear motors
(RMB SA) with a two-stage planetary gear system for a 1:25 speed reduction. It consumes
about 220 mW of power, and will run about 10 min on new batteries. In order to meet the
constraints in terms of size, the on-board electronics is a hybrid assembly of unpackaged IC
components and passive SMD components.
Pico (see figure 2.2(d)) is a home-brew robot of an overall size of 12.5× 12.5× 12.5 mm3.
It is driven by two ∅4 mm × 8 mm DC motors. Powered by a 10mAh Li-Poly battery
7Nonholonomic locomotion (as a car) allows for all in-plane positions (X,Y, θZ) to be reached, but only by
approaching along specific paths.
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(approx 3.7V), it features an autonomy of 15 minutes corresponding to an overall average
power consumption of about 140 mW.
In 1993 Seiko Epson Corporation presented Monsieur : an autonomous robot of a size
of 11 × 12.4 × 10.8 mm3 (see figure 2.2(e)) [49]. It is driven by two small stepping motors
yielding a maximum velocity of 14.7 mm/s. It was commercialized for the Japanese market in
1993. In 1994, Monsieur entered the Guinness Book of World Records as the world’s smallest
robot. In the 1994 and 1995 the EMRoS (Epson Micro Robot System) family was expanded
with three other microrobots: Niño (0.5 cm3), Ricordo (1 cm3, equipped with a recording and
playback function) and Rubie (1 cm3, equipped with capricious wandering function). Later,
in 2003, they presented Monsieur II-P, which is a bit larger (7.8 cm3), but with integrated
bluetooth module for wireless communication, longer autonomy (5 hours) and driven by two
ultra thin ultrasonic motors up to a maximum controlled velocity of 70 mm/s [53].
The example of the Monsieur robot was followed by Citizen Watch Co., Ltd., another
Japanese watch maker that presented Eco-Be in 1995. The improved version presented in
2001 (see figure 2.2(f)) features an overall size of 18×18×25 mm3 and is remotely controlled
by IR [87]. The robot is powered by a CR1616 coin-shaped lithium battery (3 V, 50 mAh)
and driven by two step motors (size 7× 8.5× 1.9 mm3) that consume 4-12 mA (12-36 mW)
each and drive the robot up to a maximum velocity of 25 mm/s. Eco-Be made its appearance
to the public at RoboCup 2006 (an international robotics football competition held annually),
where the RoboCup Citizen Eco-Be League was introduced.
A 1 cm3 robot called Jemmy has been developed at EPFL (see figure 2.3(a)) [166]. It
is driven by two electromagnetic ∅3 mm RMB Smoovy motors, it has an on-board driving
electronics, but is powered by wires. It was the winner of the International Microrobot Maze
Contest ’97, Nagoya (Japan) in the 1 cm3 category. The same lab also developed another
1 cm3 robot driven by rotating piezomotors with an efficiency of 30% yielding a maximum
robot velocity of 250 mm/s [167, 166].
In 1998 Dario et al. presents the Pollicino (Tom Thumb) a teleoperated mobile microrobot
(see figure 2.3(b)) of 10× 10× 10 mm3 actuated by two electromagnetic wobble micromotors
[168]. The developed wobble micromotors are based on the variable reluctance principle and
are integrated directly into the wheels of the robot. Each motor consists of three coils of
which two are actuated at the same time with a current of 140 mA, which corresponds to
an overall power consumption of 165 mW (resistance of two coils 4.2 Ω). The robot has a
maximum velocity of 100 mm/s and can climb a slope of 15◦. The robot won the 1995 and
1996 “International Micro Robot Maze Contests” in Nagoya. The power of this 1 cm3 robot is
supplied through wires. In 1999 a 1 inch3 autonomous adaptation with batteries and sensors
was also built [17]. A smaller, 4 mm diameter version of the wobble micromotor has also
been developed [168].
All the robots presented above are driven by two wheels and feature two degrees of
freedom (X, θZ). Such non-holonomic locomotion can be a serious drawback for certain
applications such as handling and manipulation. Li et al. propose a solution by developing
two omnidirectional wheel-driven robots. A first omnidirectional mobile microrobot (OMMR-
I, see figure 2.3(c)) consists of two castors that can be oriented simultaneously by one motor
to any in-plane direction [169]. Each castor consists of two coaxial wheels of which one is
driven by a custom developed electromagnetic micromotor. The 2.1× 2.1× 1.3 mm3 motor
consists of six planar coils in the microfabricated stator and a multipolar rotor, which is the
wheel. These micromotors can drive the robot, which has an overall size of 8× 6× 6 mm3 up
to a maximum velocity of 100 mm/s. A second design (OMMR-II, see figure 2.3(c)) consists
of three orientable castors with one wheel and one motor each [170]. The motor is slightly
larger than for the previous robot (3.1× 3.1× 1.4 mm3), but are based on the same principle
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(a) Alice 99, EPFL, CH [13]
21× 21× 12 mm3, 40 mm/s, 4-10 mW
(b) Jasmin, I-SWARM [85]
26× 26× 26 mm3, 200 mm/s, 740 mW
(c) MARV, Sandia Nat. Labs, US [113]
4 cm3, 17 mm/s, 220 mW
(d) Pico, Tezuka, O. [165]
12.5× 12.5× 12.5 mm3, 150 mm/s, ∼ 140 mW
(e) Monsieur I, Seiko Epson Corp, JP [49]
11× 12.4× 10.8 mm3, 15 mm/s
(f) ECO-BE, Citizen Watch Co., Ltd., JP [87]
18× 18× 25 mm3, 25 mm/s, 24-72 mW (motors)
Figure 2.2: Wheeled microrobots of a size > 1 cm3
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Wheels
1 · · · 10 10−1 · · · 10 2
Table 2.2: Evaluation of wheeled locomotion for mobile microrobots
of planar coils in the stator and a multipolar rotor (the wheel). The smallest step size of the
motors is 70 µm. The robot is equipped with a piezoelectric gripper and the robot has been
used for a manipulation experiment controlled by optical tracking.
In 1995 Nippondenso Co., Ltd. (now DENSO Corporation) presented a 1/1000th scale
replication of Toyota’s first passenger car, the 1936 Model AA sedan (see figure 2.3(e)) [18,
171]. The microcar has an overall size of 4.8 × 1.8 × 1.8 mm3 and consists of 24 parts
including body, tires, spare tire, wheels, axle, bearings, headlights, rear lights, front bumper,
rear bumper, step, number plate and emblem. It is driven up to a maximum velocity of 100
mm/s by one custom developed electromagnetic motor, which consumes 20 mA of alternating
current at 3V (i.e. a power consumption of 60 mW) supplied by two electrical wires. In 1995,
the microcar was awarded by the Guinness Book of Records as the world’s smallest motorized
car.
2.4.2 Evaluation
Wheeled locomotion features excellent motion velocities ranging from 1 L/s (body length per
second) up to 30 L/s. It should be noted that for an average passenger car with a length of
4.5 m a velocity of 30 L/s corresponds to 135 m/s = 486 km/h! Wheeled locomotion also
features very good power efficiency with specific power consumptions ranging from 13 mWmm/s
for the robot from Sandia Nat. Labs, mainly because of friction in the caterpillar tracks,
down to only 0.1 mWmm/s for the ALICE robot, because of the low power consumption of the
used watch motors. One of the major drawbacks of wheeled locomotion is that at this scale
it only allows for nonholonomic motion. At the macroscale real 3 DOF wheeled motion can
be obtained with the use of omnidirectional wheels. However, omnidirectional wheels are to
complicated for implementation at the cm3 scale. The solution implemented on the omnidi-
rectional robots in figures 2.3(c) and 2.3(d) allows to change the direction of the translational
DOF, but does not provide real 3 DOF as preferred for robotic manipulation. The driving
electronics for wheeled robots is very simple: low driving voltage without peak currents. The
state of the art shows that miniaturization of wheeled robots to a size well below 1 cm3
is possible. However, at that scale the efficiency of the electromagnetic motors and rotary
bearings considerably decreases and sophisticated 3D fabrication and assembly techniques are
necessary. Micrometer resolution can be obtained with rotary motors if encoders and a large
reduction without play can be used. Moreover, wheeled locomotion allows for a relative, open
loop precision (by odometry) that is typically better than the stepping principles presented
below as principally no slip occurs between the wheels and the substrate. However, at a size
of in3 performance of encoders and reduction are rather limited, while at a size below 1 cm3
they become unfeasible (except if they integrated directly in the motor operating principle
as for the wobble motor of the robot in figure 2.3(b)). Table 2.2 summarizes the evaluation
of the suitability of wheeled locomotion for driving mobile microrobots.
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(a) Jemmy, EPFL, CH [166]
1 cm3
(b) Pollicino II, SSSA, IT [168]
10× 10× 10 mm3, 100 mm/s, 165 mW
(c) OMMR-I, Shanghai Jiao Tong U., CN [169]
8× 6× 6 mm3, 100 mm/s
(d) OMMR-II, Shanghai Jiao Tong U., CN [170]
9× 9× 6 mm3, 50 mm/s
(e) Nippondenso Co., Ltd., JP [18]
4.8× 1.8× 1.8 mm3, 100 mm/s, 60 mW
Figure 2.3: Wheeled microrobots of a size ≤ 1 cm3
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2.5 Differential slip generation with contact force variation
(class DFc)
The two most used locomotion principles based on differential slip generation and contact
force variation are the walking principle and the inchworm principle. The difference between
both principles lies in the way the contact force is varied. For walking the contact force is
varied by transferring the weight completely from one set of contact points (feet) to another.
For the inchworm principle the contact force is varied by adding an additional contact force
typically generated by mechanical, electromagnetic or electrostatic clamps at each contact
point. The rest of this section discusses the state of the art of mobile microrobots (and some
minirobots) based on the walking and the inchworm principle as well as some variants of
these locomotion principles.
2.5.1 Literature review on walking locomotion
Just as wheels are the most straightforward choice for locomotion of microrobots when being
inspired by macroscale robots, locomotion by walking is definitely the most obvious choice
if one is inspired by nature. During walking motion the weight of the robot is alternately
supported by two sets of contact points or feet (typically two sets of three), which is the result
of a differential vertical displacement. This differential vertical displacement is superposed
with a differential, horizontal back and forth displacement between each transfer of the robot
weight. Both differential displacements (vertical and horizontal) can be obtained either by
moving only one set of feet either by moving both sets of feet in opposite direction. Walking
is essentially a quasistatic locomotion principle. High frequency walking is possible, but can
result in dynamic effects such as bouncing of the feet on the substrate, which can cause
motion instabilities.
Rembold and Fatikow present in 1997 [172] a piezoelectric walking robot called SPIDER-
II. It is actuated by 9 piezoelectric bimorph actuators. Three feet can be actuated inde-
pendently in X and Y direction by two bimorph actuators per foot, while the three other
feet can be actuated vertically by one bimorph actuator per foot. The robot has an overall
size of 105 cm3 (so according to the definition stated in section 1.2 this is a minirobot and
not a microrobot) and is actuated with ±60V signals. The driving electronics is integrated
on the robot, while power and control is supplied by six wires. A piezoelectrically actuated
microgripper is integrated on the robot for micromanipulation applications.
Within the scope of the MINIMAN project [96] another piezoelectrically actuated micro-
robot based on the walking principle is presented by Simu et al. from Uppsala University
(see figure 2.5(a)) [173, 174]. The monolithic fabrication process of multilayer piezoelectric
actuators allowed for an overall size of the robot of only 10×10×22 mm3. The MINIMAN V
robot features 3 DOF for locomotion as well as 3 DOF for the manipulator that is mounted
on top of the robot. The same actuation module (10 × 10 × 6 mm3) used for locomotion
is also used for the rotation of the sphere on which the tool can be attached. Each actua-
tion module consists of 6 legs with 3 DOF (two bending modes and one axial mode) and 4
actuation channels each. Apart from quasistatic walking, the robot can also be actuated in
stick-slip mode and inertial stepping mode [175]. The robot features a maximum velocity of
5 mm/s for a driving voltage of U = 50 V and a driving frequency of f = 1 kHz [176]. Each
actuation channel has a capacitance of C = 24 nF, which results in a total power consumption
of P = 6 · 4 · 12 · fCU2 = 720 mW. The robot is equipped with an on-board electronics for
generation of the 24 signals and is powered and controlled by means of 6 wires.
MEMS fabrication technology has a great potential for the fabrication of insect inspired
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Figure 2.4: Walking motion with ciliary motion fabricated by MEMS technologies as pro-
posed in 1989 by Benecke and Riethmuller [177]
locomotion modules. The concept of walking motion by means of MEMS fabricated ciliary
actuators (see figure 2.4) was already proposed by Benecke and Riethmuller in 1992 [177].
Based on this concept Ebefors et al. (Royal Institute of Technology, Stockholm) presented the
first MEMS mobile robot in 1999 (see figure 2.5(b)) [178]. The robot is actuated by thermal
polyimide joint actuators that bend out of the plane of the silicon robot. The robot has a
size of 15 × 5 mm2 (silicon substrate thickness 0.5 mm) in which two rows of four legs are
integrated. The robot features 2 DOF with a maximum translational velocity of 6 mm/s and
can carry a load of 30 times its body weight. The maximum velocity is reached at a driving
frequency of 100 Hz and a driving voltage of 18 V. The biggest drawback of this robot is that
it suffers from a high power consumption (about 1.1 W), which makes untethered operation
difficult with the current state of powering technology.
Kladitis et al. [179] (University of Colorado at Boulder) presented two MEMS robot
prototypes based on walking motion in 2000. The robots are actuated by thermal actuators
that are erected manually from the silicon substrate. The first prototype (size 10 × 10 ×
0.75 mm3) has 96 legs that can bend in 2 DOF. A second prototype (chip size 5 × 5 ×
0.5 mm3, see figure 2.5(c)) has 90 legs with 1 DOF each. No mobile robot locomotion
could be demonstrated, possibly due to the wire stiffness. However, both designs have been
demonstrated as microconveyors (i.e. upside down operation). The 2-DOF prototype was
capable of transporting a mass of 3.06 mg at 7.55 µm/s for a driving frequency of 2 Hz and
a driving voltage of 5 V, which corresponds to a power consumption of 714 mW (resistance
R=35 Ω).
Mohebbi et al. [180] present another walking MEMS microrobot in 2001. The robot has
an overall size 30×10×1 mm3 and consists of two actuator chips (10×10 mm2) assembled at
each end. Each actuator chip is composed of 256 cilia in an 8× 8 array of cilia motion pixels
where each motion pixel contains four orthogonally oriented cilia actuators, resulting in a
robot with 3 DOF. The robot reaches a maximum translational velocity in diagonal direction
of 635 µm/s and a maximum rotational velocity of 0.037 rad/s for a driving frequency of
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110 Hz. The robot has a high power consumption of 1600 mW, which causes the robot to
heat up after a certain time of operation causing a decrease in motion velocity [181].
Another thermally actuated walking MEMS robot is presented by Bonvilain and Chaillet
in 2003 [182]. The robot has an overall size of 6 × 3.5 × 0.5 mm3 and has six legs. Each
leg is actuated by two thermal silicon-SU8 bimorph actuators. Simultaneous bending of
both actuators causes the contact point (foot) to bend upwards (i.e. out-of-plane), while
differential actuation results in a local rotation which causes the foot move horizontally [183].
Locomotion has, however, not yet been demonstrated. Theoretically, a velocity of 0.1 mm/s
should be reached. The robot is expected to be able to run for about 3 hours with an energy
of 2750 J, which corresponds to a theoretical power consumption of about 250 mW.
A comparison of the performances of the thermally actuated with the piezoelectrically
actuated walking robots clearly shows the major drawback of thermal actuators: the high
power consumption. As on-board powering is probably the biggest challenge in mobile mi-
crorobotics, this is very important obstacle for thermally actuated autonomous mobile micro-
robots. Remotely powering of thermal actuators could, however, be a solution as suggested
for walking motion by Baglio et al. in [184] and illustrated for impact drive locomotion by
Ohmichi et al. [82] and Sul et al. [83]. Piezoelectric actuators, on the other hand, suffer
from low strains resulting in small displacements of the robot’s feet. Mechanical amplification
can result into displacement amplitudes that are sufficiently large. A promising design of a
MEMS array of piezoelectrically actuated 3-DOF legs is proposed by Ruffieux et al. [185].
Each actuator has a triangular shape with sides of 400 µm and consists of three piezoelec-
tric out-of-plane bimorph actuators and a vertical leg of 300 µm length. The actuator has
shown horizontal and vertical displacement amplitudes of 10 µm and 3 µm respectively for
quasistatic operation with a driving voltage of only ±10 V. Moreover a quality factor of 14
has been measured for the vertical resonance mode. Unfortunately, no locomotion has been
reported with this design.
An interesting trade-off between low power consumption and large strain can be obtained
with electroactive polymer (EAP) actuators. In 1997 Tadokoro et al. [186] demonstrated
walking motion with Ionic Conducting Polymer gel Film (ICPF) actuators for driving a ro-
tational actuator. By combining the ICPF actuators in pairs elliptic motion of the contact
point can be generated resulting in a tangential velocity of about 2.5 mm/s for a driving
frequency of 5 Hz and a driving voltage of only ±1.5 V. In 2002 Kim et al. (Korea Institute
of Science and Technology, South Korea) [187] presented a walking minirobot based on Ionic
Polymer Metal Composite (IPMC) actuators. The robot (see figure 2.5(f)) has an overall size
of 65× 42× 15 mm3 and is actuated by two rows of 4 IPMC actuators of a length of 20 mm.
The robot has shown a maximum velocity of 0.28 mm/s for a driving frequency of 0.8 Hz
and driving voltage of ±4 V. A miniaturized design and control of a microrobot with six legs
each consisting of two microfabricated IPMC actuators is proposed by Otis et al. [188]. It
should be noted, however, that these ICPF and IPMC actuators have to be actuated in aque-
ous environment, which limits the applications to underwater operation. New technological
developments, for instance the one proposed by Gursel et al. [189], allow for actuation of
conducting polymer actuators in air. Development of microfabrication technologies for these
polymer actuators is also required for the integration of these promising actuators in cm3 size
microrobots.
Electrostatic actuators feature low power consumption and are well suited for miniatur-
ization by MEMS fabrication technologies, but large displacements can only be reached with
high actuation voltages. Two techniques for the amplification of the displacement have been
used for the locomotion of mobile microrobots: operation in resonance mode or by stepping
mode operation. The solution of electrostatic resonance mode actuation of microrobots is
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(a) MINIMAN V, Uppsala U., SE [173, 174]
10× 10× 22 mm3, 5 mm/s, 720 mW
(b) KTH, Royal Inst. of Technology, SE [190]
15× 5× 0.5 mm3, 6 mm/s, 1100 mW
(c) U. of Colorado at Boulder, US [179]
10× 10× 0.5 mm3, 0.076 mm/s, 714 mW
(d) University of Washington, US [180, 181]
30× 10× 1 mm3, 0.25 mm/s, 1600 mW
(e) LAB, CNRS, FR [182, 191]
6× 3.5× 0.5 mm3, 0.1 mm/s, 250 mW
(f) KIST, KR [187]
65× 42× 15 mm3, 0.28 mm/s
Figure 2.5: Walking microrobots
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demonstrated in the third prototype presented in this thesis in section 5.3. Displacement
amplification by stepping mode operation for the actuation of walking microrobots has been
proposed by Yeh et al. in 1996 [192] (University of California, Los Angeles). Four gap-closing
electrostatic actuators are used for creating an inchworm motor (see section 2.5.4) that drives
a shuttle with large displacement. The in-plane motion of the shuttle is transformed to an
out-of-plane motion by a mechanism of links, hinges and three dimensional, folded silicon
structures. Based on this technology Yeh et al. [193] (by then in Berkeley Sensor and Ac-
tuator Center (BSAC), USA) propose a design of an articulated walking silicon microrobot
with a bio-inspired exoskeleton structure8. The proposed design features a robot size of
10 × 10 mm2, 6 articulated 2-DOF legs, a theoretical motion velocity of 7 mm/s, a driving
voltage of 12-30 V for an overall power consumption of only 0.40 mW.
Six legged insects walk by moving their legs in two sets of three legs each. In each set the
three legs are arranged like a tripod containing the robot’s center of gravity. Consequently,
the robot has a stable support on every moment of the gait cycle, allowing for quasistatic
motion. In nature all of the six legs can be moved vertically and horizontally. This is,
however, not completely necessary for obtaining locomotion. The robot can be, for instance,
simplified by using only 1 DOF legs. The robots based on cilia actuators shown in figures
2.5(b), 2.5(c), 2.5(d) and 2.5(f) illustrated already one possible walking gait with 1 DOF legs
(see also figure 2.4).
Another gait for walking with 1 DOF legs was demonstrated by the Walker-3 robot
presented by Zhang et al. in 2007 [195] (see figure 2.6(a)). The robot features 2 DOF
motion obtained with 6 ICPF actuators. Each ICPF actuator has 1 DOF: three of them used
for thrusting the robot forward, while the three other legs are used to lift the robot while
retracting the thrusting legs. The robot has a size 55×30×8 mm3 and achieves a maximum
velocity of 6 mm/s in translation and 7.1 deg/s in rotation for an actuation with 10 V signals
at 0.5 Hz.
Another possible simplification of the walking gait is demonstrated by Snis et al. (Uppsala
University, Sweden) [196] within the MiCRoN project [25, 67]. Motion is obtained with one
set of active feet with 2 DOF and one set of passive feet. The active feet lift the robot
and thrust it forward, while the passive feet support the robot while the active feet are
retracted. With this variation of the walking principle they realized a 3 DOF locomotion
module (see figure 2.6(b)) of a size of 10 × 10 × 0.5 mm3. The module consists of four
passive feet and four feet actuated by multilayer piezoelectric benders. Each active foot
has two degrees of freedom (one bending mode and one axial mode). Translation in X (Y )
direction is obtained by actuating the two feet with the benders oriented in X (Y ) direction,
while θZ rotation is obtained by actuating all four benders. The module is fabricated with
the same monolithic, multilayer fabrication technology as their MINIMAN V robot discussed
earlier (see figure 2.5(a)), with the difference that for this locomotion module the piezoelectric
benders are not arranged vertically, but inside the horizontal plane. It has a maximum
translational velocity with stable motion of 0.075 mm/s for a driving frequency of 80 Hz and
a driving voltage of 28 V. This corresponds to a power consumption of P = 12fCU2 = 1.6 mW
for a capacitance of C = 4 · 12.5 nF. The same authors presented a rotational actuator with
a similar design for the vertical displacement of a tool on the MiCRoN robot [197].
Another simplification of the walking gait based on only 2 legs with 1 DOF is proposed
by the Berkeley Sensors and Actuators Center (BSAC). One leg at the front of the robot
is trusting the robot forward, while the other leg is lifting the robot’s front allowing the
thrusting leg to retract. The passive rear of the robot is supposed to be dragged forward by
8The creation of an insect-based microrobot with an external skeleton and elastic joints was already pro-
posed by Suzuki et al. in 1992 [194].
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the trusting leg at the front. Based on this simplified walking gait BSAC presents in 2003
a mobile microrobot (size 8.5× 4× 0.5 mm3) with integrated actuators, driving electronics
and powering by solar cells [79] (see figure 2.6(c)). It is actuated by electrostatic inchworm
actuators [193], which drive two shuttles of which the motion is transformed by means of
links and hinges to an out-of-plane rotation of the two legs. The electrostatic actuators are
operated at 50 V, which is supplied by a series connection of 90 solar cells integrated on the
robot. The robot has an overall power consumption of only 2.6 µW, including the power
consumption of the legs of 0.1 µW, while the solar cells power source can provide up to a
maximum power of 100 µW. The operation of the powering, electronics and leg motion has
been demonstrated by lifting the robot’s front end more than 300 µm above the surface, but
forward locomotion has not been demonstrated yet. An operation during 8 minutes caused
the robot to rotate for about 20◦. Apparently, the drag force of the sliding rear of the robot
is too large to be overcome by the thrust force of the driving legs. Another design of a low
power consumption, electrostatically actuated, walking silicon microrobot is also proposed
by the same group at BSAC in [198], but this design has never been realized.
2.5.2 Literature review on variants to the walking locomotion
Walking with more than 6 legs is also possible as demonstrated by the robots shown in figures
2.5(b), 2.5(c) and 2.5(d). Walking motion with an infinite number of feet with an infinites-
imally small spacing is also know as the traveling wave principle often used for ultrasonic
motors. In Traveling Wave Ultrasonic Motors (TWUM) a wave is generated in an elastic
medium (usually a bending wave), which causes all the points on the surface of that elastic
medium to perform an elliptical motion that drives the slider that is brought into contact
with it (see figure 2.7). The resulting motion direction of the slider is opposite to direction
the wave travels. The TWUM principle was invented by Sashida, T. in 1982 [199] and is
particularly interesting for rotary motors [200, 201, 202, 203], because they can reach good
efficiencies due to resonance operation with a circulating wave energy. In order to obtain the
same efficiency for a linear actuator the elastic body should be a closed structure allowing for
a circulation of the wave energy. This is the case for the ring type linear ultrasonic traveling
wave motor proposed by Seemann [204]. Another possibility is to generated the wave at one
end of a linear stator and absorb it at the other end [205]. Absorption is necessary in order to
avoid reflection, but reduces considerably the efficiency of the actuator. Another solution for
linear TWUM is not to operate in resonance, but to impose a wave shape deformation to a
flexible structure. A linear actuator based on this forced traveling wave principle is presented
by Houben et al. in [206] and a 2 DOF design is presented by Devos et al. in [207]. TWUMs
can be very simple, thin and low cost as illustrated by the miniature motors for integration
in LEGOTM bricks presented by Bansevicius et al. in [203]. Miniaturization of TWUMs
has also been studied by Minotti et al. [208] and rotary TWUMs with a diameter down to
∅2 mm have been fabricated.
A mobile microrobot based on TWUM has been developed by Volkov et al. (Northumbria
University, UK) [211]. The robot (see figure 2.8(a)) has a size of approximately ∅20 mm ×
30 mm and features locomotion with 3 DOF (X,Y, θZ) as well as a tool actuator with 3
rotational DOF. The active structure of the robot consists of a large diameter piezotube with
structured electrodes. At both ends the electrodes of the piezotube are radially divided in 12
sections that can be actuated individually. Applying the right sequence of actuation signals
to these electrode sections allows to generate different traveling waves on the border of each
end of the tube. The interaction of the traveling waves on the lower end with the substrate
causes the robot to move, while the interaction of the traveling waves on the upper end with
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(a) Kagawa University, JP [195]
55× 30× 8 mm3, 6 mm/s
(b) Uppsala University, SE [196]
10× 10× 0.5 mm3, 0.075 mm/s, 1.6 mW
(c) BSAC, University of California, Berkeley, US [79]
8.5× 4× 0.5 mm3, 2.6 µW
Figure 2.6: Walking microrobots
a ball carrying a tool causes the ball to rotate. The middle part of the piezotube can possibly
be used for a high resolution, quasistatic scanning mode displacement of the tool in X,Y
and Z direction. The technology of this robot has been patented by Northumbria University
[209] and they are aiming to commercialize it.
Surface Acoustic Wave (SAW) motors are a special case of traveling wave motors. In
SAW a Rayleigh wave is excited by interdigital electrodes on the surface of a piezoelectric
(typically lithium niobate) substrate [213]. The advantages of SAW motors are their high
energy density and small size. The major drawback is that high driving frequencies (10 MHz
or higher) are required. SAW motors are generally applied as linear motors and require
therefore an absorption of the excited wave at the end of the stator. To improve the power
efficiency, a method of power circulation is proposed in [213] allowing for a driving voltage
of less than 10 V and a driving power in the order of 100 mW. High driving velocities (up to
1 m/s) and high driving forces (several N) have been reported [213]. SAW motors are well
suited for miniaturization as slider sizes down to 2 × 2 mm2 [214] and stator sizes down to
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Figure 2.7: The traveling wave driving principle (from [210])
(a) Nanomobile, Northumbria U., GB [211, 209]
∅ ∼ 20 mm × ∼ 30 mm
(b) Mechanical Engineering Laboratory, JP [212]
38× 27× 28 mm3, 60 mm/s, 18 mW
Figure 2.8: The traveling wave driving principle and a miniature robot based on dynamic
walking
3×12×0.5 mm3 [215] have been reported as well as 2 DOF XY motion [216]. Application of
SAWmotors for driving mobile microrobots requires the surface acoustic wave to be generated
on the slider (robot) as suggested in [213]. Unfortunately, no such SAW mobile robots have
been reported so far.
As already mentioned before, walking is essentially a quasistatic locomotion principle.
Dynamic walking is, however, possible and it can result in faster velocities (cf. running vs.
walking), but instabilities can easily occur due to small changes in mass, friction parameters,
stiffnesses, driving frequency and actuation amplitude. A very interesting robot based on
dynamic walking is presented by Tani [212] (Mechanical Engineering Laboratory, Tsukuba,
Japan) in 1996. The robot (see figure 2.8(b)) has an overall size of 38 × 27 × 28 mm3 and
consists of two vertically oriented piezoelectric bimorph actuators serving as legs. Vibrating
one of the legs in its bending mode causes the robot to rock back and forth during each
vibration cycle, thereby changing its body weight from the active to the passive leg and
back9. The superposition of this variation in contact force with the slip generated by the
vibrating leg causes the robot to move forward in the direction of the passive leg. Experiments
have shown a robot velocity of about 60 mm/s for a driving voltage of 60 V and a driving
frequency of 250 Hz. The capacitance of the piezos is estimated to about 20 nF per channel (2
9For this robot the slip generation is in fact based on a combination of the differential motion between
the feet and the inertial effect of the vibration. This robot cannot operate in quasistatic mode. However, the
robot belongs to the walking class, as the body weight is repeatedly transferred from one foot to the other.
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channels per piezo), resulting in a total power consumption of only P = 2· 12 ·fCU2 = 18 mW.
A design with 2 bidirectional DOF is also presented [212].
2.5.3 Evaluation of walking locomotion
The walking microrobots reported in literature feature motion velocities from 0.0075 L/s up
to 0.7 L/s, which is moderate compared to other locomotion principles. The specific power
consumption of piezoelectrically actuated quasistatically walking robots is in the range of
20 · · · 150 mWmm/s , while for thermally actuated walking robots it is 200 · · · 10000 mWmm/s , which
illustrates clearly the major drawback of thermal actuators for mobile microrobots. Ionic
polymer actuators are expected to feature both low power consumption than thermal ac-
tuators and large deflections than piezoelectric actuators. However, due to technological
limitations, up till now only robots capable of underwater motion have been developed. The
electrostatic inchworm actuation of the BSAC autonomous microrobot shown in figure 2.6(c)
also features very low power consumption. However, its implementation is rather complex
and fragile and no successful locomotion has been demonstrated so far. Good motion velocity
(2 L/s) and low power consumption 0.3 mWmm/s can be achieved, however, for dynamic walk-
ing10. Most walking robots feature nonholonomic 2 DOF motion. 3 DOF walking robots have
been demonstrated, but with a minimum of 8 actuation channels, which is rather complex
for an on-board driving electronics. The thermally actuated robots allow for electronics with
low driving voltage and 2 channels per DOF. The two multilayer piezoelectric robots require
average driving voltages, but 2.7 and 8 channels per DOF. Except for robots based on ionic
polymers, all presented walking locomotion modules are realized by integrated fabrication
process without any assembly, allowing for batch fabrication and further miniaturization.
Specially thermal actuators featuring small sizes and large deflections can be fabricated with
processes that are well established. In fact, most of thermally actuated robots have arose
from a technology push from MEMS engineers, rather than from a application pull from
robotics engineers. The motion resolution of walking actuators mainly depends on their step
size. The piezoelectric walkers allow for resolutions of some tens of nm, while the resolution of
the thermal walkers is rather in the range of some tens of micrometer. The parasitic vertical
motion during each step cycle of a walking robot could be an problem for certain precision
applications. Table 2.3 summarizes the evaluation of the suitability of walking motion for
driving mobile microrobots.
2.5.4 Literature review of the inchworm principle
The Inchwormr motor is a registered trademark from Burleigh Instruments, Inc. (now
EXFO Electro-Optical Engineering Inc.) and its first design was patented in 1975 [217]. As
10In terms of locomotion principle, dynamic walking definitely belongs to the walking class. In terms of
performances such as velocity and power consumption, dynamic walking is, however, closer to the IFc class.
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Figure 2.9: Inchworm operation principle [217]
shown in figure 2.9 this first inchwormr motor is based on three piezoelectric actuators.
The two outer actuators (1 and 3) alternately clamp the slider, while the distance between
both clamps is adjusted by the middle piezoelectric actuator (2). In the rest of this work
the inchworm principle will be used to refer to the generalized motion principle of two active
clamping units between which the distance can be adjusted. The major advantages of the
inchworm principle are its high force capabilities and higher resolution motion. The major
drawback is that the design becomes rather complex for motion with three DOF (X,Y, θZ).
Since 1992 Aoyama et al. (University of Electro-Communications, Tokyo) have been de-
veloping mobile mini- and microrobots with inchworm locomotion driven by piezoelectric
actuators and electromagnetic clamps. They developed many robots and demonstrated how
several of such cooperating robots can be used for applications such as machining, inden-
tation, measuring, surface cleaning, biological manipulation under optical microscopes and
operation in Scanning Electron Microscopes (SEM). They developed many robot designs with
different tools and sensors, but generally for the robots based on the inchworm principle 2
configurations can be distinguished. In a first configuration electromagnets allow to clamp
either the two front feet either the two rear feet, while the distance and relative orientation
between both sets of feet can be adjusted by means of two piezoelectric stack actuators. The
smallest robot realized with this 2 DOF (X, θZ) configuration measures 20 × 20 × 18 mm3
(see figure 2.10(a)) [38]. The robot features a maximum velocity of 1.16 mm/s for a stepping
frequency of 162 Hz. The clamping by electromagnets allows the robots to climb vertical walls
and to walk upside down. The second robot configuration based on the inchworm principle
used by Aoyama et al. is shown in figure 2.10(b) [218]. It consists of four piezoelectric actu-
ators arranged in a square between the four feet and two electromagnetic clamps connecting
two diagonally opposed feet. Based on this configuration with 3 DOF a robot of a size of
32× 32× 15 mm3 with a motion velocity of 0.7 mm/s has been reported. No data about the
power consumption of these robots is provided, but driving currents for the electromagnets
up to 2.6 A have been reported [38], which are very difficult to provide by an on-board power
source. The high force capabilities of these robots, however, limit the disturbance of elec-
trical wires to the robot’s motion. Another drawback of clamping by electromagnets is the
generated stray magnetic field, which have shown to disturb the image in a scanning electron
microscope [38]. Magnetic shielding has shown to reduce this effect.
Codourey et al. (ETHZ, CH) [219] presented in 1995 another 3 DOF design for a mobile
minirobot based on the inchworm principle. The robot (see figure 2.10(c)) has an overall
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footprint size of 60×60mm2 and consists of an inner and an outer structure interconnected by
three, triangularly arranged piezoelectric stack actuators. Application of the right voltages to
these three piezo stacks allows to generate a relative displacement of the inner structure with
respect to the outer structure in any arbitrary, in-plane direction (X,Y, θZ). Electromagnetic
clamps integrated in the inner and the outer structure allow for alternately clamping both
units. Hence, 3 DOF inchworm locomotion with 3 + 2 actuation channels is obtained. No
data on motion velocity has been reported.
Koyanagi et al. (Aichi Institute of Technology) [220] presented in 2000 a similar design
with a triangularly arranged piezoelectric actuators, but with three feet that can be moved
individually. The robot has a diameter ∅28 mm and a maximum velocity of 0.027 mm/s. In
2001 Torii et al. [221] from the same research group proposed another similar design with
the piezo actuators arranged in a Y-shape instead of a triangular shape. The ∅32 mm robot
(see figure 2.10(d)) features a maximum motion velocity of 0.19 mm/s and 2.0 mrad/s for a
stepping frequency of 100 Hz. The electromagnets have a resistance R = 450 Ω and where
actuated with I = 10 mA, which results in a power consumption of P = 2RI2 = 90 mW.
The piezoelectric actuators have a capacitance of C = 1.5 µF and are actuated at U =
30 V for a driving frequency of f = 100 Hz, which corresponds to a power consumption of
P = 3 · 12fCU2 = 189 mW. Hence, the total power consumption of the robot is 90 + 189 =
279 mW.
Another design of a minirobot based on inchworm locomotion is proposed by Yan et al.
[222]. The 3 DOF robot (see figure 2.10(e)) has a size of 55 × 35 × 20 mm3 and consists of
one piezoelectric stack actuator that deforms a flexible structure with four electromagnetic
clamps serving as feet. A maximum velocity of 0.4 mm/s for a stepping frequency of f = 40 Hz
was reported. The piezoelectric actuator has a capacitance of C = 1.4 µF and is driven at
U = 100 V, which corresponds to a power consumption of P = 12fCU2 = 280 mW. Each
electromagnetic clamp has a resistance of R = 25 Ω and is driven with U = 5 V, resulting
in a current of I = 200 mA. During translation in X and Y direction, two electromagnets
are used with a duty cycle of 50%. The power consumption of the clamping is thus P =
2 · 0.5 · UI = 1000 mW, resulting in a total power consumption 1280 mW.
All robots based on the inchworm locomotion principle realized by stack piezo actuators
and electromagnetic clamps discussed above (and shown in figure 2.10) suffer from low veloci-
ties and high power consumption, which shows that this locomotion solution is less interesting
for driving untethered mobile microrobots. An interesting solution to the velocity problem is
proposed by Chen et al. [223] and Song et al. [107] (Harbin Institute of Technology, China).
They propose a hybrid locomotion solution, which allows to switch between efficient and fast
wheeled 2 DOF (nonholonomic) locomotion and high resolution 3 DOF (holonomic) by the
inchworm principle11. The inchworm locomotion module is based on a configuration similar
to the robot shown in figure 2.10(b): four piezoelectric stack actuators are arranged in a
square and four independent electromagnetic clamps in the four corners. Switching between
both locomotion modules is done by a vertical displacement of the wheels driven by an elec-
tromagnetic motor. The robot has an overall size of 90× 70× 70 mm3 and has a maximum
velocity of 50 mm/s when driven by the wheels and 0.19 mm/s when driven by the inchworm
principle. At a maximum driving frequency of 30 Hz the piezoelectric actuators consume
an average current of 6 mA for a driving voltage of 120 V, corresponding to a power con-
sumption of 720 mW. The electromagnets have a resistance of R = 80 Ω and are driven with
I = 100 mA. During translation all four electromagnets are used with a duty cycle of 50%
resulting in a power consumption P = 4 · 12 · RI2 = 1600 mW. Hence, in total the inchworm
11The major drawback for such a hybrid solution is the complexity, which makes miniaturization to the cm3
range difficult.
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locomotion consumes 2320 mW. The robot is equipped with on-board driving and control
electronics and batteries yielding an autonomy of about 3 hours. Moreover, a microgrip-
per that can be positioned with 3 DOF is integrated on the robot and a micromanipulation
operation has been demonstrated in closed loop with global and local optical tracking.
As mentioned before electromagnetic clamping devices suffer from high power consump-
tion and miniaturization typically leads to fabrication and efficiency problems. An interesting
alternative for electromagnetic clamping is electrostatic clamping. Electrostatic clamps have
low power consumption, do not consume any power in static mode and are well suited for
miniaturization by MEMS technologies. On the other hand, they have the drawback of
smaller forces, high actuation voltages and sensitivity to dust and surface roughness. Cusin
et al. [224] present a linear inchworm actuator (size 18× 18 mm2) with electrostatic clamp-
ing and piezoelectric actuation. The same group also presented a linear actuator with one
piezoelectric actuator and multiple sliders that can be driven individually by controlling the
voltage applied to each slider [225]. Apart from the clamping function electrostatic actuators
can also be applied for the driving force as demonstrated in [226]. However, in order to achieve
an acceptable level of the electrostatic driving force amplification is necessary. An interesting
design with force amplification is the shuﬄe motor presented in [227, 228]. It consists of
two electrostatic clamps interconnected by a flexible plate that is bent under influence of an
out-of-plane electrostatic force resulting into an amplified force that shortens the distance
between two electrostatic clamps. The shuﬄe motor can be fabricated by silicon surface
micromachining, which allows for actuator sizes below 1 mm2. Even at this small size forces
can go up to the 1 mN range for a driving voltage of 55 V with velocities of several mm/s for
a driving frequencies of almost 100 kHz. A 2 DOF shuﬄe motor has also been presented in
[229]. However, up to now shuﬄe motors have only been developed for applications such as
mass data storage and in-situ material characterization and not for microrobotic locomotion.
The force of electrostatic actuators can also be multiplied by arranging a large amount of
electrostatic actuators in parallel as in equally spaced comb drive actuators [230, 135] and
offset comb drive actors or gap-closing actuators [136, 231]. Such actuators can be used both
for the clamping as for the driving force of in-plane MEMS inchworm motors [232]. Forces
can be amplified further by mechanical leveraging [233]. Gear teeth on the shuttle and the
clamping units can be used in order to avoid slippage and allow for repeatable step sizes
as demonstrated by Yeh et al. [137] for the electrostatic inchworm motors used to actuate
the autonomous MEMS robot shown in figure 2.6(c). Mechanical clamping with electrostatic
comb drive actuators has also been combined with a driving force provided by an assembled
piezo stack actuator [234]. Finally, apart from electrostatic actuators also thermal MEMS
actuators have been reported for the actuation of a linear inchworm motor with mechanical
clamping [235]. The advantage of mechanical clamping is that, if it is realized by piezoelectric
or electrostatic actuators as usually is the case, there is no static power consumption. The
disadvantage is that due to the small stroke of these actuators (specially for piezoelectric
actuators) the system can be sensitive to wear between the clamps and the shuttle.
Mechanical clamping inchworm robots have been reported mainly for locomotion inside
a tubular structure. Anthierens et al. [236] present two SMA actuated inchworm robots
developed for small diameter canalization exploration. The largest robot (University of
Poitiers, France) consists of 5 actuation modules connected in series. Each actuation module
(30×30×3 mm3) consists of a bistable, SMA actuated structure that fulfills both the clamp-
ing and the axial displacement function. The smallest robot (Laboratoire d’Automatique de
Besançon, France) consists of two clamping units actuated by SMA wires interconnected by
another SMA actuator. The robot has a size of ∅10 mm × 22 mm and a maximum velocity
of 0.5 mm/s has been reported. Maximum actuation currents of 700 mA have been reported,
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(a) U. of Electro-Communications, JP
20× 20× 10 mm3, 1.16 mm/s [38]
(b) U. of Electro-Communications, JP
32× 32× 15 mm3, 0.7 mm/s [218]
(c) ETHZ, CH [219]
60× 60 mm2
(d) Aichi Institute of Technology, JP [221]
∅32 mm, 0.19 mm/s, 279 mW
(e) Tsinghua University, CN [222]
55× 35× 20 mm3, 0.4 mm/s, 1280 mW
(f) Harbin Institute of Technology, CN [107]
90× 70× 70 mm3, 0.19 mm/s, 2320 mW
Figure 2.10: Mini and microrobots based on the inchworm locomotion principle
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which is the major drawback of SMA actuation. Pneumatic actuators have also been reported
for the actuation of inchworm robots [237, 238, 54, 236, 143]. Pneumatic actuators can lead
to large strokes and the number of pneumatic connections can be limited to one if the valves
are integrated on the robot. However, on-board generation of pressured air is required for
untethered operation, which is not really feasible yet for robot sizes of 1 cm3. Inchworm
motion with mechanical clamping could principally also be used for the 3 DOF locomotion
of mobile robots that clamp between two flat substrates (one on which the robot is walking
and one just above the robot). However, no such 3 DOF microrobots have been reported in
literature, probably because the constraint imposed by the additional substrate just above
the robot in terms of accessability for manipulation, wiring, optical tracking and so on.
In this dissertation an inchworm configuration with another, innovative way of contact
variation is discussed under the name inertial inchworm principle. In the inertial inchworm
principle the contact force between the “clamping” units and the substrate is varied by means
of the inertial effect of a vertical vibration of an additional inertial mass. The advantage of
this way of contact force variation is that it does not suffer from high power consumption and
stray magnetic fields as for electromagnetic clamping, nor from sensitivity to dust such as for
electrostatic clamping, nor from sensitivity to wear as for mechanical clamping. The major
drawback is that it does not allow to increase the force in a quasistatic manner, reducing the
capabilities of high resolution quasistatic scanning mode operation. In the framework of a
student project a first inertial inchworm actuator was developed and tested by Christophe
Groux [239]. In this thesis the inertial inchworm principal has been experimentally char-
acterized and compared to the stick-slip and the Modulated Friction Inertial Drive (MFID)
principle in section 4.4.9.
2.5.5 Literature review on variants for the inchworm principle
As shown in figure 2.9 a linear inchworm consists of two clamping units and one actuator
allowing to vary the distance between both. Just as for the walking motion the number of
legs (clamping units) can be increased. The advantage of for instance three “clamping units”
for a linear actuator is that it is not necessary anymore to vary the clamping force in the
three units: if each unit is moved individually, the two other units will not slide because their
joint friction force is the double of that of the sliding unit.
This driving principle was patented by Pan et al. in 1993 [240] for 1 and 2 DOF linear and
rotational motion. In 1997 Guangyi et al. present a linear actuator based on this principle.
It has a total size of 54× 12× 12 mm3 and consists of three clamping units with permanent
magnets interconnected by two piezoelectric stack actuators. Actuated at 30 V it features
step sizes of 700 nm, which result in a motion velocity of 0.14 mm/s for a maximum driving
frequency of 200 Hz. Yan et al. [68] present a wireless endoscope robot based on the same
principle but with four modules. The robot has a size of ∅12.1 mm × 120 mm and is
actuated by electromagnetic motors without any clamping mechanism. The principle is also
applied by Brown et al. in 2007 for the locomotion of their untethered frictional microcrawler
[241]. It has an overall size of only 1.4 × 0.5 × 0.01 mm3 and consists of three sliding units
interconnected by two thermal chevron actuators [242]. The current for driving the thermal
actuator is provided to the microcrawler by individual sliding contacts between the substrate
and the sliding units. A maximum velocity of 0.72 mm/s was reported, which is reached at
a driving voltage of 2.75 V and a total average power consumption of 127 mW. Minimum
repeatable step size is reached at a voltage of 1.25 V and a power consumption of 26 mW. The
same group presents in 2008 two actuator designs capable of moving a passive slider in 2 DOF
(XY and XθZ) [243]. The actuators are based on the same principle of a redundant number
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vs Ps DOF Elec 1 cm3 Res
[L/s] [ mWmm/s ]
Inchworm
10−3 · · · 10−2 103 · · · 104 2-3
Table 2.4: Evaluation of inchworm locomotion for mobile microrobots
of sliding contacts driven by external, thermal chevron actuators. The number of sliding
units can also be increase to more than three. Jung et al. [244] presents a locomotion device
driven by Dielectric Elastomer Actuators (DEA). It has an overall size of ∅20 mm× 45 mm
and consists of 8 modules with each 6 DEA actuators (3 on every side), which gives each
unit 3 DOF motion with respect to the neighboring units. A linear locomotion velocity of
2.5 mm/s was reported by individually moving the module back and forth in axial direction.
Other bio-inspired worm- or snake-like locomotion principles such as the ones reported in
[245, 246] are not studied here because they are difficult to scale down to a robot size of 1
cm3 or below.
2.5.6 Evaluation of inchworm locomotion
Robots based on inchworm motors reported in literature feature motion velocities from
0.0025 L/s up to 0.02 L/s, which is slow compared to other principles, but still enough for
the precision manipulation applications these robots are developed for. Power consumptions
are very high, with specific power consumptions ranging from 1500 mWmm/s up to 12’000
mW
mm/s .
Most robots feature 3 DOF and the electromagnetic clamping allows for vertical and upside-
down motion. Inchworm robots are unsuitable for driving with on-board electronics, because
of the combination of large current, low voltage operation for the electromagnets with high
voltage operation for the piezoelectric stack actuators. An average of 2 channels per DOF are
required. Inchworm motors with electromagnetic clamps are unsuitable for miniaturization
below 1 cm3 because of the required 3D integration, the combination of two different actu-
ation technologies and poor scaling of electromagnetic forces. Electrostatic shuﬄe motors
feature low power consumption, high power densities and are very well suited for miniatur-
ization. However, no electrostatic inchworm mobile microrobots have been reported so far.
Another drawback of inchworm motors is that electromagnetic clamps generate stray mag-
netic fields and require for a ferromagnetic surface, electrostatic clamping is sensitive to dust
and surface roughness, while mechanical clamping with piezoelectric actuators is sensitive to
mechanical tolerances and wear. Finally, the reported inchworm robots feature large thrust
forces and good resolution in the range of some nm. Table 2.4 summarizes the evaluation of
the suitability of inchworm locomotion for driving mobile microrobots.
2.6 Inertial slip generation with contact force variation (class
IFc)
Apart from the differential displacement of contact points slip can also be generated by
the inertial effect of a horizontal vibration (see table 2.1). When the feet of a robot are
vibrated very slowly in horizontal direction, no slip between feet and substrate will occur
and the body of the robot will move back and forth. However, when the frequency of this
horizontal vibration is increased, slip between feet and substrate will occur above a certain
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threshold frequency, as the inertial force generated by the back-and-forth motion of the robot’s
body will be larger than the maximum friction force between feet and substrate. As for the
differential slip generation the contact force variation can either result from a direct force
such as a mechanical, magnetic or electrostatic clamping force either from the inertial effect
of a vertical vibration. Apart from one robot presented at the end, the contact force of all the
other robots for this locomotion class results from the inertial effect of a vertical vibration.
2.6.1 Literature review
De Ambroggi et al. [112] present a robot with two feet vibrating in vertical and horizontal
direction, while the third foot is passive12. The 2 DOF actuation of the feet is realized by a se-
ries connection of two piezoelectric benders resulting in a 2 DOF robot with a footprint size of
20×20 mm2. High motion velocities up to 180 mm/s were reported, but with great instability
problems. These instabilities resulted from an undesired excitation of resonance frequencies
of the actuating structures, while the robot was not designed for resonance operation.
Varma and Dixon (Oak Ridge National Laboratory, USA) [247] report on a design of a
minirobot with two passive wheels and driven by the vibration of two piezoelectric actuators.
Compared to the previous robot this design uses passive wheels instead of a passive sliding
leg and uses only one actuator per active leg. The design has a size of 35× 35× 6 mm3 and
features 2 DOF. The stroke of the piezoelectric actuators is amplified 107 times by a two
stage compliant lever mechanism. The vibration as well as the vibrating legs are inclined
with respect to the substrate resulting in an unidirectional motion. Experiments with a 1
DOF prototype have shown a motion velocity up to 650 mm/s for an actuation voltage of
200 Vp2p and a frequency of 575 Hz.
Although resonance mode excitation can sometimes result in instable operation (as for
the first robot discussed in this section), a carefully design of the resonance behavior of the
actuating structure can result in very efficient and stable locomotion. Snis et al. (Uppsala
University, Sweden) [248] propose an efficient and simple design of a three legged locomotion
module. The two front legs touch the substrate with an angle of 60◦, while the rear leg is
reversed (angle –60◦). Each of the legs is operated in its bending resonance mode. Actuation
of the two front legs moves the robot forward, while actuation of the rear leg moves the
robot backwards. Forward motion with a rotation is obtained by actuation of only one of the
front legs. Because of the inclination angle between the vibration direction and the substrate
the function of contact variation and inertial slip generation are both fulfilled by legs with
only 1 DOF. Based on this design a robot actuated by multilayer piezoceramic legs (see
figure 2.12(a)) is developed by Snis et al. (Uppsala University, Sweden) [249]. The robot has
a footprint size of 34 × 22 mm2 and features a maximum forward velocity of 14 mm/s and
a power consumption at resonance of 2 mW, when actuated at 5.5 kHz with a 10 V signal.
With one front leg actuated the robot moves with a turning radius of 12 mm.
Based on the same configuration of inclined vibrating legs the same group at Uppsala
University also developed a miniaturized locomotion module [250] for the I-Swarm robot (see
figure 2.12(b)) [46]. The body of the module has a size of 3 × 3 mm2, while the legs have a
length of 2.15 mm. The module is a monolithic structure of piezoelectric polymer (P(VDF-
TrFE)) and electrodes fabricated by a dry etching process. The legs are excited at their
second flexural resonance mode. The module is actuated with a 3.6 V square wave signal
12In fact, for this robot the slip generation results from a combination of differential motion between active
and passive feet and the inertial effect of the vibration of the active feet with respect to the robot’s body. At
the frequency at which the maximum velocity is obtained (i.e. 1 kHz) the slip generation is dominated by the
inertial effect, which is the reason why the locomotion of this robot is classified under inertial slip generation.
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Figure 2.11: Standing Wave Ultrasonic Motor (SWUM) operating principle
generated by an on-board ASIC that is powered by the solar cells on top of the robot. The
robot has an integrated IR module for communication with other robots, in order to obtain
an intelligent swarm behavior. All these components are assembled on and interconnected by
a flexible printed circuit board that is folded twice [251]. First locomotion test in upside down
operation have shown that the module is be able to move a 75 mg (i.e. the weight of the robot)
glass slider a velocity of 100 µm/s at U = 3.6 V and f = 25 kHz [252]. The legs have a total
capacitance of C = 350 pF, resulting in a power consumption of P = 12 · fCU2 = 0.057 mW.
Motion modules actuated by a resonance vibration of the contact points that is inclined
with respect to the motion substrate are generally referred to as Standing Wave Motors, in
particular Standing Wave Ultrasonic Motors (SWUM) if the excitation frequency is in the
ultrasonic region as usually is the case. As for the traveling wave ultrasonic motors (TWUM)
discussed in section 2.5.2 standing wave motors are based on the deformation of an elastic
structure. The difference is that the nodes and peaks of the wave shaped vibration stay at a
fixed position for the SWUM and do not move in a direction opposite to the motion of the
slider as for the TWUM. Moreover, for SWUM there is no continuum of contact points as for
TWUM, but rather a limited number of feet that are arranged at well-chosen positions of the
vibrating structure. For instance, as illustrated in figure 2.11, the arrangement of the foot
on the right (left) side of the peaks of a bending wave causes the contact point to describe a
motion path that thrusts the slider to the right during the upward motion during while the
foot is in contact with the slider. Bidirectional (forward and backward) motion is obtained by
exciting different resonance modes of the flexible structure. 2 DOF bidirectional XY motion
can be obtained by exciting different vibration modes in X and Y direction.
The design of a bidirectional SWUM with 2 DOF (XY ) is presented by Ferreira et al. in
1995 [253]. In 1997 the integration of the SWUM on a 2 DOF mobile minirobot is presented by
the same authors [91]. The SWUM consists of a piezoelectric plate assembled to the metallic
resonator (size 64 × 38 mm2). The electrodes of the piezoelectric actuator are structured
in order to allow to excite four (two in X direction and two in Y direction) out-of-plane
bending modes of the piezo-resonator structure. The motor is typically excited with 20 V
signals with a driving frequency ranging from 37 kHz to 113 kHz for the different resonance
modes. Motion velocities up to 300 mm/s and a thrust force of 1 N were reported. The
SWUM has been integrated in an autonomous mobile minirobot (see figure 2.12(c)) with on-
board powering by battery, on-board driving electronics and infrared communication. The
robot has a size of 64× 38× 20 mm3 and an autonomy of about 1 hour. Miniaturization of
the 2 DOF SWUM by MEMS fabrication technologies to a footprint size of 47× 29 mm2 is
presented by Ferreira and Fontaine in [254].
A similar SWUM, but now with 3 DOF (X,Y, θZ) is presented by Dembele et al. [255].
This robot is driven with a typical voltage of 15 V (minimum voltage 4 V) and frequencies
ranging form 15 kHz to 63 kHz. Velocities of 20 mm/s in positive X and Y direction and
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about 8 mm/s in negative X and Y direction were reported. The authors also present a
autonomous robot with on-board powering, driving electronics and wireless communication.
Simplified and miniaturized (∅10 mm and less than 1 mm thick) SWUMs with 3 DOF
have also been presented by Bansevicius et al. in [203]. A disk shaped piezoelectric bimorph
actuator with sectioned electrodes (3 × 120◦) is excited with voltages ranging from 30 to
80 V and frequencies between 65 and 80 kHz. Unfortunately, no data on motion velocity and
power consumption is provided so far.
Another way to obtain a multi DOF mobile robot driven by SWUM is by combining two
linear bidirectional SWUMs as proposed by Son et al. (Carnegie Mellon University, USA)
in 2006 [256]. They developed a mobile minirobot (size 53 × 45 × 19 mm3) based on two
piezoelectric-metal composite beams vibrating in resonance mode (see figure 2.12(d)). The
robot has 2 DOF (X, θZ) and features a maximum velocity of 58.6 mm/s and 33.7 mm/s in
positive and negative direction for a driving voltage of ±10 V and frequency of 14.2 kHz and
24.7 kHz respectively.
The previously discussed robots show that resonance operation of standing wave ultrasonic
motors yields large motion velocities with large driving forces and low driving voltages for
robots of several cm a side. Scaling down to robot sizes of 1 cm3 results in higher resonance
frequencies and low vibration amplitudes. This is probably the reason why no 1 cm3 size
robots driven by SWUMs have been reported in literature so far.
Although resonance operation can increase the efficiency of the actuator, ultrasonic opera-
tion below the resonance frequency is possible. This is demonstrated by the mobile minirobot
(size 30 × 30 × 15 mm3) developed at EPFL (see figure 2.12(e)) [257]. The 3 DOF robot is
based on three monolithic piezoelectric push-pull actuators operated in ultrasonic mode as
presented by Cimprich et al. in [258]. These ultrasonic actuators feature a maximum velocity
of 25 mm/s for a driving frequency of f = 65 kHz. The price of non-resonance operation is
the high driving voltage of U = ±150 V. Each push-pull actuator has 4 actuation channels
with an electrical capacitance of C = 280 pF, resulting in an overall power consumption of
P = 3 · 4 · 12 · Cf · 2U2 = 4′914 mW. This very high power consumption shows that it is
not efficient to drive piezoelectric actuators at high frequencies and high voltages without
resonance mode operation.
Jumping motion is also based on inertial slip generation and a variation of the contact
force by the inertial effect of a vertical vibration. Jumping motion allows for locomotion on
rough surfaces and even climbing small steps. A promising design of an autonomous jumping
microrobot is presented by Bergbreiter and Pister (Berkeley Sensor and Actuator Center,
University of California, Berkeley) [259]. It is driven by an on-board inchworm motor actuated
by electrostatic gap-closing actuators that stores deformation energy in an elastomer, which
is suddenly released in order to make the robot jump. On-board powering by solar cells and
control by a commercial microcontroller is included in the design. The robot development is
at current date still work in progress and no locomotion has been demonstrated yet.
Inertial slip generation and inertial contact force variation can be realized simultaneously
by a rotation of an eccentric mass about a horizontal axis. Locomotion by vibration of
an eccentric mass was studied by Gaberson and Stone in 1974 [260]. Vartholomeos et al.
(National Technical University of Athens, Greece) [261] propose a ∅36.5 mm robot driven
by two eccentric motors. The robot has 2 DOF, is powered by a battery and a maximum
velocity of 1.5 mm/s was reported. The same authors also presented a 3 DOF design with
three eccentric motors [262]. As for wheeled locomotion the advantage of locomotion by
eccentric motors is efficiency and simplicity of the driving electronics. Moreover, locomotion
with eccentric motors allows for smaller step sizes than wheeled locomotion.
In all the robots presented above in this section the slip generation and contact force
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(a) Uppsala University, SE [249]
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(b) I-Swarm robot, Uppsala U., SE [251, 46]
3× 3× 3 mm3, 0.1 mm/s, 0.057 mW
(c) LMARC, Besançon, FR [91]
64× 38× 20 mm3, 300 mm/s
(d) Carnegie Mellon University, US [256]
53× 45× 19 mm3, 58.6 mm/s
(e) EPFL, CH [263]
30× 30× 15 mm3, 25 mm/s, 4’914 mW
(f) NTUA, GR [261]
∅36.5 mm, 1.5 mm/s
Figure 2.12: Mini- and microrobots driven by a locomotion principle based on inertial slip
generation and contact force variation
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variation is realized by the same actuator. One of the contributions of this dissertation is to
decouple slip generation and contact force variation. Such decoupling is also the basis of the
classification of locomotion principles presented in table 2.1. Such decoupling can help for
the understanding of a locomotion principle and allows for independent optimization of the
actuation solution for slip generation and contact force variation. Decoupling also allows for
a combination of on-board and off-board actuation, which can result in a interesting trade-off
between on-board simplicity and power consumption on the one hand and autonomy and
on-board controllability on the other hand as illustrated by the first and the third prototype
presented in chapter 5 of this dissertation.
Locomotion by decoupling of horizontal and vertical inertial vibration has also been dis-
cussed and simulated by Bolotnik et al. in 2006 [264]. Locomotion based on a combination
of on-board and off-board actuation with the objective of simplification of the robot has also
been proposed by Nguyen and Martel in 2006 [265]. Probably the most impressive demon-
stration of locomotion by a combination of on-board vibration and off-board contact force
variation is a microrobot developed in the group of Brad Nelson (ETHZ, Switzerland) [266].
The microfabricated robot has a size of 0.3 × 0.3 × 0.07 mm3 and consists of two magnetic
bodies connected by a spring. Application of an external magnetic field creates an attractive
force between both magnetic bodies. Hence, by a variation of the external magnetic field
a vibration on the robot can be excited, causing the robot to slip back and forth on the
substrate. A simultaneous variation of the contact force by electrostatic clamping with inter-
digital electrodes integrated on the surface of the substrate allows the robot to move forward
and backward. The orientation of the robot can be controlled by the direction of the external
magnetic field13. The robot is also capable of locomotion by the impact drive principle. If the
amplitude of the variation of the magnetic field is sufficiently large, collision between the two
vibrating masses will occur, which will cause the robot to move forward without the variation
of the contact force. When driven by a magnetic field of 2.2 mT the device starts moving
from rest at 2500 ± 100 Hz, while, once moving, motion can be maintained for a frequency
range from 2000 to 3000 Hz with a variation of the motion velocity from 0.75 to 1.5 mm/s. At
higher magnetic fields motion velocities up to 12.5 mm/s (i.e. 42 body lengths per second!)
have been reported. Such high motion velocities for relatively low magnetic fields are possible
due to the resonance operation with a quality factor of about 150. The robot participated to
the nanogram league (robots size < 300 µm) of the international Robocup championship in
Atlanta, USA, July 2007 and won in all three categories (videos can be found in [21]).
Another sub-millimeter size microrobot driven by an external magnetic field is presented
by Floyd et al. (Carnegie Mellon University, USA) [267]. The robot (see figure 2.13(b))
consists of a piece of NdFeB of size of 0.25 × 0.13 × 0.1 mm3 that is magnetized in the
direction of the longest axis. Application of a magnetic field causes the robot to rotate and
align to the field lines. Two locomotion modes have been tested. In a first mode a horizontal,
pulsed field is applied. At each pulse the robot moves a small step forward. In the second
locomotion mode an inclined magnetic field is implied, which causes the back of the robot
to be lifted in order to align to field line (see figure 2.13(b) on the right). A variation of the
inclination angle of the magnetic field causes the inclination angle of the robot to vary as
well. This varying inclination causes slip as well as a variation of the contact force between
robot and substrate. The superposition of this slip and contact force variation results in a
linear motion. For a maximum field of 3.4 mT and a driving frequency of 70 Hz a motion
velocity of almost 0.7 mm/s was obtained with the first locomotion mode and more than
13The actuation of the orientation of the robot is the result of a pure externally applied force in which the
robot remains passive. The translational motion, however, is the result of a real on-board vibration between
two masses, for which the energy is supplied wirelessly.
2.6. INERTIAL SLIP WITH CONTACT FORCE VARIATION 47
(a) ETHZ, CH [266]
0.3× 0.3× 0.07 mm3, 12.5 mm/s
(b) Carnegie Mellon University, US [267]
0.25× 0.13× 0.1 mm3, 2.8 mm/s
Figure 2.13: Sub-millimeter size microrobots driven by a locomotion principle based on
inertial slip generation and contact force variation
vs Ps DOF Elec 1 cm3 Res
[L/s] [ mWmm/s ]
IFc
1 · · · 10 10−1 · · · 102 2-3
Table 2.5: Evaluation of locomotion class IFc for mobile microrobots
2.8 mm/s with the second mode (i.e. 15 body lengths14 per second).
2.6.2 Evaluation
Motion velocities of robots in the IFc class15 range from 0.5 L/s up to 40 L/s, which is as high
as for wheeled robots. This high velocity is obtained form resonance operation. Resonance
operation also allows for very low specific power consumptions such as 0.14 mWmm/s for the three
legged robot from figure 2.12(a). Non resonant operation of piezoelectric actuators at high
frequencies, on the contrary, results in high power consumption such as 200 mWmm/s for the
robot in figure 2.12(e). However, at these frequencies, power consumption of the electronics
could be reduced by operation at electrical resonance. Moreover, resonance operation allows
for driving with a digital electronics without any power greedy Digital to Analogue Convertor
(DAC) and operational amplifiers. Robots in the IFc locomotion class typically feature 2 or 3
DOF with 1-4 channels per DOF. The locomotion principle can result in very simple designs
that are well suited for miniaturization as illustrated by the sub-millimeter size robot shown
in figure 2.13(a) and the 3 legged polymer robot developed in the I-Swarm project [248, 250].
Step sizes are typically in the range of some micron for fast motion, which can be reduced
to about 100 nm for resonance operation [91] and even some nm for non resonance operation
[258]. Table 2.5 summarizes the evaluation of the suitability of the IFc locomotion class for
driving mobile microrobots.
14The body length of this robot is
√
0.25 · 0.13 = 0.18 mm.
15The lower velocity of the robot driven by eccentric motors shown in figure 2.12(f) is ignored as this robot
design could be optimized for large step sizes by increasing the ratio between the mass of the eccentric and
the mass of the robot’s body.
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2.7 Differential slip generation with directional friction (class
Dµ)
Besides the contact force variation, a second way for obtaining a net displacement from a
symmetric back and forth slip is by an (apparent) change of the friction coefficient. With
the exception of some designs proposed in [264] all the robots based on directional friction
presented in this literature review obtain directional friction from a non-perpendicular contact
angle between robot’s feet and substrate16. The literature shows that very simple and efficient
robot designs can be obtained for locomotion based on directional friction. Some of the robots
feature both translational and rotational motion, but only a few of them feature bidirectional
(reversible) motion.
2.7.1 Literature review
One of the first mobile robots based on differential slip generation and directional friction is
reported by Aoshima et al. (NTT Transmission Systems Laboratories, Japan) in 1993 [28].
The robot (see figure 2.14(a)) is developed for unidirectional motion in ∅20 mm pipes. The
robot consists of piezoelectric bimorph actuator (38 × 16 × 0.5 mm3) with four flexible fins
attached to it. Excitation of the bending resonance mode of the piezoelectric actuator causes
relative slip between the fin tips and the tube walls. Because of the inclination angle between
the fin tips and the tube wall, the friction is lower for forward relative slip than for backward
slip, which causes the symmetric vibration to result in a net forward motion. A maximum
velocity of 332 mm/s and thrust force of 0.12 N was measured for an excitation at ±60 V at
600 Hz. A similar design, but with an axially expanding stack piezoelectric actuator instead
of a bimorph actuator is discussed by Gmiterko et al. [268].
Kim et al. (Korea Institute of Science and Technology, KIST, South Korea) [269] present
a mobile robot inspired by earthworm locomotion. The robot (see figure 2.14(b)) consists
of two units equipped with small hooks interconnected by an SMA actuator preloaded by a
bellow. The robot has a size of ∅9.5 mm× 50 mm and is powered by an on-board battery
and can be remotely controlled by an inductive coupling. A maximum velocity of 0.17 mm/s
was reported as well as an autonomous operating time of 8 minutes on 3 alkaline batteries
(1.55 V, 33 mAh) corresponding to a power consumption of approximately 1150 mW. A
similar endoscope robot was already presented by the same author in 2004 [270]. For that
previous robot (∅13 mm× 33 mm) the differential motion was not generated between the two
robot ends but rather between the passive body and four individual slider driven by SMA
actuators and equipped with small hooks. Experiments have shown velocities up to about
0.4 mm/s for a power consumption of about 600 mW (300 mA and 2 V). These robot clearly
show the advantages of easy integration and simple driving electronics for SMA actuators,
but also the drawback of their high power consumption. Because of this simplicity, SMA
actuators were chosen for Stiquito, a simple, but successful mobile robot used for education
in electronics [47, 271]. A driving principle with tiny hooks actuated by two electromagnetic
motors is also proposed by Quirini et al. [30] for the locomotion of a ∅11 mm × 25 mm
endoscopic capsule robot in the lower gastrointestinal tract (large bowel).
A similar design of an in-pipe robot is presented by Sun et al. (Shanghai University,
China) in 1998 [272]. The robot has an overall size of ∅15 mm × 30 mm and consists of two
units between which the distance can be varied by an on-board electromagnetic actuator.
16It should be noted that non-perpendicular contact angle does not really change the friction coefficient.
It causes an intrinsic, automatic change in contact force when changing the slip direction. The effect on the
friction force can, however, be represented by a virtual change in friction coefficient.
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Each of the units is equipped with inclined fins touching the walls of the pipe. Experiments
have shown that for driving frequencies of 30–70 Hz, AC driving voltages of 14–20 V, and
an AC driving current of about 60 mA a motion velocity of 5.3–8.4 mm/s and a peak power
consumption of 840–1200 mW were obtained. The robot is also capable of vertical motion
with slightly lower velocities.
In 1990 a microrobot (see figure 2.14(c)) capable of upsidedown locomotion was developed
by T. Hayashi (Tokyo Institute of Technology, Japan) [54]. The microrobot (size 13 × 5 ×
5 mm3) consists of an arc shaped PVDF actuator interconnecting two strips of cloth with
inclined bristles. The strips of cloth are drenched with water, resulting in an attractive,
capillary force between the strips of cloth and the walking substrate allowing the robot to
walk upside-down hanging from the ceiling. An eccentric mass is attached to the rear leg. A
maximum velocity of 1.8 mm/s for an actuation frequency of 1 kHz was reported. T. Hayashi
presents in 2000 [143] an alternative design allowing for bidirectional 2 DOF motion. The
actuator is still an arc shaped PVDF actuator, but the cloth strips are replaced by sharp
tips. Excitation of the right resonance mode makes the robot move forward or backward.
Moreover, one of the arc ends is split in two, allowing for turning motion. The author reports
that motion was achieved for robot sizes down to 3 mm.
A six legged robot design based on directional friction is proposed by Sahai et al. [273]
(University of California, Berkeley) in 2006. The robot has a length of 35 mm and is actu-
ated by two piezoelectric bender actuators. The motion of the piezoelectric benders is dis-
tributed to the legs and amplified by a kinematic of three slider cranks in series. Polyurethane
strips with inclined microfibers are attached to the feet for directional friction. The robot
is equipped with on-board battery and driving electronics. Three prototypes have been fab-
ricated and leg motion (40◦ angular stroke) has been demonstrated, but no locomotion has
been reported so far.
As demonstrated by the robots discussed above, locomotion based on direction friction
can be obtained with only one on-board actuator. Moreover, differential slip generation allows
for slow, quasistatic actuation. Because of these two reasons, such locomotion principle is well
suited for wireless actuation. Uchino et al. [274, 275] presented in 1989 a two legged robot
of a size of 21× 12× 9 mm3 (see figure 2.14(d)) actuated by photostrictive actuators17. The
photostrictive legs bend by ±150 µm with a response time of about 10 s under the influence
of incident light. Inclined sharp tips are attached to the leg ends in order to obtain directional
friction. A motion velocity of about 0.017 mm/s is reported, which could still be improved
by improving the efficiency of the directional friction units. The velocity of such a wireless
robot can also be increased by using other photoactive materials such as the Photo-Induced
Phase Transition (PIPT) material presented in [277] exhibiting a response time of only 2 ms.
Maeda et al. (Waseda University, Tokyo) [278] present an untethered, autonomous walk-
ing device actuated by an self-oscillating chemical reaction. The chemical reaction in an
artificial gel causes autonomous swelling-shrinking behavior, which causes a bending oscilla-
tion in the arc shaped gel device. The two ends of the arc slip on a saw tooth shaped surface,
resulting in a net forward motion. The oscillation cycle time and amplitude are about 112 s
and 410 µm respectively, resulting in a velocity of about 2.8 µm/s.
One of the most well known locomotion solutions based on directional friction applied in
the field of microrobotics is probably the scratch drive principle. The scratch drive principle
was first presented by Akiyama et al. [22] (Sophia University, Tokyo) in 1993. A scratch drive
actuator has an L-shaped structure fabricated by surface micromachining (see figure 2.14(e)).
Electrostatic attraction resulting from an applied voltage difference between device and sub-
17Photostriction in ferroelectrics arises from a superposition of photovoltaic and inverse piezoelectric effects
[276].
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strate causes the device to bend. During this bending the tail is stuck to the substrate, which
forces the head to slide forward. When the voltage difference is removed the elastic energy is
released and the device is trusted forward due to directional friction between the head and
the substrate18. The voltage potential is applied to the device by means of sliding electric
contacts (see figure 2.14(e)). Akiyama et al. demonstrated linear and a rotary scratch drive
actuators with different sizes. The devices with dimensions 0.080× 0.080 mm2 and bushing
height (h) of 2 µm have shown a motion velocity of 0.080 mm/s when actuated with a voltage
of 150 V and a driving frequency of 1 kHz.
Donald et al. [69] (Dartmouth College, Hanover, USA) proposes an untethered version
of the scratch drive actuator by applying a voltage difference between interdigital electrodes
structured on the substrate. With this technology velocities up to 1.9 mm/s were reported
for actuation at 100 kHz with 60 V. Based on the same technology the same authors [23]
presented in 2006 a scratch drive actuator capable of forward motion and turning motion to
one side (see figure 2.14(f)). An arm that is slightly bent upwards is added to the design.
By adjusting the voltage wave form the arm can be lowered to the substrate during scratch
drive locomotion, which causes the robot to turn around the small dimple (see figure 2.14(f))
beneath the end of the arm. The robot has an overall size of 0.250× 0.060× 0.010 mm3 and
maximum velocities of 200 µm/s have been reported. The authors claim this robot to be the
world’s smallest [279]. Although these results are very impressive and promising, it should
noted that these robots only allow for forward motion and turning to one side, which still
limits considerably the possible applications as a mobile robot.
A solution for bidirectional motion could principally be obtained by fabricating several
scratch drive actuators with different orientations and with the bushing facing upwards on a
substrate and flip this substrate upside down in order to walk on top of another substrate.
This concept is demonstrated for unidirectional motion by Kanamori and Hane [280]. They
fabricated a micro translation stage of 2.3 × 2.0 mm2 with 300 upward facing scratch drive
actuators on top. Flipping the micro translation stage on top of a conductive substrate
and applying a voltage between the stage and the substrate resulted in a motion velocity of
0.045 mm/s for an actuation voltage and frequency of 120 V and 500 Hz. With the same
technology one could imagine to have scratch drive actuators oriented in all four orthogonal
directions and actuated them individually in order to obtain bidirectional XY motion.
Locomotion based on differential slip and directional friction is also used in MEMS for
obtaining large strokes with actuators featuring small displacements. Lateral electrostatic
clamping similar to that of the scratch drive mechanism is proposed by Tas et al. [233] for
driving a linear MEMS actuator. Electrothermal actuators have also been used for linear
actuators based on differential slip and directional friction [281, 282]. A compliant ratchet
mechanism driven by electrostatic comb drive actuators is presented in [283] and [284].
2.7.2 Evaluation
Directional friction allows to obtain motion with a very simple robot design: one actuator,
which can be operated in resonance mode, is sufficient. If not considering the two robots
with SMA actuators and photostrictive actuators, for which the motion velocity is limited
because of the limited bandwidth of the actuator, the Dµ class features motion velocities
in the range of 0.2 to 12 L/s, which is rather fast. Almost no data is available on power
consumption for the robots reported in literature, but this locomotion class should allow
for power efficient robots because of the simplicity and the possibility for resonance mode
18In fact, the scratch drive is a mixture between clamping of the tail as in the inchworm principle and
directional friction at the head.
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(a) NTT Transmission Systems Lab., JP [28]
∅20 mm× 38 mm, 332 mm/s
(b) KIST, KR [269]
∅9.5 mm× 50 mm, 0.17 mm/s, 1150 mW
(c) Tokyo Institute of Technology, JP [54]
13× 5× 5 mm3, 1.8 mm/s
(d) Pennsylvania State University, US [275]
21× 12× 9 mm3, 0.017 mm/s
(e) Sophia University, JP [22]
0.080× 0.080 mm3, 0.08 mm/s
(f) Dartmouth College, US [23]
0.250× 0.060× 0.010 mm3, 0.017 mm/s
Figure 2.14: Mini and microrobots based on differential slip and directional friction
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[L/s] [ mWmm/s ]
Dµ
10−1 · · · 10 0.5-1
Table 2.6: Evaluation of locomotion class Dµ for mobile microrobots
operation. The major drawback of locomotion with directional friction is that it generally
results in unidirectional motion. Bidirectional motion is possible by orienting the feet of the
robot, but this complicates the robot design considerably. The scratch drive actuator shown
in figure 2.14(f) features 2 times half a DOF (forward motion and right turning motion), but
still, when such a robot runs into an obstacle, it can not back off by itself, which is a severe
restriction for practical mobile robot applications. The in-pipe robot shown in figure 2.14(a)
is developed for feeding electrical wires through small diameter pipes, which is an example of
an industrial application where unidirectional motion is not an issue. Because of the limited
number of actuation channels and because of the possibility for resonance operation, on-board
electronics can be very simple. Again because of simplicity, this locomotion class is very well
suited for miniaturization as well as for wireless actuation. Because of the elasticity of the
directional fins and typically relatively large steps motion resolution is usually not very good.
Logically, the step size decreases when the robot decreases in size, as illustrated by the scratch
drive actuator. But due to the limited DOF also the scratch drive robots are not well suited
for precision applications. Table 2.6 summarizes the evaluation of the suitability of the Dµ
locomotion class for driving mobile microrobots.
2.8 Inertial slip with directional friction (class Iµ)
This section discusses robots with locomotion based on directional friction and a slip genera-
tion that results not from a differential displacement as for the robots in the previous section,
but rather from the inertial effect of a vibration. This type of locomotion has been studied by
Mansour et al. [285] in 1975 and Okabe et al. [286] in 1988 for the conveyance of passive parts
with bristled, vibrating tracks. The principle has also been used for driving rotary motors as
patented by Sashida et al. [287] in 1982. The development of MEMS fabrication technologies
allowed for smaller integration of inclined, elastic fins on vibrating actuators. Used actuating
principles are piezoelectric bimorph disks for rotary motors with applications in the watch
industry [288, 289], or electrostatic [290] and electrothermal [291] actuators driving linear,
high stroke motors for optical bench applications.
2.8.1 Literature review
Fukuda et al. (Nagoya University, Japan) [292, 293] reported in 1992 on a mobile microrobot
based on directional friction and inertial vibration. The robot has a size of 8×7×9 mm3 and
has 0.5 DOF (forward linear motion, no backward). The bottom of the robot is covered with
nylon bristles that are inclined with an angle of 45◦ to the floor. The robot is actuated by
a horizontally oriented electromagnetic actuator of which the displacement is limited in each
direction by a mechanical stops. Impact between the stops during vibration of the actuator
causes the robot to slip back and forth on the floor. Because of the bristle inclination, the
forward slip is larger than the backward slip, resulting in a net forward motion. Motion
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velocities of about 0.4 mm/s have been reported.
Two similar designs of mobile robots with locomotion based on directional friction are
presented by Ishihara et al. [116] from the same research group at Nagoya University. In
a first design two spring-guided, magnetic cores are vibrated inside two coils. Again the
vibration is transformed into motion by the inclination of bristles attached to the bottom
of the robot. The locomotion module (see figure 2.15(a)) has a size of 10 × 10 × 6 mm3
and is driven with a current of 70 mA and a frequency of 120 Hz. No data on the motion
velocity has been reported. Two photosensors and a Programmable Logic Device (PLD) have
been added to the locomotion module (total robot size 16× 10× 13 mm3) for a line tracing
experiment. The second design presented by Ishihara et al. [116] is driven by piezoelectric
actuators instead of electromagnetic. It has an overall size of 10 × 10 × 10 mm3 and a
velocity of 2 mm/s has been reported. It is powered by three on-board button cell batteries
and equipped with four on-board photosensors and a PLD, allowing for autonomous light
searching behavior.
Matsuoka et al. (Meitec Corporation, Nagoya, Japan) [294] reported in 1993 on two
similar mobile microrobots. The smallest of the two robots (see figure 2.15(b)) has an overall
size of 10 × 10 × 5 mm3 and features forward motion with left and right turning. It is
actuated by two piezoelectric unimorph disk actuators that excite the resonance frequencies
of the two interconnected frames. Velvety brushes with an inclined orientation are glued to
the bottom of the frame resulting in directional friction. A maximum locomotion velocity of
100 mm/s was reported for square wave actuation with U = 80 V at around f = 3 kHz. The
piezoelectric actuators have an average electrical capacitance of C = 212 pF, resulting into
a power consumption of only P = 2 · 12 · fCU2 = 4.1 mW. The authors also report on an
alternative design with a closed frame and two piezoelectric stack actuators instead of two
unimorph actuators. The same maximum velocity was reached with this design, but the power
consumption is more than 1000 times higher because of the much larger electrical capacitance
of the stack actuators and higher driving voltages and frequency. The stack piezo design
was, without the inclined bristles, also capable of bidirectional motion by exciting different
resonance modes of the frame as for standing wave ultrasonic motors (see section 2.6).
Ioi et al. (Kinki University, Higashihiroshima, Japan) [295] present a minirobot with
inclined brushes and a vibration generated by the centrifugal forces of two eccentric motors.
The robot (see figure 2.15(c)) has an overall size of 28× 10.7× 4.5 mm3 and has an on-board
button cell battery . The motors are operated at a maximum velocity of 9400 rpm and motion
velocities up to 200 mm/s were reported.
Isaki et al. (Tohoku University, Sendai, Japan) [296] propose to use inclined brushes and
eccentric motors for active driving of the flexible cable of a scope camera. As a proof of
concept they first developed a 38.8 × 19.7 × 15.1 mm3 mobile minirobot with inclined cilia
and one eccentric vibration motor. A maximum velocity of almost 80 mm/s is reported for
a motor frequency of 140 Hz.
As for differential slip and directional friction, locomotion based on inertial slip and
directional friction can lead to very simple robot designs with only one on-board actuation
in the case of 1 DOF motion. Fukuda et al. (Nagoya University, Japan) [297] reports in
1991 on two in-pipe robots actuated by an external magnetic field. The first robot (see figure
2.15(d)) has a size of ∅6 mm × 4 mm and consists of a Giant Magnetostrictive Alloy (GMA)
actuator and 16 inclined legs touching the tube wall. External generation of an alternating
magnetic field generates a strain in the GMA actuator. The resulting vibration causes slip
between the robot’s feet and the tube wall, which is converted into a forward trust motion
due to the directional friction of the inclined feet. A maximum unidirectional motion velocity
of about 0.8 mm/s was reported for an actuation frequency of 80 Hz.
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Iµ
10−1 · · · 10 1-1.5
Table 2.7: Evaluation of locomotion class Iµ for mobile microrobots
The second in-pipe robot presented by Fukuda et al. in [297] is larger (∅21 mm ×
71 mm), but allows for bidirectional motion. The robot (see figure 2.15(e)) consists of one
GMA actuator and four sets of legs that can be inclined by means of an amplifying lever
mechanism. A DC component in the external magnetic field allows to choose the inclination
of the legs, while an AC component generates a vibration in the legs trusting the robot
forward or backward. A maximum motion velocity of 1.5 mm/s was reported for a driving
frequency of 180 Hz.
Yasuda et al. (University of Tokyo) [70, 19] report on an untethered microrobot actuated
by a mechanical vibration field (see figure 2.15(f)). The microfabricated robot has a size of
1.5 × 0.7 mm2 and features 1.5 DOF motion. The main structural material is polysilicon,
but polyimide has been used for the two soft springs and folding joints. The robot has 4
supporting legs in the outer corners, and two kicking legs generating the driving force. The
feet of the kicking legs are inclined with respect to the substrate, allowing for directional
friction. The two kicking legs have been designed to have a different resonance frequency
(390 Hz and 460 Hz). Selective excitation of one or both of the resonance frequencies by
the external vibration of the substrate allows to drive the robot forward (0.5 DOF) and turn
left or right (1 DOF). Motion velocities of 4.5 mm/s and more were reported for a substrate
vibration amplitude of 8 µm.
2.8.2 Evaluation
Locomotion based on directional friction with inertial slip generation (class Iµ) features the
same advantages and drawbacks as in the case of differential slip (class Dµ). Motion velocity
ranges from 0.16 L/s up to 12 L/s. A very low specific power consumption of 0.04 mWmm/s could
be calculated for one robot (see figure 2.15(b)), but also for the other robots power efficiency
is expected to be good. As for the Dµ class, the major drawback is the DOF. Three of the
presented robots feature forward motion as well as left and right turning. But as the turning
is coupled to a forward motion (like a car), these robots cannot recover from a situation after
running into a wall. Bidirectional motion is demonstrated for the robot in figure 2.15(e),
but then the advantage of simplicity is partially lost. Again, simplicity allows for a high
level of miniaturization through microfabrication and wireless actuation. Motion resolution,
however, is even worse than for the Dµ class. Table 2.7 summarizes the evaluation of the
suitability of the Iµ locomotion class for driving mobile microrobots.
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(a) Nagoya University, JP [116]
10× 10× 6 mm3
(b) Meitec Corporation, JP [294]
10× 10× 5 mm3, 100 mm/s, 4.1 mW
(c) Kinki University, JP [295]
28× 10.7× 4.5 mm3, 200 mm/s
(d) Nagoya University, JP [297]
∅6 mm × 4 mm, 0.8 mm/s
(e) Nagoya University, JP [297]
∅21 mm × 71 mm, 1.5 mm/s
(f) University of Tokyo, JP [19, 298]
1.5× 0.7 mm2, 4.5 mm/s
Figure 2.15: Mini and microrobots based on inertial slip and directional friction














(b) The impact drive principle
Figure 2.16: Two types of inertial drive principles
2.9 Inertial slip with asymmetric vibration (classes D∆t and
I∆t)
2.9.1 Inertial drives: stick-slip and impact drive principle
Besides contact force variation and directional friction a third way to obtain net motion from
a repetitive slip is by inducing an asymmetric slip behavior. As expressed by equation 2.2
on page 20 the slip distance ∆Xslip depends on the slip time ∆t. Hence, net motion can
be obtained by inducing a different slip time for forward and backward slip. In literature,
locomotion based on asymmetric slip is generally referred to as the inertial drive principle.
Two types of inertial drive principles can be distinguished: the stick-slip principle and the
impact drive principle. In fact there is no essential, qualitative difference between these two
types of inertial drives. The quantitative difference can, however, be expressed by dividing
the robot in two parts that are interconnected by the actuator that is generating the vibration
for slip generation (see figure 2.16). Let’s consider Mf the mass of the part of the robot that
is in contact with the floor (feet) and Mi the mass of the rest of the robot (inertial mass).
Hence, the condition for the stick-slip principle is Mf Mi, while the impact drive principle
is characterized byMf ≥Mi. In the stick-slip principle slip is generated by rapidly retracting
the feet (Mf ) with respect to the robot’s body (Mi). Stick-slip actuators are optimized by
trying to minimize the mass of the feet (Mf Mi). For the impact drive principle slip of the
robot’s body (Mf ) on the floor is caused by a rapid extension (or contraction) of an actuator
with an additional inertial mass (Mi) attached to it with typically Mf ≥ Mi. Inertial drive
locomotion with an external, actuator and a passive slider is generally also categorized under
the stick-slip principle.
Apart from a few exceptions, inertial drive actuators are actuated by piezoelectric actu-
ators, because of their high bandwidth. A typical voltage waveform for a stick-slip actuator
is a sawtooth signal with a linear ramp: during the ramp phase of the saw tooth signal
the body of the robot moves forward at a constant velocity, while during the edge, a small
backlash typically occurs. Impact drives, on the other hand, are typically driven with a saw
tooth signal with a quadratic ramp phase: the body of the robot does not move during the
ramp phase, while a sudden forward step occurs during the edge. The quadratic shape of the
ramp phase allows to store a maximum amount of kinetic energy in the motion of the inertial
mass, resulting in the maximum step displacement of the body of the robot.
Prof. Toshiro Higuchi (University of Tokyo) is the first to report on the impact drive
principle in 1984 [299]. He proposes to move an object by mechanical impacts of a inertial
mass against the object. In this first configuration an electromagnetic actuator is used to store
potential energy in a spring, which is than transformed in kinetic energy that is absorbed
by the mechanical impact causing the object to move. In 1987 Higuchi et al. [300] propose
the use of a piezoelectric actuator for generation of the impact. In 1991 an in-pipe impact
drive actuator with an additional mechanical clamping unit (30 mm × 15 mm, 6.5 mm/s,
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100 Hz, 100 V) is presented by Ikuta et al. (Kyushu Institute of Technology, Japan) [301]
as a cybernetic actuator featuring the same 4 states as a human muscle: free, decreasing,
increasing and locked. In 1992 an enhancement of the impact drive principle by increasing
the friction force during the stiction phase by an electromagnet is proposed by Higuchi et al.
[302] and Ikuta et al. [303]. In the same year Higuchi et al. also proposes an impact drive
with friction force variation by the vertical acceleration of an additional inertial mass [304].
The stick-slip principle has been proposed for the first time by Besocke (Kernforschungsan-
lage Jülich GmbH, Germany) [305] in 1987 for positioning of a sample for a Scanning Tunnel-
ing Microscope (STM). Besocke proposes three piezo tubes for positioning of the sample and
a fourth tube for positioning of the tip. In the same year a linear stick-slip actuator driven by
the axial deformation of a piezo tube is presented by Pohl (IBM Zürich Research Laboratory,
Switzerland) [306]. In 1991 a variant of the stick-slip principle is proposed by Matsuda and
Kaneko (NTT Applied Electronics Laboratories, Tokyo, Japan) [307]. They drive a passive
slider with the bending mode of piezo tube by applying a fast, 1-period sine wave. The
direction in which the sine wave starts determines the direction of the generated step. Two
variants of the stick-slip principle with electrostatic clamping and mechanical clamping are
presented by Peichel et al. [308] in 2002 and Lee et al. [309] in 2007.
As expressed in table 2.1 the inertial slip generation of the stick-slip principle can also be
combined with a differential slip generation. This idea has been patented by CSEM (Centre
Suisse d’Électronique et de Microtechnique SA) in 1995 [310]. Breguet et al. in [129] has
tested this idea for a linear stick-slip actuator by exciting the slip phase of the three feet with
a slight delay. The advantage of this is that the backlash per foot retraction is lower and that
the excitation of the resonance frequencies of the actuator (robot) is lower. However, on the
other hand the backlash and the resonance excitation occurs three times per stepping cycle,
which causes that at the end the gain in performance of differential actuation of the feet is
limited. Moreover, the major drawback of differential stick-slip actuation is that it requires
independent actuation signals for the different feet, which requires a more complicated driving
electronics. Therefore, no robot actuated by differential stick-slip is reported in literature.
The advantage of the inertial drive principle is that it allows for high resolution, bidirec-
tional motion with only one actuator. Stick-slip features a smoother motion of the robot’s
body than the impact drive principle and is typically more efficient as it results normally in
larger step sizes for the same actuator amplitude. Impact drive has the advantage that it
can easily be added to a passive object (robot) and it can result in a better robustness of the
robot as the weight of the robot does not have to be carried by the actuator and the actuator
can be encapsulated in order to protect it from external forces and environmental conditions
(dust, humidity, etc.).
2.9.2 Literature review
One of the first mobile microrobots based on the inertial drive principle is the one proposed by
Ikuta et al. (Kyushu Institute of Technology, Japan) [301] (already discussed in section 2.9.1)
They presented a cybernetic in-pipe impact drive actuator based on an impact drive principle
with friction force control by means of a mechanical clamping unit. The 1 DOF device is
actuated by 2 piezo stacks and features a size of 30 mm × 15 mm and a maximum velocity
of 6.5 mm/s (U = ±100 V, f = 100 Hz. The authors’ next prototype (see figure 2.17(a)) is
based on the impact drive principle with electromagnetic contact force variations [303] and
is quite a bit smaller (20× 5× 5 mm3). It features a velocity of about 35 mm/s for a driving
frequency of 37 kHz. Several of these actuators have been combined for creating a hyper
redundant active endoscope [311].
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Another 1 DOF robot is presented in 1995 by Idogaki et al. (Nippondenso Co., Ltd.)
[26] for pipe inspection applications. The robot has a size of ∅5.5 mm × 20 mm and is
driven with one piezoelectric stack actuator. A maximum velocity of 10 mm/s was reported
(U = 100 V, f = 4 kHz) as well as vertical upward motion. Nishikawa et al. from the
same company (by then Denso Corporation) present in 1999 [312, 313] a completely wireless
in-pipe microrobot. The robot has a size of ∅9.5 mm × 66 mm and features an on-board
CCD camera (with integrated focus module and tilting mirror) for pipe inspection and on-
board driving electronics with wireless energy transmission and communication by microwaves
(RF). It is driven by a set of piezoelectric bimorph disk actuators connected in parallel (see
figure 2.17(b)) and features a maximum velocity of 10 mm/s (U = 12 V, f = 1000 Hz). A
first prototype [27] of the robot had an overall power consumption of 480 mW, while a later
prototype [313] consumed in total 200 mW, of which 56 mW is consumed by the locomotion
module.
In the previous two 1-DOF robots the low piezoelectric strain is amplified by using a stack
and a bimorph configuration respectively. Rembold and Fatikow (at that date in University
of Karlsruhe, Germany) [172] propose the use of the same amplification mechanisms for two
different robot designs with 3 DOF. In a first robot the strain from three stack piezos is
further amplified by a tilting lever mechanism. The robot has a size of 30 × 30 × 35 mm3
and 3 DOF actuated by only 3 independent channels. A maximum step size of 36 µm and
a maximum velocity of 0.9 mm/s for a driving voltage of ±20 V were reported. The second
robot, called SPIDER-I, has a diameter of ∅60 mm and consists of 3 times 2 piezoelectric
bimorph actuators connected in series (see figure 2.17(d)). It is actuated with 6 independent,
bipolar voltage signals with amplitude ±20 V and a velocity of 0.33 mm/s was reported.
The previous two robots feature large amplification and therefore large step sizes at low
driving voltage, but the motion velocity is quite limited, specially when compared to the size
of the robots. The reason for this is the low bandwidth of the amplifying mechanical structure,
which limits the stepping frequency. Moreover, the two previous designs are not well suited
for miniaturization down to the 1 cm3 size. A more integrated approach for obtaining 2
DOF actuation of the robot’s feet with mechanical amplification is by using the two bending
modes of a piezo tube. One of the first 3-DOF mobile robots based on stick-slip motion
with piezo tubes is presented in 1995 by Magnussen et al. [314] (University of Karlsruhe,
Germany). Their “Piezoelectric RObot for HAndling of Microobjects” (PROHAM) has a size
of 80×80×50mm3, on-board driving electronics and features a motion velocity up to 30 mm/s
(U = ±150 V, f = 5 kHz) [315, 142]. Within the MINIMAN project [96] several robots
were developed with 3 DOF locomotion actuated by piezo tubes. Moreover, the locomotion
module can also be flipped upside down in order to drive the three rotative DOF of a ball in
which a manipulator can be integrated. The robots MINIMAN, MINIMAN II, MINIMAN
III (see figure 2.17(e)) and MINIMAN IV all feature locomotion based on piezo tubes with
a maximum velocity of about 30 mm/s (U = ±150 V, f = 5 kHz) [103, 33, 106]. One of the
disadvantages of this robot design is that 4 channels per leg are needed, so 12 channels for
locomotion (plus 12 channels for manipulator). This number of channels could be reduced
by a factor of two by a reverse polarization of the opposite electrodes on the piezo tubes as
proposed by Bergander et al. [316] for monolithic push-pull piezo actuators (MPA). The last
robot developed in the MINIMAN project, the MINIMAN V robot, (already presented in the
section on walking robots, see figure 2.5(a) on page 30) does not only feature walking motion,
but also stick-slip motion as discussed in [175]. This robot design is, however, not optimized
for stick-slip motion as it has 6 legs (while 3 would be sufficient), 24 driving channels and
actuators with large electrical capacitance resulting in large peak driving currents during the
slip phase.
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Another mobile minirobot based on stick-slip actuation with piezo tubes is presented by
Juhas et al. [317]. Their robot has a size of 54 × 49 × 57 mm3 and has on-board driving
electronics. The velocity of the robot is limited to 0.06 mm/s, because of the limited driving
frequency (20 Hz) of the on-board electronics.
Another configuration of the piezo tube legs for a stick-slip robot is proposed by Martel
et al. (Massachusetts Institute of Technology, USA) [88]. The NanoWalker [88] and the
NanoRunner [89] robots are both based on a arrangement of the piezo tubes in the shape of
a pyramid with the apex pointing upwards. This arrangement allows for a smaller overall
size of the robot, but requires the piezo tubes to operated in a combination of the bending
and the axial mode in order to allow for a motion of the legs parallel to the substrate. Both
robots are equipped with an on-board driving electronics with DC-DC convertors, wireless
communication, signal generation and 12 power amplifiers for driving the 3 piezo tubes. The
NanoWalker is also equipped with a Scanning Probe Microscope (SPM) tool with readout
electronics for nanoscale operations. The NanoWalker has an overall size of 32×32×20 mm3
(mass 32 g) and is actuated by three piezo tubes of 19 mm long, while the smaller NanoRunner
(see figure 2.17(f)) is based on piezo tubes of 12.7 mm long [89]. Because of its advanced,
but complex electronics the robot has an overall power consumption of 15 W. With an
experimental, wired version that is slightly larger (leg length 19 mm, mass 88 g) a maximum
velocity obtained with a sawtooth signal was 3.9 mm/s (U = ±40 V, f = 571 Hz), while
with a triangular signal (2/3 rise time, 1/3 fall time) a velocity of 26.3 mm/s (U = ±50 V,
f = 1316 kHz) was recorded [89]. Driving with 2/3-1/3 triangular signal (called the push-
slip method by the author) allows for higher motion velocities as higher driving frequencies
and driving voltages can be applied due to the lower harmonic content in the driving signal.
Higher velocities of 200 mm/s were reported for resonant mode operation (U = ±40 V,
f = 4000 Hz) [318] for another, wired 8 g prototype with 12.5 mm long piezo legs. However,
at this velocity the motion was rather unstable [94].
Piezoelectric shear mode actuators are well suited for actuation of stick-slip drives as
they are small, easy to integrate and have high resonance frequencies. The relatively low
displacement of some hundreds of nm is compensated by the high bandwidth, which allows
for high frequency operation. The use of shear mode piezo actuators for driving linear and
rotary stick-slip actuators has been patented by the company Omicron in 1992 [322]. A very
straightforward way to obtain robots with 3 DOF stick-slip motion is by stacking three times
two perpendicularly oriented shear mode actuators on top of each other as illustrated by
Breguet et al. (EPFL) in [323]. They present a mobile minirobot with 3 DOF locomotion
(see figure 2.18(a)) actuated by 6 independent channels. The robot has a size of ∅50 mm ×
34 mm, is actuated by 6 independent actuation channels and maximum velocities of 4 mm/s
were reported (U = ±150 V, f = 10 kHz). During translation 3 piezoelectric actuators
with a capacitance of about C = 100 pF (estimated from [129]) are actuated with a bipolar
voltage resulting in a power consumption of P = 3 · 12 · f · 2CU2 = 68 mW. An alternative
way to combine the motion of two shear piezos into the XY motion of a foot is by using
a flexible L shaped structure as shown in the inset in figure 2.18(b) [324]. Three of such
structures can be combined in order to obtain 3 DOF locomotion with 6 actuation channels.
The resulting robot (see figure 2.18(b)) has a size of ∅32 mm × 19.8 mm and is equipped with
an integrated vertical stick-slip axis with a microgripper for micromanipulation purposes [43].
The robot features a maximum locomotion velocity of 4 mm/s (U = ±133 V, f = 10 kHz).
The robot is driven by the same piezoelectric actuators as the robot shown in figure 2.18(a)
featuring a capacitance of about C = 100 pF resulting in a power consumption of P =
3 · 12 · fC · 2U2 = 53 mW. In order to reduce the number of assembly steps and to allow for
a further miniaturization a monolithic approach is to be preferred. Based on the concept
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(a) Kyushu Institute of Technology, JP [303]
20× 5× 5 mm3, 35 mm/s
(b) DENSO Corporation, JP [312, 319]
∅9.5 mm, 10 mm/s, 56 mW
(c) University of Karlsruhe, DE [172]
30× 30× 35 mm3, 0.9 mm/s
(d) SPIDER-I, U. of Karlsruhe, DE [172]
∅60 mm, 0.33 mm/s
(e) MINIMAN III-2, U. of Karlsruhe, DE [320]
∼ 65× ∼ 65 mm2, 30 mm/s
(f) NanoRunner, MIT, US [321]
legs 12.7 mm , 26.3 mm/s (with larger proto.)
Figure 2.17: minirobots driven by the stick-slip principle
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of Monolithic Piezo Actuators (MPA) [325] a monolithic locomotion module based on the
transversal piezoelectric effect is developed. In the MPA concept guiding flexures are cut
directed in the piezoceramic material by laser, while active and passive piezoelectric material
is delimited by structuring the actuating electrodes. The 3 DOF robot (see figure 2.18(c))
based on this locomotion module has a diameter of ∅42 mm and features a maximum velocity
of 5 mm/s (U = ±150 V, f = 10 kHz). The six active piezoelectric zones have a capacitance
of C = 335 pF each19. Three actuators are actuated simultaneously for translational motion
along the natural axes, resulting in a total power consumption of P = 3· 12 ·fC ·2U2 = 226mW.
From a mechanical point of view the robot is very simple as it consists only of 6 mechanical
parts (3 feet, piezoelectric actuation module, spacer and body). From an electrical point of
view it requires 6 independent channels, which is already a major improvement compared to
the 12 channels for the robots actuated by piezo tubes discussed above, but this is still the
double of the optimum of 1 channel per DOF as for the robot design shown in figure 2.17(c).
An inertial drive locomotion module design that is well suited for integration and that
requires only 3 actuation channels for 3 DOF is proposed by Zesch et al. (Swiss Federal
Institute of Technology Zürich, ETHZ) [326]. The Abalone locomotion module20 (size 38×32×
9 mm3) consists of a monolithic steel structure with an inner and an outer ring interconnected
by elastic joints and three integrated piezoelectric stacks (see figure 2.18(d)). Actuation of
the stacks results in a 3 DOF displacement of the inner ring with respect to the outer ring.
The inner ring is touching the ground at three contact points, while the outer ring is to be
connected to the robot’s body. Actuation with a saw tooth signal allows for 3 DOF inertial
drive motion. A maximum velocity of 1 mm/s was reported for a driving voltage of 80 Vp2p
and frequency of 400 Hz. Breguet et al. realized a robot with a design similar to the Abalone
robot, but instead of individual piezo stacks the concept of Monolithic Piezo Actuators (MPA)
was used. The 3 DOF robot has an overall size of ∅20 mm × 5 mm with only 3 actuation
channels (see figure 2.18(e)) [327]. The robot features a maximum motion velocity of about
3 mm/s (U = ±140 V, f = 7750 Hz). The three active piezoelectric zones have a capacitance
of C = 335 pF, resulting in a power consumption of P = 3 · 12 · fC · 2U2 = 153 mW. Another
design similar to the Abalone robot, but than with 4 stack piezos in stead of 3 is proposed by
Nomura and Aoyama (University of Electro Communications, Tokyo) [328]. The robot (see
figure 2.18(f)) has a size of 28×28×16.5 mm3, 4 actuation channels and a maximum velocity
of 1 mm/s (U = 150 V, f = 100 Hz). The stack piezos have a capacitance of C = 750 nF and
2 piezos are used simultaneously for translational motion. The power consumption can thus
be calculated as P = 2 · 12 · CFU2 = 1688 mW, which is rather high for such a small robot.
One of the drawbacks of the concept of Monolithic Piezo Actuators with flexible joints in
the piezoelectric material as used for the robots in figures 2.18(c) and 2.18(e) is the fragility of
the piezoelectric material after the laser cut. This is especially an issue when further minia-
turization and therefore smaller hinges is required. In order to solve this problem the concept
of monolithic piezoelectric push-pull actuators is proposed by Bergander et al. (EPFL) [316].
This concept is only based on structuring of the electrodes on a sheet of piezoelectric material
and does not require any laser cut of flexible hinges. Electrodes in the shape of two adja-
cent half-circles are deposited directly on the piezoceramics by screen printing. Actuation of
both half-circular electrodes with an opposite voltage allows for an in-plane displacement of
the center of the circle. Reverse polarization [316] of both electrode halves gives the same
result with only one voltage signal. Dividing the circle in 4 quarter-circles instead of 2 half-
19This capacitance has been calculated for an actuator length of 7 mm, width of 3 mm, thickness of 1 mm
and relative permittivity of r = 1800 (piezo material PXE5, Morgan Electro Ceramics) as reported in [129].
20An earlier version of the Abalone robot was based on the same design but on inchworm locomotion [219].
Electromagnetic clamps were integrated in the inner and outer ring for individual clamping.
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(a) EPFL, CH [323, 129]
∅50 mm × 34 mm, 4 mm/s, 68 mW
(b) EPFL, CH [129, 324]
∅32 mm × 19.8 mm, 4 mm/s, 53 mW
(c) EPFL, CH [129, 327]
∅42 mm, 5 mm/s, 226 mW
(d) Abalone, ETHZ, CH [326]
38× 32× 9 mm3, 1 mm/s
(e) EPFL, CH [129, 327]
∅20 mm, 3 mm/s, 153 mW
(f) U. of Electro Communications, JP [328]
28× 28× 16.5 mm3, 1 mm/s, 1688 mW
Figure 2.18: Mini and microrobots driven by the stick-slip principle
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circles allows for 2 DOF of a robot foot with 2 actuation signals. A combination of 3 such
modules yields a locomotion module with 3 DOF. The major advantages of the monolithic
piezoelectric push-pull actuators are high robustness, high bandwidth, miniaturization and
batch fabrication techniques. Based on this concept three different mobile microrobots were
developed within the scope of the Nanohand [117] and the Golem [36] project. The three
different designs [41, 329] have an overall robot size of 20× 18.5× 12 mm3, 15× 15× 12 mm3
and 13.5 × 12 × 12 mm3. The 15 × 15 × 12 mm3 robot (see figure 2.19(a)) has a maximum
velocity of about 3 mm/s (U = ±200 V, f = 9 kHz). The locomotion module consists of
12 quarter circle electrodes with a capacitance of C = 250 pF each, resulting in a power
consumption at maximum velocity of P = 12 · 12 · fC · 2U2 = 1080 mW. The 12 electrodes
are interconnected in order to allow for actuation with only 4 voltage signals.
Another monolithic design of a locomotion module is presented by Kortschack et al. (Uni-
versity of Oldenburg, Germany) [39]. They use the out-of-plane deformation of a piezoelectric
bimorph disk actuator with structured electrodes to drive a sphere in two degrees of freedom
on which the robot is rolling. Based on this concept they present two mobile robots. The
largest design is driven by three individual piezoelectric disk actuators, while for the smallest
robot (see figure 2.19(b)) the actuation of the three spheres is integrated on the same, struc-
tured piezoceramic sheet. Both robots consist of a locomotion module with a manipulator
unit on top. The locomotion module of the smallest robot has a size of approximately∅30mm
× 13 mm and is driven by 6 independent channels. A maximum velocity of about 0.17 mm/s
and a power consumption of 800 mW are reported (U = ±40 V, f = 1 kHz). The locomotion
with rolling spheres makes the robot much less sensitive to roughness and scratches on the
walking substrate. The drawbacks of this design, however, are that it is difficult to scale this
design further down and that the generated vertical motion of the piezoelectric disk actuators
might disturb high precision operation.
The monolithic designs discussed above suffer either from high driving voltages, either
from miniaturization limits and parasitic vertical motion. As already mentioned before,
the driving voltage can be lowered by integrating some kind of mechanical amplification.
A 1 cm2 size locomotion module with mechanical amplification is proposed by Driesen et
al. (EFPL) in [102]. The locomotion module (size 10 × 10 × 1 mm3) consists of a flexible
steel frame to which four piezoelectric bars are assembled from the side (see the inset in
figure 2.19(d)). The steel-piezo sandwich results in four piezoelectric bimorph actuators of
which the deformation is combined in a 3 DOF displacement of the inner structure to which
the feet are assembled (illustrated for Y motion in the inset in figure 2.19(c)). Based on
this locomotion module different tethered and untethered robots have been developed in the
scope of the MiCRoN project [25, 67]. Driesen et al. present in [35] a tethered microrobot
(size 12× 12× 12 mm3) with integrated arm actuator and microgripper (see figure 2.19(c)).
The robot features a maximum velocity of 2 mm/s (U = ±200 V, f = 1500 Hz) with a
power consumption of 171 mW. This robot and variants of this design have been used for
applications such as microhandling [35] and AFM surface measurements [108] in open loop
operation and close loop operation with optical tracking [34]. The same locomotion module
has also been used for driving the untethered mobile microrobot developed in the MiCRoN
project (see figure 2.19(d)). This robot features 3 DOF motion with a resolution of 3 nm,
arm actuator [197] with tool, on-board powering by inductive energy transfer from a power
floor [66], on-board driving electronics [99], wireless IR communication [92] and targets for
high accuracy optical tracking [114]. The tools that have been integrated on the robot are a
microgripper [105], an AFM scanner [109] and micro-injection chip [92]. In order to allow for
a reduction of the on-board driving voltage the locomotion module was adapted with thinner
piezoelectric actuators than the robot shown in figure 2.19(c)). The maximum velocity of
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(a) EPFL, CH [41]
15× 15× 12 mm3, 3 mm/s, 1080 mW
(b) University of Oldenburg, DE [39]
∅30 mm × 13 mm, 0.17 mm/s, 800 mW
(c) EPFL, CH [35]
12× 12× 12 mm3, 2 mm/s, 171 mW
(d) MiCRoN, EPFL, CH [330]
12× 12× 25 mm3, 0.75 mm/s, 1.0 mW
Figure 2.19: Micro robots driven by the stick-slip principle
the robot with signal generation with the on-board electronics was 0.7 mm/s in diagonal
direction for a driving voltage21 of U = 14 V and a driving frequency of f = 3500 Hz. The
capacitive load for X and Y translation motion is C = 1.43 nF, while for diagonal XY motion
both translation modes are excited simultaneously, resulting in a power consumption of only
P = 2 · 12 · fCU2 = 1.0 mW.
Until now, all mobile robots discussed in this section have been actuated by piezoelec-
tric actuators. Piezoelectric actuators feature the advantage of high bandwidth, which is
essential for the inertial drive principle, and high motion resolution, which is important if
micromanipulation applications are aimed for. When miniaturizing down to the mm-scale,
other actuation technologies, such as electrostatic and thermal, also become interesting.
Mita et al. (University of Tokyo) [331] presents in 2003 a MEMS fabricated 1 DOF
impact drive with an electrostatic actuator (see figure 2.20(a)). The device has a size of only
3 × 3 × 0.6 mm3 and consists of a frame with a movable mass that enters in collision with
two driving electrodes. The maximum velocity of 2.7 µm/s (U = 100 V, f = 200 Hz) is,
however, rather limited. The same authors presented in 2005 [332] a 2 DOF version with a
size of 5 × 5 × 0.525 mm3 and a maximum velocity of 10 µm/s (U = 200 V, f = 440 Hz).
Although no data was reported, power consumption of both devices is probably low.
21At lower frequencies the on-board electronics generates saw tooth signals with a peak-to-peak voltage of
20 V. However, at a frequency of 3500 Hz the amplitude of the saw tooth signal drops to 14 V.
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(a) University of Tokyo, JP [331]
3× 3× 0.6 mm3, 0.003 mm/s
(b) University of Tokyo, JP [332]
5× 5× 0.525 mm3, 0.010 mm/s
(c) University of Tokyo, JP [82]
1.7× 0.6× 0.4 mm3, 31 mm/s
(d) U. of North Carolina at Chapel Hill, US [83]
0.030 mm, 0.1 mm/s
Figure 2.20: Micro robots driven by the impact drive principle
Ohmichi et al. (University of Tokyo) [82] present a wirelessly actuated microrobot
driven by the impact drive principle (see figure 2.20(c)). The 1 DOF device has a size
of 1.7× 0.6× 0.4 mm3 and is fabricated by precision cutting techniques with an end mill of
∅0.2 mm in diameter. The device is actuated by the sudden thermal expansion of one part
of the monolithic device induced by a pulsed laser radiation. A maximum motion velocity of
31 mm/s was reported for a pulse rate of 5 kHz with an energy of 0.7 mJ/pulse, corresponding
to an average irradiation power of 3500 mW.
Another thermally actuated impact drive microdevice is reported by Sul et al. (Univer-
sity of North Carolina at Chapel Hill, USA) [83]. The microfabricated device has a tripod
structure with a size down to 30 µm that is bend out-of-plane because of the intrinsic stress
in a Al:Cr layer (see figure 2.20(d)). 3 DOF motion by irradiating the feet with a pulsed laser
(maximum power 18 mW) and a maximum velocity of 0.1 mm/s was reported.
2.9.3 Evaluation
Mobile robots based on the inertial drive principle with piezoelectric actuators typically
feature a motion velocity of about 0.1 L/s. Velocities around 1 L/s are possible in the case
of mechanical amplification of the actuator strain and driving at a frequency close to, but
still below, the resonance frequency. Piezoelectric stack actuators result in slightly lower
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velocities of around 0.03 L/s, probably because the actuation frequency is limited by the
electronics because of the high driving current during the slip phase. Electrostatic impact
drive devices feature even lower velocities of around 0.001 L/s. External, optical actuation of
sub-millimetric impact drive devices has demonstrated velocities of 3 L/s (see figure 2.20(d))
and 30 L/s (see figure 2.20(c)) , although in the latter case we can hardly speak of a mobile
robot.
Most inertial drive robots are not very power efficient with specific power consumptions
ranging from 100 mWmm/s to 5000
mW
mm/s . As discussed by Driesen et al. in [102] the power
consumption of a stick-slip actuator can not be reduced by reducing the driving voltage by
means of multilayer piezoactuators, as the power consumption scales quadratically with both
the driving voltage and the number of layers. However, an amplification of the piezoelec-
tric strain with a bending structure coupled to a mechanical design optimized in terms of
resonance frequency and low voltage operation has shown to result in a specific power con-
sumption of 5 mWmm/s and 1.3
mW
mm/s for the robots in figures 2.17(b) and 2.19(d) respectively.
Almost all reported inertial drive robots feature 3 DOF locomotion, with the exception of
the designs for in-pipe locomotion and those with a size below 1 cm2. The robots typically
feature between 1 and 2 channels per DOF. Robots actuated with piezo tubes have 4 chan-
nels per DOF, but in most cases this can be reduced to 2 by reverse polarization of opposite
electrodes. Inertial drive robots generally require a complex electronics featuring high driving
voltage and high peak currents. Moreover, in the case of high precision applications, which
is the major field of interest for inertial drive mobile microrobots, DACs and operational
amplifiers are required. The complexity of the on-board electronics for inertial drives is very
well demonstrated in the NanoWalker project (robot in figure 2.17(f)), yielding an overall
power consumption of 15-20 W. However, in the case of lower driving voltages obtained by
mechanical amplification and a low number of channels per DOF resulting from an integrated
design of the locomotion module, an on-board electronic with a power consumption of some
hundreds of mW can be achieved (as demonstrated for the MiCRoN robot in figure 2.19(d)).
If no scanning mode operation with nanometric resolution is required a simpler switching
electronics can be implemented (as demonstrated for the robot in figure 2.17(b)). Finally,
one of the major advantages of the inertial drive principle — and in particular the stick-slip
principle — is its high resolution. Apart from their small locomotion step sizes ranging from
some µm to a few hundreds of nm, stick-slip robots can be actuated in scanning mode22
allowing for sub-nanometric resolution (determined by step size and resolution of the DAC
of the electronics). Table 2.2 summarizes the evaluation of the suitability of the inertial drive
principle for driving mobile microrobots.
2.10 Conclusion
Table 2.9 gives an overview of the evaluations of the different locomotion classes discussed in
this chapter. Before drawing any further conclusions it should be noted that these evaluation
results are each time an average for the whole locomotion class. The performances of a
robot are not only dependent on the type of locomotion, but also on the actuator technology
and the design. Therefore, within the same locomotion class performances can differ quite
a lot (for instance between piezoelectric and thermal actuation for walking locomotion). In
22During scanning mode operation the voltage applied to the actuators (typically piezoelectric) is varied
very slowly in order to avoid slip of the robot’s feet. The results is a quasistatic motion of the robot with a
range corresponding to the quasistatic displacement of the actuators and typically a resolution equal to the
scanning range divided by the number of increments of the DAC of the driving electronics (for instance 4096
for a 12 bit electronics).
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vs Ps DOF Elec 1 cm3 Res
[L/s] [ mWmm/s ]
Inertial drive
10−2 · · · 1 1 · · · 103 3
Table 2.8: Evaluation of the inertial drive principle (class D∆t and I∆t) for mobile micro-
robots
some cases the evaluation is based on a limited amount of data (specially power data is
often lacking), which means that adjustments to this evaluation are likely to be made as
more mobile microrobots are presented in the future. Nevertheless, this evaluation allows
to compare the suitability of the different locomotion classes for different applications with
different requirements in a systematic and objective manner.
Throughout this chapter table 2.9 was constructed row by row by considering consec-
utively each locomotion class. It is now interesting to analyze the table column-wise, i.e.
from an application point of view based on a certain set of requirements. Three microrobot
requirement sets have been defined:
Autonomous microrobot
overall size below 1 in3, untethered, 2 DOF, velocity in the range of 1 L/s, good power
autonomy
Smallest microrobot
footprint size well below 1 cm2, with 2 DOF
Precision microrobot
overall size below 1 in3, 3 DOF motion with a resolution of 10 nm
Autonomous microrobot The locomotion classes that fit well the requirements of such
an autonomous microrobot are wheeled locomotion, the IFc locomotion class (in the case
of resonance operation) and the two classes with directional friction. If motion velocity and
power autonomy are to be favored, wheeled locomotion is the best choice for overall sizes of
1 cm3 and above. For smaller sizes locomotion based on directional friction is a good solution,
if unidirectional motion is acceptable. If, on the other hand, motion resolution and 3 DOF
motion are to be favored the locomotion class IFc is a good option.
Smallest microrobot The three locomotion classes that are well suited for miniaturization
are the IFc, Dµ and Iµ classes. Several walking robots have been fabricated by MEMS
technologies, allowing for a high level of miniaturization. However, almost all of these robots
suffer from high power consumption, while tethered operation becomes unfeasible for robot
sizes below 1 cm3. The walking robot based on electrostatic inchworm motors shown in
figure 2.6(c) on page 33 features very low power consumption and autonomous operation
has been demonstrated. However, the design is very complex and features only two legs,
with which no efficient walking motion can be achieved. The IFc class is to be preferred if
bidirectional motion is required, while locomotion based on directional friction typically leads
to very simple, efficient designs.
Precision microrobot In general, the best solution for precision microrobots is stick-slip
operation (class I∆t). Walking with piezoelectric actuators can be an option, but typically
features lower resolution and a higher number of actuation channels as well as a vertical
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vs Ps DOF Elec 1 cm3 Res
[L/s] [ mWmm/s ]
Wheels
1 · · · 10 10−1 · · · 10 2
Walking
10−2 · · · 1 10 · · · 104 2-3
Inchworm
10−3 · · · 10−2 103 · · · 104 2-3
IFc
1 · · · 10 10−1 · · · 102 2-3
Dµ
10−1 · · · 10 0.5-1
Iµ
10−1 · · · 10 1-1.5
Inertial drive
10−2 · · · 1 1 · · · 103 3
Table 2.9: Comparison of locomotion principles for mobile microrobots
motion during the stepping. Inchworm actuation can be preferred if high force capabilities
and motion on inclined or vertical planes are required. However, inchworm robots are only
a good choice if stray magnetic fields are not an issue and if the constraint on the size is not
very strict. The IFc locomotion class can finally also be an option, if untethered operation
is important and a resolution of some tens of nanometer is sufficient.
Contribution of this thesis to the state of the art
This thesis contributes to the state of the art of locomotion for mobile microrobots by propos-
ing the concept and a model of the Modulated Friction Inertial Drive (MFID) principle and
discussion three designs of mobile microrobots based on this principle. The MFID principle
is to be situated in the IFc locomotion class and allows for:
Good locomotion velocities up to 3 L/s has been demonstrated in this thesis
Very good power efficiency as resonance operation is possible. A specific power con-
sumption of 0.0083 mWmm/s has been demonstrated, which is lower than any value that
could be calculated for the robots discussed in this literature review.
3 DOF with bidirectional motion
Simple driving electronics because of a reduction in driving voltages and a compatibility
to square wave operation due to the resonance operation and because of the limited
number of actuation channels (around 1 channel per DOF)
Miniaturization below 1 cm3 a size of 1 cm2 has been demonstrated, and smaller modules
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have been fabricated. A high degree of miniaturization is allowed due to the simplicity,
resonance operation and the combination of on-board and off-board actuation.
High resolution motion a design with 3 DOF actuated by piezoelectric actuators and
capable of scanning mode operation has been demonstrated
Apart from the MFID principle in particular the concept of a combination of on-board and
off-board actuation has also been studied and demonstrated. The mobile robots reported in
this literature review feature either only on-board actuation either only off-board actuation.
On-board actuation has the advantage of individual, on-board control of each robot and allows
for a large number of robots to operate in parallel. Off-board actuation has the advantage to
simplify considerably the robot design allowing for untethered operation of very small robots.
However, off-board actuation does not allow for on-board control of the robot motion, the
DOF are limited as well as simultaneous, independent actuation of several robots. Often, an
interesting trade-off between robot simplicity and on-board motion control can be found by
combining on-board and off-board actuation. The concept of a combination of on-board and
off-board control can be applied in a much wider area than only MFID operation of mobile
microrobots.
The next chapters respectively present the proposed MFID principle more in detail (chap-
ter 3), study the stepping motion of a linear MFID actuator (chapter 4) and illustrate the
advantages of the MFID principle with the description of the design and characterization
results of three prototypes of MFID mobile microrobots (chapter 5).
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Chapter 3
The MFID locomotion principle
”Everything should be made




The major contribution of this thesis is the definition, the study and the demonstration of a
new locomotion principle for mobile microrobots. The locomotion principle has been called
the “Modulated Friction Inertial Drive” (MFID) principle and is based on stepping motion.
As for the classification of stepping locomotion principles shown in table 2.1 on page 21 the
definition of the MFID principle is based on the two functions of a locomotion principle: slip
generation and slip variation.
The “Modulated Friction Inertial Drive” (MFID) principle is a locomotion
principle based on stepping motion in which the slip is generated by the inertial
effect of a symmetric, axial vibration and the slip variation is obtained from an
active variation of the friction force.
The axial vibration causes the robot’s feet to slip back and forth on the substrate. As
this vibration is symmetric, no net motion would be generated if no synchronized variation
of the contact force would be present. If the contact force is increased during the time the
robot (or the robot’s feet) is slipping backward and decreased during the time the robot is
slipping forward, the repetitively resulting difference between the large forward thrust force
and the small backward thrust force will cause the robot to move forward (see figure 3.1).
The friction force can either be varied by a variation of the contact force either by a
variation of the friction coefficient. As illustrated by the microrobots discussed in sections
2.7 and 2.8 a variation of the apparent friction coefficient in function of the slip direction can
be obtained by inclined flexible legs. However, such directional friction is a passive variation
of the friction force, while the MFID principle is defined for active variation of the friction
force. Such active variation of the friction coefficient could be obtained by a variation of
the inclination of the legs during each locomotion step. Such a solution would result in
bidirectional motion, but would be rather complicated to implement. The friction coefficient
can also be reduced actively by a fast vibration perpendicular to the substrate, causing the
robot to bounce. In the case a fast vertical vibration with a large surface having a small
gap to the substrate, a squeeze film effect could be generated, resulting in a levitation of
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Figure 3.1: Working principle of the “Modulated Friction Inertial Drive” (MFID) principle
(v: velocity, Fc: contact force, Ft: friction force a: acceleration)
the robot and a complete absence of dry friction. In the case of viscous friction, an active
variation of the friction coefficient could also be realized by means of magnetorheological
or electrorheological fluids1. This could be an interesting solution for locomotion in liquid
media. This thesis focuses, however, on locomotion on a dry, solid, flat substrate (so no
liquid and no air). As a variation of the contact force is much easier to implement than an
active variation of the friction coefficient, this thesis focusses on MFID locomotion with slip
variation by contact force variation.
MFID locomotion by contact force variation corresponds to the IFc locomotion class
defined in section 2.3 (page 19). As discussed in section 2.6 several mini- and microrobots
with locomotion in the IFc class have already been presented in literature. Hence, the
implementation of MFID locomotion is not new for driving mobile microrobots. What is
new is to subject this locomotion class to a systematic study considering a decoupling of slip
generation and contact force variation, which is the major contribution of this thesis.
3.2 Comparison with other locomotion principles
Ultrasonic motors (except for the traveling wave type) are part of the IFc locomotion class
and are therefore a special case of the MFID principle. Some ultrasonic motors (such as the
ones used to drive the mobile robots shown in figures 2.12(a) 2, 2.12(c), 2.12(d) and 2.12(e)
on page 45) are based on intermittent contact between the vibrating feet and the substrate,
while for other ultrasonic motors [131] a permanent contact is maintained. The bouncing
of the feet caused by such a hopping motion can result in instable motion as concluded by
Devos in [131]. This is also observed in the case of mobile microrobots [112, 94, 175]. The
experimental with a linear MFID actuator discussed in chapter 4 have confirmed that for
vertical accelerations that are just sufficient for making the robot jump unstable motion is
obtained. For higher accelerations the motion stability becomes better again, but there is no
gain in velocity with respect to operation with permanent mechanical contact. Moreover, in
general the lower the applied vertical acceleration, the lower the required power consumption.
For these reasons this thesis studies only MFID operation for the case of permanent contact
between stator and rotor.
1Magnetorheological and electrorheological fluids are fluids of which the viscosity can be varied by appli-
cation of respectively a magnetic and a electric field.
2The robot in figure 2.12(a) is in fact not really driven by an ultrasonic motor as the operation frequency











Table 3.1: Configurations of the MFID principle
The MFID principle could also be seen as some kind of mix of the inertial drive principle
(stick-slip or impact drive) and the walking or inchworm principle. The inertial aspect is
fundamental for the generation of slip of an MFID actuator as is the case for the inertial drive
principle. However, as in the MFID principle this inertial vibration is symmetric, motion can
only be obtained if also a variation of the contact force (or friction coefficient) is present. The
symmetrical nature of the vibration features the advantage that it can be generated by an
actuator working in resonance mode, resulting in higher vibration amplitudes, lower power
consumption and simpler driving electronics. Moreover, in the case of a sinusoidal vibration
no higher harmonics are excited, which is not the case for a saw tooth signal as often used for
inertial drives. On the other hand, the integration of a variation of the contact force typically
complicates the mechanical design.
As for the walking and the inchworm principle (class DFc) the MFID principle is based
on contact force variation. The difference is that slip for the MFID principle is not generated
from a differential displacement, but from the inertial effect of an axial vibration. This has the
advantage of increased simplicity, certainly in the case of several DOF. Inchworm locomotion
has, on the other hand, the advantage of larger driving forces.
3.3 Configurations
One of the particularities of the proposed MFID concept is that the decoupling of the slip
generation and the contact force variation allows for a combination of on-board and off-board
actuation. Such a combination of on-board and off-board actuation can lead to a lower on-
board power consumption and a simpler robot design. Four different configurations of the
MFID principle can be distinguished (see table 3.1). In configuration 4 both the variation
of the contact force and the slip generation are generated on the robot. This approach is
the most commonly used in mobile microrobotics. It results in robots that are independent
of their environment, but typically also leads to robots with rather complicated designs and
high power consumption that are therefore difficult to miniaturize. Configuration 1 is the
other extreme where all actuation happens off-board. This configuration gives a completely
passive robot, which is easy to miniaturize, but no on-board control of the robot’s motion
is possible and individual control of several robots is rather complicated. An interesting
trade-off between robot simplicity and power consumption on the one hand and on-board
controllability of several robots is given by configurations 2 and 3 by combining on-board
and off-board actuation. These configurations require, however, a synchronization between
on-board and off-board actuation, which can be an issue in the case of untethered operation.
Decoupling of slip generation and contact force variation is very well illustrated by the
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Table 3.2: Variants for on-board slip generation and slip variation
sub-millimeter size microrobot developed at ETHZ [266] (see figure 2.13(a) on page 47). For
their microrobot the slip is generated from the inertial effect of an on-board vibration excited
by the attraction between two tiny permanent magnets under a variable magnetic field that
is generated off-board. The contact force variation is realized by electrostatic clamping with
interdigital electrodes in the substrate. While the contact force variation is definitely an
off-board actuation, the slip is in fact generated on-board, but actuated off-board. If we
consider the magnetic field as a way for wireless energy supply for an on-board actuation,
this locomotion of this robot is an illustration of MFID configuration 2.
Apart from the microrobot from ETHZ mentioned above and the robots developed in
this thesis, no other microrobots are reported in literature with locomotion based on inertial
slip and contact force variation (class IFc) and a combination of on-board and off-board
actuation.
3.4 Variants for slip generation
In the MFID principle the slip is generated by the inertial effect of a symmetrical, mechanical
vibration. This mechanical vibration can be either the feet of the robot that are vibrating
with respect to the body of the robot or an inertial mass (not in contact with the work floor)
that is vibrating with respect to the rest of the robot’s body (see figure 3.2). The difference
between slip generation by vibrating feet and by a vibrating inertial mass is exactly the same
as the difference between the stick-slip principle and the impact drive principle as discussed
in section 2.9.1.
For both variants the resulting excitation of the robot’s body is only a fraction of excitation
of the actuator (Mi/(Mf +Mi)). For the variant with vibrating feet the value of Mf is very
small compared to Mi and the fraction is very close to 1. However, for the variant with
vibrating mass Mi is typically smaller than Mf , so the robot’s body (Mf ) is vibrating with
a smaller amplitude than the inertial mass Mi. On the other hand, the solution with the
vibrating mass can lead to a simpler design of the robot. For instance, several degrees of
freedom motion can be obtained by adding extra inertial masses with each an individual
linear actuator, which can be simpler than actuating the robot’s feet in several degrees of
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freedom. Moreover, the inertial mass and its actuator can be encapsulated inside the robot
which could be interesting in the case of a fragile actuator in order to increase the robustness
of the robot or in the case special environments such as vacuum can improve the actuator
performances (for instance higher quality factor in resonance due to lower air damping).
3.5 Variants for contact force variation
As discussed for the classification of locomotion principles in section 2.3 the variation of the
contact force can be realized by a direct, quasistatic force (such as a mechanical, magnetic
or electrostatic clamping mechanism), or by the inertial effect of a mechanical vibration as
for the slip generation (see figure 3.2).
A variation of the contact force by vibration of an inertial mass has the advantage that
the same kind of actuators could be used as for the vibration that is generating the slip, which
could simplify the robot’s design and the driving electronics. However, the resulting (out-
of-plane) vibrations could be an issue for certain applications such as micromanipulation. A
contact force variation by vibration allows not only to increase the contact force, but also to
reduce the contact force. This reduction of contact force results in a reduced power dissipation
when the robot is sliding and therefore typically a better power efficiency. However, in the
case of a symmetrical vertical vibration (which is usually the case) the addition of contact
force is equal to the reduction of contact force. So, if a zero contact force is to be avoided (in
order to avoid uncontrolled bouncing) the maximum contact force is limited to the double of
the static contact force that is present when the robot is at rest. This static contact force is
normally equal to the weight of the robot, but can also be increased by a constant mechanical
or magnetic preload. A combination of increase and decrease of the contact force can also be
generated by a magnetic actuator consisting of a coil and a permanent magnet (or a second
coil). Moreover, such magnetic actuators allow to apply a DC offset force, which allows for
higher amplitudes of the force variation. On the other hand, in some environments (such
as Scanning Electron Microscopes) the generation of magnetic fields is to be avoided as it
disturbs the image of the microscope. Mechanical clamping and electrostatic clamping do
typically not allow for a reduction of the contact force, but the increase of the contact force
is not limited to the double of the static force. The drawback to mechanical clamping is that
it is sensitive to wear as it is typically executed with short stroke piezoelectric actuators.
Moreover, mechanical clamping can also become more complicated in the case of multi-DOF
motion. Electrostatic clamping features the advantage of low power consumption, simplicity
and suitability for miniaturization. However, they typically require high actuation voltages
and/or a high sensitivity to dust particles, surface roughness and accumulation of electrical
charges.
Finally, as for the slip generation the variation of the contact force through the inertial
effect of a vibration perpendicular to the actuation direction can be generated either by
vibrating the robot’s feet either by vibrating an inertial mass (see figure 3.2). Also here,
the solution with vibrating feet features the advantage of an efficient use of the vibration
amplitude, but also causes the whole robot to move up and down, which can be a problem
for applications where high precision is required. The vibrating mass solution can sometimes
also lead to a simpler design.
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3.6 Conclusion
The “Modulated Friction Inertial Drive” (MFID) principle has been proposed as a locomotion
solution for mobile microrobots. A first major advantage of this locomotion principle is that
it can be operated by sinusoidal vibration, allowing for resonance mode operation. Resonance
mode operation allows to reduce power consumption, reduce driving voltage and allows to
drive with a square wave generated by a digital electronics. The second major advantage
of the MFID principle is that the decoupling of slip generation and slip variation allows for
a combination of on-board and off-board actuation. Such a combination can result in very
simple, small robot designs with low on-board power consumption featuring on-board motion
control.
Four configurations are identified based on whether the slip generation and the contact
force variation are generated on-board or off-board. For every configuration different variants
have been defined based on the way the contact force is varied and the way the horizontal or
vertical inertial force is generated. The next chapters study into detail the stepping behavior
of a MFID actuator and illustrate its suitability for microrobotic locomotion by the discus-
sion of the design and performances of three MFID microrobot prototypes. The advantages
and drawbacks of the MFID principle will be revisited by a quantitative comparison of the
developed MFID microrobot prototypes and the microrobots reported in literature.
Chapter 4
Modeling and experimental
characterization of a MFID
actuator
“In theory, there is no difference
between theory and practice.
But in practice, there is.
Jan L. A. van de Snepscheut (1953-1994)
4.1 Introduction
In order to be able to study the behavior of the MFID principle in detail a dynamic model
and an experimental setup have been developed. In order to simplify the experimental setup
and to allow for high resolution, long range measurements by interferometer, simulations and
experiments have been carried out for a 1 DOF linear actuator. The configuration with off-
board slip generation and off-board contact force variation (i.e. configuration 1 in table 3.1
on page 73) has been selected as it allows for an actuator without any wires or on-board
electronics on the mobile part. Concerning the contact force variation the inertial effect of a
vibration perpendicular to the actuation axis has been selected, because of its simplicity as
it allows to choose for the same actuator technology as chosen for the mechanical vibration
for slip generation.
The next two sections present the developed dynamic model (section 4.2) as well as
the developed experimental setup together with the identification of the most important
parameters of the setup (section 4.3). In section 4.4 the results obtained by simulation and
experiments are presented and compared.
4.2 MFID model
4.2.1 The dynamic model
Figure 4.1 shows the dynamic model used for the simulation of a 1 DOF linear MFID actuator.
The actuation consists of an axial vibration of the base , which causes slip between slider
and base combined with a variation of the contact force between slider and base. The axial
vibration is considered sinusoidal with an amplitude X and a pulsation ω
x = X sin(ωt) (4.1)
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Figure 4.1: Dynamic model of MFID actuator
The variation of the contact force Fc between the slider Mr (rotor) and the base (stator) is
also considered sinusoidal with an amplitude Fc,amp, an offset Fc,0 and a phase shift φ with
respect to the slip generation:
Fc = Fc,0 + Fc,amp sin(ωt+ φ) (4.2)
In the case of a mobile robot walking on a surface with inclination α the offset Fc,0 typically
corresponds to the projected weight of the robot (Fc,0,g =Mrg cos(α)) either with or without
an additional preload (Fc,0,add). The model is independent of the way the variation of the
contact force is generated: either on-board or off-board and either by a direct force or by
the vibration of an inertial mass (see chapter 3). In the experimental setup presented later
in this chapter, the variation of the contact force is generated off-board through the inertial
effect of a vibration of the base with amplitude Z
z = Z sin(ωt+ φ), (4.3)
resulting in the following variation of the contact force
Fc = Fc,0,add +Mr(g cos(α)−AZ sin(ωt+ φ)), (4.4)
where AZ = Zω2.
The differential equation of the position xr of the massMr is obtained by simply applying
Newton’s second law:




The external force Fx,ext is the sum of the projection of the weight of the slider (Mrg sin(α))
and any additional external force in the axial (X) direction of the actuator. The complexity
in solving this differential equation lies in the fact that the friction force Ft is non-linear and
that an adequate model should be chosen for modeling this force.
4.2.2 The friction force model
Altpeter [333] presents in his PhD dissertation a survey of friction modeling for simulation
and control purposes. He concludes that, basically, friction models can be classified into
kinetic friction models and dynamic friction models. The kinetic friction models are based on
the experimental observations of Coulomb [334] and describe friction force as a static relation
between velocity and applied external forces. However, the kinetic friction models provide
only a rough accuracy at the presence of the dynamic effects caused by the repetitive, small
back-and-forth motion as generated by a MFID actuator. Altpeter concentrates his study of
dynamic friction models on the LuGre model [335]. This model has also been used previously
in other works dealing with the modeling of stick-slip actuators [129, 130, 336].
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In the LuGre model the friction force Ft at an interface with relative velocity x˙ is described
as
Ft = σ0zc + σ1z˙c + σ2x˙. (4.6)
This model considers a local deformation zc of the contact interface and models it as a spring
damper system with stiffness σ0 and viscous damping coefficient σ1. The energy dissipated
in slip at the sliding interface is modeled by the viscous friction coefficient σ2.
The local contact deformation zc is as follows
z˙c = x˙− |x˙|
g(x˙)
zc, (4.7)
where g(x˙) denotes the Gaussian model describing the non-linear part of the relation between
velocity and friction force
g(x˙) =
Ft,coul + (Ft,stat − Ft,coul)e−(x˙/vs)2
σ0
. (4.8)
This equation models the Stribeck effect and allows for a smooth transition from maximum
static friction force Ft,stat and dynamic friction force Ft,coul, which depend on the respective
friction coefficient: Ft,stat = µsFc and Ft,coul = µdFc.
In quasistatic conditions an external tangential force can be applied leading to a local
deformation of the contact without any sliding motion. The maximum presliding deformation








Back and forth motion is subject to a hysteresis effect described by the Dahl’s curve shown
in figure 4.2(b).
It can be easily deduced that in steady state (x˙ = cst, z˙c = 0) the expression for the
contact deformation zc (equation 4.7) is reduced to zc = sign(x˙)g(x˙). The resulting steady
state friction force Ft,ss is then equal to
Ft,ss = sign(x˙)(Ft,coul + (Ft,stat − Ft,coul)e−(x˙/vs)2) + σ2x˙. (4.10)
The behavior of the steady state friction force in function of the slip velocity is depicted
in figure 4.2(a) for the case that Ft,stat > Ft,coul (as is the case for the dry friction on the
experimental setup used for the experiments in this chapter).
Discussion of the friction force model
Figure 4.3(a) shows a plot of the friction force resulting from an imposed relative velocity
pattern in the shape of a square wave1. The friction parameters used in this simulation
correspond to those obtained from the experimental setup in the case of a maximum axial
vibration amplitude, a driving frequency of 2000 Hz, a maximum contact force of Fc = 140mN
(see table 4.1 on page 96). At these parameter settings the experimental setup features a
tangential contact stiffness of σ0 = 10.9 N/µm and the following values for the friction
parameters σ1 = 1 Ns/m, σ2 = 0.1 Ns/m, νs = 5 mm/s, µs = 0.15 and µd = 0.1. The
amplitude of the square wave is set to 3.67 mm/s, which corresponds to the maximum velocity
of the axial sinusoidal vibration on the experimental setup at maximum axial driving voltage
1The square wave pattern has only been chosen for theoretical understanding of the friction model and
cannot correspond to a physical experiment as it involves infinite accelerations.


























(b) Hysteresis of the contact deformation
(Dahl’s curve)
Figure 4.2: Influence of slip velocity and contact deformation on the friction force
and a driving frequency of 2000 Hz (as deduced from the measurement shown in figure 4.11
on page 91).
The decomposition of the simulated friction force into the different terms of equation (4.6)
is depicted in figure 4.3(b). This graph illustrates that the damping of the contact deformation
σ1z˙c is a transient effect that occurs at the change of velocity and that the friction force is
dominated by the term σ0zc.
4.2.3 Implementation in Simulink
The dynamic model presented above has been implemented in MATLAB/Simulink in order
to be able to perform numeric simulation, which are presented in section 4.4. A variable
step size algorithm with the ODE 23tb solver (an implementation of TR-BDF2, an implicit
Runge-Kutta formula) and a maximum step size of 1 µs has been selected. The simulation
time is typically 25 ms or 50 ms depending on the driving frequency. In order to minimize
the influence of transient effects on the calculated steady state motion velocity, the average
motion velocity is calculated by the distance traveled in the last 10 actuation periods of
the simulation time. The simulation is repeated in two nested loops, which allow to vary
automatically the driving frequency f and the phase shift φ. In order to include the influence
of the hysteresis of the piezoelectric actuators used on the experimental setup, an harmonic




A characterization setup has been developed in order to be able to experimentally study the
behavior of a real MFID actuator and compare the experimental results with the simulation
results. The design of this experimental setup is focused on the capability to explore a wide
range of input parameters (driving amplitudes, driving frequency, phase shift and preloading
force) and not on the actuator’s performance and efficiency.
Figure 4.4 shows the developed experimental setup. The actuation of the mobile shaft (the
slider) consists of the combination of an axial (X) vibration and a vibration perpendicular
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Figure 4.3: Response of the friction model to a square wave relative velocity pattern at
2000 Hz with an amplitude of 3.43 mm/s
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(Z) to the axis of the shaft. The perpendicular (Z) vibration is generated with two stack
piezoelectric actuators (size 5 × 5 × 3 mm3, see also appendix F.1), on top of which two
shear mode piezoelectric actuators (size 4× 3× 1 mm3, see also appendix F.1) are glued for
generation of the axial (X) vibration. On top of each shear mode piezo two sapphire half
spheres (size ∅1 mm × height 0.6 mm, see also appendix F.2) are glued for guiding the mobile
shaft (size ∅2.5 mm × 35 mm, first resonance frequency 9040 Hz, see also appendix F.2).
These four half spheres generate four contact points, leaving the shaft free for translation
along its axis and for rotation about its axis2. The linear position of the shaft is measured
by an interferometer (see appendix F.4), of which the laser beam is reflecting on the shaft’s
end3.
The setup includes a set of permanent magnets that apply a downward preloading force
to the shaft (see detail in upper left of figure 4.4). The cylindrical magnets (size ∅2 mm ×
3 mm, material: NdFeB, BBA AG) are arranged with opposite orientation and are glued on
top of a steel (St 37-2) yoke that allows to close the magnetic circuit4. The gap between the
magnets and the shaft can be varied in order to vary the applied magnetic force. The vertical
position of the yoke is fixed by clamping it from the side with a set of screws.
The complete setup (i.e. actuator and interferometer) is fixed on block of aluminium,
which can be inclined in order to study the influence of the inclination angle α on the motion
velocity. Because of this possible inclination the terms “horizontal” and “vertical” vibration
are generalized to “axial” and “perpendicular” vibration.
Implementation in LabVIEW
The sinusoidal actuation signals for the piezoelectric actuators are created in LabVIEW 7.1
and generated by a NI 6713 analogue output board featuring ±10 V, 12 bit output with a
sampling rate up to 1 MS/s (see appendix F.3 for detailed specifications). These±10 V signals
are amplified to a ±200 V range by a lab-made high voltage amplifier. The shaft’s position
measured by an interferometer is communicated to LabVIEW by a by USB connection. The
measurement algorithm implemented in the LabVIEW program starts the signal generation,
waits 20 ms for transition effects to disappear and takes two position measurements with a
time interval of 0.5 s or 1 s 5. At the end of each measurement sequence the shaft is moved
back to its initial position. This measurement sequence is repeated in several nested loops,
allowing to change automatically the driving frequency f and the phase shift φ and/or to
repeat the same measurement several times for statistical analysis. For the experiments on
open loop repeatability and motion resolution discussed in section 4.4.8 the measurement
2In an earlier version two sapphire V-grooves were used as guiding elements. V-grooves result theoretically
in four contact lines instead of contact points resulting into lower contact pressure for a given contact force.
However, experience has proven that aligning the V-grooves with a shaft during the gluing process is not
sufficient to remove completely the hyperstaticity that is intrinsic to this contact configuration. This small
misalignment results into four contact points at the border of the V-grooves resulting into very high contact
pressures due to the small contact radius. For this reason four well-defined contact points with four half
spheres was preferred.
3The fact that the shaft is free for rotation about its axis implies that it was needed to machine the edge
of the shaft with a very good perpendicularity to the axis of the shaft. An error on this perpendicularity
results in a deviation of the reflected laster beam when the shaft is rotated about its axis, which can cause
the interferometer to loose the signal (tolerance on angle about 2’ of arc).
4Experience has proven that it is important to close the magnetic circuit as an excess of parasitic magnetic
flux exerts a non-negligible lateral force to the shaft that tends to bring it back to its central position.
5As the experiments have not been carried out on a real-time system, the time interval is not constant.
Therefore, at every position measurement, the exact time is also recorded in order to calculated by substraction
a more accurate measurement of the elapsed time


























Figure 4.4: Experimental setup














Figure 4.5: Drawing of the geometrical contact configuration between the mobile shaft and
the guiding half spheres
algorithm consists of measuring the position, launching the motion for a limited number of
locomotion periods and measuring the position again.
4.3.2 Parameter identification
Geometrical contact configuration
The preload force Fp (i.e. the sum of the weight of the shaft and the magnetic preload force)
causes contact forces Fc1, Fc2, Fc3 and Fc4 at the four contact points between the shaft and
the four half spheres. The relation between Fp and Fci depends on the contact angle β which




) = 34.85◦ (4.11)
where e is the spacing between the centers of the two half-spheres (e = 2 mm), dsphere is the
diameter of one of the half-spheres (dsphere = 1 mm) and Dshaft is the diameter of the shaft
(Dshaft = 2.5 mm).
Let’s consider Fc the algebraic sum of all four contact forces (Fc =
∑4
i=1 Fci). The ratio









According to the Hertz theory [337] the maximum contact pressure pm between two smooth,
non-conforming surfaces6 with relative curvatures in two orthogonal directions 1/R′ and 1/R′′
6Non-conforming surfaces are surfaces that can be adequately approximated in the contact region by a
second order polynomial. These surfaces can therefore be characterized completely by their radii of curvature
at the point of contact. This is the case if the relative curvatures 1/R′ and 1/R′′ are sufficiently large with
respect to the size of the area of contact deformation.








with Re the equivalent radius defined by Re =
√
R′R′′. The relative curvature in a given
direction is the algebraic sum of the curvatures of the two bodies in that direction. Hence,
for the case of a contact between a sphere with radius r and a cylinder with radius R the




























= 0.41 mm. (4.16)
In the case of a sphere-plane contact the equivalent radius Re would be equal to the radius
of the sphere.










with EY,1, EY,2, ν1 and ν2 respectively the Young’s modulus and the Poisson coefficients of
the two contacting materials. For the combination of the steel and sapphire (see appendix F
for the material properties) the equivalent Young’s modulus becomes E′Y = 154.7 GPa.
The factor (F1(e))−2 in equation (4.13) is a factor that corrects for the fact that the
contact area is elliptical and not cylindrical as is the case for a sphere-plane contact. This
correction factor depends on the ratio between the two relative curvatures R′/R′′ and is
to be extracted from a graph in [337]. In the case of this experimental setup a ratio of
R′/R′′ = 0.5/0.33 = 1.5 results in F1(e) = 0.995.
It can now be calculated that the approximation of the sphere-cylinder contact by a
sphere-plane contact would — for these values — have resulted in a pressure that is (Re/r)2/3 ·
(F1(e))2 = 0.87 times lower than calculated with the sphere-cylinder contact model.
According to [338] the maximum contact pressure should not surpass 75–90% of the tensile
strength (for the shaft Rm = 1995 N/m2). As in this case also friction is involved we will
take the lower limit 0.75 · 1995 = 1496 N/mm2. With equation (4.13) it can be calculated
that such a contact pressure results in a contact force per half sphere of Fci,max = 118 mN,
which results in a total preload force Fp = 387 mN.
Bergander presents in [130] a study of the wear formation for stick-slip actuators. These
wear tests have shown that for a contact between ruby half spheres on a stainless steel (AISI
301, 1.4310, X12 CrNi17 7, tensile strength Rm ≈ 1600 N/mm2) flat substrate velocity
variations of up to 200% can occur during an initial stabilization phase of about 250 cycles
(back and forth movements), after which velocity variations are limited to about 20%. These
tests were carried out at a contact pressure of about 550 MPa leading to a wear profile width
of 240 µm and a depth of about 1 µm after 4680 cycles. Much lower velocity variations were
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obtained by the application of special coatings such as TiN or MoS2 or by working on a
silicon substrate coated with 500 nm of SiO2. However, it is difficult to apply these results
to the case of the experimental setup presented in this chapter, as the mobile shaft in this
setup is free to rotate about its longitudinal axis, which could impede the accumulation of
wear in the form of a scratch.
Tangential contact stiffness
The tangential stiffness of the contact between a sphere and a cylinder is given by [339]







where ν1, ν2, EY,1 and EY,2 are the poisson ratio and the Young’s modulus for the material
of the sphere and plane respectively. The factor 4 comes from the total number of contact
points of which the stiffness should be added up. The variable Rc,e in equation (4.18) is the






with E′Y the equivalent Young’s Modulus (see equation (4.17)), Re the equivalent radius (see
equation (4.16)) and F1(e) a correction factor taking into account the elliptical shape of the
contact (for this experimental setup F1(e) = 0.995 [337]).
As σ0 depends on the contact force Fci, which is not a constant value for the MFID
principle, the tangential contact stiffness should be recalculated at every simulation step.
The dependence of σ0 and Fci can be calculated with
σ0 = 2.088 · 107 3
√
Fc [N/m], (4.20)
which results in σ0 = 5.21 N/µm for a contact force of Fc = 15.6 mN, corresponding to the
weight of the shaft (Mr = 1.301 g) and σ0 = 10.9 N/µm for a contact force of Fc = 140.5 mN,
achieved at a maximum preload corresponding toMr9.02g (with g the acceleration of gravity)
as illustrated in figure 4.15 on page 95.
For these values of the tangential contact stiffness and for a static friction coefficient of
µs = 0.15 (see table 4.1) the maximum presliding deformation xs can now be calculated with
equation (4.9) on page 79 as xs = 0.45 nm in the case of only gravitational preload and
xs = 1.9 nm in the case of maximum preload of Mr9.02g.
Vibration amplitude of the piezoelectric actuators
In order to be able to test the MFID principle with a preload of up to about ten times the
weight of the shaft, the stack piezo actuators must be able to generate an acceleration of
up to 10g. Such an acceleration at a frequency of some hundreds of Hz requires a vibration
amplitude of several micrometer. Therefore, stack piezo actuators with a rated displacement
of 4.8 µmp2p have been chosen (see appendix section F.1). These piezo stacks require a driving
voltage between 0 and 150 V. As these stack actuators have an unloaded resonance frequency
of >300 kHz, testing at a driving frequency of several kHz should not be a problem in terms
of mechanical resonance. However, at these higher frequencies vibration amplitudes of only
some tens of nanometers, and thus voltage swings of some volts, are required for generating
accelerations7 in the order of 1g.
7For a constant acceleration, the vibration amplitude decreases quadratically with increasing frequency.
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Figure 4.6: Amplitude and phase shift response of the complete system of amplifier and
stack piezo actuator
In order to comply with the required driving voltage up to 150 V for low frequency
operation, a lab-made high voltage (±200 V) amplifier (see appendix section F.3) was selected
for amplifying the signal generated by an analogue output board (see appendix section F.3).
This amplifier was developed earlier for stick-slip applications based on shear mode piezo
actuators. Hence, they were optimized for driving capacitive loads of some nF with a sawtooth
signal ranging between −200 V and +200 V with a peak current of about 200 mA, resulting
in a voltage slew rate of several hundreds of V/µs. This peak current should theoretically be
sufficient for driving the stack piezos (electrical capacitance of about 220 nF) with sinusoidal
vibrations with frequencies up to 5 kHz and an acceleration of some tens of g. However, it
has been experimentally observed that the selected amplifier is not able to deliver the same
peak current of 200 mA when driving higher capacitances at low voltage amplitudes. The
initial amplification factor of 20 is reduced to about 9 at 5 kHz with a phase lag of about
60◦ when driving the stack piezos, while no significant phase lag or reduction in amplification
factor was observed when driving the shear mode piezos. Hence, this amplifier appears not to
be optimized for such kind of driving conditions. However, the lack of availability of another
high voltage amplifier didn’t leave any choice but using this amplifier and compensating for
the loss in amplification fact and the phase lag. An overview of the amplifier specifications as
well as the measured behavior when driving one of the stack piezos can be found in appendix
section F.3.
The compensation of the limited bandwidth of the amplifier is combined with the com-
pensation for the phase lag introduced by the hysteresis of the stack piezos. Figure 4.6 shows
the amplitude and phase shift response of the complete electromechanical system consisting
of amplifier and stack piezo actuator. The vibration amplitude of the stack piezos has been
measured by interferometer (resolution 1 nm, more specs in appendix F.4). The amplitude
response has been normalized to the amplitude measured at a frequency of 500 Hz and the
response has been measured for an input voltage amplitude of 0.025, 0.050 and 0.10 Vamp.
These graphs show that at a frequency of 5 kHz the amplitude response drops to about 60%
of its value at 500 Hz, while a negative phase lag of more than 60◦ is present. Two 4th
degree polynomials have been fitted trough the measured amplitude and phase lag response.
Figure 4.7 shows the measured amplitude and phase lag response when compensating the
voltage amplitude and phase shift of the input signal of the amplifier by means of these poly-
nomials. These measurements were carried out individually for each stack piezo: the one on
border and the one in the middle of the setup (see figure 4.4). The compensated amplitude
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Figure 4.7: Response of the complete system of amplifier and stack piezo actuators after
compensation based on calibration curves in figure 4.6


























(a) Shear mode piezos
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Figure 4.8: Displacement vs. voltage characteristic of the piezoelectric actuators at a fre-
quency of 500 Hz
shows a relative difference between maximum and minimum value of maximum 10%, while
the compensated phase shift error is generally below 5◦.
Figure 4.8 shows the measured displacement vs. voltage profile of the shear mode and the
stack piezoelectric actuators for a driving frequency of 500 Hz. The displacement of the shear
mode piezos has been obtained by measuring by interferometer the axial displacement of the
shaft positioned on the four contact feet while the shaft is preloaded by a magnetic force in
order to prevent it from slipping. For the displacement of the stack actuators a small, flat
silicon mirror is glued to the side of the shaft, which allows to measure by interferometer the
vertical displacement of the shaft. The stack piezo amplitude has been measured twice, once
for the border piezo and once for the middle piezo (see figure 4.4). Both for the shear mode
as for the stack piezos the displacement profile can be well approximated by a straight line
with slopes 1.25 nm/V and 20.9 nm/V respectively.
Also the parasitic displacement has been measured and plotted in figure 4.8(b). When
actuating the shear mode piezos, no significant vertical displacement is observed. However,
when actuating the stack piezos an axial motion of the shaft of 0.40 nm/V has been measured.
This parasitic motion is relatively small compared to the vertical motion of the stack piezos
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(about 2%), but is not negligible (32 nm at 75 V) compared to the motion of the shear
mode piezos (272 nm at 200 V).8 The parasitic motion of the stack piezos is probably due
to imperfections in fabrication of the stack and assembly of the stack on the experimental
setup.
As illustrated in figures 4.9 and 4.10 the shear mode and the stack piezo actuators suffer
from typical piezoelectric effects such as creep and hysteresis. These effects should be taken
into account when using the actuators for high precision applications. Another consequence
of the hysteresis is that a sinusoidal voltage signal does not result in a perfect sinusoidal
displacement profile. Figure 4.11 shows the measured position and the velocity profile of
the shear mode piezos while actuated with a sinusoidal voltage signal. In order to reduce
the noise on the measurement, the position is measured during 7 periods and an average
over these periods is taken. The velocity profile is calculated by derivation of this average
position profile. No further filtering of the measured data is applied. As clearly visible in the
figure, the deviation from a perfect sinusoidal signal is particularly visible when looking at
the velocity profile. For the MFID principle the velocity profile of the motion of the stator
is quite important as the shift from acceleration to deceleration (or vice versa) occurs at the
moments of equal velocity between stator and rotor. Hence, in order to improve the match
between observed and measured behavior, a harmonic fit of the measured displacement is
used as the input for the simulations. A harmonic analysis of the signal has shown dominant
harmonics at 2, 3 and 5 times the driving frequency. Hence, using the MATLAB Curve Fitting
Tool with the trust-region algorithm the following curve fit (coefficient of determination:
R2 = 0.999965) has been obtained
x(t) = 0.268 sin(ωt− 0.246) + 0.000347 sin(2ωt− 1.78)
+0.00882 sin(3ωt− 2.20)− 0.00556 sin(5ωt+ 2.61) [µm] (4.21)
where ω = 2pif and f = 2000 Hz. Equation 4.21 shows that there is a phase lag of −0.268
rad = −15.4◦ on the sine with the fundamental frequency (i.e. 2000 Hz). This phase lag
is due to the hysteresis in the shear mode piezos. It should also be noted that although
the amplitude of the fifth harmonic is only 5 nm, it has an important influence on the
velocity and acceleration of the axial vibration as velocity and acceleration amplitude is
multiplied by 5ω and (5ω)2 respectively. For the acceleration this results in an amplitude of
0.00556 · 52ω2 = 0.139ω2, which is half of the vibration amplitude of the sinusoidal vibration
at the fundamental frequency. It must be noted that this vibration shape was measured by
measuring by interferometer the position of the shaft and that a high magnetic preload was
applied in order to prevent the shaft from slipping on the feet. The fact that the shaft is
vibrating together with the feet might result in a vibration behavior that is slightly different
from the one of the feet without the shaft. However, it is difficult to know the real vibration
shape of the feet as the experimental setup does not allow to measure their displacement
during MFID locomotion.
As for the shear mode actuators the displacement of the stack actuators has also been
measured while exciting them with a sinusoidal signal. While for the shear mode piezos the
important characteristic is the velocity profile, for the stack actuators it is the acceleration
profile that will determine the variation of the contact force. The acceleration profile could be
obtained by a double derivation of the position measured by interferometer. However, such a
8Theoretically, it is possible to use the shear mode piezos to compensate for this parasitic motion. However,
this would limit the useable amplitude of the shear mode piezos and moreover, as the parasitic motion depends
on the amplitude of the perpendicular vibration, this amplitude limit would be variable. Hence, it has been
preferred not to do any compensation. However, it should be taken in account that this parasitic motion could
cause a preferential motion direction and this specially at high perpendicular vibration amplitudes.
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(a) Shear mode piezos




















Figure 4.9: Creep characteristic of the piezoelectric actuators

















(a) Shear mode piezos




















Figure 4.10: Hysteresis characteristic at a frequency of 500 Hz of the piezoelectric actuators
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Figure 4.11: Harmonic fit on the measured displacement of the shear mode piezos when
excited with a 2000 Hz sinusoidal signal
double derivation would cause a large amplification of the noise on the measured position. As
the harmonics on the vibration of the stack piezos has shown to have a large impact on the
optimal MFID motion characteristics, the harmonics in the vibration of the stack piezos has
been measured by a vibrometer (specifications in appendix F.4) coupled to a lock-in amplifier
(specifications in appendix F.4). The vibrometer outputs a analogue voltage signal that is
proportional to the measured velocity (factor 5 mm(sV)−1). This analogue signal is filtered
by the lock-in amplifier, which is feeded with the sinusoidal excitation signal. The lock-
in amplifier allows to measure the amplitude and phase of the fundamental frequency (i.e.
2000 Hz) and its higher harmonics. In order to allow for a reliable measurement of the higher
harmonics the experiment was carried out at a driving voltage that is 7 times higher than
the one used for the locomotion experiments described later in this chapter. The measured
amplitudes have been scaled down by the same factor in order to correspond to the conditions
of the locomotion experiments. The velocity is measured on a small silicon mirror glued to
the middle of the shaft, which is clamped on the stack piezos by the magnetic preload. This
experiment resulted in the following harmonic fit for the perpendicular vibration:
z(t) = 21.6 sin(ωt− 2.57) + 0.270 sin(2ωt+ 2.61)
+0.437 sin(3ωt+ 2.32)− 0.160 sin(4ωt− 1.13)
+0.0735 sin(5ωt− 0.227)− 0.0401 sin(6ωt+ 0.873)
+0.0490 sin(7ωt+ 0.820)− 0.0045 sin(8ωt+ 0.873) [nm]. (4.22)
Figure 4.12 plots the position, velocity and acceleration of the fundamental sine wave and
the complete harmonic fit. The graph shows that for the position profile the deviation from
a sinusoidal waveform is almost not visible, while in the acceleration profile the harmonic fit
shows a maximum negative acceleration of −0.51g, instead of only −0.35g for the fundamental
sine wave. Hence, it can be concluded that the harmonics introduced by the hysteresis of the
stack piezos has a large influence on the acceleration profile. Moreover, with this experimental
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Figure 4.12: Displacement, velocity and acceleration of the perpendicular vibration of the
shaft with and without higher harmonics measured by vibrometer
setup the limited band width of the electrical amplifier does not allow to compensate for these
harmonics by input shaping of the waveform of the voltage excitation of the stack piezos.
With the same measurement setup used for the harmonic analysis of the vibration of
the stack piezos the frequency response of the cylindrical shaft has been measured (see fig-
ure 4.13). The position (velocity) of the shaft is measured in its middle point, while being
excited by the stack piezos. The shaft has a resonance frequency of 9450 Hz and a quality
factor (ratio between amplitude at resonance and quasistatic amplitude) of about 10. If this
resonance would be excited by one of the harmonics in the perpendicular vibration, the re-
sulting acceleration of the shaft could increase a lot. Even though the measured resonance
frequency of the shaft (9450 Hz) is not really close to any of the harmonics of the excitation
(2000 Hz), resonance excitation could still occur after an axial displacement. Simulation in
ProMechanica has shown that an axial displacement of the shaft of 2.5 mm causes a shift in
resonance frequency of 1074 Hz. Moreover, higher harmonics on excitation vibration could
also excite higher resonance mode of the shaft. Hence, it can be concluded that the harmonics
resulting from the hysteresis in the stack piezos can have a large influence on the generated
perpendicular acceleration profile of the shaft, particularly at certain specific frequencies.
This parasitic acceleration is a considerable limitation to the measurement setup and one of
the consequences is that without any preload the motion starts to become unstable when
actuated with perpendicular accelerations of the fundamental sine wave above 0.35 m/s2.
The static friction coefficient
In order to be able to determine the friction coefficient experimentally an asymmetric signal
with a well-defined maximum acceleration has been applied to the shear mode piezos and the
minimum frequency at which net motion occurs is measured. In the first part of the signal
(1/5 of the period) a constant positive acceleration AX is applied, while in the second part
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Figure 4.13: Resonance response of the shaft measured by vibrometer
(4/5 of the period) a constant negative acceleration of −AX/4 is applied9. Such a signal
is more practical in use than a sinusoidal signal as the occurrence of slip during the period
of maximum acceleration is easily detected as the shaft will start to move in one direction.
Compared to a saw-tooth signal as typically used for stick-slip actuators it is easier to model
as the maximum acceleration is better defined and much less dynamic effects occur.
It has been observed that starting with no motion of the shaft and steadily increasing
the driving frequency until motion occurs does not lead to a good estimation of the friction
coefficient as a large variation (more than 10%) is observed between the threshold frequency
measured at different trials. However, a very good repeatability (below 1 Hz) has been
observed when searching for the highest frequency at which an initial motion (generated by
shortly pushing the shaft manually) is slown down steadily until no more slip occurs10. This
experiment resulted in a threshold frequency of 250 Hz for motion in positive direction and
249 Hz for motion in negative direction (i.e. with an inverted signal).
Figure 4.14 shows the applied and measured displacement and acceleration for a signal
of 250 Hz. The measured acceleration is obtained by a double derivation of the measured
displacement, which resulted in a very noisy signal. Therefore, the measured acceleration
has been filtered with a second order Butterworth low pass filter at 2000 Hz. It is observed
that the shape of the measured and applied displacement do not match exactly and that
the measured acceleration peak is somewhat higher than the applied one. This is probably
due to the hysteresis of the shear mode piezos (see figure 4.10(a)). Hence, a maximum
acceleration of aX,max = 1.8 m/s2 is measured. The inertial force MraX,max resulting from
this acceleration must be generated by static friction between the feet and the shaft. As the
experiment is carried out without any magnetic preload the maximum static friction force is
9As the signal shape is kept constant, i.e. independent of the frequency, the acceleration AX varies propor-
tionally to the square of the frequency.
10One could mistakenly think that such a procedure can only be used to identify the dynamic friction
coefficient as the procedure starts from motion, i.e. a dynamic state. However, this is definitely not the case
as during the period of low acceleration sticking occurs.
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Figure 4.14: Applied and measured acceleration signal





with cg = 1.22 the contact geometry coefficient (see section 4.3.2). Also in literature [340] a
value of µs = 0.15 can be found for the static friction coefficient of sapphire on steel.
Other friction coefficients: µd, σ1, σ2 and vs
Both the dynamic friction coefficient µd and the viscous friction coefficient σ2 characterize
the friction force when slip occurs. While the dynamic friction coefficient is a measure for the
influence of the contact force on the friction force, the viscous friction coefficient expresses
the influence of the slip velocity on the friction force. The Stribeck velocity vs determines
around which sliding velocity the friction coefficient µ reduces from the static value µs to the
dynamic value µd. It is difficult to design a reliable experiment compatible with the presented
measurement setup that would allow to decouple these three coefficients and determine their
values independently. Therefore, these coefficients have been determined by fitting the re-
sults from the simulated locomotion velocities on the measured locomotion velocities (see
figure 4.30 on page 112).
As already concluded in section 4.2.2 (on page 78) the viscous damping coefficient σ1
has only a small transient influence on the friction force on the moment of sudden change in
motion direction. This has been confirmed during simulation of the MFID locomotion, which
showed that a variation of the viscous damping coefficient σ1 has a negligible influence on the
simulated motion velocity. According to Altpeter [333], experimental results have shown that
independent of the system the ratio σ1/σ2 is always close to 10. Hence, the viscous damping
coefficient σ1 will be calculated in function of the viscous friction coefficient σ2.
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Figure 4.15: Measured magnetic preload and resulting contact force in function of the air
gap. The graph also shows the gravity factor: i.e. the ratio between the
preload force and the weight of the shaft.
Calibration of the magnetic force
The setup is equipped with a yoke with two permanent magnets that can be fixed at a variable
height in order to vary the air gap between the magnets and the shaft and consequently
vary the magnetic preload. The same technique as used for measuring the static friction
coefficient discussed above has been applied here for calibration of the value of the preload
force in function of the air gap. The procedure consists of finding for different values of this
air gap, the highest driving frequency at which the shaft does not move under excitation of
the asymmetric signal shown in figure 4.14. Comparison of the maximum axial acceleration
that can be calculated from the signal shape and the driving frequency with the maximum
axial acceleration measured without magnetic preload allows to find the ratio between the
total preload force Fp and the weight of the shaft Mrg = 12.8 mN (this ratio is called here
the gravity factor). Figure 4.15 shows the total preload force Fp and the contact force Fc
(Fc/Fp = cg = 1.22, see figure 4.5 and equation (4.12)) as well as the gravity factor. The
value of the gravity factor also expresses the amount of perpendicular acceleration that has to
be applied by the stack piezos in order to make the shaft jump on its guiding feet. The air gap
has not been reduced below 1.8 mm in order to keep the maximum contact force Fc = 140.5
mN well below the maximum contact force allowed (Fc,max = 472 mN) as calculated in
section 4.3.2. Moreover, at these values for the air gap, a remanent magnetization of the steel
shaft has already been observed, which has shown to have some kind of hysteresis effect on
the motion velocity.
Overview of identification results
Table 4.1 gives an overview of the most important physical and mechanical parameters of the
experimental setup as obtained from the identification procedures described in this section.
4.4 Simulation and experimental results
This section discusses and compares the results obtained by simulation of the dynamic model
presented in section 4.2 and by measurements on the experimental setup presented in sec-
tion 4.3. First the stepping locomotion is studied in detail. Consequently, the average motion
velocity is considered and the influence of respectively the phase shift, perpendicular accel-
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Parameter Symbol Unit Value
Mobile shaft mass Mr g 1.301
Mobile shaft diameter Dshaft mm 2.5
Mobile shaft length l mm 35
First resonance frequency fr Hz 9040
Contact angle β ◦ 34.85
Contact geometry coefficient cg 1.22
Contact force at 1g preload Fc mN 15.6
Contact force at 9.02g preload Fc mN 140.5
Static friction coefficient µs 0.15
Dynamic friction coefficient µd 0.1
Tangential contact stiffness at 1g preload σ0 N/µm 5.22
Tangential contact stiffness at 9.02g preload σ0 N/µm 10.9
Viscous damping coefficient σ1 Ns/m 1
Viscous friction coefficient σ2 Ns/m 0.1
Stribeck velocity vs mm/s 5
Table 4.1: Overview of physical and mechanical parameters of the experimental setup
eration, axial vibration amplitude, driving frequency, angle of inclination and the preload is
discussed. Then, the suitability of the MFID principle for precision application is discussed
by studying the open loop repeatability and the motion resolution. Finally, the performance
of the MFID principle is experimentally compared to that of the inertial inchworm and the
stick-slip principle.
Table 4.2 presents the default parameter settings that (except if explicitly mentioned
otherwise) have been used for the experiments and the simulations presented in this section.
The default driving frequency of 2000 Hz corresponds to the maximum frequency were no
hopping of the shaft occurs. A phase shift of 90◦ is where we would intuitively expect the
maximum velocity: a synchronization of the moment of maximum contact force with the
moment of maximum base velocity. The perpendicular (vertical) acceleration amplitude of
0.35g (with g = 9.81 m/s2) is the maximum acceleration at which stable motion is obtained.
The horizontal vibration amplitude is the measured sinusoidal vibration amplitude of the
shear mode piezos when driven at their maximal voltage [-200 V, 200 V]. By default the
experimental setup is not inclined, so the axis of the shaft lies within the horizontal plane.
By default no additional magnetic preload is applied, so the only preload is due to the weight
of the shaft. The preload is expressed as a factor of the acceleration of gravity g the value of
the force is thus obtained by multiplying this factor with Mrg.
4.4.1 Stepping motion
Figure 4.16 shows the simulated behavior of a MFID actuator at default parameter settings
(see table 4.2). The upper graph depicts the position of the base and the stepping motion
of the slider. The position of the base is the harmonic fit on the measured vibration shape
as shown in figure 4.11. The middle graph depicts the instantaneous velocity of slider and
base as well as the average velocity of the slider. It can be clearly seen that the slider is
accelerated (decelerated) when the velocity of the base is larger (smaller) than that of the
slider. It can also be seen that the acceleration is larger (larger slope) than the deceleration,
which is intrinsic to the MFID principle as it is caused by the variation of the friction force.
The graph also shows that the acceleration phase is shorter than the deceleration phase,
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Parameter Symbol Unit Value
Driving frequency f Hz 2000
Phase shift φ ◦ 90
Perpendicular vibration amp. Z nmamp 21.6
Perpendicular acceleration amp. AZ g 0.35
Axial vibration amp. X nmamp 270
X nmp2p 540
Inclination α ◦ 0
Perpendicular preload Fp,0 g 1
Table 4.2: Default parameter settings for the simulations and experiments for the charac-
terization setup
which is due to the shape of the base position curve. At default parameter settings as for the
simulation shown in this graph the velocity of the slider never becomes negative. However,
for other values of the input parameters (for instance in the case of a lower variation of the
contact force) the velocity of the slider becomes negative at the end of each deceleration
phase, resulting in a small backward motion.
The lower graph in figure 4.16 depicts the friction force Ft and the contact force Fc
between base and slider. The contact force is varied sinusoidally around a certain offset
value, but never becomes negative. The friction force switches to a positive value when the
base is moving faster than the slider and switches back to a negative value when the base is
moving slower than the slider. The absolute value of the friction force is the sum of the dry
friction term σ0zc and the viscous damping term σ2x˙ in equation (4.6). The small increase in
friction force that can be observed just after each polarity switch of the Ft is caused by the
Stribeck effect (i.e. the smooth transition from the dynamic friction coefficient to the larger
static coefficient at very low velocities).
Figure 4.17 shows the measured position and velocity of the shaft at default parameter
settings, but with a perpendicular acceleration amplitude AZ = 0.072g on the graph on the
left-hand side and AZ = 0.35g (i.e. the default value) on the graph on the right-hand side.
The position has been measured by interferometer (resolution 1 nm, sampling rate of 1 MHz)
and the velocity is obtained by derivation of the position. In order to limit the noise on
the velocity, a 4th order low pass Butterworth filter with a cutoff frequency of 40 kHz has
been applied to the position data before derivation. These graphs clearly show that at low
perpendicular acceleration, the position profile shows a small backward motion at every step,
while for higher accelerations the position profile is very smooth and only a slight variation
of the velocity can be observed. Figure 4.18 shows that there is a good match between the
measured and the simulated velocity profile.
The measured and simulated stepping behavior shown in figure 4.18 features an average
slider velocity of 1.38 mm/s. This average velocity depends on a large number of parameters.
The next subsections study the influence of these parameters on the average slider velocity.
4.4.2 Influence of the phase shift
Figure 4.19 shows the simulated and measured influence of the phase shift φ between slip
generation (i.e. axial vibration) and contact force variation (i.e. perpendicular vibration) on
the motion velocity. The phase shift has been varied from 0◦ to 360◦ with steps of 20◦ and
at each value five repetitive measurements of the motion velocity are taken. The simulated
behavior represented by the solid line in figure 4.19 shows a good match with the experimental
98 CHAPTER 4. MODELING AND EXPERIMENTAL CHARACTERIZATION










































































Figure 4.16: Simulated stepping motion at default parameter settings
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(a) Perpendicular acceleration AZ = 0.072g






































(b) Perpendicular acceleration AZ = 0.35g
Figure 4.17: Measured stepping behavior at default parameter settings for two different
perpendicular acceleration amplitudes


























Figure 4.18: Comparison of the measured and the simulated velocity profile at default
parameter settings
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Figure 4.19: Measured and simulated motion velocity in function of phase shift
data. The maximum velocity is achieved at a phase shift of 80◦ and 260◦, while the curve
reaches zero velocity around 0◦ and 180◦.
It is intuitively easy to understand that the optimal phase shifts are around 90◦ and 270◦.
A phase shift of 90◦ between axial and perpendicular vibration means that the moment of
maximum velocity (positive or negative) of the axial vibration and the moment of maxi-
mum contact force coincide (i.e maximum perpendicular acceleration). Hence, the shaft is
accelerated the most on the moment of maximum velocity of the base. The fact that the
maximum velocity is reached at 80◦ and not at 90◦ as one would intuitively expect, is due
to the hysteresis in the piezo actuators which causes an additional phase lag and a vibration
that is not completely sinusoidal (see figure 4.11).
The graph in figure 4.19 also shows that the dispersion between the five velocity mea-
surements lies within 10% at the maximum velocity in positive and negative direction and
that a good symmetry between motion in positive and negative direction is observed. The
repeatability of the motion will be discussed more into detail in section 4.4.8.
4.4.3 Influence of the perpendicular acceleration
Figures 4.20 and 4.21 show the influence of the perpendicular acceleration amplitude on
the velocity vs. phase shift profile. Up to an acceleration amplitude of AZ = 0.35g the
maximum velocity increases with increasing perpendicular acceleration and the dispersion
between the different measurements is low. Starting from a perpendicular acceleration of
AZ = 0.43g the maximum velocity still increases but the dispersion also increases considerably
and the symmetry of motion in positive and negative direction detoriates. For a perpendicular
acceleration amplitude of AZ = 0.43g and above, a small noise caused by the shaft that
is bouncing on the feet can be heard. As discussed in section 4.3.2 the hysteresis of the
stack piezos introduces higher harmonics which cause a non-negligible parasitic acceleration
resulting in a peak acceleration of 0.63g11 in stead of 0.43g. Moreover, as discussed in the same
section, the resonance frequency of the shaft can be excited at certain axial positions, resulting
into an amplification of certain harmonics and therefore a larger parasitic acceleration. When
the sum of the ideally sinusoidal acceleration and the parasitic acceleration introduced by the
hysteresis and possibly amplified by the resonance of the shaft becomes larger than 1g the
shaft will start to hop. Such hopping results in an intermittent contact between the guiding
11This value is extrapolated from the measured peak acceleration of 0.51g for an acceleration of the funda-
mental size wave of 0.35g.
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(a) AZ = 0.14g




















(b) AZ = 0.22g




















(c) AZ = 0.28g




















(d) AZ = 0.35g




















(e) AZ = 0.43g




















(f) AZ = 0.50g
Figure 4.20: Measured motion velocity in function of the phase shift for a perpendicular
acceleration amplitude AZ ranging from 0.14g to 0.5g
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(a) AZ = 0.57g




















(b) AZ = 0.65g




















(c) AZ = 0.72g




















(d) AZ = 1.08g




















(e) AZ = 1.44g




















(f) AZ = 2.16g
Figure 4.21: Measured motion velocity in function of the phase shift for a perpendicular
acceleration amplitude AZ ranging from 0.57g to 2.16g
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Figure 4.22: Vibration shapes of the contact points in function of the phase shift
feet and the shaft. The hopping height and the flight time depend on the driving frequency,
the vertical vibration amplitude, the contact stiffness and damping and the axial position of
the shaft. Moreover, uncontrolled bouncing can occur when the shaft comes back into contact
with the guiding spheres. Hopping motion is rather complex to model and easily results in
motion instabilities. These instabilities are clearly visible in figures 4.20 and 4.21 by the
large dispersion on the measured motion velocity for perpendicular acceleration amplitudes
of AZ = 0.5g and above. However, the graphs also show that for acceleration amplitudes of
AZ = 0.5g and above considerably higher motion velocities can be reached. This is because
the bouncing can result in a lower apparent friction coefficient, reducing the backlash during
the deceleration phase and therefore increasing the average motion velocity.
It is interesting to observe that for a perpendicular acceleration amplitude above AZ = 1g
the dispersion again decreases and a good repeatability and motion symmetry comparable
to the one at AZ = 0.35g is reached. Also a comparable maximum velocity in positive and
negative direction is obtained, but this maximum velocity is, however, not reached at a phase
shift of 80◦ and 260◦ as is the case at AZ = 0.35g but rather around 0◦ and 180◦. This
shift in phase shift (which is already gradually visible for acceleration amplitudes between
AZ = 0.35g and AZ = 1g) is explained by the shift from the MFID locomotion principle to a
kicking locomotion principle. In fact at a phase shift of 0◦ or 180◦ the contact points of the
feet are not moving along an elliptical path as is the case for a phase shift of 80◦ and 260◦,
but rather along a straight line with a diagonal orientation (see figure 4.22).
This tendency of maximum velocity, dispersion and phase shift is also clearly visible in
figures 4.23(a) and 4.23(b), which represent respectively the maximum velocity in positive
direction and the phase shift at which this maximum velocity occurs in function of the per-
pendicular acceleration amplitude. The error bars in the upper graph represent the standard
deviation of the five measurements taken for every acceleration value. Figure 4.23(a) also
shows the simulated velocity vs. perpendicular acceleration profile, which shows a good match
with the experimental data up to 0.5g. Above this value the shaft starts to jump in the ex-
periments, which causes the deviation between simulated and measured data. As the hopping
motion of the shaft (take off, flying and landing) is not included in the dynamic model, no
simulation can be carried out for perpendicular acceleration amplitudes larger than 1g.
Ultrasonic motors are based on the vibration of the contact points along an elliptical path
or along a (more or less) straight, inclined line. Such a vibration is in fact a combination of
an axial and a perpendicular vibration with a phase shift of 90◦ for the elliptical path and
0◦ for the straight line path. This is why ultrasonic motors (except for the traveling wave
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ultrasonic motors) are a special case of MFID locomotion. The standing wave ultrasonic
motors used to drive the mobile robots shown in figures 2.12(a) 12, 2.12(c) and 2.12(d) on
page 45 generate a vibration of the contact point along a straight line. These robots are
characterized by an intermittent contact between the robot’s feet and the substrate. The
ultrasonic motors discussed by Devos in [131] are based on a permanent contact between the
vibrating feet and the substrate. He reports an optimal velocity for a phase shift between
horizontal and vertical vibration of 90◦, resulting in a motion of the feet along an elliptical
path. This corresponds to the optimal phase shift vs. perpendicular acceleration profile for
MFID locomotion in figure 4.23(b), which shows an optimal phase shift of 90◦ if no hopping
occurs and 0◦ for accelerations above 1g 13.
The velocity vs. perpendicular acceleration profile shows a good linear behavior up to an
acceleration amplitude of AZ = 0.28g. Above this value a saturation occurs (specially visible
in simulated profile). This saturation is due to the non sinusoidal shape of the vibration of the
shear mode piezos due to hysteresis. As clearly visible in the velocity profile of figure 4.16,
a further increase of the slider velocity results in an important reduction of the duration
of the acceleration phase (and consequently an increase of the duration of the deceleration
phase), which limits the resulting increase in average motion velocity. Despite of the linear
behavior for acceleration amplitudes up to AZ = 0.28g, the perpendicular acceleration is
not a very good parameter for velocity control if smooth motion at low velocity is required,
because at low perpendicular acceleration the shaft is constantly moving back and forth (see
figure 4.17(a)).
Figure 4.23(a) has shown that a reduction of the perpendicular acceleration amplitude
results into a reduction of the motion velocity. However the amplitude of the axial vibration
still remains the same. So, the efficiency with which the axial vibration is transformed into
an average motion velocity decreases with decreasing perpendicular acceleration. In order
to quantify this efficiency the step efficiency ηstep is introduced. The step efficiency ηstep is
defined as the ratio between the average motion velocity of the slider vr,avg and the maximum
instantaneous velocity vx,max (corresponds to the amplitude VX of the velocity variation in





A step efficiency of ηstep = 1 would thus mean that the average motion velocity is equal
to the maximum instantaneous velocity of the axial vibration. This would theoretically only
be possible if an infinite contact force would be applied on the exact moment of maximum
axial vibration velocity and a zero contact force at any other moment. This is the theoretical
upper limit to the motion velocity of the MFID principle.
In the case of a sinusoidal axial vibration with amplitudeX and frequency f , the maximum
instantaneous axial velocity is equal to vX,max = 2pifX. In the case of this experimental
setup, an axial vibration amplitude of X = 270 nmamp and a driving frequency of at f =
2000 Hz, would result in a maximum instantaneous axial velocity of vX,max = 3.39 mm/s.
However, as depicted in figure 4.11 the axial vibration is not purely sinusoidal due to the
hysteresis of the shear mode piezos, which results in a slightly higher maximum instantaneous
velocity of 3.67 mm/s. Figure 4.23(c) shows the measured and simulated step efficiency
12The robot in figure 2.12(a) is in fact not really driven by an ultrasonic motor as the operation frequency
is 5.5 kHz, but its operation principle is similar to that of standing wave ultrasonic motors.
13Hopping motion does not always result in an optimal phase shift of 0◦. For instance, the ultrasonic
robot shown in figure 2.12(e) (page 45) reaches an optimal velocity for a phase shift of 90◦, while electrical
measurements have shown that there is an intermittent contact between feet and substrate.
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(b) Optimal phase shift

























Figure 4.23: Influence of the perpendicular acceleration on maximum velocity, optimal
phase shift and step efficiency
ηstep obtained by dividing the measured and simulated motion velocity by this maximum
instantaneous velocity of 3.67 mm/s. It should be noted that a step efficiency above 1/pi =
0.32 results in a motion velocity that is higher as the one that could have been obtained
with an ideal14 stick-slip actuator with the same axial vibration amplitude X and driving
frequency f (vmax,stick−slip = 2fX). For X = 270 nmamp and f = 2000 Hz such an ideal
stick-slip actuator would feature a motion velocity of 1.08 mm/s, which is lower than the
1.38 mm/s obtained with this MFID actuator at default parameter settings.
4.4.4 Influence of the axial vibration amplitude
Figure 4.24(a) shows the measured and simulated motion velocity in function of the axial
vibration amplitude. The figure shows a good linear behavior with low dispersion even at
low velocities, which makes from the axial vibration amplitude the best parameter for velocity
control of the MFID actuator. Moreover at low axial vibration amplitudes, the step size also
becomes smaller, which allows for motion with high resolution. The curve crosses zero at an
axial vibration amplitude of around X = 23 nm and not at X = 0 nm, which is due to fact
that the generated axial acceleration is not high enough anymore to overcome the friction
14An “ideal stick-slip actuator” is considered here as a stick-slip actuator without any backlash during the
slip phase.
106 CHAPTER 4. MODELING AND EXPERIMENTAL CHARACTERIZATION





































Figure 4.24: Measured and simulated motion velocity and force ratio in function of the
axial displacement amplitude
force. In order to be able to quantify the “ease” with which slip is generated the force ratio
qF is introduced.
The force ratio qF is defined as the ratio between the maximum inertial force Fi,X,max





One of the conditions for MFID locomotion is that qF > 1, because a force ratio smaller than
1 would mean that the static friction force is large enough to compensate for the maximum
inertial force. Hence, no slip would be generated and the slider would keep on vibrating back
and forth with the base.
In order for a slider with mass Mr to follow a sinusoidal vibration of the base with
amplitude X and pulsation ω an inertial force equal to
Fi,X = −MrXω2 sin(ωt) (4.26)
would have to transmitted by the friction force between slider and base. The maximum
inertial force is thus Fi,X,max =MrXω2.
The varying contact force Fc between slider and base can be expressed as
Fc = Fc,0 + Fc,amp sin(ωt+ φ). (4.27)
In the case of only gravitational preload and horizontal motion (inclination angle α = 0◦)
the static contact force corresponds to Fc,0 = Mrg. If the variation of the contact force is
generated by a perpendicular vibration of the base with amplitude Z and pulsation ω, the
amplitude of the contact force variation is given by Fc,amp =MrZω2. The minimum contact
force then becomes




If defining AX,g = Xω
2
g and AZ,g =
Zω2
g , which expresses the axial and the perpendicular
acceleration amplitude as a fraction of g, the minimum static friction force becomes
Ft,s,min = µscgMrg(1−AZ,g) (4.29)
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with µs the static friction coefficient and cg the contact geometry coefficient (see figure 4.5).
At default parameter settings (f = 2000 Hz, X = 270 nm, AX,g = 4.35, AZ,g = 0.35,
µs = 0.15 and cg = 1.22) a force ratio of qF = 36.6 is obtained, which is sufficiently above
1 in order to allow for stable motion. Figure 4.24(b) plots the force ratio qF in function of
the axial vibration amplitude. At the minimum vibration amplitude of X = 23 nm a force
ratio of qF = 3.1 is still reached. However, according to the experimental results shown
in figure 4.24(a) no motion is generated at X = 23 nm. A first reason for this mismatch,
is the fact that the calculation of the force ratio assumes a synchronization of the moment
of maximum axial acceleration and the moment of minimum contact force, which implies a
phase shift between axial and perpendicular vibration of φ = 0◦. Indeed, as observed in the
next section, when slip generation becomes critical (i.e. a force ratio close to 1), the optimal
phase shift tend to shift to 0◦ and 180◦. The experiment shown in figure 4.24(a), however,
was carried out at the default phase shift of φ = 90◦. For a phase shift of 90◦ the moment of
maximum axial acceleration coincides with a contact force that is equal to the static contact
force Fc,0, which is 11−AZ,g times higher than the minimum contact force. If calculated for a
phase shift of 90◦ the force ratio would then become 3.1 · (1 − AZ,g) = 2.0. The remaining
mismatch of a factor 2 would imply that the static friction coefficient is in reality higher than
µs = 0.15, which is confirmed by the fact that in figure 4.24(a) the simulated motion velocity
reaches zero velocity for lower vibration amplitudes than the measured velocity. However,
increasing the static friction coefficient detoriates the fit goodness between simulated and
measured data in other graphs (in particular the graph in figure 4.31(a) showing the influence
of the inclination on the motion velocity). Despite of this mismatch, it can still be concluded
that the force ratio gives an estimation of the minimum vibration amplitude for locomotion
at a given driving frequency and contact force variation. Hence, as the calculation of the force
ratio does not require any simulations or experiments it can be used as an indicator during
the design process of an MFID actuator in order to choose the required vibration amplitudes
and driving frequencies.
4.4.5 Influence of the driving frequency
Figure 4.25(a) shows the influence of the driving frequency on the measured and simulated
motion velocity at default parameter settings. The experiment has been carried out at con-
stant perpendicular acceleration (AZ = 0.35g) over the whole frequency range, which means
that for every frequency the perpendicular vibration amplitude is adapted accordingly. A
fairly good fit between measured and simulated data is observed. At default parameter set-
tings there is a threshold at about 500 Hz below which no locomotion is possible. Above this
threshold frequency, the motion velocity increases with increasing driving frequency, but the
increase is not really linear15. The non-linearity of the velocity vs. frequency profile makes
from the frequency a bad parameter for velocity control. Moreover, a frequency control is
more complicated to implement than an axial vibration amplitude control as, if the perpen-
dicular acceleration is kept constant as in this experiment, the amplitude of perpendicular
vibration must be adapted according to the frequency change.
15The reasons for the dips in measured motion velocity from 800 Hz to 1000 Hz and from 1400 Hz to 1600 Hz
are not clear.
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(b) Step efficiency ηstep
Figure 4.25: Measured and simulated velocity and step efficiency in function of the driving
frequency for a phase shift of 90◦
The dash-dotted line in figure 4.25(a) traces the motion velocity (vr,avg = 2Xf) that
would be obtained with an ideal stick-slip actuator or an ideal quasistatic walking actuator
that is actuated with the same amplitude and frequency. Above 1000 Hz the measured MFID
velocity is higher than this line, from which can be concluded that above that frequency the
MFID principle is more efficient than the other locomotion principles in transforming the
axial vibration into a motion velocity. Figure 4.25(b) shows the step efficiency in function
of the driving frequency obtained by dividing the measured and simulated motion velocity
by the maximum instantaneous velocity of the axial vibration (i.e. 3.67 mm/s at 2000 Hz).
The graph shows that the step efficiency starts at zero at around 500 Hz and saturates at
a maximum value of about ηstep = 0.4. The dash-dotted line indicates the step efficiency of
ηstep = 1/pi = 0.32 that would be obtained with a velocity vr,avg = 2Xf (i.e. the velocity of
an ideal stick-slip actuator or quasistatic inchworm or stepping actuator).
For the velocity vs. phase profile studied in section 4.4.2 it was observed that at default
operation conditions (driving frequency 2000 Hz) the maximum velocity in positive and nega-
tive direction is reached at a phase shift of 80◦ and 260◦ respectively. However, this is not the
case at lower driving frequency. Figures 4.26(a) and 4.26(b) show respectively the maximum
velocity in positive and negative direction in function of the driving frequency and the phase
shift at which this maximum velocity is reached16. A good match between measured and
simulated optimal velocity and optimal phase shift is observed. Both the measured and the
simulated velocity reach zero at a frequency of 300 Hz, which is lower than the 500 Hz in
the case of a constant phase shift of 90◦ as in figure 4.25(a). The reason for this threshold
frequency is that below this frequency the axial acceleration is not sufficient for causing the
slider to slip on the base. Figure 4.27 shows the force ratio in function of the driving fre-
quency. As defined in the previous section a force ratio of qF = 1 is the lower limit at which
locomotion is still possible. The force ratio in figure 4.27 reaches 1 between 300 and 400 Hz,
which matches well the measured and simulated behavior shown in figure 4.26(a).
Figure 4.26(b) shows that the optimal phase shift of 80◦ and 260◦ at 2000 Hz increases
with decreasing frequency up to 160◦ and 360◦ at 300 Hz. This is caused by the fact that
16The difference between figure 4.26(a) and figure 4.25(a) is that the experiment in figure 4.25(a) is carried
out at a constant phase shift of 90◦, while in figure 4.26(a) the phase shift is adapted to the optimal phase
shift (see figure 4.26(b)) at every frequency.
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(b) Phase at maximum velocity
Figure 4.26: Measured and simulated optimal velocity and optimal phase shift in function
of the driving frequency up to 2000 Hz













Figure 4.27: Force ratio qF in function of the driving frequency




































































(b) f = 667 Hz
Figure 4.28: Simulated velocity and force profile at a driving frequency of 2000 Hz and
667 Hz (the gray patch delimits de acceleration phase)
the acceleration phase starts and ends earlier at lower frequencies. Figure 4.28 shows the
simulated velocity and force profile at default parameter settings for a driving frequency of
2000 Hz and 667 Hz17. The scales of the X and Y axes of these figures are adjusted in order to
allow for an easy comparison of both graphs. The slope of the velocity — which corresponds
to the acceleration — during the acceleration phase depends on the contact force and the
friction coefficients, which are the same for both graphs. However, it is due to the adjustment
of the scales that the velocity slope on the 667 Hz graph appears higher than on the 2000 Hz
graph. This apparently higher velocity slope causes the acceleration phase (delimited by the
gray patch in figure 4.28) to start and end earlier on the 667 Hz graph than on the 2000 Hz
graph. One can intuitively expect that the highest average velocity is obtained when the
maximum of the contact force is well aligned with the middle of the acceleration phase. This
explains why there is a shift in optimal phase shift when the driving frequency decreases.
Moreover, as shown in figure 4.27, at low driving frequencies the force ratio becomes close to
1 and the slip generation becomes critical. Therefore, it becomes more and more important
at decreasing frequency to synchronize the moment of the lowest contact force (maximum
negative perpendicular acceleration) with the moment of maximum axial acceleration, which
corresponds to a phase shift of 0◦ or 180◦.
Figure 4.29 shows the measured optimal motion velocity and the optimal phase shift at
which this velocity occurs as in figure 4.26, but for frequencies up to 6500 Hz. Below 2000
17The frequency of 667 Hz was chosen because the shift of the acceleration phase is well visible at this
frequency and the period corresponding to this frequency allows for convenient values on the X scale.
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Phase at max + velocity
Phase at max − velocity
(b) Phase at maximum velocity
Figure 4.29: Measured optimal velocity and optimal phase shift in function of the driving
frequency
Hz there is a good symmetry between motion in positive and negative direction. Above
2000 Hz, the velocity keeps on increasing with increasing frequency but the linearity and the
symmetry gets worse. Moreover, figure 4.29(b) also shows that for frequencies above 2000 Hz
the optimal phase shift tends to increase again. A possible explanation for this would be that
the shaft starts bouncing on the feet, which has proven to cause a phase shift as observed in
the optimal phase vs. perpendicular acceleration profile shown in figure 4.23 on page 105. The
first resonance frequency of the steel shaft of 9040 Hz should, however, not yet be excited
by frequencies of 6500 Hz and below. But it could be the higher harmonics of this frequency
resulting from the hysteresis of the stack piezos that excite this resonance frequency.
As mentioned in section 4.3.2 on page 94 the values for the dynamic friction coefficient µd,
the viscous friction coefficient σ2 and the Stribeck velocity vs are determined by fitting the
simulation results on the experimental results. Figure 4.30 shows the influence of these three
friction parameters on the velocity vs. frequency profile at default parameter settings. For
each friction parameter the simulated velocity profile is plotted for the fitted18 value and one
value above and one below that fitted value. As mentioned in section 4.3.2 the ratio σ1/σ2 is
always close to 10. The identified value of σ2 = 0.1 Ns/m yields a value of σ1 = 1 Ns/m for
the viscous damping coefficient.
4.4.6 Influence of the inclination
An easy way to characterize the behavior of the MFID actuator under an external axial force is
by inclining the whole measurement setup. Figure 4.31(a) shows the measured and simulated
influence of the inclination angle (α = 0◦, 0.5◦, 1◦, 1.5◦) on the velocity vs. phase profile. An
inclination angle of α = 1.5◦ corresponds to a external axial force19 of Fx,ext =Mrg sin(α) =
0.33 mN. As expected, with increasing inclination angle the uphill motion velocity decreases
while the downhill motion velocity increases. The graph also shows that the optimal phase
shift remains at around 80◦ and 260◦. In fact, an increasing inclination appears to shift the
18During the fit a more important weight is given to the frequency range around the default driving frequency
of 2000 Hz, because most of the experiments are carried out at that frequency.
19An inclination of the axis of the shaft does not only result in an external axial force, but also lowers the
perpendicular preload on the shaft due to gravitation by a factor cos(α). This effect is included in the dynamic
model, but has practically no influence for low inclination angles of some degrees.
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Figure 4.30: Influence of the friction parameters µd, σ2, and vs on the velocity vs. frequency
profile
complete phase-velocity curve downwards (i.e. in the direction of negative velocity). While
for the uphill motion the simulation results seem to fit quite well the measured results, for
the downhill motion the simulation results feature a slower velocity increase for increasing
inclination than the experimental data. This saturation of the maximum simulated motion
velocity was already observed in the velocity vs. perpendicular acceleration profile of figure 4.23
on page 105 and is due to the particular shape of the velocity profile of the axial vibration
(as discussed in section 4.4.3). However, from the fact that this saturation of the maximum
velocity is not present in the measured data could be concluded that the fitted shape of
the axial vibration does not correspond to the real vibration shape during locomotion. As
discussed in section 4.3.2, it is difficult to know the real vibration shape of the feet as the
experimental setup does not allow to measure their displacement during MFID locomotion.
The maximum inclination angle at which uphill locomotion was still possible is α = 4◦ (see
figure 4.31(b)). An inclination of 4◦ corresponds to an axial load of Mrg sin(α) = 0.89 mN.
The dynamic friction force at this angle is equal toMrg cos(α)cgµd = 1.55 mN. The generated
thrust force is 0.89/1.55 = 57% of this dynamic friction force.
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(a) Influence on the velocity vs. phase shift profile

















(b) Influence on the uphill velocity at φ = 90◦
Figure 4.31: Influence of the inclination angle on the motion velocity
4.4.7 Influence of the preload
Figure 4.32 shows the influence of the preload on the velocity vs. perpendicular acceleration
profile at default parameter settings. The perpendicular acceleration and the preload are
expressed as a factor of g and these values are to be multiplied with the weight of the
shaft Mrg in order to obtain the variation of the contact force and the preload as a real
force value. The preload value corresponds to the sum of the weight of the shaft and the
additional magnetic preload. Hence, a value of 1g corresponds to the case with only a
gravitational preload and no additional preload. For every combination of parameter settings
five velocity measurements were performed and the error bars on the graph indicate the
standard deviation. As already mentioned in section 4.3.2 a remanent magnetization of the
shaft has been observed for air gaps of some mm. Therefore, at every change of the magnetic
preload the shaft is demagnetized an AC demagnetizer (Ets Braillon & Cie, France, Type
180).
The graph shows that for increasing preload there is an increasing threshold value of the
perpendicular acceleration below which the shaft does not move at all. For every preload
value there is also an increasing second threshold above which the motion becomes unstable
and a noise caused by the shaft that is bouncing on the feet can be heard. Above this
second threshold value the velocity typically decreases and/or repeatability of the velocity is
considerably worse20. In order to simplify the graph, the velocity measurements have only
been plotted up to the second threshold value. Between these two thresholds the velocity
increases more or less linearly with increasing perpendicular acceleration.
Figure 4.33 shows the measured and simulated velocity vs. phase profile at a preload of
9.02g. A comparison of the measured profile with the velocity vs. phase profile without any
additional preload (see figure 4.19 on page 100) tells that apparently at high preloads the
maximum velocity is reached at around 120◦ and 300◦ instead of 80◦ and 260◦. In fact this
increase in optimal phase shift for increasing preload is similar to the increase in optimal phase
shift for decreasing driving frequency observed in figure 4.26(b) on page 109. The explanation
for this effect at increasing preload is also similar to the one at decreasing driving frequency.
The increasing preload results in an increased friction force and therefore in an increased
acceleration and deceleration. Similarly as illustrated by the simulation in figure 4.28, the
20This second threshold value is also clearly present in figure 4.23 on page 105.
114 CHAPTER 4. MODELING AND EXPERIMENTAL CHARACTERIZATION






















1g 2.68g 4.85g 6.88g 9.02g
Figure 4.32: Influence of the preload on the velocity vs. perpendicular acceleration behav-
ior. Both preload and perpendicular acceleration are expressed in function of
the acceleration of gravity g.
increased acceleration results in an increased velocity slope during the acceleration phase
(and an increased negative velocity slop during the deceleration phase). This increased slope
causes the acceleration phase to start earlier and end earlier. As the moment of maximum
contact force should be well aligned with the middle of the acceleration phase the optimal
phase shift will be shifted.
Figure 4.33 also shows that the simulated velocity vs. phase profile with the default setting
for the viscous friction coefficient of σ2 = 0.1 Ns/m results in a motion velocity that is
significantly higher than the measured velocity. Adapting the value for the viscous friction
coefficient to σ2 = 3 Ns/m, however, results in a fairly good fit. Apparently, a possible
explanation for this mismatch could be that the viscous friction coefficient is not independent
of the contact force as supposed in the simulation model. An other explanation could be based
on a hysteresis introduced by the magnetization of the shaft. As mentioned before, a small
remanent magnetization was observed in the shaft after each experiment. As visible in the
drawing of the experimental setup shown in figure 4.4 on page 83 the magnetic flux lines in
the shaft do not have the same direction at every point in the shaft. Hence, during back and
forth motion the magnetization of the shaft is continuously changed. The required energy
for this continuous magnetization could cause a hysteresis on the motion velocity, resulting
in lower motion velocities than expected by simulation.
Figure 4.34 shows the influence of the inclination on the velocity at a preload of 9.02g.
For every inclination the up-hill velocity has been measured ten times and the average as
well as the standard deviation has been plotted on figure 4.34. The experiment was carried
out with a phase shift of φ = 120◦ at which the maximum experimental velocity is obtained
according to figure 4.33. The graph also shows the axial thrust force, which corresponds to
the weight of the shaft projected on the axis of the actuator Fx,ext =Mrg sin(α). The graph
shows a motion velocity that depends more or less linearly of the inclination. The maximum
inclination that still allowed to move uphill is 35◦, which corresponds to a maximum thrust
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Simulated σ2 = 0.1 Ns/m
Simulated σ2 = 3 Ns/m
Figure 4.33: Influence of the phase shift on the velocity at a preload of 9.02g and a per-
pendicular acceleration of AZ = 7.2g
force of 7.4 mN. However, for inclinations above 20◦ the dispersion of measured velocity
increases considerably.
The experiment shown in figure 4.34 is carried out at a constant air gap between the
shaft and the preloading magnets. This means that the preload force is varying in function of
the inclination. The contribution of the magnetic force to the preload force does not change
with inclination as the gap remains constant. However, the preload due to the weight of the
shaft decreases with increasing inclination. Hence the total preload force can be expressed
as Fp = (8.02 + cos(α))Mrg. At an inclination angle of α = 35.3◦ the total preload force
corresponds to Fp = 8.84Mrg = 113 mN. The maximum dynamic friction force is thus
µdFc = µdFpcg = 13.8 mN. The maximum measured thrust force is about 7.4/13.8 = 54% of
this value.

































Figure 4.34: Influence of the inclination angle on the velocity at a preload of 9.02g, a
perpendicular acceleration of AZ = 7.2g and a phase shift of φ = 120◦
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Figure 4.35: Average motion distance and standard deviation for 500 locomotion steps
at five different positions (p1,p2,p3,p4,p5) of the shaft, based on 50 measure-
ments at every position. The graph also shows the average standard deviation
(’avg’) and the overall standard deviation over all the measurements (’all’)
4.4.8 Open loop repeatability and motion resolution
In order to be able to measure the open loop repeatability of the MFID actuator, several
experiments consisting of measuring the distance ∆x traveled after a determined number
of locomotion steps (i.e. actuation periods) have been carried out. Figure 4.35 shows the
average motion distance µ∆xi after 500 locomotion steps. The experiment has been repeated
50 times and the standard deviation σ∆xi (with i = 1 · · · 50) is calculated. The error bars in
the graph delimit the confidence interval [µ∆xi − σ∆xi , µ∆xi + σ∆xi ], which covers 68.3% of
all measurements. This experiment has been repeated at 5 different positions pj (j = 1 · · · 5)
on the shaft. The graph also shows an average motion distance over all 50 measurements at
all 5 positions of (µ∆xi)pj = 242.7 µm. The graph also shows that at each position pj the
standard deviation is relatively small (average (σ∆xi)pj = 5.89 µm). However, a considerable
dispersion is observed between average motion distance µ∆xi at the different positions pj ,
resulting in a much larger overall standard deviation (all 50 measurements at all 5 positions)
σ∆xi,pj = 15.7 µm. Hence, it can be concluded that in general a relative standard deviation
of 15.7/242.7 = 6.5% should be taken into account, while for displacements that are repeated
at the same position on the shaft the standard deviation is reduced to 5.89/242.7 = 2.42%.
In order to judge the capability of the MFID principle to perform high resolution motion,
one must study the smallest increment that can be performed in a repeatable way. Figure 4.36
shows the measured displacement after 10, 5, 2 and 1 locomotion steps for four different values
of the axial vibration amplitude. Every measurement has been repeated 50 times and the error
bars in the graph delimit the 1σ confidence interval. Each step measurement is performed
at a random position on the shaft (within a range of 400 µm). The graph shows clearly a
good linear behavior between the motion distance and the number of locomotion steps as
well as a low dispersion. The smallest increment of 38 nm with a standard deviation of 5 nm
(13% of increment) is achieved with one locomotion step and an axial vibration amplitude of
X = 22.7 nmamp (45.4 nmp2p). These results show that the MFID principle is easily capable
of performing sub-micrometer resolution steps. Moreover, the experimental setup also allows
for scanning motion, which allows for real nanometric resolution by varying the voltage of
the shear mode piezos quasi-statically.
Another point that is important for high precision applications is the smoothness of the
motion. Figure 4.37 shows that without any additional preload (only gravity) the motion
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Figure 4.36: Motion distance in function of the number of locomotion steps for four different
values of the axial amplitude X


















Figure 4.37: Measured motion profile at low (1g) and high (9.02g) preload (AZ,1g = 0.35g,
AZ,9.02g = 7.2g, φ1g = 90◦, φ9.02g = 140◦)
profile is quite smooth, only a small undulation can be observed. However, at higher preloads
(here at a gravity factor of 9.02g) a considerable undulation including a backward motion
in every locomotion step is present. This is because of the fact that the higher preload
and the required higher perpendicular vibration amplitude result in higher maximum and
minimum friction force. The higher friction forces result in an increase of the slopes of the
acceleration and the deceleration phase of the stepping motion (similar as in figure 4.28 on
page 110), which causes the velocity to become negative at the end of every deceleration
phase. This undulation on the velocity profile could, in certain cases, limit the suitability of
the MFID principle for precision applications. Apart from this axial superposed undulation,
also the perpendicular vibration could be an issue for certain applications. However, at
higher frequencies, the perpendicular vibration amplitude is in the sub-micrometric range
(for instance at f = 2000 Hz and AZ = 0.35g the perpendicular vibration amplitude is only
Z = 21.6 nm. Moreover, if this perpendicular vibration would be an issue it can be avoided
by generating the contact force variation through the vibration of an extra inertial mass
instead of through the vibration of the contact feet (see section 3.5).
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Figure 4.38: Influence of the phase shift on the velocity for the inertial inchworm principle
4.4.9 Comparison with Inertial Inchworm and Stick-Slip principle
One of the interesting aspects of the developed measurement setup is that it can be used not
only for characterization of the MFID principle, but also for the inertial inchworm and the
stick-slip drive principle. As explained in section 2.5.4 the inertial inchworm principle is also
based on a variation of the contact force by the inertial effect of a vibration that is perpen-
dicular to the actuator axis, as in one of the possible configurations of the MFID principle.
However, the difference is that for the inertial inchworm principle the slip generation is not
based on a dynamic effect (i.e. the axial vibration of the feet with respect to the body of
the slider) as in the MFID principle, but rather on a quasistatic effect (i.e. the differential
displacement of the feet with respect to each other). Hence, the inertial inchworm principle
does not require a minimum amount of axial acceleration for successful slip generation as
the MFID principle. Therefore, the inertial inchworm principle allows for operation at lower
frequencies than the MFID principle. However, as the variation of the contact force is based
on the inertial effect of a perpendicular vibration, a lower limit to the driving frequency is
still present. It should also be noted that at higher frequency operation, the slip generation
will in fact be based on a combination of the differential motion of the feet and the inertial
effect of the high frequency axial vibration.
For the stick-slip principle the slip generation is also based on the dynamic effect of an
axial vibration of the feet with respect to the body of the rotor. However, the net motion
after each stepping cycle does not result from the synchronized variation of the friction force,
but rather from the asymmetric nature of the axial vibration. A typical signal shape for the
axial vibration is the saw tooth signal, which is used in the experiments presented in this
chapter.
As shown in figure 4.38 the velocity vs. phase shift behavior of the inertial inchworm
principle is very similar to that of the MFID principle (see figure 4.19 on page 100). The
inertial inchworm principle also reacts in a similar way as the MFID principle to a variation of
the perpendicular acceleration amplitude as shown in figure 4.39 (same graph for the MFID
principle in figure 4.23 on page 105). The measured velocity vs. phase shift profile for each
of the values of the vertical acceleration can be found in appendix D. For low accelerations
up to AZ = 0.35g the velocity varies more or less linear with the acceleration amplitude and
the dispersion is low. Once passed this first perpendicular acceleration amplitude threshold,
the velocity stops increasing and the dispersion becomes important. However, once passed a
second perpendicular acceleration amplitude threshold around AZ = 1g the motion tends to
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(b) Phase at maximum velocity
Figure 4.39: Influence of the perpendicular acceleration on maximum velocity for the iner-
tial inchworm principle
become more stable and the dispersion decreases. As for the MFID principle, for perpendic-
ular acceleration amplitudes below the first threshold the maximum velocity is reached for a
phase shift around φ = 80◦, while for perpendicular acceleration amplitudes above the second
threshold the maximum velocity is reached for a phase shift around φ = 160◦. One difference
between the inertial inchworm and the MFID principle that is clearly visible when compar-
ing the two graphs in figures 4.39 and 4.23 is that the inertial inchworm principle features
lower velocities in the transition zone from AZ = 0.35g to AZ = 1g, but also a much lower
dispersion. In section 4.4.3 it was discussed that this high dispersion is probably due to the
parasitic perpendicular acceleration resulting from the hysteresis of the stack piezos, which
starts to cause uncontrolled bouncing of the shaft. As in the inertial inchworm principle the
moment of minimum contact force on the one end (i.e. the moment when the uncontrolled
bouncing occurs) corresponds to the moment of maximum contact force on the other end, it
is logical to assume that the bouncing has less negative influence on the motion stability.
Figure 4.40 shows a comparison of the measured velocity vs. frequency behavior for the
MFID, the inertial inchworm and the stick-slip principle. For all three locomotion principles
the linearity of the velocity detoriates for frequencies above 3000 Hz. The best linearity is
obtained for the stick-slip drive principle. Although not shown in this graph, it should be
noted that the stick-slip principle is the only drive principle of the three discussed here that
has not lower limit for the driving frequency. As the acceleration generated by the edge of the
saw tooth signal is not dependent on the driving frequency, even at very low frequencies, slip
will be generated. Because of this reason, together with the good linearity, the frequency is
the best parameter for controlling the velocity of a stick-slip actuator. The inertial inchworm
principle shows a good linearity and symmetry (better than the MFID principle) between
1250 Hz and 3000 Hz.
Figure 4.41 shows a comparison of the influence of the inclination on the uphill motion
velocity with only gravitational preload for the MFID, inertial inchworm and the stick-slip
principle. The behavior seems to be fairly similar between the three different locomotion
principles. Especially, the MFID and the inchworm principle show a very close match and
they appear to be able to deal with slightly higher inclinations than the stick-slip principle.
Figure 4.42 shows the influence of the inclination angle on the uphill motion velocity
at a high preload of 9.02g for the MFID, the inertial inchworm and the stick-slip principle.
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Figure 4.40: Comparison of maximum motion velocity in positive and negative direction
in function of the frequency for the MFID, inertial inchworm and stick-slip
drive principle






















Figure 4.41: Comparison of the influence of the inclination angle on the velocity for the
MFID, the inertial inchworm and the stick-slip driving principle
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Figure 4.42: Influence of the inclination angle on the velocity for the MFID (φ = 140◦), the
inertial inchworm (φ = 120◦) and the stick-slip driving principle at a preload
of 9.02g and a perpendicular acceleration of AZ = 7.2g
The graph also shows the generated thrust force in function of the inclination angle, which
corresponds to the weight of the shaft (12.8 mN) projected on the actuator axis. The graph
shows that only the stick-slip principle is capable of vertical upward motion (α = 90◦),
while maintaining a motion velocity that is about 1/3 of the velocity without inclination.
The MFID and the inertial inchworm principle are both limited to a inclination angle of
α = 35◦. However, at such a high preload the inertial inchworm principle shows a small
advantage in terms of motion velocity compared to the MFID principle. As mentioned
before in this section the slip generation in the inertial inchworm principle is based on a
combination of the differential axial displacement between the feet and the dynamic effect
of the axial vibration, while the MFID principle is only based on the dynamic effect of the
axial vibration. At a driving frequency of f = 2000 Hz and a axial vibration amplitude of
X = 270 nm the generated axial acceleration is AX = X(2pif)2 = 42.6 m/s2. At default
parameter settings (preload of 1g) the force ratio is qF = 36.6, which is much larger than 1.
Hence, at gravity preload the dynamic effect of the axial vibration is more than sufficient to
overcome the friction force, which explains the small difference observed between the MFID
and the inertial inchworm principle in figure 4.41. However at a preload of 9.02g the force
ratio is 9.02 times smaller (i.e. qF = 4.1), which becomes relatively close to 1. Consequently,
at higher preloads the contribution of the differential displacement between the contact feet
in the inertial inchworm principle becomes more and more important, which explains the
higher velocities for the inertial inchworm principle in figure 4.42.
Figure 4.43 shows a comparison of the repeatability at gravity preload between the MFID,
the inertial inchworm and the stick-slip driving principle. As in section 4.4.8 the experiments
have been conducted by measuring 50 times the displacement after 500 locomotion steps. All
measurements were taken at more or less the same position of the shaft. The graph shows
the average displacement distance as well as the relative standard deviation. The standard
deviation of the MFID principle seems to be the highest, while the inertial inchworm principle
seems to feature a repeatability that is slightly better than the stick-slip principle.
Figure 4.44 finally shows a comparison of the motion profile at low and high preload for
the MFID, the inertial inchworm and the stick-slip principle. The graph on the left-hand side
shows that at gravity preload a small undulation is visible on the MFID motion profile, while
the motion profile of the inertial inchworm and the stick-slip principle seem to be completely
flat. However, as shown on the graph on the right-hand side, at high preload (9.02g) an

















































Figure 4.43: Comparison of the repeatability of the MFID, the inertial inchworm (II) and
the stick-slip (SS) driving principle
important undulation is present in the MFID motion profile, resulting in a considerable
backlash at every step. The inertial inchworm principle also shows an undulation, but much
lower than MFID principle, while only a very small undulation is visible on the stick-slip
motion profile.
4.5 Conclusion
The objective of this chapter was to get a thorough understanding of the MFID stepping
motion by means of simulation and experimental measurements for the case of a linear MFID
actuator.
A dynamic model of the MFID actuator based on the LuGre friction model has been
developed. Such a friction model takes into account the tangential compliance of the guiding
contacts, which is important in the case of vibration amplitudes in the nanometric region.
In order to be able to validate the dynamic model, an experimental setup of a linear MFID
actuator has been developed. Piezoelectric actuators have been selected for the actuation of
both the axial and the perpendicular vibration as they meet well the design constraint of a
driving frequency of some hundreds of Hz up to several kHz. The frequency range results in a
ratio between minimum and maximum vibration amplitude of more than 1 to 400. Moreover,
their high resolution allows to test the suitability of the MFID principle for high precision
applications. It has proven not to be an easy task to identify the different parameters of the
friction model. Also the hysteresis of the piezoelectric actuators has a non-negligible influence
as the introduced higher harmonics become important in the velocity and acceleration profile
of the generated vibration.
In general there is a good match between measured and simulated results. The simulated
stepping motion as well as the influence of phase shift, vibration amplitudes and driving
frequencies is close to the experimental one. A saturation occurs in the simulated downhill
motion, which is not present in the experimental data. This deviation is believed to be caused
by a deviation between measured and real shape of the axial vibration. Deviations between
simulated and experimental data also occur in the case of an increased magnetic preload,
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(a) Preload 1g, AZ = 0.35g, φ = 90◦



















(b) Preload 9.02g, AZ = 7.2g, φMFID = 140◦,
φII = 120
◦
Figure 4.44: Comparison of the measured motion profile at low and high preload for the
MFID, the stick-slip (SS) and the inertial inchworm (II) principle
which is believed to be caused either by a dependence of the viscous friction coefficient σ2
from the contact force either by hysteresis introduced by the continuous magnetization of the
shaft.
The simulated and measured MFID stepping motion consist of an acceleration and a
deceleration phase. This causes an undulation of the motion velocity, resulting in a large
backlash during each step at low variation amplitude of the contact force, but an almost
completely smooth motion at higher contact force variation.
The motion velocity shows a nearly sinusoidal dependence of the phase shift between axial
and perpendicular vibration, with a maximum velocity in positive and negative direction
around 90◦ and 270◦.
The motion velocity increases with an increasing perpendicular acceleration amplitude.
In order to quantify the efficiency with which the axial vibration is transformed into motion
velocity the step efficiency ηstep is introduced. The step efficiency increases linearly with
increasing perpendicular acceleration and reaches almost ηstep = 0.4 at optimal parameter
settings (AZ = 0.35g). Above this optimal perpendicular acceleration hopping motion of
the shaft already starts to occur, which lowers the stability of the motion. This hopping at
accelerations below 1g is caused by harmonics in the vibration of the piezoelectric actuators
resulting from their hysteresis and partially amplified by the resonance of the shaft.
The axial vibration amplitude appears to be the most interesting parameter to use for
velocity control of the MFID actuator as the velocity decreases with good linearity with
decreasing axial vibration amplitude. At low axial vibration amplitudes the slip generation
becomes critical as the generated axial inertial force is not large enough to overcome the
friction force. In order to quantify this effect the force ratio qF is introduced as the ratio
between the maximum instantaneous inertial force generated by the axial vibration and the
minimum instantaneous friction force. One of the necessary conditions for MFID locomotion
is that qF > 1. Motion stability increases with increasing values of the force ratio. The
force ratio can be calculated easily without any simulation or locomotion experiment and is
therefore an interesting indicator to be used during the design process of an MFID actuator.
There is a lower limit to the driving frequency below which insufficient inertial force is
generated for causing slip, corresponding to a force ratio qF below 1. For this experimental
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setup qF becomes equal to 1 for a frequency of about 350 Hz, which matches the measured
velocity behavior. Above this frequency the velocity increases more or less linearly to about
1.4 mm/s at 2000 Hz. A good symmetry between motion velocity in positive direction and
in negative direction is observed up to 2000 Hz. Above this frequency the velocity keeps on
increasing up to a velocity of about 6 mm/s at 6500 Hz, but linearity and symmetry get
worse. While at 2000 Hz the optimal phase shift is around φ = 90◦, for lower frequencies
the optimal phase shift tends to increase up to φ = 160◦. This shift in optimal phase shift is
due to the fact that the acceleration phase starts and ends earlier at lower frequencies, which
requires the maximum contact force to occur earlier as well.
The application of an external axial load (inclination of the setup) does not change the op-
timal phase shift at which maximum velocity is reached. The uphill motion velocity decreases
more or less linearly with increasing inclination (thrust force) up to a maximum inclination of
α = 4◦, corresponding to a thrust force that is 57% of the dynamic friction force. An increase
of the preload force increases the maximum surmountable inclination, but also increases the
minimum amount of perpendicular acceleration that is required to make the actuator move.
At a preload of 9.02g, the maximum inclination that can be surmounted by the actuator is
α = 35◦, corresponding to a thrust force of 7.4 mN, which is 54% of the dynamic friction
force. The application of an extra preload causes the optimal phase shift to increase from 80◦
with only gravitational preload (1g) to 120◦ for a total preload corresponding to 9.02g. As
for the driving frequency, this shift in optimal phase shift is due to a shift of the acceleration
phase resulting from the increase of the slope of the acceleration phase in the velocity profile.
Concerning the open loop repeatability, in general a relative standard deviation of 6.5%
should be taken into account, while for displacements that are repeated at the same position
on the shaft the standard deviation is reduced to 2.42%. A very good linearity is observed
between the traveled distance and the number of actuation cycles, allowing for repetitive
steps of 50 nm and below with relative standard deviations of less than 10%. Moreover, the
studied MFID actuator is also capable of quasistatic scanning motion allowing for a resolution
in the range of 1 nm. However, in the case of precision applications the undulation of the
velocity at low variation amplitudes of the contact force should be taken into account.
The MFID principle has been experimentally compared to the stick-slip and the inertial
inchworm principle. The MFID and the inertial inchworm principle show similar velocity
behavior in function of the phase shift and the perpendicular acceleration, with a difference
of better stability of the motion velocity for the inertial inchworm principle for hopping
motion. The velocity vs. frequency behavior is similar for the three principles, but the best
linearity is clearly obtained with the stick-slip principle. Without any additional preload
the uphill motion velocity of the three principles is influenced comparably by the inclination
angle. However, at a preload of 9.02g the stick-slip principle is the only principle capable
of upward vertical motion, while the inertial inchworm has a small advantage compared to
the MFID principle. The open loop repeatabilities of the MFID principle (σ = 3.3%), the
inertial inchworm principle (σ = 2.1%) and the stick-slip principle (σ = 2.4%) are in the
same order of magnitude. The stick-slip principle features the smoothest motion. Especially
at a high preload of 9.02g the difference in smoothness is important. The inertial inchworm
principle features, as expected, a smoother motion than the MFID principle. In conclusion,
the stick-slip principle is clearly best suited for precision applications. The inertial inchworm
principle features some advantages compared to the MFID principle at high preload, but this
goes with the price of an increased complexity, especially for motion with several DOF.
The next chapter will demonstrate clearly the advantages in terms of simplicity and
resonance operation of the MFID principle with respect to the stick-slip principle as well as
the combination of on-board and off-board actuation.
Chapter 5
Prototypes of MFID mobile
microrobots
“God created a number of possibilities
in case some of his prototypes failed
— that is the meaning of evolution.”
Graham Greene (1904–1991)
In the previous chapter the stepping behavior of the MFID locomotion principle was
investigated into detail by simulation and experimental measurements for a linear MFID ac-
tuator. In the current chapter the application of the MFID principle for the locomotion of
mobile microrobots is illustrated by the discussion of the design and measured performances
of three MFID prototypes of mobile microrobots. The linear actuator in the previous chapter
was based on a configuration with only off-board actuation. In this chapter the three other
configurations are illustrated. Prototype 1 and 3 are based on two different configurations
with a combination of on-board and off-board actuation, while prototype 2 is based on a con-
figuration with only on-board actuation. The three prototypes are presented in an sequence
with increasing degree of miniaturization and power efficiency. As all the prototypes in this
chapter are only operated for motion in horizontal direction, the terminology “horizontal”
and “‘vertical” will be used instead of “axial” and “perpendicular” for simplification reasons.
The design and performances of each of the prototypes are presented successively in
sections 5.1, 5.2 and 5.3. Moreover, in appendix C two other interesting MFID designs are
shortly presented. In section 5.4 the performances of the three prototypes are compared with
each other and to the state of the art. The gathered knowledge of the MFID locomotion
principle is synthesized in a design methodology for new MFID locomotion platforms.
5.1 Prototype with on-board contact force variation
The first prototype presented in this chapter is chronologically also the first prototype that
was developed in order to test the feasibility of the MFID principle. The robot design
and testing was carried by Blaise Fracheboud in the scope of a student project [341]. The
chosen configuration is a combination of on-board friction force variation and off-board slip
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generation (configuration 3 in table 3.1 on page 73). This configuration yields a robot design
that is very simple, which could — although not pursued for this prototype — allow for
miniaturization below 1 cm3 with good power efficiency.
The presentation of the first prototype is structured as follows: (5.1.1) discussion of the
design of the actuator, (5.1.2) characterization of the motion of the prototype and finally
(5.1.3) a discussion on its power consumption.
5.1.1 Design
Configuration
The first prototype is based on a configuration with on-board contact force variation and
off-board slip generation. The contact force is varied through a vertical (Z) vibration of an
inertial mass on the robot. The slip between robot and substrate is generated externally by
vibrating the substrate horizontally in X and Y direction. A phase shift of 90◦ is maintained
between both horizontal vibrations (X and Y ), resulting in a circular translation of the sub-
strate. In section 4.4.2 it was observed that the motion velocity of an MFID actuator has
a quasi sinusoidal dependance of the phase shift between horizontal and vertical actuation.
Consequently, the phase shifts of maximum velocity in positive direction, zero velocity, max-
imum velocity in negative direction and zero velocity lie within 90◦ of each other. Hence, a
phase shift of 90◦ between the off-board X and Y vibration causes the point of maximum
velocity in X direction to coincide with a point of zero velocity in Y direction and vice versa.
For instance, a phase shift of 90◦ between X and Z vibration, resulting in maximum velocity
inX direction, corresponds to a phase shift of 0◦ or 180◦ between Y and Z vibration, resulting
in zero velocity in Y direction. A gradual transition from optimal phase shift for motion in
X direction to optimal phase shift for motion in Y direction will gradually move the motion
direction from X to Y direction, allowing for motion in any arbitrary direction within the
XY plane. This configuration results in a robot with two independent DOF (X,Y ) and only
one channel of on-board actuation.
Another way to explain the working principle is to consider the circular translation of the
substrate. At a certain moment t the substrate has an instantaneous velocity in the XY plane
of which the direction θ is tangential to the circular motion path. A synchronization of the
moment of maximum contact force with this moment t will cause the robot to have an average
motion in this direction θ. In fact, cylindrical coordinates would be more appropriate than
cartesian coordinates to describe the motion of the robot as the motion direction θ depends
on the phase shift φ between horizontal and vertical vibration, while the motion velocity
depends on driving frequency and driving voltages.
Experimental setup design
The horizontal XY vibration is generated by a commercially available piezoelectric XY Z
stage1 (Tritor 101, Piezosystem Jena GmbH, see appendix F.1) on top of which a glass
substrate of 68 × 68 mm2 has been fixed (see figure 5.1). Figure 5.2 shows the measured
frequency response of the XY Z stage when actuated in X and Y direction. An increase in
vibration amplitude is observed between 100 Hz and 150 Hz. This is due to an excitement
of the resonance frequency of the stage. Without any additional mass the stage features
resonance frequencies around 400 Hz. However, the addition of the glass substrate and its
clamping mechanism lowers this resonance frequency below 300 Hz. This resonance frequency
1The Z degree of freedom of the XY Z stage is not used here as the contact force is varied by a Z vibration
on the robot.





Figure 5.1: Experimental setup consisting of a vibrating XY stage with two robots on top
























Figure 5.2: Displacement of the XY Z stage in X and Y direction in function of the fre-
quency
is excited with signals between 100 Hz and 150 Hz, because the deformation of the sinusoidal
input signal resulting from the hysteresis in the piezoelectric actuators adds higher harmonics
to the mechanical excitation. It has been experimentally observed that at 147 Hz a relatively
clean sinusoidal vibration was obtained.
The robots are sitting on top of the glass substrate that is fixed on the XY Z stage. The
robot contains an inertial mass that is vibrated vertically in order to vary the contact force
between the robot and the glass substrate. The inertial mass is actuated by a piezoelectric
bimorph disk actuator that connects the outer ring of the robot to the vibrating inertial
mass (see figure 5.3). The inertial mass consists of two parts that are clamped on the disk
actuator by a screw. The piezoelectric disk actuator consists of a sandwich of a 0.1 mm
thick steel sheet and a 0.25 mm thick piezoelectric sheet (see appendix F.1). In order to
optimize the ratio of inertia (i.e. the ratio between the weight of the inertial mass and the
frame) the material selected for the inertial mass is brass (ρbrass = 8500 kg/m3), while the
frame is made out of aluminum (ρaluminum = 2700 kg/m3). This results in an inertial mass
of Mi = 5.12 g and a mass of the frame plus the feet that are in contact with the ground
of Mf = 0.98 g, so a total weight of Mr = Mf +Mi = 6.10 g. The ratio of inertia is thus
qI = Mi/Mf = 5.22. Three sapphire half spheres serving as robot feet are glued below the
outer ring of the robot. The required electrical signal for the on-board piezoelectric actuator
is generated by an off-board function generator and high voltage amplifier and supplied to
the robot by means of two thin wires (actuation signal and electrical ground).









Figure 5.3: Robot design (∅20 mm × 7.5 mm)
Figure 5.4 shows the frequency response of the piezoelectric disk actuator integrated on
the robot. At 200 Vp2p the actuator shows a static vibration amplitude of about 5 µmp2p
and a resonance frequency of 800 Hz. The maximum actuation voltage for the piezoelectric
actuator is 300 Vp2p (i.e. -50 V to +250 V).
Force ratio
In section 4.4.4 the force ratio qF has been defined as the ratio between the maximum inertial
force Fi,X,max generated by the horizontal vibration and the minimum instantaneous static





One of the conditions for MFID locomotion is that qF > 1.
If the robot (total weight Mr) would be sticking on the substrate and follow its vibration
x = X sin(ωt) an inertial force equal to
Fi,X = −MrXω2 sin(ωt) (5.2)
would have to transmitted by the friction force between robot and substrate.
The contact force Fc between the robot’s feet and the substrate, which is expressed by
Fc = Fc,0 + Fc,amp sin(ωt+ φ). (5.3)
For this prototype Fc,0 = Mrg, which corresponds to the total weight of the robot and
Fc,amp = MiZω2, which corresponds to the inertial force generated by the vertical vibration
of the inertial massMi with amplitude Z and pulsation ω. The ratioMi/Mr can be expressed
























Zω2 sin(ωt+ φ)). (5.5)
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Figure 5.4: Displacement of the piezo disk on the locomotion module in function of the
frequency at a driving voltage of 200 Vp2p
The minimum static friction force Ft,s,min between robot and substrate at the moment of
minimum contact force is now given by
Ft,s,min = µsFc = µsMr(g −AZ,eq). (5.7)
The static friction coefficient µs between sapphire and glass has been measured to be µs = 0.12
by measuring the inclination of the glass at which the robot starts to slide.
With equations (5.2) and (5.7) the condition qF > 1 becomes
qF =
Xω2
µs(g −AZ,eq) > 1. (5.8)
5.1.2 Locomotion experiments
Measurements of average locomotion velocity in X direction of the robot have been carried
out under a microscope by optical tracking of a target that was fixed to the robot. Figure 5.5
shows the measured motion velocity in function of the phase shift φ between horizontal and
vertical vibration. This experiment was carried out at a driving frequency of f = 147 Hz, a
horizontal vibration amplitude of X = 6 µmamp and a vertical vibration amplitude of Z =
5 µmamp corresponding to an equivalent vertical acceleration of AZ,eq = 0.365g = 3.58 m/s2.
Filling in these parameter settings in equation (5.8) yields a force ratio of qF = 6.85, which
is well enough above 1 for reliable MFID locomotion.
The maximum motion velocity observed from figure 5.5 is 2.1 mm/s in positiveX direction
and 2.4 mm/s in negative X direction. These maxima are reached at a phase shift of φ = 110◦
and φ = 260◦. The graph shows a more or less sinusoidal dependence of the phase shift, which
corresponds to the simulation and experimental results obtained with the characterization
setup presented in chapter 4. However, the sinusoidal approximation is much rougher than
for the motion experiments with the characterization setup. This is probably due to the fact
that the vibration of the XY Z stage is less clean (excitation of a resonance frequency around
300 Hz and considerable parasitic motion in Y and Z direction when actuating inX direction)
and to the optical measurement setup, which is far less precise than the interferometer used
for the characterization setup. This is probably also the reason why the optimal phase shifts
do not lie within a distance of 180◦ from each other as was the case for the characterization
setup.
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Figure 5.5: Influence of the phase shift on the motion velocity in X direction

































(b) Force ratio qF
Figure 5.6: Influence of the driving frequency on the motion velocity and the force ratio
In section 4.4.3 the stepping efficiency ηstep was defined as the ratio between the average
motion velocity and the maximum instantaneous velocity of the axial vibration. The average
between the maximum motion velocity in positive and negative direction is 2.25 mm/s, while
the maximum instantaneous velocity of the table is Xω = 5.5 mm/s. This results in a step
efficiency of ηstep = 2.25/5.5 = 0.41.
Figure 5.6 shows the measured motion velocity and the calculated force ratio qF in function
of the driving frequency for a horizontal vibration amplitude of X = 6 µmamp, a vertical
vibration amplitude of Z = 5 µmamp (AZ,eq = 0.365g = 3.58 m/s2) and a phase shift of
φ = 270◦. The experiment shows that a frequency above 66 Hz is required for successful
locomotion. This matches with the calculated force ratio, which reaches the value 1 for a
driving frequency of 68 Hz. The sudden drop in velocity at 143 Hz is probably due to an
excitation of the resonance frequency of the XY Z stage by the harmonics in the piezoelectric
vibration as already observed in figure 5.2.
5.1.3 Power consumption
The piezoelectric disk actuator has an electrical capacitance of C = 19.2 nF. In order to
obtain a vertical vibration amplitude of Z = 5 µmamp (i.e. 10 µmp2p) as in the locomotion
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experiments the piezo was driven with a voltage ranging from U1 = −50 V to U2 = +250 V






= 91.7 mW. (5.9)
is injected in the piezoelectric actuator2.
In order to evaluate the power efficiency of the locomotion module, one must compare
the power consumption to a certain reference power consumption. Typically, this reference
power consumption is the theoretical absolute minimum of the power consumption. However,
in the case of locomotion in the horizontal plane there is no difference in potential or kinetic
energy from non-moving robot at position p1 and the same non-moving robot at position p2.
Consequently, the theoretical minimum power consumption for motion from p1 to p2 is zero.
Therefore, we will consider as a reference value the power consumption of a particular way
to perform the motion from p1 to p2: by pushing with a horizontal constant force without
variation of the contact force between robot and substrate. Pushing with a horizontal force
implies an energy dissipation due to the friction between robot and substrate. The dynamic
friction force between the robot (Mr) and the substrate is given by
Ft,d,grav = µdMrg = 5.98 mN. (5.10)
with µd = 0.1 the measured dynamic friction coefficient of sapphire on glass. Hence, the
reference power consumption of sliding with a constant velocity v = 2.15 mm/s is calculated
by
Pref = vFt,d,grav = 0.013 mW. (5.11)
The power efficiency ηP defined as the ratio between the reference power and the consumed
power is thus ηP = 0.013/91.7 = 1.4210−4, which shows that there is still plenty of room
for improvement. The power consumption could be lowered by lowering the driving voltage
by driving the piezoelectric actuator in resonance. As can be observed from figure 5.4 the
piezoelectric actuator shows a ratio between vibration amplitude at resonance and static
vibration amplitude of 27.5/4.96 = 5.5. Lowering the driving voltage with a factor 5.5 would
lower the power consumption with a factor 5.52 = 30. Moreover driving in resonance has the
advantage that the actuator can be driven with a square wave signal, while still maintaining
a sinusoidal vibration. Driving with a square wave signal simplifies the driving electronics
and lowers its power consumption. Higher quality factors of resonance vibration could be
obtained by choosing actuators with less internal energy dissipation, such as electromagnetic
actuators, which would also drastically reduce the driving voltage. The objective of this first
prototype was, however, to proof the feasibility of MFID locomotion with this configuration.
Therefore, it has been chosen to design the actuator for operation well below the resonance
frequency and to provide the high voltage actuation signals by wires and off-board driving
electronics.
Another way for lowering the power consumption of this locomotion module would be
by increasing the frequency of operation. This was already derived by Driesen et al. [102]
for the case of stick-slip actuators with piezoelectric actuators. An increase of the driving
frequency with a factor i would lower the required vertical vibration amplitude for the same
2It should be noted that the energy injected in the capacitance of the piezoelectric actuator at every
stepping period is theoretically not completely lost. Except for the energy dissipated in the hysteresis of the
piezo, this energy could be recuperated by an implementation of a charge recovery electronics [342] or by
operation at electrical resonance. However, it is a technological challenge to implement a charge recovery
electronics and operation at electrical resonance in an on-board electronics of a robot with a size of some cm3.
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vertical acceleration amplitude with a factor 1/i2. A reduction of the driving voltage of
the piezoelectric actuator by a factor 1/i2 reduces the energy injected in the piezo at every
locomotion step by a factor 1/i4. Consequently, as the power consumption depends linearly
of f , an increase of the frequency of operation with a factor i would reduce the power
consumption with a factor 1/i3. Or, in other words, for a constant vertical acceleration
the power consumption scales with the frequency as 1
f3
. Because of the resulting reduction
of the vibration amplitude, an increase in driving frequency would also allow for further
miniaturization of the robot.
5.1.4 Conclusion
The first MFID prototype presented in this chapter is based on a configuration with on-board
contact force variation and off-board slip generation. The on-board contact force variation
is generated by a piezoelectrically actuated vertically vibrating inertial mass on the robot.
This configuration results in 2 DOF (motion in any direction within the XY plane) with only
one on-board actuation signal. The robot features a size of ∅20 mm × 7.5 mm = 2.36 cm3,
which could be easily reduced to less than 1 cm3, if allowing for higher driving frequencies.
The first locomotion experiments show a motion velocity of more than 2 mm/s at a driving
frequency of 147 Hz and a driving voltage of 300 Vp2p. The motion stability, however, is
not very good, due to the bad quality of the horizontal vibration generated by the external
XY Z stage. At 2 mm/s the actuator consumes 91.7 mW, which is about 10’000 times higher
than the reference power consumption of simply pushing the robot with a constant horizontal
external force. This power consumption could be easily improved, by increasing the operating
frequency, by working at resonance or by choosing for another actuation technology, such as
electromagnetic actuators. In conclusion, this first prototype has shown the feasibility of the
MFID principle and has illustrated that the combination of on-board and off-board actuation
can result in a very simple robot design.
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5.2 Prototype with on-board slip generation and on-board
contact force variation
The previous prototype presented in this chapter was based on a configuration with on-board
friction force variation and off-board slip generation (configuration 3 in table 3.1 on page 73).
With that first prototype the feasibility of the MFID principle was proven experimentally
and was illustrated how the MFID principle can lead to a very simple robot. However, the
first prototype suffers from a high driving voltage and a relatively high power consumption,
which makes it — in its current design — not very well adapted for locomotion of untethered
mobile microrobots. Both shortcomings (high driving voltage and high power consumption)
can be overcome by an operation in resonance mode.
The second prototype presented here is based on the same actuation technology as the
first prototype (i.e. piezoelectric bimorph actuators), but it allows for operation in resonance
mode in order to reduce driving voltage and power consumption. Moreover, this second pro-
totype is also intended to test the configuration with only on-board actuation (configuration
4 in table 3.1 on page 73), which results in a robot that is completely independent of its en-
vironment without need for synchronization between on-board and off-board actuation. This
prototype is also the only prototype presented in this thesis that features all three in-plane
degrees of freedom (X,Y, θZ).
The presentation of the second prototype is structured in a similar way as the first proto-
type: (section 5.2.1) discussion of the design of the actuator, (section 5.2.2) characterization
of the vibration of the actuator, (section 5.2.3) characterization of the motion of the prototype
and (section 5.2.4) a discussion on its power consumption.
5.2.1 Design
The design of the second prototype can be subdivided into two interconnected modules:
the actuator module and the robot body. Piezoelectric actuators have been selected for
the actuation module because of their high energy density and the suitability for precision
applications. The design of the actuator module resembles to the design of a 10×10×1 mm3
stick-slip locomotion platform for 1 cm3 size mobile microrobots that has been developed by
our group [102] within the MiCRoN project. In order to allow for an integration of a vertically
vibrating inertial mass the size of the footprint of the actuation module has been increased to
15× 15 mm2. In order to avoid unwanted vertical vibration of the robot’s body the stiffness
of the actuation module in Z direction has been increased by increasing the height of the
actuation module to 3 mm.
The actuation module consists of two parts: a frame that can vibrate in X,Y, θZ direction
with connected to it an inertial mass that is vibrating in Z direction (see figure 5.7). Both
parts of the actuation module are actuated by piezoelectric monomorph actuators (heteroge-
neous bimorph actuators) consisting of a sheet of piezoelectric material (see appendix F.1)
that is glued to a thin layer of steel. The flexible frame consists of a steel flexible structure
with four sheets of piezoelectric material glued to it from the four sides. As illustrated in
figure 5.8(a) an actuation of the two X piezos with an opposite voltage results in a bending
of the X monomorphs, which causes the inner part of the vibrating frame to move in X
direction with respect to its four corners that are attached to the body of the robot. In order
to limit the number of actuation channels one of the X piezos is polarized from the inside
to the outside (by applying a positive voltage on the flexible frame and a negative voltage
on the outer piezo electrodes), while the other X piezo is polarized from the outside to the
inside. Hence, an actuation of both X piezos with the same voltage signal causes them to






























Figure 5.7: Design actuator module
deflect both in the same direction.
In the same way as for the X direction the inner part can be moved in Y direction by
actuating the Y θZ piezos (see figure 5.8(b)). In order to allow for θZ actuation the electrodes
of the Y θZ piezos is split in two. An actuation of both electrode halves with an opposite
voltage causes the Y θZ monomorphs to deform into an S-shape (see figure 5.8(c)). The
resulting rotation of the center of each S-shaped monomorph is transmitted to the inner part
of the flexible frame by a rigid bar with two flexures at each end.
Two fabrication technologies have been considered for the 15× 15× 3 mm3 steel flexible
frame: wire electro discharge machining (EDM) of the complete 3 mm thick module and
laser cut and stacking of 3 plates of a thickness of 1 mm each. The best precision of the total
module would be probably achieved by wire EDM, but for the first version of this prototype
laser cut has been preferred due to the lower lead time and the higher flexibility. Four shafts
are inserted in the corners of the flexible frame in order to align the individual plates and to
connect the actuation module to the body of the robot.
The vertically vibrating inertial mass is connected to the inner part of the flexible frame
by means of one Z monomorph actuator on the top and one on the bottom of the module
(see figure 5.7). Alignment between flexible frame, Z monomorphs and the inertial mass is
done by six alignment shafts. As for the X and the Y θZ piezos one of the Z monomorphs
is polarized in positive Z direction and the other in negative Z direction, which causes both
Z monomorphs to deflect in the same direction when actuated with the same voltage signal
(see figure 5.8(d)). Consequently, the overall actuation module features vibrations in 4 DOF
(X,Y, Z, θZ) with four actuation signals (1 for the X piezos, 2 for the Y θZ piezos and 1 for
the Z piezos). Moreover, all these 4 DOF can be actuated simultaneously allowing for real
holonomic locomotion inside the XY plane.
The body of the robot consists of a stack of four Al2O3 plates as shown in figure 5.9. Holes
and slits are cut out in the plates in order to pass the electrical wires from the connector to
the electrodes of the piezoelectric actuators. The Al2O3 plates are aligned and assembled to
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(a) X vibration (b) Y vibration
(c) θZ vibration (d) Z vibration
Figure 5.8: Monomorph actuation principle for the 4 DOF of the actuation module. The
+ (-) sign stands for an actuation resulting in an electric field in the same







Figure 5.9: Design robot body
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Figure 5.10: Pictures of the fabricated prototype without cover (left) and with cover on
the measurement setup (right)
the actuation module by four assembly shafts. The electrical connector has 5 connections: 1
ground and 4 channels. Figure 5.10 shows a fabricated prototype without the cover on the
left hand side and a prototype on the measurement setup on the right hand side. In order
to allow for measurement of X and Y motion velocity by interferometer (specifications in
appendix F.4), the measurement setup is provided with two pairs of steel shafts that serve
as linear guideways: for motion in the robot’s X direction the two lower feet in figure 5.7 are
guided in one guideway, while the third foot is guided on a flat surface. For locomotion in Y
direction one of the two lower feet is guided in one guideway, while the upper foot is guided
in the other guideway.
5.2.2 Characterization of the vibration amplitudes
In order to know the resonance frequency and the vibration amplitudes of the prototype
the frequency response of the actuation module has been measured by interferometer for the
different degrees of freedom. Figure 5.11 shows the vibration amplitude and phase lag in
function of the driving frequency for X, Y and Z vibration3. The frequency response for the
X and Y vibration were measured without any clamping of the robot’s body. The robot was
positioned upside down on top of a flexible mousse and the position of the inner part of the
flexible frame was measured by interferometer. The frequency response of the Z vibration
was measured by clamping the robot’s body upside down and measuring the position of the
inertial mass. The measured resonance frequencies are fr,X = 1984 Hz, fr,Y = 1233 Hz and
fr,Z = 1710 Hz. The resonance frequency for the vibration in X direction is higher than the
one in Y direction because 4 flexures have to be deformed for motion in X direction, while
only 2 for motion in Y direction. Moreover, the “rigid” bar connecting Y monomorphs to
the flexures also has a certain compliancy and a certain mass, which also lowers the stiffness
of the flexible structure and increases the inertia of the vibrating mass in Y direction.
The transfer function of a second order mass-damper-spring system with massm, damping





ms2 + cs+ k
. (5.12)
3The frequency response for the Y vibration is limited to 1300 Hz because above that frequency a higher
vibration mode is excited, which causes the measurement results to be unreliable.
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Figure 5.11: Frequency response of the X, Y and Z vibration
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This quality factor can be easily obtained from the frequency response by measuring the
ratio between the resonant frequency fr and the bandwidth ∆f , i.e. the width of the range
of frequencies for which the amplitude is at least 1/
√
2 times its peak value.
It can be easily deduced that the quality factor of a mass-damper-spring system also
corresponds to the ratio between the vibration amplitude at the natural frequency ωn =√
k/m and the static vibration amplitude. The amplitude at 0 Hz is equal to A0 = 1kF . The
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In the case of low damping the natural frequency is close to the resonance frequency, so
the quality factor Q′ can be approximated by the ratio between the measured amplitude at
resonance and the measured quasistatic displacement.
The quasistatic displacements of the X, Y and Z vibration of the actuation module are
X0 = 14.0 nm/V, Y0 = 7.07 nm/V and Z0 = 17.4 nm/V. The displacement in Y direction
is higher than the one in X direction due to the higher stiffness of the flexible frame in X
direction.
The quality factors Q of the three resonances calculated as the ratio between the resonance
frequency fr and the bandwidth∆f areQX = 90.0, QY = 39.2 andQZ = 17.6. The measured
quality factors Q′ calculated as the ratio between the vibration amplitude at resonance and
the quasistatic vibration amplitude are Q′X = 151, Q′Y = 5.0 and Q′Z = 6.4. It is not clear
why the values of the quality factors Q calculated by the bandwidth and Q′ by the ratio
of vibration amplitudes are that different. The quality factor Q′Y for Y vibration appears
to be much lower than the one for X vibration. This is partly due to the lower stiffness
of the flexible frame in Y direction (see equation 5.13). However, this can not be the only
reason. An observation under an optical microscope has shown that one of the Y piezos is
not well glued to the flexible frame. This is due to the fact that the flexible structures that
are cut out by laser appear to be slightly undulated due to the thermal stress induced by
the laser. Moreover, the undulation is not the same in all three parts of which the flexible
frame is constituted. The resulting gap between piezo and steel flexure is filled by epoxy glue
and might induce additional damping, which explains the lower quality factor. Better results
could be probably obtained by fabricating the flexible frame by wire EDM.
The robot has a total mass (body + actuation module) of Mr = 6.73 g. For every
actuation direction (X, Y and Z) the vibration occurs between two masses: the one that is in
contact with the guideways by the feet (Mf ) and the rest of the robot that serves as an inertial
mass (Mi) in order to generate the required inertial force. The distribution of the weight
of the robot between these two masses Mf and Mi is different for every vibration direction.
The mass Mf is slightly larger for vibration in Y direction than in X direction because the
two rigid bars connecting the Y piezos to the flexures do also vibrate in Y direction, but
not in X direction. In X direction the distribution of the masses is Mfeet,X = 3.15 g and
Minert,X = 3.78 g, while in Y direction it is Mfeet,Y = 3.28 g and Minert,Y = 3.65 g. For
Z vibration the Mi corresponds to the vertically vibrating part in the inside of the flexible
frame plus half of the mass of the two Z monomorph actuators. The part to which the feet
are attached also includes the mass of the body of the robot. The mass distribution for Z
vibration is thus Mfeet,Z = 5.28 g and Minert,Z = 1.65 g.
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(a) Motion in X direction


















(b) Motion in Y direction
Figure 5.12: Influence of the phase shift on the motion velocity
5.2.3 Characterization of the motion velocity
The X and Y motion velocity of the second MFID prototype has been studied in function
of the phase shift, the driving frequency, the horizontal vibration amplitude and the vertical
acceleration amplitude. No detailed measurements of the rotational (θZ) motion velocity
have been carried out, but first experiments have shown a rotational velocity of about 10 ◦/s
for a driving frequency of 2236 Hz. The suitability of this design for precision applications
is investigated by characterizing the repeatability of the traveled distance with 500 locomo-
tion steps and the minimal increment. Finally, the suitability for autonomous operation is
investigated by an analysis of the power consumption.
Influence of the phase shift on motion velocity
Figure 5.12 shows the influence of the phase shift between horizontal and vertical actuation
on the measured X and Y motion velocity. The measurements were taken at a driving
frequency of 1150 Hz, which corresponds to resonance operation for Y motion. For motion in
X direction the frequency of resonance operation is much higher, however a driving frequency
of 1150 Hz was used also for X motion in order to be able to easily compare the velocity in X
and Y directions. The horizontal actuation voltage amplitude and the vertical acceleration
amplitude were set to the maximum values at which stable operation is still possible. Hence,
for X motion the horizontal actuation voltage is UX = 30 Vamp (i.e. 60 Vp2p) and the
vertical acceleration amplitude is AZ = 0.54g, corresponding to an actuation voltage of UZ =
14.9 Vamp, i.e. 29.8 Vp2p. For Y motion the horizontal actuation voltage is UY = 10 Vamp
(i.e. 20 Vp2p) and the vertical acceleration amplitude is AZ = 0.63g, corresponding to an
actuation voltage of UZ = 17.4 Vamp, i.e. 34.8 Vp2p.
Figure 5.12 shows that at 1150 Hz the maximum motion velocity in positive (negative)
X direction is reached for a phase shift of φ = 100◦ (φ = 280◦). This corresponds to the
results obtained with the characterization setup (see figure 4.19 on page 100) and the first
prototype discussed in this chapter (see figure 5.5 on page 130). For motion in Y direction,
however, maximum velocities are reached at φ = 0◦ and φ = 200◦. This extra phase shift of
about 90◦ is resulting from the resonance mode operation for motion in Y direction.
The optimal parameter settings used in this experiment with the optimal phase shift of
φ = 100◦ for X motion and φ = 0◦ for Y motion will be considered as the default parameter
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Symbol Unit X motion Y motion
Frequency f Hz 1150 1150
Phase shift φ ◦ 100 0
Hor. actuation voltage UX , UY Vamp 30 10
Vp2p 60 20
Vert. acceleration amp. AZ g 0.54 0.63
Max. motion velocity vr,avg,X , vr,avg,Y mm/s 0.72 0.51
Table 5.1: Default input parameter settings for the locomotion experiments with the second
prototype
settings for the all the locomotion experiments for this prototype. Table 5.1 summarizes these
default parameter settings
Influence of the driving frequency on motion velocity
Figure 5.13 shows the influence of the driving frequency on the motion velocity in X and Y
direction at default parameter settings (see table 5.1). The measured velocity in Y direction
reaches a maximum value of 0.51 mm/s at 1150 Hz, which is a bit lower than the measured
resonance frequency of 1233 Hz for free vibration in Y direction (see figure 5.11). This
frequency reduction is due to the friction between the feet of the robot and the guideways. The
frequency response of the X and Y vibration of the actuation module shown in figure 5.11 was
measured without clamping nor the robot’s feet, nor the robot’s body. It was experimentally
measured that while clamping the feet the X resonance frequency is reduced from 1984 Hz to
around 1200 Hz and the Y resonance frequency from 1233 Hz to around 745 Hz. The friction
between the robot’s feet and its guideways that is present during locomotion could intuitively
be considered as a condition that lies between free motion and rigidly clamping, which explains
why the resonance frequency decreases at the presence of friction. Consequently, as the
resonance frequency during locomotion is different from the resonant frequency during free
vibration, the vibration amplitude will also be different during locomotion and during free
vibration. Therefore, it is difficult to predict the vibration amplitude during locomotion at
resonance, without measuring it in a locomotion experiment. The measured velocity profile
reaches a motion velocity that is
√
2 times lower than the maximum velocity at driving
frequencies f1 = 1117 Hz and f2 = 1187. The resulting quality factor of the Y motion at
resonance is Q = 1150/(1187 − 1117) = 16.4. This quality factor is 2.4 times lower than
the quality factor QY = 39.2 of the free vibration. This drop in quality factor is caused
by the introduction of additional damping due to the friction between robot’s feet and the
guideways.
The measured velocity in X direction reaches a maximum value of 0.72 mm/s at 1150 Hz,
which is surprisingly much lower than the measured resonance frequency of 1984 Hz for free
vibration in X direction. During the locomotion experiment it was also observed that for
driving frequencies above 1150 Hz a low noise resulting from hopping motion of the robot
could be heard. The experiment was, however, carried out at a constant vertical acceleration
because the vertical vibration amplitude was reduced quadratically with the increasing fre-
quency. Even when exciting the horizontal vibration without any vertical vibration, the robot
started to jump when increasing the frequency above a certain threshold value. Apparently
a parasitic Z motion is superposed on the X vibration, which causes the robot to jump when
the resulting vertical acceleration surpasses the acceleration of gravity. This parasitic motion
is probably due to the fact that the flexible frame of the actuation module is a stack of three
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Figure 5.13: Influence of the driving frequency on the motion velocity
laser cut flexible frames of 1 mm thickness. As already discussed in section 5.2.2 the laser
cut flexures were slightly undulated due to a residual internal thermal stress induced by the
laser beam. This undulation causes an unwanted gap between the flexures and the piezos
that are glued to it, which reduces the efficiency of the monomorph actuators. The observed
difference in undulation between the three layers of the flexible frame is probably the cause
to the apparent parasitic Z motion. As already suggested earlier the quality of the flexible
frame and the monomorph actuators can be probably improved by opting for a fabrication
of the flexible frame by wire EDM.
Influence of the horizontal vibration amplitude on motion velocity
Figures 5.14(a) and 5.14(b) show the influence of the actuation voltage of the horizontal
vibration on the motion velocity for X and Y motion at default parameter settings. The
velocity increases with increasing horizontal actuation voltage up to a maximum value of
60 Vp2p for X motion and 20 Vp2p, above which the dispersion increases and the velocity
starts to decrease again. This threshold to the horizontal vibration amplitude was not present
for the characterization setup (and is also not present for the third prototype presented later
in this chapter). The threshold in the current prototype is caused by the parasitic vertical
motion superposed on the horizontal vibration, which causes the robot to jump as was already
observed in the velocity vs frequency profile for X motion shown in figure 5.13.
Normally, the phase shift between the horizontal vibration and its parasitic vertical vibra-
tion is 0◦, so no superposed MFID motion is generated by this parasitic vibration. However,
in the case of resonance operation the parasitic vertical vibration is not synchronized any-
more with the horizontal vibration because the parasitic vibration is not subjected to an extra
phase shift due to resonance operation as the resonance frequency for the vertical vibration
mode is much higher. This is the reason why an offset of -0.07 mm/s can be observed on the
phase vs. velocity profile for Y motion shown in figure 5.12.
Figures 5.14(c) and 5.14(d) show the influence of the horizontal vibration amplitude on
the force ratio. The force ratio for Y motion starts to be larger than 1 for driving voltages
above 8 V, which is also the voltage at which the motion velocity starts to increase. The
motion velocity reaches a maximum at around 20 V (qF = 2.24), above which hopping motion
occurs due to the parasitic vertical vibration, which causes the motion to be instable. The
force ratio for the X direction also reaches qF = 1 for a driving voltage around 10 V, while
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locomotion could still be measured even at a driving voltage of 4 V. This is because the
force ratio is calculated with vibration amplitude measured during free vibration. If the
robot’s feet would be sticking to the base, the resonance frequency for X vibration would
drop to 1200 Hz. This means that this resonance would be excited by the driving frequency
of 1150 Hz, resulting in a larger X vibration amplitude and therefore a larger inertial force
that is sufficient to overcome the friction force. Hence, the real force ratio during locomotion
is larger than the one calculated based on vibration amplitudes measured with a clamped
frame, which explains why MFID motion in X direction is possible for a calculated force ratio
smaller than 1.
A comparison of the measured motion velocity at equal horizontal actuation voltage (20
Vp2p) forX motion (0.18 mm/s) and Y motion (0.51 mm/s), shows the advantage of increased
velocity for operation at resonance4.
As already concluded for the characterization setup, the horizontal vibration amplitude
is the best input parameter to vary in order to perform velocity control of a MFID actuator.
Firstly, because of its good linear behavior (here at least in the case ofX motion) and secondly
because of the fact that when the velocity is reduced, the step size is also reduced, which
allows for higher resolution positioning.
Influence of the vertical acceleration amplitude on motion velocity
Figure 5.15 shows the influence of the vertical acceleration amplitude on the motion velocity
for X and Y motion at default parameter settings. The vertical acceleration amplitude
is expressed as a fraction of the acceleration of gravity. As for the first prototype (see
section 5.1.1) the acceleration amplitude in the graphs in figure 5.15 is compensated for
the mass ratio between the vertically vibrating inertial mass and the rest of the robot by
multiplying with a factor Minert,Z/Mr = 0.238, so that a value of 1g corresponds to the value
above which the robot would theoretically start to jump.
For X motion the velocity increases linearly with increasing vertical acceleration ampli-
tude and reaches a maximum at 0.54g. Above this value the velocity rapidly decreases while
the dispersion on the measured velocity increases. During the experiment a sound due to
hopping motion of robot could also be heard above 0.54g. The reason that the robot starts
hopping already at 0.54g and not at 1g is probably because of the additional vertical ac-
celeration resulting from the parasitic vertical motion that is superposed on the horizontal
vibration of the actuation module.
For motion in Y direction the maximum motion velocity is reached at 0.63g above which
the motion becomes unstable. Below 0.63g the velocity decreases with decreasing acceleration,
but the velocity already reaches zero velocity at 0.36g. This is effect is similar to the one
observed in figure 5.14(b) and is also caused by a motion instability at a low force ratio
combined with resonance operation with a large frequency shift between resonance of free
vibration and resonance with clamped feet.
Open loop repeatability and motion resolution
In order to able to evaluate the suitability of this prototype for high resolution motion the
repeatability of the locomotion step size and the smallest increment is investigated.
In a first experiment the relative standard deviation (i.e. the ratio between the standard
deviation and the average) on 50 measurements of the traveled distance by 500 locomotion
4It should be noted that, if the quality factor in Y direction (Q′Y = 5.0) would be as high as the one in X
direction (Q′X = 151), the gain in motion velocity due tot he resonance operation would be much larger.
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(a) X motion velocity



















(b) Y motion velocity












(c) X force ratio qF












(d) Y force ratio qF
Figure 5.14: Influence of the actuation voltage of the horizontal vibration on the motion
velocity and on the force ratio








































Figure 5.15: Influence of the vertical acceleration amplitude (expressed as a fraction of g)
on the motion velocity




















































Figure 5.16: Repeatability of traveled distance by 500 locomotion steps
steps has been measured (see figure 5.16). The experiment resulted in a higher relative
standard deviation for X motion (4.6%) than for Y motion (2.9%).
A second experiments studies the smallest increment that can be carried out with an
acceptable dispersion. Figure 5.17 shows the measured X and Y displacements after 1, 2 , 5,
10 and 15 steps at three different driving voltages. Every measurement has been repeated 50
times and the error bars in the graph delimit the 1σ confidence interval. The graph shows
that a high dispersion for X motion at a driving voltage of 60 Vp2p, which could indicate
that the robot is hopping now and then5. The criterium of “acceptable dispersion” is set to a
maximum relative dispersion of 20%. With this criterium the minimum repeatable increment
in X direction is 0.65 µm for a relative dispersion of 6.1%, which is reached for 2 steps at a
horizontal actuation voltage of 20 Vp2p. The minimum repeatable increment in Y direction
is 0.187 µm for a relative dispersion of 17%, which is reached for 2 steps at a horizontal
actuation voltage of 18 Vp2p.
Better resolutions can be achieved by operating the locomotion module in quasistatic
scanning mode. For a driving voltage of 60 Vp2p (i.e. the voltage at which maximum X ve-
locity is reached), the range of the scanning mode motion in X direction is 60 V × 14.0 nm/V
= 840 nmp2p. For Y direction a scanning range of 20 V × 7.07 nm/V = 141 nmp2p is obtained
for a driving voltage of 20 Vp2p (i.e. the voltage at which maximum Y velocity is reached).
The resolution of the scanning mode is equal to the scanning range divided by the number
of increments of the DAC of the driving electronics. Hence, for an 8 bit DAC a resolution of
about 3 nm is obtained in X direction and about 0.6 nm in Y direction. In X direction the
scanning range is larger than the minimum repeatable MFID increment (0.65 µm), which is
required for being able to perform scanning motion around any arbitrary position. However,
for Y direction the scanning range is slightly smaller than the minimum repeatable MFID
increment (0.187 µm). Smaller MFID increments in Y direction can be performed, however,
at the expense of a higher dispersion (for instance increments of 0.111 µm with a relative
dispersion of 38% are achieved for 2 steps of 14 Vp2p).
A comparison of the measured increments for a driving voltage of 20 V in X direction to
those obtained at 22 V in Y direction shows that for 15 locomotion steps the increment is
larger in Y than in X direction, while for 1 and 2 locomotion steps the increment is clearly
larger in X direction. This is due to fact that for Y motion the robot is actuated in resonance
mode and not for X motion. In resonance operation a certain number of actuation cycles is
5This would also explain the higher dispersion for X motion measured in the repeatability experiment
discussed before.
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Figure 5.17: Traveled displacement in function of the number of locomotion steps and the
driving voltage of the horizontal vibration
required before the maximum vibration amplitude is reached. This is also clearly visible in
figure 5.18, which shows the transient response of the stepping motion for X and Y motion.
The upper two graphs show the position of the body of the robot (Mi) and the position of
the feet of the robot (Mf ). The MFID actuation is started at t = 0 s. For better clarity
of the graph the position of the body of the robot is shifted 2 µm upwards. The lower two
graphs show the instantaneous velocity of the feet of the robot (Mf ) that has been obtained
by derivation of the position after filtering with a 6th-order Butterworth filter at 2000 Hz.
These graphs clearly show that in the X direction stable stepping motion is already reached
after a few locomotion periods, while for the Y direction the stepping motion only stabilizes
after about 0.01 s, which corresponds to 12 locomotion periods.
From the velocity profile shown in the two lower graphs of figure 5.18 the step efficiency
ηstep can be calculated as the ratio between the average motion velocity and the peak slip
velocity. The peak slip velocity of the feet in the guideways has an average value of 2.2 mm/s
for X motion and 0.9 mm/s for Y motion. Hence, for a measured X and Y motion velocity of
0.72 mm/s and 0.51 mm/s the step efficiency can be calculated as ηstep,X = 0.72/2.2 = 0.33
and ηstep,Y = 0.51/0.9 = 0.57 respectively. It is surprising to notice that the step efficiency
for Y motion is considerably higher than for X motion. A detailed observation of the Y
stepping motion shown in figure 5.18(d) tells that some kind of ripple is superposed on the
vibration of the feet. This might be caused by the instability of the Y motion due to the low
force ratio, which could allow for the feet to stick to the guideways during certain parts of
the locomotion cycle.
5.2.4 Power consumption
The power consumption of a piezoelectric actuator with electrical capacitance C that is driven
with a sinusoidal waveform with frequency f and a voltage amplitude U (so 2U peak-to-peak
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(c) X position - zoom in
















(d) Y position - zoom in















(e) X Velocity of Mf
















(f) Y Velocity of Mf
Figure 5.18: Closeup of the transient response at the start of a actuation signal
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The factor 2 in the beginning of the formula comes from the fact that during every actuation
period the capacitance is charged twice: once up to a positive voltage +U and once down to
a negative voltage −U . The electrical capacitance of the two X piezos, the two Y θZ piezo
halves and the two Z piezos have been measured to be CX = 5.4 nF, CY θZ1/2 = 2.7 nF and
CZ = 4.0 nF respectively. At the default parameter settings for motion in X direction (see








= 13.2 mW. (5.16)








= 4.02 mW. (5.17)
A comparison of the power consumption of X and Y motion illustrates the interest of working
in resonance mode. A reduction in the driving voltage decreases the power consumption a
lot as the power consumption varies quadratically with the driving voltage.
In order to evaluate the power efficiency of the locomotion module, one must compare
the power consumption to a certain reference power consumption. As for the first prototype
we will consider as a reference value the power consumption of a particular way to perform
the motion from p1 to p2: by pushing with a horizontal constant force without variation of
the contact force between robot and substrate. Pushing with a horizontal force implies an
energy dissipation due to the friction between robot and substrate. The dynamic friction
force between the robot (mass Mr = 6.93 g) and a flat substrate is given by
Ft,d,grav = µdMrg = 6.80 mN. (5.18)
with µd = 0.1 the measured dynamic friction coefficient of sapphire on glass7. Hence, the
reference power consumption of sliding with a constant velocity vX = 0.72 mm/s and vY =
0.51 mm/s is calculated as
Pref,X = vXFt,d,grav = 4.90 µW, (5.19)
Pref,Y = vY Ft,d,grav = 3.47 µW. (5.20)
The power efficiency ηP defined as the ratio between the reference power and the consumed
power is thus ηP,X = 3.7 × 10−4 and ηP,Y = 8.6 × 10−4 for X and Y motion respectively.
The higher power efficiency for Y motion is due to the resonance operation in Y direction8.
Although, the power efficiency of this prototype is still very low, it is better than the one
from the first prototype presented in this chapter (ηP = 1.42 × 10−4), although the slip
generation was generated off-board for the first prototype. The reason for this is the low
6As already mentioned for the first prototype the energy accumulated in the capacitance of the piezoelectric
actuator is not completely lost and the major part of it could theoretically be reused by implementing a charge
recovery electronics [342]. However, it is not easy to integrate such a charge recovery electronics in a cm3 size
mobile robot.
7As the robot features 3 DOF locomotion (X, Y , θZ) in normal use the robot would be walking on a flat
substrate (typically glass) and not on the steel guideways of the measurement setup as shown in figure 5.10(b)
8As for the motion velocity, the gain in power efficiency could be much higher if the quality factor of the
resonance in Y direction (Q′Y = 5.0) would be as high as the one in X direction (Q′X = 151).
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driving frequency for the first prototype (147 Hz) as discussed in section 5.1.3. Increasing the
driving frequency linearly allows for — at constant motion velocity — a linear decrease of the
horizontal driving voltage and for — at constant vertical acceleration — a quadratic decrease
of the vertical driving voltage. As the power consumption of a piezoelectric actuator depends
quadratically on the driving voltage, the power consumption can be reduced considerably by
increasing the driving frequency.
5.2.5 Conclusion
The objective of this second prototype was threefold: (1) test the MFID locomotion in
resonant operation (2) test the configuration with only on-board actuation (configuration
4 in table 3.1 on page 73) and (3) realize a robot with all 3 in-plane DOF (X, Y , θZ).
The developed prototype is based on piezoelectric actuation and features an overall size of
15× 15× 7 = 1.575 cm3.
The actuation module of this second prototype features good resonant behavior for actua-
tion in X direction with a high quality factor, which would allow for a significant reduction in
driving voltage and power consumption. The vibration in Y direction appears to suffer from
some fabrication and assembly problems, resulting in a much lower quality factor. Because
of the same reason a parasitic vertical vibration seems to be superposed on the horizontal
vibration both in X and Y direction. This parasitic vertical vibration causes an additional
vertical acceleration, which makes the robot jump when exceeding a certain driving frequency
or a certain horizontal actuation voltage. Unfortunately, the vibration direction with the best
quality factor (i.e. the X direction) occurs at the highest resonant frequency, which can not
be reached due to the parasitic vertical acceleration.
Resonant mode MFID locomotion was tested for locomotion in Y direction. An optimal
driving frequency is clearly visible in the velocity vs. frequency profile. This optimal driving
frequency occurs at a frequency a bit lower than the frequency of free resonant vibration
in that direction due to the friction between the robot’s feet and its guideways. The phase
lag resulting from the resonant vibration causes also a phase shift in the velocity vs. phase
profile of about 90◦ with respect to non-resonant mode operation (X). In optimal parameter
settings a motion velocity in X direction of 0.72 mm/s and in Y direction of 0.51 mm/s was
measured for a driving voltage of UX = 60 Vp2p and UY = 20 Vp2p respectively. These results
illustrate the reduction in driving voltage due to resonant operation: for a driving voltage
that is 3 times lower, Y motion features a velocity that is only 0.72/0.51 = 1.41 times lower.
The gain in motion velocity due to resonance operation would be much higher if the vibration
in Y direction would feature a higher quality factor.
The motion velocity in X direction features a good linearity with the horizontal vibration
amplitude and the vertical acceleration amplitude. The parasitic vertical vibration, however,
limits the maximum velocity that can be reached. Motion in Y direction shows the same
trends, but the velocity drops faster to zero due to a lower force ratio.
The second MFID prototype is suitable for applications requiring 3 DOF motion with
nanometric resolution. The traveled distance after 500 locomotion steps features a relative
standard deviation below 5% in X and Y direction. A smallest increment of about 187 nm
with a relative dispersion of less than 20% has been demonstrated. Moreover, the design of
the actuation module also allows for scanning mode operation with which resolution in the
order of 1 nm can be reached. The resonance operation in Y direction is also visible in the
transient response of the locomotion as it results in a response time of the motion velocity
of more than 10 locomotion cycles, while the motion in X direction already stabilizes after a
few locomotion cycles.
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A total power consumption of piezoelectric actuators (horizontal and vertical vibration)
of 13.2 mW for X motion and 4.02 mW for Y motion have been calculated at maximum
motion velocities. These values clearly illustrate the reduction in power consumption re-
sulting from the resonant mode operation in Y direction. However, even for Y motion the
power consumption is still about 1000 times higher than the reference power consumption of
simply moving the robot with the same motion velocity by pushing with a constant external
horizontal force. Nevertheless, this power efficiency is an improvement of about a factor 10
with respect to the first prototype. The reduction in power consumption is mainly due to
resonance operation and a higher driving frequency.
In conclusion in can be said that, despite of some issues due to fabrication and assembly
imperfections, this prototype has illustrated the advantages (i.e. reduced driving voltage and
power consumption) of resonant operation. The third prototype presented in the next section
features an on-board vibration with higher quality factor, which allows to illustrate even more
clearly the advantages of resonant operation.
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5.3 Prototype with on-board slip generation
The first prototype presented in this chapter was based on a configuration featuring only
on-board contact force variation, while the second prototype integrated both contact force
variation and slip generation on the robot. The third prototype presented in this chapter is
based on a third MFID configuration: the one with on-board slip generation and off-board
contact force variation (configuration 2 in table 3.1 on page 73).
From the first to the second prototype there was a trend of increased degree of minia-
turization and of reduced driving voltage and power consumption. For this third prototype,
these trend are continued. Miniaturization is pushed one step further by choosing for MEMS
fabrication technology. The quality factor of the on-board resonant vibration is improved in
the third prototype by choosing for electrostatic actuators and a silicon flexible frame. The
obtained higher quality factor results in a higher locomotion velocity for a driving voltage
similar to the one of the second prototype. The high quality factor also results finally in a
much lower power consumption and a power efficiency close to 1.
Figure 5.19 shows the concept of the locomotion module presented in this section. The
module is sitting on top of a substrate that is vibrating vertically in order to vary the contact
force between the robot and the substrate. On the robot the slip is generated by a vibration of
two on-board inertial masses. Inphase actuation of these two masses results into translational
motion (X), while counterphase actuation results into rotational motion (θZ). Hence the
robot features 2 DOF nonholonomic motion. The variant with vibrating inertial masses has
the advantage that the weight of the robot does not have to be carried by the actuator
exciting the horizontal vibration. Moreover, this variant allows for an encapsulation of the
vibrating masses (and its actuator), which would increase considerably the robustness of the
locomotion module.
This prototype also illustrates the realization of a MFID actuator with MEMS fabrication
technologies. MEMS fabrication technologies allow to scale down the size of the locomotion
module to the mm-range. The two most commonly used actuation technologies for in-plane
actuation of MEMS are electrostatic comb drive actuators and thermal actuators. Compared
to thermal actuators the electrostatic comb drive actuators clearly show an advantage of low
power consumption and high bandwidth. As powering is currently still the major bottleneck
in microrobotics, the technology of comb drive actuators has been selected. This technology
also features a well established fabrication technology and good resonance behavior with high
quality factors. One of the drawbacks of electrostatic comb drive actuators is the low power
density. However, as shown by the results of the locomotion experiments with the locomotion
module presented in this section, the power density is still large enough for locomotion of
microrobots on a flat surface.








Figure 5.19: Concept of a 2 DOF (X, θZ) locomotion module with two on-board horizon-
tally vibrating masses and a vertically vibrating substrate
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(section 5.3.1) and its fabrication (section 5.3.2). Then, the displacement (section 5.3.3) and
the resonance frequency (section 5.3.4) of the comb drive actuator are calculated analytically
and numerically and compared to the experimentally measured performances (section 5.3.5).
A description and characterization of the experimental setup (section 5.3.6) precedes the main
part of the presentation of this third prototype: i.e. the study of its MFID locomotion velocity
and the influence of the different input parameters (section 5.3.7). The power consumption
of this locomotion platform is studied in detail section 5.3.8. Finally, before concluding this
discussion of the third prototype, the rotational motion (section 5.3.9) and some perspectives
for further miniaturization (section 5.3.10) are discussed.
5.3.1 Actuator design
The comb drive actuator that generates the vibration of the two inertial masses of the loco-
motion module should meet the following design constraints:
• The weight of the vibrating mass should be as large as possible. The vibration of the
inertial mass is supposed to cause a vibration of the whole robot resulting into a slip
between the robot and the substrate. Therefore the weight of the inertial mass should
be as large as possible compared to the weight of the whole robot
• The size of the locomotion module is limited. The constraint of the total size of the
robot and the first constraint of maximum vibrating inertia impose that the guiding
flexures should take as little space as possible and should be well integrated within the
locomotion module.
Arrangement of comb fingers and guiding flexures
Figure 5.20 shows the comb drive design with folded flexures that is most commonly used
in literature for comb drive actuators: a double folded flexure assures the guiding from
the inside, while the “push-pull”9 comb actuators with rotor and stator comb fingers are
integrated on each of the outer ends of the actuator. However this design does not meet the
design constraints mentioned above. First of all the weight of the vibrating mass should be
increased. The desired shape of the inertial mass (rectangular and vibrating in the direction
of its longest axis, see figure 5.19) also implies that it is better in terms of guiding stability
to fix the guiding flexures on the outer ends of the mass and to integrate the push-pull comb
actuators in the inside (see figure 5.21(a)). However, in this design the flexures take quite
a lot of space as they are not well integrated around the vibrating mass. An integration
of both the upper and the lower flexure would be a little bit too complicated in terms of
mechanical and electrical connections. Therefore, figure 5.21(b) shows a design with only the
upper flexure that is integrated around the vibrating mass. However, one of the problems of
the latter design is the electrical connection of the upper stator comb fingers. Figure 5.21(c)
shows a design that solves this problem as the interconnection between the two flexure halves
is removed. The removal of this interconnection lowers the transversal in-plane (Y ) stiffness
of the guiding, but this is not a big issue for this prototype as the second resonance mode is
an out-of-plane mode (Z). However, the removal of the interconnecting bar also deteriorates
the straightness of the linear guiding: each of the two separated flexures induces a parasitic
torque on the inertial mass (indicated by the arrows in figure 5.21(c)). If the two flexures
have the same orientation the torques of the two flexures are added. Because of the lower
transversal stiffness of the separated flexures, this total parasitic torque would result in an
9“Push-pull” refers here to the fact that the actuator can exert a force to the left and to the right. It should
be noted however that in fact the electrostatic actuation force is always an attractive force.
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Figure 5.20: Comb drive design with folded flexures most commonly used in literature
in-plane rotation of the inertial mass. Therefore, figure 5.21(d) shows a design in which one
of the two flexures is flipped. In this configuration, the parasitic moments of the two flexures
are in opposite direction, which causes them to cancel out each other.
Figure 5.22 gives a complete overview of the chosen design for the locomotion module:
two horizontally vibrating inertial masses guided by a folded flexure at each end of the mass
and actuated by push-pull comb drive actuators integrated in the inside of the inertial mass.
Comb finger and flexure dimensions
On the mask the comb fingers (see figure 5.23(a)) have a length of lf = 100 µm, an overlap
of xf = 20 µm and a clearance of cf = lf − xf = 80 µm. The fingers have a width of
wf = 15 µm, a finger gap df = 8 µm and a pitch of pf = df + wf = 23 µm. The finger
height is hf = 200 µm (i.e. the thickness of the device layer) and each vibrating mass features
nf = 126 fingers for “push” and nf = 126 fingers for “pull” actuation. The guiding flexures
(see figure 5.23(b)) are aligned with the <110> direction and feature a length on the mask
of ls = 3355 µm, a width ws = 50 µm and a height of hs = 200 µm (i.e. the thickness of the




The locomotion units are fabricated with the process flow depicted in figure 5.24. A detailed
description of the different fabrication steps can be found in appendix E. The wafers used
in the process are 4" Silicon On Insulator wafers (SOI) consisting of a silicon support layer
of 380 µm and a <100> crystal orientation, 2 µm of buried silicon oxide and 200 µm of
<100> silicon device layer. The fabrication process consists of three photolithographic steps:
(I) aluminium structuring to make the electrical bonding pads, (II) structuring of the comb
fingers and the flexures in the device layer and (III) back side structuring of the support layer
to liberate the vibrating comb-drive structures.
In a first step an aluminium layer of 1 µm thick is deposited on the front side by sputtering
(1). A 2 µm photo resist is spun on top of this aluminium layer, exposed and developed (2).
The aluminium layer is structured in a chlorine based (Cl2/BCl3) reactive ion etching (RIE)
process (3) and the photo resist is stripped (4).
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(a) Design with upper and lower flexures fixed




(b) Design with only the upper flexure and a
higher level of integration
Y
X
(c) Design with better access to upper comb
actuators for electrical connection (arrows
indicate the torque induced by the flexures
when deformed along positive X axis)
Y
X
(d) Design without parasitic rotation (arrows
indicate the torque induced by the flexures
when deformed along positive X axis)


























Figure 5.22: MFID locomotion module (overall size 10×10×0.582mm3) with two on-board
horizontally vibrating masses, resulting in two degrees of freedom (X, θZ). In
order to improve the readability of this figure, the thickness of the mass has
been increased and only a limited number of comb fingers has been drawn in
this figure.



















Figure 5.24: Process flow of the friction drive locomotion module
A low temperature silicon oxide (LTO) layer of 3 µm that will serve later as the mask
for the deep reactive ion etching (DRIE) process is deposited on front side (on top of the
aluminium bonding pads) and on the back side by Low Pressure Chemical Vapor Deposition
(LPCVD) (5). A 3 µm photo resist is spun on the front side, exposed with alignment to
the structured aluminium layer and developed (6). The front oxide layer is structured by a
DRIE process based on a C4F8 chemistry (7). The front side photo resist is stripped (8).
The backside oxide layer is structured in the same way: photolithography with back side
alignment (9), DRIE (10) and photo resist stripping (11).
Now, the SOI wafer has a hard mask (silicon oxide) on both front and backside and is
ready for DRIE of the silicon. In the most critical step the device layer of the wafer (200 µm)
is structured by a high resolution Bosch DRIE process (12). Consequently the wafer is flipped
and also the handle layer is etched by DRIE (13). Finally, the oxide (buried and deposited)
is removed by a wet etching process (SILOX) that does not attack the aluminium bonding
pads (14).
Wafer dicing is not a very good solution for separation of individual comb drive actuator
due to the fragility of the comb drive teeth and the sensitivity to dust. Therefore dedicated
suspending structures that can easily be broken off by applying a small pressure with a pair
of tweezers were integrated into the layout of the device layer (see figure 5.25). The width of








Figure 5.25: Release structures that can be easily broken off in order to release the indi-
vidual comb drive actuators
the section that will be broken off is 32 µm.
As silicon is a semiconductor, an electrical insulation can only be obtained by physically
separating the different parts in the silicon device layer. The module does, however, not fall
apart as the different parts in the device layer are connected trough the buried oxide layer to
the frame in the support layer. In figure 5.25 this frame in the support layer is visible in grey
trough isolating trenches in the device layer. The figure also shows the square aluminium
bonding pads that are used for performing the electrical connection of the locomotion module
by wire bonding, as well as the isolating air trenches between the different parts of electrically
insulated silicon.
Fabrication results
Figure 5.26 shows several images of the fabricated prototypes. As can be seen in the Scanning
Electron Microscope (SEM) images shown in Figure 5.26(c) and 5.26(d) the etched side
walls are very smooth. An observation of the profile of the fingers by SEM has shown that
when going from top to bottom the finger width first decreases down to a minimum value
that is about 1 µm smaller than the finger width at the top and then increases up to a
maximum value that is about 1 µm larger than the finger width at the top. Therefore, it
was concluded that the finger width measured at the top is a good approximation for the
average value of the finger width over the full thickness of the device layer (i.e. 200 µm). It
should also be noted that even after calibration there is an uncertainty of maximum 5% on
the magnification factor of the SEM microscope. Hence, an error up to 5% of the absolute
measured distance should be taken into account. These SEM measurements resulted in
a finger width of wf = 11.9 µm, a finger gap of df = 11.1 µm and a flexure width of
ws = 44.9 µm. The weight of the inertial mass (m = 10.0 mg) has been calculated by
measuring the dimensions on the fabricated prototypes and considering a density for silicon
of 2.33 mg/mm3. Finally, an average capacitance of 28.5 pF has been measured for each of
the four channels of the actuators.
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(b) Closeup picture of the locomotion
module
(c) SEM image of comb fingers (d) SEM close-up of comb fingers
Figure 5.26: Images of the fabricated prototype
5.3.3 Calculation of actuator displacement
Analytic calculation
The electrostatic axial (here in X direction) force Fel generated by a comb drive actuator
driven by a voltage V can be approximated by the partial derivation of the energy in the









V 2 ≈ nf 0hf
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V 2. (5.21)
The rigidity of the two flexures in parallel for small deflections up to 10% of the flexure length







With the measured dimensions the total flexure rigidity gives ks,ana = 80.8 N/m (Young’s
modulus for silicon in the <110> direction EY = 168 GPa)10. Hence, the static displacement






10The subscript ana stands for results obtained through analytical calculation.





Figure 5.27: Simulated voltage density when applying 16 V to the left stator and 0 V to
the rotor and the right stator
For a driving voltage of V = 16 V, an electrostatic force of Fel,ana = 5.14 µN and a static
displacement of X0,ana = 63.7 nm is obtained.
Numerical simulation
A planar Finite Element Analysis has been carried out for calculation of the generated elec-
trostatic force using FEMM 4.0 [343] with an element mesh consisting of 1’043’849 first-order
triangular elements. The finite element model has been generated based on the measured
dimensions of the fabricated prototypes. For simplicity reasons only one of the four sets of
comb fingers has been included in the simulation model. Figure 5.27 shows the simulated
voltage density plot with a voltage of 16 V applied to the left stator and a voltage of 0 V
applied to the right stator and the rotor (the inertial mass). The simulation shows a total
force of Fel,num = 5.09 µN, which matches well the value that was calculated analytically11.
The finite element analysis also gives a simulated capacitance of 1.71 pF per channel, which
is much smaller than the measured value of 28.5 pF. This mismatch is caused by the large
parasitic capacitance formed between the device layer and the substrate layer of the SOI
wafer, which are separated by a 2 µm thick layer of SiO2. This parasitic capacitance could
be reduced significantly by reducing the area of the silicon pads below the bonding pads (see
figure 5.26(b)).
5.3.4 Calculation of actuator resonance modes
Analytic calculation
As the damping in comb drive actuators is very low, the first resonance frequency of the
vibrating mass can be approximated by the natural frequency of a second order spring-mass
system







In order to take into account the weight of the flexures, 12/35 (i.e. Rayleigh quotient [135]) of
their mass (0.10 mg) has been added to the weight of the vibrating mass. Hence, for a total
mass of Mi = 10.1 mg and a spring constant of ks,ana = 80.8 N/m, a resonance frequency of
fr1,ana = 450 Hz is calculated.
11The subscript num stands for results obtained through numerical simulation.
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(a) 1st mode: 449 Hz (b) 2nd mode: 1541 Hz
Figure 5.28: Finite element analysis results of the first and the second vibration mode
Numerical simulation
A Finite Element Analysis of the mechanical resonance modes has been carried out with
ANSYSWorkbench 11.0. The finite element model has been generated based on the measured
dimensions of the fabricated prototypes and is constituted of 5063 quadratic tetrahedron
elements. For simplicity reasons the comb fingers on the vibrating mass have not been
modeled individually, but for every set of comb fingers a corresponding virtual volume with
the same mass as the comb fingers has been added to the inertial mass.
Figure 5.28 shows the simulation result of the first resonance mode, which is a pure trans-
lation in the actuation direction of the comb drive. The second resonance mode corresponds
to a vertical out-of-plane translational vibration of the inertial mass. The first mode has
been simulated at fr1,num = 449 Hz, which corresponds very well to the value calculated
analytically. The resonance frequency of the second mode is simulated at fr2,num = 1541 Hz,
which is high enough compared to the first mode in order to ensure sufficient decoupling.
The stiffness in X direction has been simulated to be ks,exp = 81.2 N/m. With this
stiffness the simulated electrostatic force Fel,num = 5.09 µN causes a static displacement of
X0,num = 62.6 nm, which corresponds very well to the value calculated analytically (X0,ana =
63.7 nm). The stiffness in Y direction of the guiding flexures is simulated as ks,y = 2.35 ·
104 N/m, which results in a stiffness ratio of ks,y/ks = 289.
5.3.5 Actuator experimental characterization
In order to be able to measure the displacement of the comb drive actuators experimentally
one small piece of silicon (Mmirror = 2.24 mg) serving as a mirror for position measure-
ment by interferometer (specifications in appendix F.4) was glued vertically on top of the
vibrating masses. As the mirror is interconnecting both inertial masses, an additional mass
of Mmirror/2 = 1.12 mg should be considered for each inertial mass, resulting in a cor-
rected inertial mass of M ′i = Mi + Mmirror/2 = 11.2. This additional mass will decrease
the resonance frequency calculated above by a factor
√
Mi/M ′i = 0.95, but it is the only
way to measure the displacement amplitude of this actuator by interferometer, which allows
for static and dynamic characterization with nanometric precision. The corrected analyti-
cally and numerically calculated resonance frequency are f ′r1,ana = 0.95fr1,ana = 427 Hz and
f ′r1,num = 0.94fr1,num = 426 Hz respectively.
Figure 5.29 shows the measured frequency response and voltage response of the vibration
of the inertial masses with a clamped frame. This response shows a quasistatic (at 50 Hz)
displacement of X0,exp = 59.5 nmp2p and a resonance vibration amplitude of Xfr1,exp =
33.5 µmp2p at the resonance frequency (fr1,exp = 424.1 Hz) for a peak-to-peak (p2p) driving
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Figure 5.29: Bode plot around the resonance frequency of the comb drive actuator when
actuated in “pull” mode with 16 Vp2p
voltage of 16 Vp2p. These amplitude measurements were carried out at atmospheric pressure12
and in simple pull mode (so with only one channel per vibrating mass). Hence, the amplitude
can still be doubled if the actuator would be excited in push-pull mode (two channels per
vibrating mass). The measured static displacement of X0,exp = 59.5 nmp2p matches well the
calculated X0,ana = 63.7 nmp2p and simulated X0,num = 62.6 nmp2p. A good agreement is
also found between the measured resonance frequency of fr1,exp = 424.1 Hz the corrected
analytically calculated resonance frequency f ′r1,ana = 427 Hz and the corrected numerically
calculated resonance frequency f ′r1,num = 426 Hz.
The frequency response shown in figure 5.29 reaches 1/
√
2 of the resonance vibration
amplitude at 423.71 Hz and 424.47 Hz. Hence, a quality factor of Q = 424.1/(424.47 −
423.71) = 558 is obtained (see equation 5.13 on page 138). This value is rather high for
operation at atmospheric pressure at a frequency of some hundreds of Hz [135]. Furthermore,
the actuator reaches a static amplitude of 59.5 nm and an resonance amplitude of 33.5
µm. As expressed in equation 5.14 the quality factor of a second order system can also be
approximated by the ratio between the vibration amplitude at resonance and the quasistatic
vibration amplitude. This results in Q′ = 33500/59.5 = 563, which corresponds well to the
quality factor calculated just above. The high value of the quality factor can be explained on
the one hand by the low viscous damping (c) resulting from the absence of the support layer
below the comb drive actuator and on the other hand by the large weight of the vibrating
mass m (see equation 5.13 on page 138).
Figure 5.30 shows the measured vibration amplitude at resonance frequency in function
of the comb drive actuation voltage for different signal shapes (sine wave and square wave)
and different actuation modes (“pull” and “push-pull”). All three curves show a quadratic
behavior up to vibration amplitudes of around 50 µmp2p, above which the vibration amplitude
starts to saturate against an upper limit of about 97 µmp2p. This saturation is due to the
gap between two flexure halves, which is only 52.9 µm, limiting the motion of the inertial
12The pressure has no influence on the static displacement of a comb drive actuator but it does have
an important influence on the resonance displacement as the damping of a silicon comb drive actuator is
dominated by air damping.
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Figure 5.30: Vibration amplitude versus driving voltage of the comb drive actuator used
for the locomotion experiments when actuated at resonance frequency (424.1
Hz) with a sine wave in “pull” mode and in “push-pull” mode and with a
square wave in “push-pull” mode
mass to a peak-to-peak amplitude of 105.8 µmp2p. The measured vibration amplitude already
saturates at lower values than this mechanical stop, due to the squeeze film damping, which
becomes very important when the gap between the two flexure halves becomes in the range
of some µm (note that the flexures have a height of 200 µm).
Figure 5.30 also shows that as long as no saturation occurs the actuation in “push-pull”
mode gives a vibration amplitude that is the double of the one obtained in the “pull” mode.
Moreover, the graph also shows that at resonance a square wave signal yields to a higher
vibration amplitude than a sine wave signal. However, due to the high quality factor, an
excitation with a square wave signal still results in a sinusoidal vibration of the inertial


















sin(10pift) + . . .
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it is clear that the term at the fundamental frequency f has an amplitude of 4/pi = 1.27. This
corresponds to the measured values: for a driving voltage of 2, 4, 6 and 8 V (i.e. the voltages
at which no saturation occurs yet) the ratios between the measured vibration amplitude for
a square wave and a sine wave input signal are 1.26, 1.28, 1.26 and 1.28 respectively.
5.3.6 Experimental setup for locomotion experiments
A measurement setup for characterization of the linear velocity of the comb drive locomotion
module has been developed. The experimental setup consists of two parts: the vertical
vibration stage and the comb drive locomotion module. The function of the vertical vibration
stage is to generate an off-board variation of the contact force between the locomotion module
and its guiding substrate, while the slip is generated on-board by the comb drive actuator.
Two cylindrical shafts and a flat surfaces for linear guiding of the locomotion module are
glued on top of the vibrating stage (see figure 5.31).









Figure 5.31: Setup for characterization of the linear velocity of the comb drive locomotion
module
Vertical vibration stage
The vertical vibration is generated by a piezoelectric bending actuator. The bender consists
of a trimorph structure: two piezoelectric layers with a passive support layer in between (see
figure 5.32). In order to have a pure vertical translation of the vibrating stage, the electrodes
on the bender actuator have been cut in two segments. Each electrode halve of the bender
is actuated with an opposite voltage resulting in an opposite curvature, which compensates
the parasitic rotation of a single bender actuator. The static response (ratio between vertical
displacement Z and actuation voltage V ) of such a double trimorph actuator can be deduced









The bender actuator in the experimental setup features an active length lp = 16 mm, a
width wp = 10 mm, a thickness of the piezoelectric layers of hp = 1 mm and a support layer
thickness of hs = 0.5 mm. The used piezoelectric material is PIC 151 (EY,p = 66.7 GPa,
d31 = −210 pm/V, see also appendix F.1), while the support layer is in Alumina-Oxide
(EY,s = 360 GPa). Filling in all these parameters in equation 5.26 gives a total displacement
of 15.0 nm/V.
Figure 5.33 shows the measured frequency response of the vertical vibration stage. This
frequency response has been measured by interferometer at two different points: one at the
position of the guiding shafts and one at the position of the guiding surface13 (see figure 5.32).
The graph in figure 5.33 shows the average between these two measurements. A static
displacement of 17.6 nm/V and a resonance frequency of 890 Hz is observed. The measured
static displacement is a bit higher than the calculated one, which is probably due to variations
in the piezoelectric constant d31. In the frequency region of interest (420-440 Hz) no significant
phase shift is observed, but a small increase in vibration amplitude is present: 21.0 nm/V @
420 Hz and 21.6 nm/V @ 440 Hz.
13A comparison of the measured amplitudes at these two points allowed to measure the parasitic rotation of
the vibration platform about the motion axis. This parasitic rotation has been compensated for by applying















Figure 5.32: Trimorph structure for vertical vibration of comb drive locomotion module
experimental setup


























Figure 5.33: Frequency response of the vertical vibration of the measurement setup for the
comb drive locomotion module
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Comb drive locomotion module
For the locomotion experiments the comb drive actuator is glued inside a small PCB 14 ×
13× 0.5 mm3 on which a connector is soldered (see figure 5.31). On the bottom of this PCB
three feet (sapphire half spheres of ∅1 mm × 0.6 mm) are glued, two of which are guided
linearly by the two shafts (∅1 mm) fixed on the vertically vibrating stage (see figure 5.32).
The position of the vibrating inertial masses and of the frame are measured by interferometer
(specifications in appendix F.4), of which the beam is reflected on the mirrors glued between
the inertial masses and on the side of the PCB (see figure 5.31).
The total weight of the locomotion module isMr = 504mg (including PCB and connector)
and the total vibrating inertial mass (two vibrating masses of 10.1 mg + mirror of 2.24 mg)
weights 2Mi = 22.4 mg. Hence, the weight of the frame to which the feet are glued is
Mf = 482 mg and the ratio of inertia qI defined as the ratio between the weight of the
inertial mass and the inertia of the frame is qI = 2Mi/Mf = 0.046. The linear guiding of
two of the spherical feet by the two shafts on the vibrating stage causes a slight increase
in contact force, as was also the case for the characterization setup (see figure 4.5). As the
shafts and the spheres both have a diameter of ∅1 mm, the contact angle is β = 30◦. The
two feet that are guided by the two shafts support half of the weight of the robot. Therefore,
the contact geometry coefficient cg defined in section 4.3.2 as the ratio between the contact










) = 1.08. (5.27)
The static friction coefficient of sapphire feet on stainless steel shafts has been identified in
section 4.3.2 to be µs = 0.15. The static friction force between the locomotion module and
the slider at a vertical load only due to gravity (so without vertical vibration) is
Ft,s,grav = µscgMrg = 801 µN. (5.28)
Ft,s,grav is the minimum inertial force that must be generated by the vibration of the inertial
masses in order to allow the creation of slip at the absence of any vertical vibration. In the
case of a vertical vibration with acceleration amplitude AZ the static friction force at the
moment of minimum contact force is
Ft,s,min = Ft,s,grav(1− AZ
g
). (5.29)
Ft,s,min is the absolute minimum inertial force that must be generated by the inertial masses
in order to allow for locomotion with a vertical vibration with acceleration amplitude of AZ .
In the case of a vertical acceleration of AZ = 0.8g as is used in most of the motion experiments
presented later in this section this results in a minimum friction force of Ft,s,min = 160 µN.
It has been calculated analytically in section 5.3.3 that for a driving voltage of 16 V
the comb drive actuator generates an electrostatic force of about Fel,16V = 5.14 µN on each
inertial mass. Consequently, in the case of a driving voltage of 32 V as used in most of the
motion experiments presented later in this section a total electrostatic force (sum of the force
exerted on both masses) of Fel,tot,32V = 2 · 4 · Fel,16V = 41.1 µN is generated.
In section 4.4.4 the force ratio qF has been defined as the ratio between the maximum
inertial force Fi,X,max generated by the axial (X) vibration and the minimum instantaneous
a small correction factor to the ratio between the two voltages applied to the two electrode halves of the
trimorph bender.
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Symbol Unit Default value
Frequency f Hz 433
Phase shift φ ◦ 20
Hor. actuation voltage UX Vp2p 32
Vamp 16
Vert. acceleration amp. AZ g 0.8
Max. motion velocity vr,avg mm/s 3.0
Table 5.2: Default input parameter settings for the locomotion experiments with the third
prototype





One of the conditions for MFID locomotion is that qF > 1. If we would consider an inertial
force Fi,X,max equal to electrostatic force generated by the comb drive actuator Fel,tot,32V =
41.1 µN and a minimum friction force of Ft,s,min = 160 µN as calculated above for the case of
a vertical acceleration of AZ = 0.8g, the force ratio qF = 41.1/160 = 0.26 would be smaller
than 1 and no locomotion would be possible. However, actuation in resonance mode allows
for an accumulation of kinetic and potential energy, which results in an increased vibration
amplitude and therefore an increased inertial force. Hence, for actuation at 32 V a gain in
vibration amplitude of at least 1/0.26 = 3.8 is required in order to allow for locomotion.
5.3.7 Locomotion experiments
The experimental setup consisting of the vertical vibration stage and the comb drive loco-
motion module has been used for several locomotion experiments. A first experiment takes a
closer look to the stepping behavior of the MFID actuator. In the following set of experiments
the average motion velocity is considered and the influence of phase shift, driving frequency,
horizontal vibration amplitude and vertical acceleration amplitude is investigated. In a last
set of experiments the open loop repeatability and the motion resolution of the comb drive
locomotion module is investigated.
Except if explicitly specified otherwise, the motion experiments with this prototype have
been carried out at the default parameter settings as listed in table 5.2.
Measured stepping behavior
Figure 5.34 shows an interferometer measurement of the stepping behavior of the comb drive
locomotion module when actuated in “push-pull” mode when actuated at default parameter
settings (see table 5.2). The average vibration amplitude of the inertial mass is 69.8 µmp2p,
while the frame advances with steps of 7.7 µm. From the vibration amplitude obtained in
figure 5.30 for a square wave “push-pull” actuation at a driving voltage of 12 Vp2p (47.3 µmp2p)
it can be extrapolated that at 32 Vp2p a vibration amplitude of (32/12)247.3 = 336 µmp2p
would have been obtained if no mechanical stops and no squeeze film damping would occur
within the guiding flexures. Hence, the vibration amplitude of the inertial mass during
locomotion is 69.8/336 = 21% of the one obtained when the frame would be rigidly clamped.
Figure 5.34 also shows that it is during the backward motion of the inertial mass that the
frame makes its forward step. This is logically explained by the fact that the frame and the
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(a) Position of frame and inertial mass


































(b) Closeup of position and velocity of frame
Figure 5.34: Measured stepping motion of the comb drive locomotion module
mass are interconnected by a spring, which makes it a mass-spring-mass system, in which the
masses always move in opposite direction.
In section 4.4.3 the stepping efficiency ηstep was defined as the ratio between the average
motion velocity and the maximum instantaneous velocity of the axial vibration. Figure 5.34
shows that the motion of the frame features a peak instantaneous velocity of 8.6 mm/s. A
step size of 7.7 µm at a driving frequency of 433 Hz results in an average motion velocity of
3.3 mm/s. Hence, a step efficiency of ηstep = 0.35 is obtained.
In the next paragraphs the influence of the different parameters of the input signals
on this average motion velocity will be studied. The measurements have been carried out
automatically with a LabVIEW program (the same as the one used in section 4.3.1) that
contains several nested loops, which allow to change the input parameters and measure the
average motion velocity automatically.
Influence of the phase shift on motion velocity
Figure 5.35 shows the influence of the phase shift between the actuation of horizontal and
vertical vibration on the motion velocity in the case of a sine wave and a square wave actua-
tion. For every value of the phase shift the velocity was measured five times and the solid line
traces the averages of these measurements. The graph shows that the maximum velocity in
positive direction is obtained for a phase shift of 20◦, while the maximum velocity in negative
direction is obtained at a phase shift of 200◦. Zero velocity is reached at 110◦ and 300◦.
These values are quite different form those obtained from the characterization setup (80◦ and
260◦ respectively) as discussed in section 4.4.2. This difference is due to the extra phase lag
that is introduced because of the fact the actuator is actuated at resonance. Figure 5.35 also
shows that higher motion velocities are obtained with a square wave signal than with a sine
wave signal, which is due to the higher vibration amplitude as shown in figure 5.30).
Influence of the driving frequency on motion velocity
Figure 5.36 shows the influence of the driving frequency on the motion velocity at default
parameter settings. At each frequency value five velocity measurement have been carried
out and the solid line traces the average of these measurements. A maximum velocity of
3.0 mm/s is reached at a frequency of 433 Hz. This optimal frequency is higher that the
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Figure 5.35: Influence of the phase shift on the motion velocity for a sine wave and a square
wave actuation signal at a driving frequency of 433 Hz
resonance frequency observed from the frequency response of the comb drive module when the
frame is clamped (see figure 5.29). During locomotion, however, the frame of the comb drive
module is free to slide — with a certain amount of friction — within its linear guiding. When
both masses (frame Mf = 482 mg and inertial masses Mi = 22.4 mg) are unconstrained,
both masses will be vibrating around a virtual immobile point that is located inside the
guiding flexure. Hence the spring with stiffness ks can be considered as two springs with
stiffnesses ks,f and ks,i in series (with 1/ks = 1/ks,f+1/ks,i) connecting this internal, immobile
point to Mf and Mi respectively. Resonance of the complete system occurs when both
subsystems (Mf , ks,f ) and (Mi, ks,i) enter the resonance mode. The resonance frequency of







or by using the ratio of inertia qI = Mi/Mf the conditions becomes ks,i = qIks,f . Replacing
ks,f = (1/ks − 1/ks,i)−1 yields
ks,i = ks(qI + 1). (5.32)
So, the resonance frequency of the unconstrained mass-spring-mass system will be a factor√
qI + 1 = 1.023 higher than the case were the frame was clamped. This calculation results
in a unconstrained resonance frequency of 1.023 · 424.1 = 433.8, which corresponds very well
to the frequency of 433 Hz at which the maximum motion velocity has been measured.
The measured motion velocity reaches a value of 3.0/
√
2mm/s at a frequency of 431.52 Hz
and 434.10 Hz, giving a frequency interval of 2.58 Hz and thus a quality factor of Qloc =
433/2.58 = 168. This quality factor during locomotion is 3.3 times lower than the one
extracted from the frequency response of the comb drive module with a clamped frame
(Q = 558). This loss in quality factor is caused by the increased energy losses due to the
friction between locomotion module and its linear guiding. The measured frequency-velocity
behavior also indicates that a mismatch of 1 Hz between the frequency generated by the
driving electronics and the unconstrained resonance frequency of the comb drive module
would only have a limited impact on the motion velocity.
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Figure 5.36: Influence of the driving frequency on the motion velocity for a phase shift of
20◦ and a square wave signal
Influence of the horizontal vibration amplitude on motion velocity
Figure 5.37(a) shows the measured influence of the comb drive actuation voltage to the
motion velocity at default parameter settings. As the vibration amplitude of the comb drive
actuator depends quadratically of the driving voltage, the voltage axis is represented with
a quadratic scale. For every value of the horizontal vibration amplitude the velocity was
measured ten times and the solid line traces the averages of these measurements. As expected,
the motion velocity decreases with decreasing horizontal vibration amplitude (comb drive
actuation voltage), however, the velocity decreases faster than linearly with respect to the
vibration amplitude14.
As discussed in section 5.3.6 on page 160 one of the conditions for MFID locomotion
is that the force ratio qF = Fi,X,max/Ft,s,min is larger than 1. It was already calculated
in equation 5.29 on page 163 that at a vertical acceleration amplitude of AZ = 0.8g the
minimum force that must be generated by the vibration of the inertial masses in order to
allow for the generation of slip is Ft,s,min = 160 µN. The inertial force generated by the
horizontal vibration is given by
Fi,X,max =MiAX =MiX(2pif)2. (5.33)
Hence, from the condition qF = Fi,X,max/Ft,s,min = 1, the minimum horizontal vibration





At resonance frequency (f = 433 Hz) and for Mi = 22.4 mg the resulting minimum vibration
amplitude isXmin = 0.97 µmamp = 1.93 µmp2p. The vibration amplitudes of the inertial mass
14A quadratic decrease of the velocity with the comb drive voltage would result in a straight line in fig-
ure 5.37(a), as the voltage scale is quadratic and the vibration amplitude depends quadratically of the driving
voltage (as illustrated in figure 5.30).
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(b) Force ratio qF
Figure 5.37: Influence of the comb drive voltage on the motion velocity and on the force
ratio
in function of the comb drive voltage have been measured before in the experiment shown
in figure 5.30. Figure 5.37(b) shows the calculated force ratio in function of the comb drive
voltage based on these experimental data. The graph shows that only for a driving voltage
of 2 V (qF = 0.57) the force ratio is smaller than 1. This is confirmed by the experimental
observation, which has shown that no stable motion for voltage below 4 V could be obtained.
The graph also shows that already for driving voltages above 8 V a force ratio of more than
10 is obtained, which is more than enough for stable motion15.
Influence of the vertical acceleration amplitude on motion velocity
Figure 5.38 shows in the influence of the vertical acceleration amplitude (expressed as a
fraction of g) on the motion velocity at default parameter settings. For every value of the
acceleration amplitude the velocity was measured ten times and the solid lines traces the
averages of these measurements. The graph shows a linear increase of the motion velocity with
the acceleration amplitude up to a maximum reached at 0.9g. At an acceleration amplitude
of 1g the measured velocity drops to a lower value and the dispersion increases. This velocity
drop is caused by the fact that at a vertical acceleration of 1g the locomotion module starts to
jump, which causes uncontrolled bouncing of the feet, resulting in unstable motion. Similar
behavior was observed for the characterization setup (see section 4.4.3). No measurements
for vertical accelerations above 1g have been carried out with this comb drive prototype,
because the resulting bouncing of the feet combined with the parasitic force exerted by the
wires caused the locomotion module to go out of its linear guiding. The same problem occurs
now and then at a vertical acceleration of 0.9g. That’s why the locomotion experiments with
the comb drive locomotion module were carried out at a default vertical acceleration of 0.8g.
15As was observed from figure 5.30 a saturation of the vibration amplitude occurs for driving voltages above
15 V due to the air damping within the guiding flexures. In reality, this saturation will result in acceleration
peaks that are higher than the ones calculated by equation (5.33). However, as for higher actuation voltages
the force ratio is much higher than 1, this effect has not been considered here.
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Figure 5.38: Influence of the vertical acceleration amplitude (expressed as a fraction of g)
on the motion velocity
Open loop repeatability and motion resolution
In order to be able to measure the open loop repeatability of the comb drive locomotion
module, experiments consisting of measuring the distance ∆x traveled after 500 locomotion
steps (i.e. actuation periods) have been carried out. The experiment has been carried out
at default parameter settings and has been repeated 50 times and the standard deviation
is calculated for a comb drive actuation signal with a sine shape and a square shape. The
experiment resulted in an average traveled displacement of 2.82 mm and 3.55 mm for the
sine wave and the square wave actuation signal respectively and a relative standard deviation
of 1.9% and 2.5%. The higher velocity and dispersion was already visible from figure 5.35.
Moreover, the ratio between both average displacements 3.55/2.82 = 1.26 is close to the
theoretical ratio 4/pi = 1.27 of the resonance vibration amplitude with a square and a sine
wave signal (see section 5.3.6). The measured relative standard deviations are close to the
one measured for the piezoelectric characterization setup (2.4%, see figure 4.35 on page 116).
In order to judge the capability of this comb drive locomotion module to perform high
resolution motion, one must study the smallest step that can be performed with an “accept-
able” repeatability. The condition for “acceptable” repeatability is defined here by a relative
standard deviation below 20%. Figure 4.36 shows the measured displacement after 10, 5, 2
and 1 locomotion steps for three different values of the comb drive actuation voltage. Every
measurement has been repeated 10 times and the error bars in the graph delimit the 1σ
confidence interval. Each step measurement is performed at a random (within a range of 400
µm) position on the shaft. The experimental results show a large dispersion on the traveled
distances. The smallest increment with a relative standard deviation below 20% is reached
for a driving voltage of 24 V and 5 locomotion steps, which results in an average increment
of 1.12 µm with a standard deviation of 0.21 µm (i.e. 19% of the average increment).
A comparison of the experimental data shown in figure 4.36 with the ones obtained
with the piezoelectric characterization setup (see figure 4.36 on page 117) learns that —
apart from the higher dispersion — the increments of the comb drive locomotion module
show a dependence of the number of locomotion steps that is much less linear than for the
characterization setup. This is caused by the fact that the comb drive locomotion module is
operated in resonance mode. Due to the high quality factor, the comb drive module needs
a large amount of actuation periods before the maximum vibration amplitude is reached16.
16An alternative to reduction of the step size by reduction of the comb drive voltage would be by a deviation
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Figure 5.39: Traveled displacement in function of the number of locomotion steps and the
comb drive voltage



















(a) Frame and mass position






















Figure 5.40: Closeup of the transient response at the start of a actuation signal
Figure 5.40(a) shows the transient response of the comb drive locomotion module at the
start of the actuation signal. Figure 5.40(a) shows the transient velocity response of the
frame obtained by derivation of the position and filtering with a 4th-order Butterworth filter
at 100 Hz. These graphs clearly show that many actuation periods are required before
stabilization of the motion velocity. Figure 5.40(a) shows that 50% of the steady state average
motion velocity is reached after 85 ms or about 37 actuation periods and 90% after 280 ms or
about 120 actuation periods. This transient response explains the non-linear characteristic
of the results in figure 5.39.
5.3.8 Power consumption
This section calculates the power consumption and the power efficiency for the comb drive
locomotion module in the case of an actuation with parameter settings and performances as
the experiment shown in figure 5.34: i.e. push-pull mode with a square wave signal at optimal
driving frequency (f = 433 Hz), with a comb drive voltage of U = 32 V, an externally gen-
from the resonance frequency. This could result in a reduction of this observed transient effect due to the
resonance mode operation.
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erated vertical vibration with acceleration amplitude of 0.8g resulting in a measured motion
velocity of v = 3.0 mm/s.
The power consumption of a MFID actuator can be calculated in different ways, de-
pending on what is included. First of all, the comb drive locomotion module is based on a
combination of on-board and off-board actuation. For this calculation we will only consider
the on-board power consumption. But for calculation of the on-board power consumption
there are still different possibilities. A first possibility is to consider only the power that
is injected into the vibration of the inertial mass (Pin,mass) in order to evaluate purely the
power consumption of the locomotion principle. A second possibility is to consider the power
input to the electrostatic comb drive actuators by calculating the power necessary to charge
the capacitances (Pin,act). Finally, a third possibility is to consider the power input to the
driving electronics (Pin,elec).
In order to evaluate the power efficiency of the locomotion module, one must compare
the different power consumptions mentioned above to a certain reference power consumption.
As for the previous prototypes we will consider as a reference value the power consumption
of simply pushing with a horizontal constant force without variation of the contact force
between slider and base. Pushing with a horizontal force implies an energy dissipation due to
the friction between slider and base. Analogously to equation (5.28) on page 163 the dynamic
friction force between the comb drive locomotion module (mass Mr = 504 mg) and its linear
guiding that is given by
Ft,d,grav = µdcgMrg = 534 µN. (5.35)
with cg = 1.08 and µd = 0.1 the dynamic friction coefficient of sapphire on stainless steel as
identified for the characterization setup from figure 4.18 on page 99. Hence, the reference
power consumption of sliding with a constant velocity v = 3.0 mm/s is calculated by
Pref = vFt,d,grav = 1.76 µW. (5.36)
The power injected into the vibration of the inertial mass (Pin,mass) can be obtained
by integration of the electrostatic force Fel over the comb drive actuator displacement ∆x.
As calculated in section 5.3.6 at 32 V the comb drive fingers generate a total (sum of both
masses) electrostatic force of Fel,32V = 41.1 µN. Figure 5.34 shows that at default parameter
settings the inertial mass is vibrating with a vibration amplitude of X = 69.8 µmp2p. Hence,
for one actuation period (back and forth motion of the mass) the power input in the inertial
mass is given by
Win,mass = 2Fel,32VX = 5.74 nJ. (5.37)
The power consumption for an actuation frequency f = 433 Hz is then given by
Pin,mass = fWin,mass = 2.48 µW. (5.38)
This power consumption Pin,mass is only a bit higher than the reference power consumption
Pref = 1.76 µW calculated above.
In order to calculated the power Pin,act required for actuation of the two comb drive
actuators, one must know the value of the electrical capacitance of the different channels of
the actuator. As mentioned in section 5.3.3 a capacitance of 1.71 pF per channel at rest
position was calculated by finite element analysis. However, experimentally a capacitance
of 28.5 pF was measured for each of the channels. This mismatch between calculated and
measured capacitance is caused by the large parasitic capacitance formed between the device
layer and the substrate layer of the SOI wafer as already discussed in section 5.3.3 on page 157.
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Pref Pin,mass Pin,act Pin,elec
Power consumption [µW] 1.76 2.48 25.3 >50.6
Ratio Pref/Pin 1 0.71 0.070 <0.035
Table 5.3: Summary of the different power consumption calculations of the comb drive
locomotion module and comparison with the reference power consumption of
pushing with a horizontal external force
Driving four such capacitances of 28.5 pF with a f = 433 Hz square wave voltage between




= 25.3 µW. (5.39)
As the actuator can be driven with a square wave voltage signal, the driving electronics
becomes very simple. A digital output from the controlling device (microcontroller or other)
driving a digital switch supplied at 32 V is sufficient. So, there is no need for Digital-to-
Analogue (DAC) converters or any amplifier, which reduces considerably the complexity of
the driving electronics as well as its power consumption. When charging a capacitance with
a switch and a fixed supply voltage, the efficiency is maximum 50% as half of the supplied
energy is lost in the internal resistances of the switch and the voltage supply. Therefore,
the power consumption of the actuator together with its driving circuit will be at least
Pin,elec ≥ 50.6 µW. The efficiency of the driving electronics can still be improved and the
supply voltage can be lowered by driving with a RLC-circuit. However, this increases the
complexity of the driving electronics, which is especially an issue for an overall robot size of
1 cm3 and below.
As seen earlier in this section, the motion velocity of the comb drive locomotion module
can be reduced by on-board control by reducing the horizontal vibration amplitude. This is
illustrated in figure 5.37(a) by adjusting the horizontal vibration amplitude through variation
of the comb drive actuation voltage. As the comb drive actuator is operated at resonance
frequency, the horizontal vibration amplitude can also be adjusted through Pulse Width
Modulation (PWM), which is very easy to implement with a digital driving circuit.
Table 5.3 summarizes the values of the different power consumptions Pref , Pin,mass, Pin,act
and Pin,elec and compares them to the reference power consumption Pref of simply pushing
the robot with an external force. It should be reminded that these values do not include
the power consumption of the externally generated vertical vibration. A first conclusion to
be drawn from the table 5.3 is that motion with this MFID prototype at default parameter
settings is almost as efficient as simply pushing. Secondly, although the power consumption of
the actuator Pin,act is low (some tens of µWs), a comparison with Pin,mass shows that there is
still room for improving the efficiency of the actuator. As already mentioned in section 5.3.3
the parasitic capacitance of the comb drive actuator can be easily reduced significantly by
reducing the area of the silicon pads in the frame of the device layer (see figure 5.26(b) on
page 156). Finally, it should be stressed that the fact that this actuator can be actuated with
a square wave voltage signal can potentially result in a driving electronics that is very simple
and efficient in terms of power consumption.
5.3.9 Rotational motion
All the locomotion experiments presented above study the linear (X) motion of the 2 DOF
(X, θZ) locomotion module. The rotational motion (θZ) has not been tested in this work.
The main reason for this is that the wires for supply of the actuation signals, although only
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Figure 5.41: Radii of feet and masses with respect to the center of the locomotion module
∅50 µm thick, exert a non-negligible force (and torque) on the locomotion module. Hence,
when putting the locomotion module on a flat substrate without linear guiding, large parasitic
motion will occur. The best solution for 2 DOF motion experiments with a robot of only 504
mg would be through untethered operation. A solution with on-board powering and on-board
electronics would be the most flexible solution, but such a development requires a very large
investment. A simpler solution could be to connect the power source directly to the comb
drive actuators. The power could then be transmitted wirelessly through an inductive link
or by solar cells. Within the I-Swarm project high voltage solar cell modules based on a
technology in which several amorphous silicon cell elements are structure and connected in
series have been developed by the IMT at the University of Neuchatel in cooperation with
EPFL [345].
The feasibility of rotational motion can be studied by comparing the force ratio qF (i.e.
the ratio between the inertial effect of the horizontal vibration and the friction between
slider and substrate) for linear and rotational motion. In the case of rotational motion the
force ratio qF is not a ratio between forces, but rather between torques. This means that
the distance from the center of rotation at which the inertial force or the friction force is
generated has an important influence. As can be seen in figure 5.41 the center of gravity of
the inertial masses are at a radius 2.22 mm from the center of rotation. The feet, however,
are positioned at a larger distance. Half of the weight of the locomotion module is supported
by the foot in the middle, which is at 5.75 mm from the center of rotation. The other half of
the robot is supported by the two feet in the corners, which are at a radius of 8.49 mm from
the center of rotation. The average of these two feet radii is 7.12 mm, which is 3.2 times
larger than the radius at which the inertial force is generated. Hence, if assuming the same
vibration amplitude of the inertial masses, the force ratio for rotational motion will be 3.2
times smaller than in the case of linear motion. This means that the curve in graph 5.37(b)
on page 168 is shifted downwards with a factor 3.2. This increases the minimum voltage at
which rotational motion can be achieved to around 5 V. At 32 V the force ratio is reduced
to qF = 50/3.2 = 15.6, which is still far above the limit of qF = 1.
In the case of rotational motion the ratio of inertia qI also becomes a ratio between
moments of inertia qI = I2/I1 instead of a ratio of masses. For rotational motion the ratio of
inertia is equal to qI = 0.23/19.6 = 0.012, which is 3.8 times lower than the ratio of inertia
for linear motion (qI = 0.046). Consequently, the resonance frequency without clamping
the frame will be only
√
qI + 1 = 1.006 times higher than the resonance frequency with a
clamped frame (i.e. 424.1 Hz). As a good match between the unclamped resonance frequency
and the frequency of maximum motion velocity is observed for the case of linear motion (see
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figure 5.36 on page 167), the maximum rotational velocity can be expected at a frequency of
1.006 · 424.1 = 426.6 Hz.
Finally, still remains the question of what will happen with the quality factor during
rotational motion. As for linear motion the quality factor during rotational motion will be
lower than the quality factor of clamped vibration. But how much this reduction will be is
difficult to predict at this stage. An estimation of the rotational velocity could, however, be
made by an energy analysis. If we consider that the energy dissipation is dominated by the
friction between the robot’s feet and the substrate and if we apply the same input energy to
the actuator (i.e. same voltage, (more or less) the same frequency and the same capacitance),
then we can expect to obtain the same vibration amplitude of the feet during rotational
motion as during linear motion. Based on this theory, a tangential velocity of the feet of
3 mm/s would for an average radius of the feet position of 7.12 mm result in a rotational
velocity of arctan(3/7.12) = 23 ◦/s.
5.3.10 Miniaturization
The simplicity of the MFID locomotion module resulting from the combination of on-board
and off-board actuation as well as the choice of silicon comb drive actuators fabricated by
MEMS technologies allow for miniaturization of the locomotion module to a size of only a few
mm2. Figure 5.42 shows two locomotion modules of a size of 2×2 mm2 fabricated on the same
wafer as the 10×10 mm2 locomotion modules used for the locomotion experiments presented
previously in this section17. The module with two vibrating masses (figure 5.42(a)) features
2 DOF (X, θZ), while the one with only one vibrating mass only features linear motion (X).
The major issue with these mm-size locomotion modules is not to fabricated them but rather
to find a way to test them. Powering by wires was problematic, but still possible for linear
motion of the 10× 10 mm2 module, but is not feasible anymore for modules of a size of only
a few mm. Hence, testing of mm-size locomotion modules must be done wirelessly by on-
board integration of a powering module. Actuation for linear motion in “pull-mode” (i.e. by
using only one of the pair of stationary “push-pull” comb fingers) requires only two electrical
contacts: one channel and one ground. So, linear motion could maybe also be tested by
means of two sliding electrical contacts. However, due to the very low contact forces, contact
resistances due to a very thin oxide layer on the conductive tracks could be a problem. The
use of sliding electrical contacts for powering of mm-size locomotion modules has already
been reported in literature by [241]. They also had some problems with electrical contacting,
but this could be solved by applying a thin layer of an electrically conductive grease.
Table 5.4 shows the performances of the 10 × 10 mm2 locomotion module together with
the estimated performances of the two mm-size locomotion modules shown in figure 5.42.
The estimated performances are obtained by extrapolation from the results obtained with
the 10 × 10 mm2 module. The values for the stiffness of the guiding flexures are obtained
analytically by filling in the measured flexure dimensions in equation 5.22 on page 156.
The values for the inertial masses are also based on measured dimensions and include the
weight of the mirror for the 10 × 10 mm2 design. The resonance frequency is obtained
analytically from stiffness and mass. The quality factor for the 10 × 10 mm2 design has
been measured with a clamped frame. The quality factors for the 2 × 2 mm2 designs were
obtained by extrapolation from the value for the 10× 10 mm2 design and by assuming that
17The size of the connecting PCB around the 10×10 mm2 locomotion module is not taken into account when
considering the overall size of the locomotion module, because the PCB is only there for being able to connect
the module electrically to an external amplifier. In the case of an integration of an on-board electronics on
top of the robot, the overall footprint size of the robot could be very close to 10× 10 mm2.
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(a) Module with two DOF (X, θZ) (b) Module with one DOF (X)
Figure 5.42: Pictures of comb drive locomotion modules of a size of 2× 2 mm2
the quality factor is proportional to
√
km/c (see equation 5.13 on page 138) with the damping
coefficient c that is considered proportional to the number of fingers. The electrostatic force
is calculated analytically with equation 5.21 on page 156 based on measured dimensions. The
static displacement is obtained by division of the electrostatic force by the flexure stiffness.
The resonance displacement is obtained by multiplication of the static displacement by the
quality factor18. The step size for the 2 × 2 mm2 designs was obtained by extrapolation
from the measured results of the 10 × 10 mm2 design by assuming the same ratio between
step size and the vibration amplitude of the inertial mass at resonance. This assumption
is probably not completely correct, so the obtained step size for the 2 × 2 mm2 designs is
only a rough estimation. The maximum locomotion velocity is obtained by multiplication
of step size and resonance frequency. The obtained motion velocity for the two 2 × 2 mm2
designs is in the same order of magnitude than the velocity of the 10×10 mm2 design, which
illustrates that the scaling laws for electrostatic actuators are advantageous. The value for
the power consumption of the 10 × 10 mm2 design is the one of the power injected in the
comb drive actuator, which can still be reduced considerably by reduction of the parasitic
capacitance between device and support layer. The values for the power consumption of the
2× 2 mm2 designs have been obtained by assuming that this parasitic capacitance will scale
proportionally with the surface in the silicon frame, so a factor of 52 = 25.
In conclusion it can be said that, although the extrapolated values in table 5.4 should be
interpreted with care, locomotion with velocities of some mm/s, a power consumption in the
order of 1 µW for a driving voltage of 32 V should be possible with the fabricated 2× 2 mm2
MFID locomotion modules.
5.3.11 Conclusion
In this section a MFID locomotion module based on a configuration with off-board contact
force variation and on-board slip generation has been presented. The contact force variation
18It should be noted that these resonance displacements are only virtual displacements because for the
10× 10 mm2 design and for the 2× 2 mm2 design with one inertial mass they can never be obtained due to a
mechanical stop in the guiding flexures limiting the maximum displacement in each direction to 52.9 µm and
24.3 µm respectively. However, this is not a problem during locomotion as the additional energy dissipation
resulting from the friction force between the locomotion module and the substrate will lower the quality factor,
resulting a lower vibration amplitude of the inertial mass (for the 10×10 mm2 design the vibration amplitude
of the inertial mass was reduced to 69.8 µmp2p during locomotion).
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Size [mm2] 10× 10 2× 2 2× 2
# Inertial masses 2 2 1
Flexures stiffness [N/m] 80.8 462.6 34.7
Inertial mass [mg] 11.22 0.36 0.86
Resonance frequency [Hz] 433.8 5705 1011
Number of comb fingers 126 30 70
Quality factor 558 1004 182.2
Electrostatic force @ 32 V [µN] 20.6 4.46 10.49
Static displacement [nmamp] 255 9.63 303
Resonance displacement [µmamp] 142 9.67 55.2
Step size [µm] 6.9 0.469 2.68
Max. motion velocity [mm/s] 3.0 2.68 2.71
Power consumption [µW] 25.3 <1.01 <1.01
Table 5.4: Estimated performances of the two mm-size comb drive locomotion modules
results from the inertial effect of a vertical vibration of the guiding substrate of the locomotion
module. The slip is generated by the inertial effect of the in-plane vibration of two on-board
inertial masses. An inphase vibration of both masses results in a linear motion (X), while
a counterphase vibration results in a rotation (θZ). Both masses are actuated in resonance
mode, which allowed to test the resonance actuation as one of the advantages of the proposed
MFID principle.
MEMS technology has been chosen for the fabrication of the locomotion module in or-
der to allow for further miniaturization to the mm-scale. The developed actuator module
features a size of 10 × 10 × 0.6 mm3. The masses are actuated by electrostatic comb drive
actuators fabricated on a SOI (Silicon On Insulator) wafer by Deep Reactive Ion Etching
(DRIE). The chosen variant of vibrating inertial masses allows for a complete encapsulation
of the inertial masses and its actuators, which would improve considerably the robustness
of these microfabricated actuators. A good match between analytically calculated, numer-
ically calculated and experimentally measured static displacement and resonance frequency
was observed. Moreover, high quality factors above 500 have been measured due to the low
damping of silicon comb drive actuators.
A linear motion velocity of 3.0 mm/s has been measured for a driving voltage of 32 V, a
vertical acceleration of 0.8g and optimal phase shift and driving frequency. At these parameter
settings the locomotion step size is 7.7 µm and the vibration amplitude of the inertial mass
is 69.8 µm. This vibration amplitude is only 19% of the vibration amplitude obtained with
clamped feet. This reduction of vibration amplitude at resonance is caused by the energy
dissipation in the slip between the locomotion module and the guiding substrate. Besides, at
these optimal parameter settings the locomotion module features a stepping efficiency (i.e. the
ratio between average motion velocity and maximum instantaneous velocity) of ηstep = 0.35.
The optimal phase shift between axial (horizontal) and perpendicular (vertical) actuation
for maximum velocity in positive and negative direction are 20◦ and 200◦ respectively, from
which can be concluded that an extra phase shift of −60◦ is introduced by the actuation in
resonance mode. The measured optimal driving frequency is 433 Hz, which matches very
well the resonance frequency of the actuator without clamping of the frame. The measured
velocity peak around the resonance frequency has a quality factor of 168, which is — due to
the additional damping caused by the slip — 3.4 times lower than the quality factor of the
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comb drive actuator with a clamped frame. If no amplification of the vibration amplitude
due to the resonance would be present an actuation at 433 Hz and 32 V would result in a
force ratio (i.e. the ratio between generated axial inertial force and minimum static friction
force) of qF = 0.26, which is too low for MFID motion. However, due to the high quality
factor at resonance a force ratio of qF = 50 is obtained. Another advantage of the resonance
mode operation is that the comb drive actuator can be driven by a square wave signal, which
is much easier to generate than a sinusoidal signal. Moreover, the square wave signal results
in a motion velocity that is 1.26 times higher than with a sinusoidal signal, which matches
well to theoretical calculation.
The motion velocity decreases with decreasing comb drive actuation voltage and the
lower voltage limit (between 2 V and 4 V) at which no more stable motion can be obtained,
corresponds to a force ratio of qF = 1. The resonance operation allows for a variation of the
vibration amplitude by Pulse Width Modulation (PWM), which is very efficient in terms of
power consumption of the driving electronics. The velocity can also be varied by varying the
amplitude of the externally generated vertical acceleration. A good linearity from 0 to 0.9g
has been observed.
A relative dispersion of about 2% is measured on the distance traveled with 500 locomotion
steps. The smallest increment with acceptable repeatability consists of 5 locomotion cycles
with a total increment size of 1.12 µm. This smallest increment is limited by the slow
transient response resulting from the large quality factor at resonance. This shows that a
MFID actuator driven in resonance is less suited for precision applications.
When actuated at the optimal parameter settings mentioned above, resulting in a motion
velocity of 3.0 mm/s, a power if 2.65 µW is injected into the vibration of the inertial mass.
This value is just a bit higher than the reference power dissipated when simply pushing
the locomotion module with a constant axial force (1.76 µW). The power injected into the
capacitance of the comb drive actuators is about 10 times higher than the power injected
into the vibration of the inertial mass, which shows that there is still room for optimization.
However, the fact that this MFID locomotion module can be driven with a square wave signal
of 32 V and below allows for very efficient digital electronics with a total power consumption
close to the power consumption of the locomotion module of 25.3 µW.
Future works include the testing of the rotational motion, untethered operation and test-
ing of the smaller mm-size prototypes that have already been fabricated. Based on an energy
analysis a rotational velocity of 23 ◦/s is expected. Extrapolation of the results obtained with
the 10 × 10 mm2 locomotion module show that locomotion with these mm-size prototypes
with velocities of some mm/s and power consumption in the range of 1 µW should be feasible.
In conclusion it can be said that the presented comb drive locomotion module illustrates
very well the advantages of the MFID principle: (1) simplicity, allowing for further miniatur-
ization, (2) relatively low voltages, (3) low power consumption and (4) square wave operation,
allowing for efficient driving electronics.
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5.4 Discussion
5.4.1 Comparison of the three MFID prototypes
In chapter 4 the basic behavior of a MFID actuator has been studied by comparing simula-
tion and experimental results on a linear characterization setup. In the current chapter the
suitability of the MFID principle for locomotion of mobile microrobots has been illustrated
by the presentation of the design and the characterization of three different prototypes. Ta-
ble 5.5 gives an overview of the properties, driving conditions and performances of these three
MFID prototypes19. The three prototypes are based on three different configurations: two
of them are based on a combination of on-board and off-board actuation (prototype 1 and 3)
and one with only on-board actuation (prototype 2). The three prototypes also have three
different sets of degrees of freedom (DOF). Prototype 2 has all three in-plane DOF and there-
fore allows for full holonomic locomotion within the plane, which is an important advantage
when using the robots for some kind of manipulation task. The third prototype has only two
DOF (X, θZ), but can still reach all positions within the plane by means of non-holonomic
motion. The first prototype is not capable of rotation by itself. However, by bringing two
such robots into contact with each other and having them move along a circular path around
each other rotational motion could be obtained as a result of cooperative behavior.
According to the definition given in section 2.3 the body length (L) corresponds to the geo-
metric mean of the footprint dimensions. For the third prototype the connection PCB around
the silicon locomotion module is not included in the physical dimensions as its function is only
electrical connection allowing for tethered operation. The electrical interconnection could, if
desired, be integrated in the silicon frame around the vibrating masses. There is a trend of
increasing degree of miniaturization from the first to the third prototype. Moreover, the third
prototype offers very promising perspectives for further miniaturization, due to the choice of
MEMS fabrication technologies. Millimeter size prototypes have already been fabricated, but
not yet tested because at that size tethered operation is really not an option anymore, which
complicates considerably the locomotion experiments. The first two prototypes are based
on piezoelectric actuators. For the second prototype this has the advantages of motion with
nanometric resolution because it is the only prototype which allows for quasistatic scanning
motion of the robot’s body with respect to its feet.
Of all three prototypes the first prototype operates at the lowest driving frequency, which
has the disadvantage to result in a high driving voltage and a high power consumption. The
second prototype is operated at the highest driving frequency, which allows for lower driving
voltages, but has the major drawback of an increased sensitivity to parasitic vertical vibration
and therefore requires a better guiding quality of the flexible frame.
The first prototype is not operated at resonance, which — in combination with the low
driving frequency — results in a very high driving voltage. The voltages for horizontal and
vertical vibration of the second prototype are much lower due to a combination of resonant
operation and high driving frequency. Despite of the average operation frequency of the third
prototype, its driving voltage is still relatively low, which is due to the resonance operation
and the good quality factor of the resonance of the comb drive actuators.
The first prototype features only 1 on-board actuation channel for 2 DOF20. For a given
19The values for the second prototype apply for motion in Y direction as this is the only direction that is
operated in resonance. Only for the step efficiency the value for X motion is given as the one for Y motion is
not very representative due to the ripple on the Y vibration of the feet observed in figure 5.18(d) on page 146.
20It is the possibility for actuation with only 1 on-board channel that allowed for the prototype with on-
board electrostatic clamping presented in appendix section C.1 to have 2 DOF motion that are driven and
controlled wirelessly by a projector.
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Prototype 1 Prototype 2 Prototype 3
Slip generation off-board on-board on-board
Force variation on-board on-board off-board
DOF X, Y X, Y , θZ X, θZ
Size mm3 ∅20× 7.5 15× 15× 7 10× 10× 0.6
Body length (L) mm 20 15 10
On-board actuation principle Piezoelectric Piezoelectric Electrostatic
Frequency Hz 147 1150 433
Voltage hor. vibration Vp2p – 20 32
Voltage vert. vibration Vp2p 300 34.8 –
Number of channels 1 4 2
Number of channels per DOF 0.5 1.3 1
Step size µm 13.6 0.443 6.93
Step efficiency ηstep 0.41 0.33 0.35
Vertical acceleration g 0.37 0.63 0.8
Force ratio qF 10.6 2.24 50
Motion velocity mm/s 2 0.51 3
Specific velocity L/s 0.1 0.034 0.3
Relative Dispersion % – 2.9 2.5
Smallest increment µm – 0.187 1.12
Power consumption mW 92 4.02 0.025
Specific power consumption mWmm/s 46 7.9 0.0083
Power efficiency 0.00014 0.00086 0.091
Table 5.5: Comparison of the three MFID prototypes
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frequency of the off-board actuation, the robot velocity can be varied by the on-board ac-
tuation voltage, while the motion direction can be varied with the phase shift. The second
prototype has only on-board actuation, which explains why it features 1.3 on-board actuation
channels per DOF, which is the highest of all three MFID prototypes, but still low compared
to other robots reported in the state of the art.
The highest motion velocity is obtained with the third prototype (0.3 L/s (body lengths
per second)), again due to the resonant operation with high quality factor. The motion
velocity of the second prototype is limited on the one hand by the low quality factor of the
Y vibration (much lower than X vibration) and on the other hand by the parasitic vertical
motion of the flexible frame (both limitations can probably be overcome by a change in
fabrication technology).
The relative dispersion of the traveled distance after 500 locomotion steps is about the
same for the second and the third prototype21. The smallest increment with acceptable
repeatability is about six times smaller for the second than for the third prototype. This is
partly due to fact that the locomotion steps of the third prototype are much larger due to the
lower driving frequency. The high quality factor of the resonance of the third prototype also
results in a slower transient response. It should also be noted that the second prototype is
the only prototype that allows for scanning motion, which results in nanometric resolution.
Because of this reason and because of its 3 DOF, the second prototype is the best suited for
precision applications.
Despite of the on-board integration of both slip generation and contact force variation
the power consumption of the second prototype is lower than that of the first prototype
due to the smaller size, higher driving frequency and the resonant operation. The power
consumption of the third prototype is much lower even than the second prototype, due to
the on-board integration of only slip generation, the smaller size, the better quality factor
of the resonance and because of the choice of electrostatic actuators instead of piezoelectric
actuators. The same trend is observed in the power efficiency. The best power efficiency
of almost 10% obtained with the third prototype could even be improved relatively easily,
by a reduction of the parasitic capacitance between the support layer and the device layer
of the SOI wafer out of which the comb drive actuator is fabricated. Moreover, because
of the resonance operation with a high quality factor, the third prototype can be actuated
with a square wave signal, which allows for a digital driving electronics with a much lower
power consumption than for an analogue electronics with Digital to Analogue Convertor and
amplifier. The third prototype features a specific power consumption of only 0.0083 mWmm/s ,
which is the lowest specific power consumption reported in the literature22.
5.4.2 Comparison with other locomotion principles
In chapter 2 a classification of locomotion principles was defined and the suitability of each
locomotion class for driving mobile microrobots was evaluated quantitatively (see table 2.9
on page 68) based on the following criteria:
• specific motion velocity (vs) expressed in body lengths per second
• specific power consumption (Ps) expressed in mWmm/s
• the number of DOF
• the simplicity and power consumption of an on-board driving electronics (elec)
• ease of fabrication and assembly for a size of 1 cm3
21The repeatability and the smallest increment have not been measured for the first prototype
22at least for those mobile microrobots for which power data was provided or could be calculated
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vs Ps DOF Elec 1 cm3 Res
[L/s] [ mWmm/s ]
Wheels
1 · · · 10 10−1 · · · 10 2
Walking
10−2 · · · 1 10 · · · 104 2-3
Inchworm
10−3 · · · 10−2 103 · · · 104 2-3
IFc
1 · · · 10 10−1 · · · 102 2-3
Dµ
10−1 · · · 10 0.5-1
Iµ
10−1 · · · 10 1-1.5
Inertial drive
10−2 · · · 1 1 · · · 103 3
MFID
10−1 · · · 1 10−3 · · · 10 2-3
Table 5.6: Comparison of MFID principle with other locomotion classes
• motion resolution (res)
Table 5.6 shows an evaluation of the suitability of the MFID principle for locomotion
of mobile microrobots together with the evaluation of the other locomotion classes already
shown in table 2.9. The evaluation of the MFID principle is based on representative results
obtained with the three MFID prototypes presented in this chapter. As already discussed in
section 3.1 the MFID principle with contact force variation corresponds by definition to the
IFc locomotion class. This explains why the differences in evaluation between MFID and IFc
are small23.
The low velocity of the second prototype is not considered for the evaluation of the specific
velocity of the MFID principle as for that prototype the velocity was limited by the parasitic
vertical motion, which can be improved considerably by a second iteration with fabrication
by wire EDM. The upper limit to the specific velocity is set to 1 L/s, as the velocity of the
third prototype can certainly be increased by a second prototype pushing to the limits the
number of comb fingers and the electrostatic gap.
The larger specific power consumption of the first prototype is not considered for this
evaluation, as this value is not representative for MFID locomotion in general. The objective
of the first prototype was a first test of the feasibility of the MFID principle and the combi-
23Evaluation of the MFID principle and the IFc class are not exactly the same as the MFID prototypes
developed in this thesis are not yet included in the evaluation of the IFc class.
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nation of on-board and off-board actuation. The power consumption of this first prototype
can be easily lowered by operation at higher frequencies and in resonance mode. This opti-
mization was not yet implemented in this first iteration for simplification reasons. The third
prototype achieves a specific power consumption that is an order of magnitude lower than the
lowest value that could be calculated from data available in literature. This illustrates very
well the advantage of resonance operation, certainly in the case of electrostatic actuators.
The power consumption of the third prototype can even be decreased further by a reduction
of the parasitic capacitance in the silicon frame around the vibrating masses.
Although a MFID prototype with 3 DOF has been demonstrated, the orientation of the
MFID principle towards simplification and low power consumption will often result in designs
with only 2 DOF. The number of channels per DOF can be kept lower than 2 and can, for
certain configurations, even be less than 1 (as for the first prototype). This limited number
of actuation channels, the relatively low voltages and the possibility for square wave driving
allows for simple and power efficient driving electronics. The voltages are still higher than
typically for wheeled locomotion, which justifies the rating of 4/5.
Its simplicity and the possibility for resonance operation and a combination of on-board
and off-board actuation make the MFID principle very well suited for driving robots of a
size well below 1 cm3 (as very well illustrated by the sub-millimeter size robot developed at
ETHZ shown in figure 2.13(a) on page 47).
Resonance operation with high quality factors and MFID motion with nanometric reso-
lution has shown not to be compatible. However, operation below resonance can reduce the
transient effect due to resonance operation. Moreover, MFID locomotion can be compatible
to quasistatic scanning mode motion with nanometric resolution as illustrated by the second
prototype24.
It can be concluded from this evaluation that the MFID locomotion principle allows for
a unique combination of fast motion, low power consumption, 2 or 3 bidirectional DOFs,
simple electronics, simplicity allowing for miniaturization and good motion resolution.
5.4.3 Design methodology for MFID locomotion modules
When conceiving the locomotion module for a mobile microrobot, the design specifications
are typically composed of the following points:
• DOF
• size
• environmental limitations (external actuation possible or required autonomy)
• motion velocity
• motion resolution
• thrust force (can be defined indirectly by the inclination angle)
• power consumption
With this set of specifications a logical design methodology of the MFID locomotion
module is listed below and discussed more in detail in the following:
1. Choose the configuration and variants
2. Decide for resonance operation or not
3. Choose the actuator technology
4. Choose target driving frequency and vibration amplitudes












Table 5.7: MFID configurations (repeated from table 3.1)
5. Design the actuators
6. Control the force ratio and motion resolution
7. Estimate the maximum thrust force (or inclination angle)
8. Calculate the power consumption
Loops in the design process (i.e. returning to a previous step in order to adjust a certain
choice) are probably necessary and for certain designs the order of some of the steps can be
reversed.
Step 1: Choice of the configuration
Four different MFID configurations were identified in chapter 3 (see also table 5.7) depending
on the choice for on-board or off-board realization of the slip generation and the contact force
variation. Table 5.8 summarizes the advantages and disadvantages of the different MFID
configurations.
The configuration with only off-board actuation features the advantage of a passive robot,
which means that there is no disturbance of electrical wires to the robot or no issue of on-
board power consumption and no synchronization between on-board and off-board actuation.
For these reasons this configuration was chosen for the characterization setup. However, the
major disadvantages is that it is difficult to obtain with this configuration an independent
control of several robots (with several DOF each). An external actuation typically results in
lower actuation frequencies because the mass of the substrate on which the robot is walking
is normally much higher than the mass of the robot, typically resulting in a lower bandwidth
for the external actuators25.
The configuration of only on-board actuation features the major advantage that the robot
is independent of the environment and that no synchronization is required between on-board
and off-board actuation. Moreover, only on-board actuation typically allows for higher driv-
ing frequencies (the second prototype presented in this chapter is based on only on-board
actuation and has the highest driving frequency of the three robot prototypes). On the other
hand, integration of both slip generation and contact force variation results in an increased
on-board complexity and power consumption.
The two configurations based on a combination of on-board and off-board actuation allow
for simpler robots with lower on-board power consumption. Particularly the configuration
with on-board contact force variation and off-board slip generation can result in a very simple
25The characterization setup is based on a configuration with only off-board actuation, but still allows for
a driving frequency of several kHz. This is because the characterization setup is a 1 DOF actuator. A 1 DOF
actuator does not require for large (two dimensional) substrate to be vibrated horizontally and vertically.
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robot as illustrated by prototype 1, which features 2 DOF (X,Y ) motion with only 1 on-board
actuator. Holonomic 3 DOF motion could be obtained with two on-board vertically vibrating
masses (so two on-board actuation channels). Inphase vibration results in translation (X,Y ),
while counterphase vibration would result in rotation (θZ). As illustrated by the prototype
with electrostatic clamping presented in appendix section C.1 this configuration can result in
a robot without any moving parts, which is interesting for miniaturization and robustness.
On the other hand, the configuration with on-board slip generation and off-board contact
force variation allows for individual scanning motion of several robots, resulting in a higher
motion resolution. Moreover, the latter configuration allows for better independent velocity
control of several robots simultaneously, as the horizontal vibration is the best parameter for
velocity control. In order to be able to judge which of these two configurations result in the
lowest power consumption, one should study the required vibration amplitude for horizontal
and vertical actuation for a given motion velocity and vertical acceleration. In the case of a
sinusoidal vibration with amplitude X and frequency f the MFID motion velocity is given
by v = ηstep2pifX. Hence, for a given motion velocity v and when assuming a step efficiency
of ηstep = 1/pi = 0.32 (corresponding to the motion velocity of a ideal stick-slip actuator with








In the case of a sinusoidal vertical vibration with amplitude Z and frequency f the generated
vertical acceleration is given by AZ = Z(2pif)2. Hence, for a given acceleration amplitude of







Figure 5.43 plots the required horizontal and vertical vibration amplitude for a motion ve-
locity of 0.5, 1 and 2 mm/s and a vertical acceleration of 0.3g, 0.5g and 0.9g in function
of the driving frequency. The graph shows for instance for the case of a motion velocity of
1 mm/s and a vertical acceleration of 0.5g that for a driving frequency below 248 Hz the re-
quired vertical vibration amplitude is larger than the horizontal, while for a frequency above
248 Hz the required horizontal vibration amplitude is the largest. Hence, as the power con-
sumption increases with increasing vibration amplitude, for a driving frequency below 248 Hz
the configuration with on-board slip generation would theoretically result in the lower power
consumption, while for a driving frequency above 248 Hz the configuration with on-board
contact force variation would feature the lowest power consumption.
As discussed in chapter 3 for a given configuration different variants are still possible
(see also table 5.9). For instance an on-board slip generation can be generated either by a
horizontal vibration of the feet of the robot with respect to the body of the robot, either by a
horizontal vibration of an inertial mass fixed to the body of the robot. The advantages of the
variant with vibrating feet is that almost the complete vibration amplitude is transformed
into slip of the robot’s feet on the substrate. Moreover, the vibrating feet variant allows for
quasistatic scanning motion, resulting in a very high motion resolution. On the other hand
the variant with the horizontally vibrating inertial mass (as in prototype 3) results in a lower
shift of the resonance frequency between vibration with and without clamping of the robot’s
feet, which can contribute to the stability of the robot’s motion. Moreover, the variant with
inertial mass allows for the use of fragile actuator technologies (such as comb drive actuators in
prototype 3) as the total weight of the robot does not have to be carried by the actuator. The






























Figure 5.43: Required horizontal and vertical vibration amplitude for a motion velocity of




















+ no on-board power







+ low on-board power con-
sumption
+ good on-board velocity
control





rd + on-board simplicity+ low on-board power
consumption
– synchronization
+ independent of environ-
ment
+ no synchronization
+ good on-board velocity
control
+ on-board scanning motion
– on-board complexity
– on-board power consump-
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Table 5.8: Pros and cons for the 4 MFID configurations
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Slip generation Slip variation






























Vibrating Mass Vibrating Mass
Table 5.9: MFID variants for slip generation and slip variation (repeated from table 3.2)
Such encapsulation also allows to protect the actuator for environmental conditions such as
dust or to provide a special atmosphere to the actuator such as a lower air pressure in order
to decrease the air damping.
Also for the on-board generation of the variation of the contact force there are different
variants possible. A first possibility is to generate this contact force variation by the inertial
effect of a vertical vibration. This variant has the advantage that it can result in a low
power consumption, especially when operating in resonance mode or at higher frequencies
as shown in figure 5.43. The disadvantage is that such a vertical vibration is a dynamic
effect and does not allow for a quasistatic control of the contact force. Moreover, contact
force variation by vertical vibration typically only allows to increase the contact force up to
the double of the contact force generated by the weight of the robot. As for the horizontal
vibration, the vertical vibration can be generated by vibrating the feet of the robot or by
the vertical vibration of an inertial mass. As for the horizontal vibration the variant of
vibrating feet features a better efficiency. The variant of a vertically vibrating inertial mass
has — apart from the better protection of the actuator — the advantage that the body
of the robot is not vibrating vertically, which can be required in the case of high precision
applications. The second possibility to generate the variation of the contact force is by
means of a direct force such as a magnetic, electrostatic or mechanical clamping force. The
advantage of such a direct force is that it allows for a quasistatic variation of the contact
force and that the absence of a vertical mechanical vibration can be an advantage in the
case of precision applications. Moreover, as the generated force is independent of the driving
frequency, a contact variation by a direct force allows for efficient low frequency operation.
The disadvantages of magnetic clamping is that it can disturb the environment, for instance
by stray magnetic fields (which is an important issue for the operation inside of electron
microscope). Moreover, magnetic clamping consumes power even at a constant clamping
force. An important issue with electrostatic clamping is that it requires a very flat, smooth
surface and no large dust particles. Besides, electrostatic clamping suffers from sensitivity
to charge accumulation and unwanted clamping due to a vacuum effect between robot and
substrate. Mechanical clamping is not that easy to implement in the case of 3 DOF motion
and, as it is typically driven by piezoelectric actuators, the low clamp displacement can cause
a sensitivity to wear and mechanical tolerances of the clamping interfaces.
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Step 2: Resonance operation or not
As already mentioned several times resonance operation allows for a reduction of the driving
voltages (currents) and power consumption. Moreover, an actuator driven in resonance mode
can be driven with a square wave generated by a simple digital electronics. A digital driving
electronics is much simpler and has a much lower power consumption than an electronics with
a Digital to Analogue Convertor (DAC) and amplifier as typically required for the generation
of sinusoidal signals (and saw tooth signals in the case of inertial drives).
An initially less obvious advantage of resonance operation is that the resulting vibration
automatically has a very good sinusoidal shape. This is particularly an important advantage
in the case of a variation of the contact force by a vertical vibration as even small deviation
on the vibration shape can have a large influence on the acceleration profile. Such deviations
can be due to noise (for instance quantization noise from the DAC) or higher harmonics
superposed on the sinusoidal vibration typically resulting from the hysteresis of piezoelectric
actuators. Even operation at a frequency a bit lower than the resonance frequency can be
interesting because it still filters out higher harmonics due to hysteresis. This can also be
an advantage in the case of off-board actuation. This advantage is very well illustrated
by comparing the velocity vs. vertical acceleration profile of the characterization setup (see
figure 4.23 on page 105) and that of the third prototype (see figure 5.38 on page 169). The
stack piezos generating the vertical vibration on the characterization setup are driven with
a smooth sinusoidal voltage signal26. Nevertheless, several harmonics are superposed on the
measured vibration of the stack piezos. These harmonics become very important in the
acceleration profile and cause the slider to jump when the fundamental sinus only generates
a vertical acceleration of 0.4g. As the resonance frequency of the stack piezos is far above the
driving frequency (unloaded resonance frequency >300 kHz), these harmonics are not filtered
by the bandwidth of the stack piezos. The vertical vibration platform for the third prototype
is also actuated by piezoelectric actuators that also suffer from hysteresis. However, as the
third prototype is operated at 433 Hz and the resonance frequency of the vertical vibration
platform is 890 Hz, most of the harmonics27 introduced by this hysteresis are filtered out.
The result is that the velocity vs. vertical acceleration profile increases linearly up to a vertical
acceleration of 0.9g.
One of the disadvantages of resonance operation is that a certain number (depending on
the quality factor) of actuation cycles is necessary before reaching the steady state operation,
which results in lower response times of the actuator (both when starting motion and when
stopping motion). This lower response time also results in a larger smallest increment as typ-
ically more than one actuation cycle is necessary for the generation of a stable displacement.
The second disadvantage of resonance operation is that it requires the driving electronics to
output a particular frequency with a certain precision. Specially in the case of an high quality
factor the required precision can be an issue for a miniaturized on-board electronics that can
typically suffer from a relatively large uncertainty of the integrated clock frequency. The
frequency of the motion velocity of the third prototype (see figure 5.36 on page 167) shows
that driving frequency should be set at 433± 1.3 Hz if a drop in motion velocity by a factor
1/
√
2 is allowed. This requires a relative precision of the driving frequency of 1.3/433=0.3%.
Moreover, this resonance frequency might differ from robot to robot, which would require
26The voltage signal at the input of the stack piezos is a smooth sinus because any quantization noise
introduced by the DAC of the analogue output board is filtered by the limited bandwidth of the electrical
amplifier.
27As the driving frequency is a bit lower than half of the resonance frequency of the vertical vibration plat-
form, there is a risk to amplify the second harmonics. However as shown by the harmonic fit in equation (4.21)
on page 89 the third and the fifth harmonics ar much more important than the second harmonics.
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Pros Cons
+ lower power consumption
+ lower driving voltage
+ square wave input signal
+ smoother sine wave (less harmon-
ics, no noise from electronics)
– slower response times
– narrow driving frequency band (multi robot
synchronization)
– more difficult to predict (quality factor)
– instability if large shift in resonance fre-
quency between clamped and free vibration
Table 5.10: Pros and cons for resonance operation
every robot to be calibrated individually and even on the same robot the resonance frequency
can drift over time for instance due to fatigue or changes in temperature and humidity. A
possible solution would be to implement a driving electronics with a phase lock loop. But
even in that case a too large deviation in resonance frequency between the different robots can
be an issue if the chosen configuration is based on a combination of on-board and off-board
actuation. The off-board actuation is common to all robots, which requires all robots to
operate at the same frequency. Also the matching — if required — of resonance frequency of
horizontal vibration and vertical vibration is not an easy task. Finally, if there is large shift
in resonance frequency between free vibration and vibration with clamped feet, resonance
operation can lead to some instability issues.
As illustrated in appendix section C.2 an interesting alternative to resonance operation
that is also very efficient in terms of power consumption, but does not suffer from the lim-
itation of a narrow frequency band is the generation of the vibration by a rotation. As for
resonance operation the kinetic energy in a rotating actuator does not have to be absorbed
and regenerated at every actuation cycle (rotation). An important advantage of the rotation,
however, is that this efficient operation is not only reached within a narrow frequency band,
but at every driving frequency. It should be noted however that it is very difficult to minia-
turize a solution with on-board rotation in order to fit in a robot with an overall size of less
than 1 cm3.
Table 5.10 summarizes the pros and cons of resonance operation.
Step 3: Choose the actuating technology
Most of the actuators presented in this thesis are piezoelectric actuators. The pros and cons
of piezoelectric actuators are:
+ high energy density
+ high resolution
+ high bandwidth
+ no power consumption for maintaining a certain position28
– high driving voltages (important issue for the on-board driving electronics)
– low displacements, requiring for high driving frequencies
– non linearities such as hysteresis, which does not only detoriates the open loop preci-
sion of the actuator and increases the energy dissipation, but also introduces higher
28It should be noted, however, that in order to maintain a certain position with a piezoelectric actuator, the
driving electronics typically does consume power. This is particularly important in the case of small actuators
and small electronics because the power consumption of the driving electronics is often more important than
the power consumption of the actuator itself.
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harmonics on a sinusoidal vibration
– in-plane displacements are difficult to miniaturize, because not compatible to MEMS
fabrication technologies
The on-board horizontal vibration of the third prototype is based on electrostatic actuators.
The pros and cons of electrostatic actuators are
+ low power consumption
+ low internal damping, resulting in a good quality factor at resonance
+ allows for miniaturization down to the mm scale and below as scale laws are favorable for
miniaturization and because of the compatibility with MEMS fabrication technologies
– low energy density
– high driving voltage
– sensitive to dust
Another interesting actuation technology for MFID locomotion, that has not been tested yet,
is electromagnetic actuators. The pros and cons of electromagnetic actuators are
+ low driving voltage
+ allows for large displacements
+ low internal damping, resulting in a high quality factor
– generation of stray magnetic fields
– miniaturization to the mm scale complicated because of the required 3D integration
and a scaling law that is unfavorable for miniaturization
– consumes power to maintain a certain position
A fourth actuation technology that could be considered is that of thermal actuators, which
have the following pros and cons
+ allows for miniaturization down to the mm scale and below as scale laws are favorable
for miniaturization and because they can be realized by MEMS fabrication technologies
+ allows for monolithic integration of in-plane and out-of-plane actuation
+ relatively large displacement for out-of-plane motion
+ low driving voltage
– low power efficiency
– low response times (although it improves with decreasing dimensions, the response time
still remains slow)
It is obvious that the constraints imposed by the actuation technology chosen for the
horizontal and the vertical vibration should match. In the case of a configuration with only
off-board or only on-board actuation it is more likely to opt for the same actuation technology
for both actuations as the masses to be vibrated in each direction are of comparable size
(which is usually not the case of a configuration based on a combination of off-board and
on-board actuation).
Step 4: Choose target driving frequency and vibration amplitudes
As illustrated by figure 5.43 the choice of the driving frequency can have an important in-
fluence on the power consumption. The power consumption of an MFID actuator scales
linearly with the driving frequency and typically scales quadratically with the driving volt-
age29: P ∝ fU2.
29Piezoelectric and electrostatic actuators represent a capacitive load, of which the power consumption
scales with U2. Also in the case of electromagnetic and thermal actuators the power scales quadratically with
the driving current I2 (The symbol U should be interpreted as a generalized actuation amplitude, which can
also stand for the driving current I).
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X,Z ∝ U X,Z ∝ U2
PX ∝ 1f ∝ 1
PZ ∝ 1f3 ∝ 1f
Table 5.11: Scaling laws of the power consumption for horizontalX and vertical Z vibration
in function of the type of actuation for the case of contact force variation by
vertical vibration
For some actuators (piezoelectric and some electromagnetic actuators such as voice coil
or moving magnet motors) the generated displacement (X or Z) scales linearly with the
actuation amplitude X,Z ∝ U . For a given motion velocity, the required horizontal vibra-
tion amplitude scales as X ∝ 1/f with the driving frequency. Consequently, for a given
motion velocity the power consumption PX of the horizontal actuation decreases inversely
proportionally with the driving frequency:
PX ∝ fU2 ∝ fX2 ∝ 1
f
. (5.42)
For a given vertical acceleration and in the case of a variation of the contact force by the
inertial effect of a vertical vibration, the required vertical vibration amplitude scales as Z ∝
1/f2 with the driving frequency. Consequently, for a given vertical acceleration the power PZ
consumed by the vertical actuation decreases inversely cubically with the driving frequency:
PZ ∝ fU2 ∝ fZ2 ∝ 1
f3
. (5.43)
On the other hand for some other actuators (electrostatic, thermal and some electro-
magnetic actuators such as reluctance motors) the generated displacement (X or Z) scales
quadratically with the actuation amplitude X,Z ∝ U2. In that case, for a given motion
velocity the power consumption of the horizontal actuation does not depend on the driving
frequency:
PX ∝ fU2 ∝ fX ∝ 1 (5.44)
and for a given vertical acceleration the power consumed by the vertical actuation decreases
inversely proportionally with the driving frequency
PZ ∝ fU2 ∝ fZ ∝ 1
f
. (5.45)
The scaling of the power consumption of the horizontal and vertical actuation with the
frequency for the two different types of actuators is summarized in table 5.11. It can be con-
cluded that the choice of the actuation technology has an important influence on the scaling
of the power consumption (and therefore on the optimal choice of the driving frequency), but
that in general it is not very efficient in terms of power consumption to operate at low driving
frequency. It should be noted that in order to optimize the overall power consumption of
a mobile robot, the power consumption of the driving electronics — if any — should also
be taken into account. Typically, the power consumption of the driving electronics increases
considerably with increasing supply voltages, which also motivates the increase of the driving
frequency in order to decrease the actuation voltages.
Apart from the interesting scaling of the power consumption for increasing driving fre-
quency, the smaller step size that results from higher driving frequencies for a given motion
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velocity can lead to a better motion resolution of the locomotion platform. The driving fre-
quency can also be increased in order to obtain vibration amplitudes that fit the limits of
certain actuator technologies such as piezoelectric actuators.
The increase in resonance frequency is typically limited by the bandwidth of the actuators
and the risk of excitation of resonance modes of other actuators and tools on the robot.
Another limitation, which is less obvious, is the guiding quality of the horizontal vibration.
The parasitic vertical motion superposed on the horizontal vibration of the locomotion module
of the second prototype presented in this chapter causes the robot to start to jump when
actuated above a certain driving frequency. The guiding quality Qg of an actuator could be
defined as the ratio between the axial (horizontal) and the parasitic (vertical) displacements
it generates: Qg = X/Zpara. In order to avoid too much disturbance of the MFID motion
by this parasitic vertical displacement, the generated parasitic displacement Zpara should be









As for a given frequency f the required horizontal and vertical vibration amplitude scale with
the frequency as X ∝ 1/f and Z ∝ 1/f2, the lower limit for the guiding quality Qg increases
linearly with increasing driving frequency. So, the higher the driving frequency, the higher the
quality of the guiding of the horizontal actuation should be. This tendency is well illustrated
by the fact that the prototype that is driven at the highest frequency (prototype 2) suffers
from the biggest problems in terms of guiding quality. The guiding quality can be optimize
by an optimized design and a proper choice of fabrication and assembly technologies.
Once the target frequency is chosen the required vibration amplitudes can be calculated
from the specified motion velocity and a supposed step efficiency and vertical acceleration
amplitude. As listed in table 5.5 the step efficiencies at optimal parameter settings of the
three prototypes are 0.41, 0.33 and 0.35 respectively, while the step efficiency measured for
the characterization setup was 0.38. Based on these values, we could consider a estimated
step efficiency of ηstep = 0.4 in order to be able to advance in the design process.
Design rule 1
Step efficiency: ηstep = 0.4
The vertical acceleration amplitudes at optimal parameter settings of the three proto-
types and the characterization setup are 0.37g, 0.63g, 0.8g and 0.35g respectively. The two
lowest values of 0.37g and 0.35g were obtained with prototype 1 and the characterization
setup respectively in which the vertical acceleration is generated by a piezoelectric actuator
that is driven far below its resonance frequency. The vertical vibration of the second pro-
totype (0.63g) is driven a bit below its resonance frequency, but the vertical acceleration is
limited by the parasitic vertical acceleration introduced by the horizontal vibration. The
third prototype features the highest optimal vertical acceleration (0.8g) because of its lower
driving frequency, a better guiding quality resulting from the monolithic fabrication process
by DRIE and because of a vertical vibration with less harmonics. Hence, it can be con-
cluded that depending on how many harmonics and parasitic vertical vibration is expected
the optimal vertical vibration amplitude should be estimated between 0.4g and 0.8g
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Design rule 2
Vertical acceleration amplitude: AZ = 0.4 . . . 0.8g
With these two design rules and with equations (5.40) and (5.41) the horizontal and vertical
vibration amplitude required for the chosen driving frequency can be estimated.
Step 5: Design of the actuators
Once decided upon the configuration (step 1), operation at resonance frequency or not (step
2), the actuator technology (step 3) and the target driving frequency and horizontal and
vertical vibration amplitudes have been fixed (step 4) a first iteration of the design of the
actuators of the locomotion module can be started. It is possible that during the actuator
design appears that all these constraints can not be met. Then, one or several iterations of
adjusting the previous choices and redesigning the actuator will be necessary.
If chosen for resonance operation, there will be a large uncertainty on the real vibration
amplitude of the actuator, as it is quite difficult to estimate accurately the quality factor
of the resonance without doing any measurements. Moreover, it is also difficult to estimate
how much of that quality factor will remain during locomotion. For the third prototype a
quality factor of Q = 558 was measured for the vibration with clamped feet, while during
locomotion the quality factor was only 168 (i.e. a reduction by a factor 3.3). For the second
prototype the quality factor was reduced by a factor 2.4 from 39.2 at free vibration to 16.4 in
the velocity vs. frequency profile. The reduction factor of the quality factor will depend very
much from actuator to actuator and is difficult to predict without performing any locomotion
experiments or detailed simulation.
Step 6: Control the force ratio and motion resolution
The force ratio qF quantifies the ratio between the maximum horizontal inertial force and
the minimum friction force. A force ratio smaller than 1 means that no MFID locomotion
is possible. The calculation of the force ratio requires the driving frequency, vibration am-
plitudes, the vertical preload on the robot (typically its weight) and the parameters of the
friction between the feet and the substrate to be known.
However, friction parameters are not always that stable and important local variations
can occur due to dirt, oxidation and local surface roughness variations. Therefore, the force
ratio should be sufficiently above 1 in order to allow for stable motion. Moreover, a force
ratio just above one does not allow for good velocity control, because the motion will become
rapidly instable when reducing the velocity. At optimal driving parameters the force ratio for
the characterization setup and the three prototypes were 37, 10.6, 2.24 and 50 respectively. It
has been observed that the second prototype (qF = 2.24) shows indeed instability problems
when reducing the motion velocity as shown in figure 5.14(d) on page 143. The lower design
limit for force ratio at specified velocity will be set to 10. If this condition is not met the best
solution is to try to increase the driving frequency.
Design rule 3
Force ratio at specified velocity qF = 10
The smallest increment of the MFID actuator is very difficult to estimate. A rough
estimation can be obtained by calculating the minimum horizontal vibration amplitude for
which a force ratio of qF = 1 is obtained and then calculate the step size with the help of the
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step efficiency. In the case of resonance operation things get even more complicated because
of the transient increase in vibration amplitude. The resolution of scanning motion can be
easily estimated by dividing the quasistatic peak-to-peak displacement of the actuator by the
number of increments of the driving electronics.
Step 7: Estimate the maximum thrust force
The maximum thrust force has only been measured on the characterization setup by mea-
suring the maximum inclination angle for which uphill motion is still possible. At only
gravitational preload a maximum thrust force of 0.89 mN could be generated, which is 57%
of the dynamic friction force. At a total preload of 9.02g, the maximum thrust force was 7.4
mN, which is 54% of the dynamic friction force. The dynamic friction force depends on the
weight of the robot, any additional preload, some geometrical parameters such as the angle
of inclination if any and the friction parameters of the interface between robot and substrate.
At this stage of the design process all these parameters are known (at least approximately).
Depending on the chosen materials for substrate and robot feet, the friction parameters (es-
sentially the dynamic friction coefficient µd) might be difficult to find in literature. However,
this parameter can be estimated by measuring the maximum inclination angle at which the
robot (or any dummy robot with the same material) stops sliding once slip was initiated by
shortly pushing it. The maximum thrust force generated by the robot should be in the order
of 50–60% of that dynamic friction force.
Step 8: Calculate the power consumption
The calculation of the power consumption requires the design of the actuators (typically their
capacitance or electrical resistance), their driving frequency and driving voltages (currents) to
be known. Piezoelectric actuators are a capacitive load for the driving electronics. In theory
the energy that is stored in these capacitances at every locomotion cycle is not completely
lost. The energy could be recovered in some kind of electrical resonant circuit or by a charge
recovery electronics [342]. However, in practice it is difficult to miniaturize such a resonant
circuit or a or charge recovery electronics in order to fit in a robot of a size of 1 cm3. Therefore,
the energy stored in the charged capacitances should be considered as really lost.
An important issue when calculating the power consumption of the mobile microrobot is
to included also the power consumption of the driving electronics. In the case of an operation
at resonance, which allows for driving with a digital electronics this power consumption can
be relatively low. Theoretically, for a capacitance C, driving frequency f and driving voltage
V the minimum power consumption of the actuator plus the driving electronics is P = 2CV 22 .
Half of this energy is stored in the capacitance and the other half is dissipated in the internal
resistance of the digital driving electronics (if charging with a constant voltage as usually is
the case).
5.5 Conclusion
After a detailed study of the stepping behavior on a characterization setup based on a linear
MFID actuator in the previous chapter, the current chapter illustrated the application of
the MFID principle for the locomotion of mobile microrobots. Two of the prototypes are
based on piezoelectric actuators, while the third prototype is based on electrostatic actuators
fabricated by MEMS technology. MEMS technology allows for further miniaturization of the
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robot size to the mm range, as illustrated by the fabrication of two locomotion modules of a
size of 2× 2× 0.6 mm3.
The four MFID actuators presented in this thesis illustrated the four possible MFID con-
figurations of on-board and off-board actuation. The prototypes show clearly the increased
on-board simplicity obtained with a configuration that combines on-board and off-board actu-
ation. The four MFID actuators also illustrated clearly the advantages of resonance operation
(i.e. lower power consumption, lower driving voltage, simpler electronics and smoother vi-
bration profile) as well as the drawbacks (i.e. slower response time, narrow driving frequency
band, difficulty to predict the motion velocity and some instability issues).
The first MFID prototype is interesting because of its simplicity with only one on-board
actuator for 2 DOF. Increasing the operation frequency and resonance operation could result
in a very low on-board power consumption. The simplicity of this configuration also allowed
for a demonstration of wireless MFID actuation with 2 DOF of mobile microrobots with
only on-board clamping electrodes (see appendix section C.1). The second prototype is
optimized for high resolution motion in 3 DOF. If further optimized this configuration could
combine fast motion in resonance with average driving voltages, with nanometric resolution
scanning mode operation in 3 DOF. The third prototype has demonstrated very well how
MFID resonance operation with a high quality factor can result in fast velocities and very
low power consumption. Moreover, this design features very interesting perspectives in terms
of miniaturization because of the choice of MEMS technologies for the fabrication of the
electrostatic actuator.
A comparison of the results obtained with these three MFID prototypes with other loco-
motion solutions for mobile microrobots presented in literature demonstrate that the MFID
principle allows for fast locomotion in several DOF with nanometric resolution, very low power
consumption, simple driving electronics and robot sizes from the centimeter scale down to
the millimeter scale.
The choice of the driving frequency has proven to be an important design parameter. It
has an influence on the optimal choice of the configuration: at low (high) driving frequencies
the on-board integration of only the slip generation (contact force variation) will lead to the
highest power efficiency. Moreover, an increase of the driving frequency generally reduces the
power consumption. The resulting smaller step size (for a given motion velocity) also results
in higher motion resolution and allows to meet the low displacement constraint of some types
of actuators (e.g. piezoelectric). The driving frequency is limited by the bandwidth of the
actuators, the guiding quality of the horizontal (axial) vibration and the excitation of any
resonance modes of the robot’s body.
All the knowledge gained in this chapter with the study of the stepping behavior and the
design and characterization of the MFID prototypes is synthesized in a design methodology
for new MFID locomotion platforms. Eight design steps have been proposed and discussed, as
well as three empirical design rules, which allow to estimate the performances of MFID motion




“In science one tries to tell people,
in such a way as to be understood by everyone,
something that no one ever knew before.
But in poetry, it’s the exact opposite.”
Paul Dirac (1902–1984)
6.1 Contribution of this thesis
A first contribution of this thesis is the systematic study of locomotion principles for mobile
microrobots. Two essential functions of a locomotion principle based on stepping motion have
been identified: slip generation and slip variation. Based upon the possible solutions for these
two functions a classification of locomotion principles by stepping motion has been derived.
For each locomotion class solutions proposed in literature are systematically reviewed and
the suitability of each class for locomotion of mobile microrobots has been evaluated. Such
a review of locomotion principles as well as the proposed functional classification is new to
the field of mobile microrobotics.
The major contribution of this thesis is the definition and the elaboration of theModulated
Friction Inertial Drive (MFID) principle. Apart from the MFID principle a more general
concept of a combination of on-board and off-board actuation is proposed. This concept
aims at a trade-off between on-board simplicity and power consumption on the one hand
and on-board motion controllability on the other hand, enabling further miniaturization of
mobile microrobots. Four different configurations of the MFID principle have been derived
based on the combination of on-board and off-board actuation.
The fundamental aspects of the stepping motion of a MFID actuator have been exposed
and a dynamic model allowing for simulation for design and optimization of MFID actuators
has been proposed and experimentally validated. A small deviation from the MFID principle
is made by the definition of the inertial inchworm concept and its characterization. A quan-
titative comparison of performances of the MFID, inertial inchworm and stick-slip principle
is made based on experimental results carried out on the same experimental setup, allowing
for an optimal comparison with the same operating conditions.
The MFID principle has been illustrated by the development, characterization and com-
parison of three MFID locomotion modules for mobile microrobots. Together with the exper-
imental setup these three prototypes have illustrated the implementation of the four MFID
configurations of on-board and off-board actuation. A comparison of the performances of
these prototypes with the state of the art in locomotion for mobile microrobots has proven
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the added value of the MFID principle in general and the three robot designs in particular.
A concept of parallel, wireless actuation of a large number of mobile microrobots by means
of a projector and on-board solar cells has been proposed and demonstrated.
Based upon the experience gained with the experimental characterization setup and the
three MFID prototypes a design methodology for MFID actuators has been derived.
6.2 Originality of this thesis
A review of the whole field of locomotion for mobile microrobots moving on a solid substrate
has never been reported before. Previous reviews are either focussing on actuation princi-
ples either they are limited to a certain locomotion class (such as wheel driven or walking
robots), a particular fabrication technology (such as MEMS fabrication for walking robots)
or a particular applications (such as in-pipe operation). Moreover, a functional classification
and a systematic evaluation of locomotion principles was also nonexistent up to now. Such
a classification and evaluation is indispensable for getting a clear overview of locomotion
solutions and to pick the optimal principle for a certain set of requirements.
Experience from previous microrobotic projects allowed the author to achieve a good
understanding of the constraints and the requirements of a locomotion module for mobile
microrobots. This experience concerns in particular the influence of the choice of the actua-
tion technology, driving voltages, currents, frequencies, signal shape and number of actuation
channels on the complexity and power consumption of the driving electronics. This insight
was applied in this thesis for finding an optimal trade-off between locomotion performances
and driving complexity. Hence, the proposed MFID concept as well as the developed proto-
types have resulted from a well-defined set of requirements for a specific application (“appli-
cation pull approach”) and not from a “technology push” approach as is for instance the case
for certain MEMS robots based on walking motion.
Most locomotion solutions for mobile microrobots follow the approach of only on-board
actuation, in order to achieve real autonomy. However, for robot sizes in the cm3 range this
often results in tethered operation, which causes the major advantages of “mobile” robotics
(i.e. mobility and flexibility) to be partially lost. As robot sizes get smaller, there is a tendency
towards off-board actuation in order to simplify the robot. Although off-board actuation has
allowed for the creation of sub-millimeter size mobile microrobots, this approach is often not
scalable to independent, multi-DOF control of several microrobots. The proposed concept of
a combination of on-board and off-board actuation allows to find an optimal trade-off between
robot simplicity and power consumption on the one hand and on-board motion control on
the other hand. The definition of this concept as well as its demonstration in two prototypes
is an original contribution of this thesis and offers very interesting perspectives to the field
of mobile microrobotics — and related fields.
Last but not least, the originality of this thesis also lies in the proposed MFID principle
itself. The idea of creating motion by a combination of a horizontal vibration and variation
of the contact force is not new by itself, but a systematic study decoupling both actuations
has not yet been done before for the field of microrobotics.
6.3 Major results related to the MFID principle
A dynamic model allowing for numeric simulation of a MFID actuator has been presented.
An experimental setup of a linear MFID actuator with contact variation by the inertial effect
of a vibration perpendicular to the actuation axis has been developed and characterized. A
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good agreement between simulated and experimental data has been observed. It should be
noted, however, that it has proven to be difficult to find the right values for the frictional
parameters without performing any experimental characterization.
Two parameters characterizing the MFID stepping behavior have been introduced. The
step efficiency ηstep has been defined as the ratio between the average motion velocity and
the maximum instantaneous velocity of the axial vibration. The step efficiency expresses
the efficiency with which the actuator is capable of transforming the axial vibration in net
motion. A typical value for the step efficiency of a MFID actuation is ηstep = 0.4. The force
ratio qF has been defined as the ratio between the maximum instantaneous inertial force
generated by the axial (horizontal) vibration and the minimum instantaneous friction force.
The force ratio expresses the ease with which slip is generated. A requirement for MFID
locomotion is that qF > 1, while stable motion is only achieved if qF  1.
Simulation and experimental results have allowed to characterize the influence of the phase
shift, vibration amplitudes and driving frequency on the MFID motion velocity. The velocity
varies sinusoidal with the phase shift reaching generally a maximum velocity in positive and
negative direction around 90◦ and 270◦. However, if the force ratio qF approaches to 1 (at low
frequencies or high perpendicular preloads), the optimal phase shift moves towards 180◦ and
360◦. The motion velocity increases with increasing perpendicular acceleration (variation of
the contact force) due to an increasing step efficiency. Instable operation has been observed
in the region of 0.5-1 g due to higher harmonics in the perpendicular vibration introduced
by the hysteresis of the perpendicularly vibrating piezoelectric actuators. For perpendicular
accelerations above 1 g hopping motion occurs with an optimal phase shift at 180◦ and 360◦.
The axial vibration amplitude is the best parameter for velocity control of a MFID as good
linearity is observed. The motion velocity also varies with the driving frequency, but the
linearity is worse. The minimum driving frequency for MFID motion is determined by the
frequency at which the force ratio becomes equal to 1.
The trust force of the MFID actuator has been measured to be about 50-60% of the
dynamic friction force. The standard deviation of the repeatability of the traveled distance
with a fixed number of steps has found to be in the order of some %. Minimum MFID steps
of some tens of nanometer have been measured in the case of non-resonant operation, while
the MFID principle can, depending on the design, allow for quasistatic scanning motion with
resolutions down to 1 nm.
An experimental comparison of the performances of the MFID principle with the stick-slip
and the inertial inchworm principle have shown similar velocity behavior with best linearity
and thrust force for the stick-slip principle. Experimental results have also shown that the
MFID principle is quite sensitive to an uncontrolled variation of the contact force, as for
instance caused by deviations in the vibration shape of the perpendicular vibration or by
parasitic perpendicular vibration superposed on the axial vibration.
The suitability of the MFID principle for mobile microrobotic locomotion has been demon-
strated by the development and characterization of three locomotion modules. The three
prototypes have illustrated the advantages of the MFID principle in terms of on-board sim-
plicity as well as the advantages of resonance operation (i.e. lower power consumption, lower
driving voltage, simpler electronics and smoother vibration profile) as well as the drawbacks
(i.e. slower response time, narrow driving frequency band, difficulty to predict the motion
velocity and some instability issues). The best quantitative demonstration of the advantage
of the MFID principle is given by the specific power consumption of only 0.0083 mWmm/s for the
third prototype, which is the lowest value that could be calculated from the data provided
for mobile microrobots reported in literature.
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6.4 Future work
An interesting direction for future work on the MFID principle would be the development
of a dynamic model including resonance operation. Such a model would allow for studying
the shift in resonance frequency, reduction in quality factor and transient response typical to
resonant MFID motion. Another limitation of the dynamic model used in this thesis is that
it is limited to permanent contact between robot’s feet and substrate. Modeling of hopping
motion (take-off, free flight and landing) would allow for studying the difference between
permanent and intermittent contacts in terms of phase shift, power efficiency, thrust force and
motion velocity. It would also be interesting to model other types of contact force variation
than a perpendicular vibration with a sinusoidal shape. Electrostatic clamping driven by a
digital electronics, for instance, would result in a square wave shape of the variation of the
contact force and would only allow for increasing the contact force, not for decreasing it.
The three developed MFID prototypes are all just a first iteration allowing for a qual-
itative demonstration of the MFID principle and its configurations and a first quantitative
characterization of the proposed designs. The performance of each of the prototypes could be
improved considerably by a second design iteration. For instance, increasing the operation
frequency and resonant operation of the first design would reduce considerably its power con-
sumption. It would also be interesting to develop a prototype for this first design based on
electromagnetic actuators. The variant of the first design with on-board slip generation by an
eccentric motor proposed in appendix section C.2 is also very promising in terms of efficiency
and cost. The second prototype could be improved by choosing for fabrication by wire EDM,
possibly resulting in lower parasitic vertical vibration. The third prototype can be improved
by an increase of the number of comb fingers and a reduction of the electrostatic gap. It
would also be interesting to push the miniaturization of this design and test the 2× 2 mm2
that have already been fabricated. The characterization of such mm size prototypes requires,
however, untethered operation. Moreover, the rotational motion of both the third and the
second prototype also remains to be characterized.
Integration of on-board powering, for instance by solar cells, with or without on-board
driving electronics would be the next logical step for the third MFID prototype. This would
be a real demonstration of the application of the MFID principle for driving untethered
mobile microrobots.
Finally, the author hopes on a future contribution of the mobile microrobotics community
to a further elaboration of the proposed classification of locomotion principles, of the MFID
principle and of the concept of a combination of on-board and off-board actuation. It would
very satisfactory to see the development of other MFID designs that find their application
in real autonomous mobile microrobots of a size of 1 cm3 and below performing tasks that
could not be performed otherwise1.
1The nice thing about scientific research is that it grants the right for daydreaming. . . But as Einstein said




A Acceleration amplitude of vibration
AZ,g Acceleration amplitude of vibration expressed as a fraction of g




Cf Electrical capacitance between comb fingers
c Viscous damping coefficient
cf Comb finger clearance
cg Contact geometry coefficient expressing the ratio between contact force and
preload force
del Electrostatic gap
df Comb finger gap
dij Piezoelectric coupling coefficients (i: direction of electric field, j: strain direction
with polarization along the 3 (Z) axis)
dsphere Diameter of the half spheres guiding the moving shaft on the experimental setup





0 Permittivity of vacuum
r Relative permittivity of an isotropic material
ij Relative permittivity of a piezoelectric material (i: direction of polarization, j:
direction of electric field)
ηstep Step efficiency (defined as the ratio between vr,avg and vX,max)




fr1,ana Analytically calculated first resonance frequency
fr1,num Numerically calculated first resonance frequency
f ′r1,ana Analytically calculated first resonance frequency with correction for the weight
of the mirror glued on the vibrating mass (comb drive prototype)
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f ′r1,num Numerically calculated first resonance frequency with correction for the weight
of the mirror glued on the vibrating mass (comb drive prototype)
fr1,exp Experimentally measured first resonance frequency
F1(e) Correction factor for elliptical contact area in the Hertz theory
Fb Blocking force
Fc Contact force (total of all contacts)
Fci Contact force at an individual contact
Fc,0 Static contact force
Fc,0,g Static contact force due to gravity
Fc,0,add Static contact force due to an additional contact force
Fc,amp Amplitude of variation of the contact force
Ft Friction force
Ft,d,grav Dynamic friction force at gravity preload
Ft,s,min Minimum static friction force
Fi,X,max Maximum inertial force in axial direction
Fel Electrostatic comb drive force
FX,ext External thrust force applied on the robot (slider) in X direction
hf Comb finger height




lf Comb finger length
lp Length piezoelectric actuator
ls Flexure length
L Robot’s body length (defined as the geometric mean of the footprint dimensions
for robots moving on a plane or as the geometric mean of the robot diameter
and the robot length for in-pipe robots )
M Mass
Mr Robot (slider) mass
Mf Mass of the part of the robot that is in contact with the substrate (feet)
Mi Mass of the part of the robot that is not in contact with the substrate (inertial
mass)
M ′i Mass of the part of the robot that is not in contact with the substrate (inertial
mass) corrected for the weight of the mirror (comb drive prototype)
Mmirror Mass of the mirror used for position measurement by interferometer
µ Average
µd Dynamic friction coefficient
µs Static friction coefficient
νs Stribeck velocity of friction model
ν Poisson coefficient
nf Number of comb fingers
P Power consumption
Ps Specific power consumption (ratio between power and motion velocity)
Pref Reference power consumption (when sliding with a constant velocity under grav-
ity preload)
pf Comb finger pitch
pm Maximum contact pressure
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Q Quality factor measured as the ratio between resonance frequency and band-
width
Q′ Quality factor measured as the ratio between resonance amplitude and qua-
sistatic amplitude
Qg Guiding quality (defined as the ratio between axial vibration amplitude and
parasitic vertical vibration amplitude)
qF Force ratio (defined as the ratio between Fi,X,max and Ft,s,min)
qI Ratio of inertia
Rm Tensile strength of a material
Re Equivalent contact radius
Rc,e Equivalent radius of an elliptical contact area
sij Elastic constant (i: stress direction, j: strain direction)
σ Standard deviation
σ0 Contact stiffness of the friction model
σ1 Viscous damping coefficient of the contact deformation of the friction model




vr,avg Average motion velocity of the robot (slider)
vs Specific average motion velocity (body lengths per second)
vX,max Maximum velocity of the axial vibration
V vibration velocity amplitude
φ Phase shift
W Energy
wf Comb finger width
wp Width piezoelectric actuator
ws Flexure width
xf Comb finger overlap
xs Presliding deformation of the contact in the friction model
x Position of the vibration in X direction
x Position of the robot (slider) in X direction
X Vibration amplitude in X direction
Xmin Minimum axial vibration amplitude at which locomotion is still possible (force
ratio qF equal to 1)
X0,ana Analytically calculated quasistatic vibration amplitude
X0,num Numerically calculated quasistatic vibration amplitude
X0,exp Experimentally measured quasistatic vibration amplitude
Xfr1,exp Experimentally measured vibration amplitude at first resonance frequency
x˙ Relative velocity of the friction model
Y Vibration amplitude in Y direction
z Position vibration in Z direction
zc Contact deformation of the friction model
z˙c Velocity of contact deformation of the friction model
Z Vibration amplitude in Z direction
ω Pulsation ω = 2pif




ASIC Application Specific Integrated Circuit
CMOS Complementary MetalŰOxideŰSemiconductor
CPU Central Processing Unit
DAC Digital to Analogue Convertor
DC Direct Current (i.e. opposite of AC)
DDL Degré(s) De Liberté
D∆t Locomotion class based on Differential slip generation and asymmetric actuation
(∆t)
DEA Dielectric Elastomer Actuator
DFc Locomotion class based on Differential slip generation and contact force (Fc)
variation
DLP Digital Light Processing
DOF Degree(s) Of Freedom
Dµ Locomotion class based on Differential slip generation and directional friction
(µ)
DRIE Deep Reactive Ion Etching
EAP ElectroActive Polymer
EDM Electro Discharge Machining
GCA Gap-Closing Actuators
GMA Giant Magnetostrictive Alloy
IC Integrated Circuit
ICPF Ionic Conducting Polymer gel Film
I∆t Locomotion class based on Inertial slip generation and asymmetric actuation
(∆t)
IFc Locomotion class based on Inertial slip generation and contact force (Fc) varia-
tion
II Inertial Inchworm
Iµ Locomotion class based on Inertial slip generation and directional friction (µ)
IPMC Ionic Polymer Metal Composite
IR InfraRed
LED Light-Emitting Diode
LuGre Lund Grenoble friction model
MARV Mini Autonomous Robot Vehicle
MEMS MicroElectroMechanical Systems
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MFID Modulated Friction Inertial Drive
MPA Monolithic Piezo Actuator
MRI Magnetic Resonance Imaging
op-amp operational amplifier
p2p peak to peak
PCB Printed Circuit Board
PIPT Photo-Induced Phase Transition
PLD Programmable Logic Device
PSD PhotoSensitive Device
PWM Pulse Width Modulation
PZT Lead Zirconate Titanate (Pb[ZrxTi1−x]O3, 0 < x < 1), a piezoelectric material
RIE Reactive Ion Etching
RMS Root Mean Square
SAW Surface Acoustic Wave
SEM Scanning Electron Microscope
SMA Shape Memory Alloy
SMD Surface Mounted Device
SoC System on Chip
SOI Silicon On Insulator
SPM Scanning Probe Microscope
SS Stick-Slip
SWUM Standing Wave Ultrasonic Motor
TEM Transmission Electron Microscope
TWUM Traveling Wave Ultrasonic Motor
Appendix C
Other interesting MFID mobile
microrobot designs
C.1 On-board electrostatic clamping
C.1.1 Concept
The first prototype presented in this chapter was based on an external slip generation by
a vibration of the substrate in X and Y direction and an on-board contact force variation
by a vertical vibration of an inertial mass on the robot. This section presents a similar
configuration with the difference that the contact force variation is generated by a variable
electrostatic clamping force. The advantage of using on-board electrostatic clamping are the
extreme on-board simplicity (the robot only consists of electrodes and a dielectric layer, so no
moving pars) and the low on-board power consumption. The drawbacks are that electrostatic
clamping only allows for increasing the contact force and not for decreasing it and that it
suffers from sensitivity to surface roughness, dust, electrical charges, humidity and a vacuum
clamping effect.
The chosen configuration is illustrated in figure C.1(a). A conductive substrate is vibrated
in X and Y direction. On top of this substrate there are several robots that contain on their
underside two electrodes, between which a voltage difference U is applied. If we consider the
substrate to be at zero potential, the two electrodes will be at a potential of −U/2 and +U/2.
As the vibration in X and Y direction are phase shifted over 90◦, the substrate follows, in the
case of sinusoidal vibration, a translation along a circular path. Such a circular translation
can be generated easily and efficiently with a DC motor that drives an eccentric that is
connected to the vibrating substrate. Generation of vibration by rotation of an eccentric is
very efficient as the kinetic energy is not absorbed and regenerated during each actuation
period. The driving voltage for the on-board clamping electrodes is generated by on-board
high voltage solar cells. Several robots can be moving at the same time on the vibrating
substrate, while their solar cells are all simultaneously illuminated by an external projector
(beamer) (see figure C.1(b)). The eccentric motor is driven at 15 Hz, while the projector is
operated at 60 Hz (60 frames per second) and is synchronized to the rotation of the motor.
The projector generates cycles of 1 white frame and three black frames with a cycle period of
60/4 = 15 Hz, causing the robot to adhere to the vibrating substrate by electrostatic clamping
during 1 quadrant of the circular motion path. As illustrated in figure C.2 successive clamping
to the vibrating substrate during 1 quadrant causes the robot move in the direction of the
motion of the substrate during that quadrant. Hence, selective illumination during 1 of the
4 quadrants of the substrate vibration allows for motion in +X, −Y , −X and +Y direction.
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(a) MFID configuration based on external slip
generation in X and Y direction and on-board





Motor with eccentric 






(b) Parallel powering and control of several
mobile microrobots with on-board solar cells
illuminated by a projector
Figure C.1: Configuration and operating principle of the prototype setup for MFID motion
with electrostatic clamping
Figure C.2: Operation principle of MFID motion obtained from electrostatic clamping dur-
ing one quadrant of the circular translation of the substrate
Moreover, each robot can be illuminated independently by the projector by projecting frames
with local black and local white areas. This allows for independent, simultaneous driving and
control in X and Y direction of a large number of robots.
C.1.2 Experimental setup
Figure C.3 depicts the experimental setup developed by Christophe Groux in the framework
of a master thesis [346]. It consists of an XY stage that is guided in X and Y direction
by a set of flexures that are cut out of a sheet of steel by laser. The vibrating stage has a
measured out-of-plane resonance frequency of about 150 Hz, which is much higher than the
maximum horizontal actuation frequency of 15 Hz. The vibrating XY stage is driven by a
brushed DC motor (S 2332, 15 W from Maxon Motor AG, Switzerland). An exchangeable
eccentric connects the output axis of the motor to a rotary bearing fixed at the bottom of
the vibrating stage. A silicon wafer of ∅150 mm is fixed on top of the vibrating substrate.
The silicon wafer is covered with a PMMA cover leaving a gap for the microrobots. This
cover allows the silicon wafer and the robots to be cleaned in a cleanroom environment (class
100), to put the robots on the wafer and close with the cover in order to allow for operation
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Figure C.3: Developed setup consisting of a flexure guided XY stage driven by an eccentric
motor and robots with screen printed electrodes on the bottom side powered
by solar cells [346]
outside of a cleanroom without risk for dust deposition on the silicon wafer1. The complete
setup is illuminated with a BenQ 3000 ANSI lumen projector based on the DLP (Digital
Light Processing) technology2 from Texas Instruments Inc. For optimization of the amount
of projected light, the color wheel in the projector, which filters out the projected colors
during each frame, is removed.
The microrobots (see the inset in figure C.3) consist of a float glass substrate (thickness
0.5 mm) that is diced into a hexagonal shape (outer diameter about 15 mm). Two concentric
electrodes of equal area and thickness of about 8 µm are printed on the underside of the robot
by screen printing with a silver filled glass paste (ESL 590G). The electrodes are covered by an
8 µm layer of dielectric (lead-borosilicate glass with a relative permittivity of about r = 8).
The electrical connection of the electrodes on the underside of the robot are passed to the
upper side by means of vias in the glass substrate that were fabricated by sand blasting before
the screen printing step.
The voltage for the electrostatic clamping is generated by three high voltage solar cells
(CPC1840, Clare Inc., USA) that are connected in series. The solar cells have a rated open
circuit voltage of 16 V and short circuit current of 15 µA at an illumination of 6000 lux (direct
sunlight). Lower voltages were measured, however, when illuminated by the projector. This
1Dust between the robot and the silicon wafer would cause an air gap, which decreases considerably the
electrostatic clamping force
2The DLP technology is based on a matrix of microfabricated mirrors that can be tilted in order to project
the light or not in the lens of the projector. In fact, this technology allows for much faster switching rates
than 60 Hz if accessing directly to the DLP chip.
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(a) Open circuit voltage response for a 50% duty
cycle (2 white frames, 2 black frames at 60 fps)













(b) Voltage response for a 25% duty cycle (1 white
frame, 3 black frames at 60 fps) with robot in
contact with the silicon wafer
Figure C.4: Voltage response of the microrobot’s electrodes
is due to the fact that the light of a projector contains much less infrared than natural
sunlight3, while the maximum sensitivity of the used solar cells is typically around λ =
870 nm. Figure C.4(a) shows the open circuit voltage response4 of three solar cells connected
in series while illuminated with the projector with a 50% duty cycle (2 white frames, 2 black
frames at 60 fps). The maximum average voltage is about 28 V (which is quite a bit lower
than the expected 48 V). When the solar cells are connected to the electrodes on the robot
and the robot is put on top of the silicon wafer the maximum voltage decreases even more
because of the limited rise time of the solar cells that have to charge the capacitive load
formed between the electrodes and the substrate. Figure C.4(b) shows a maximum voltage
of about 23 V with the robot in contact with the silicon wafer for an illumination with a
duty cycle of 25% (i.e. 1 white frame and 3 black frames at 60 fps). With this voltage an
electrostatic clamping force of 2.3 mN is generated, which corresponds to about 64% of the
weight of the robot (Mr = 368 mg).
C.1.3 Proof of concept
The experiments have proven the feasibility of the proposed concept. The robot remains
sticking to the vibrating substrate when illuminated and sliding when not illuminated. The
robot motion could be controlled roughly in X and Y direction. However, the motion has
shown to be very sensitive to dust and charge accumulation. Moreover, undesired sticking of
the robot to the substrate due to a creation of a small vacuum between robot and substrate
was sometimes observed. Operation on a silicon wafer with ∅100 µm holes fabricated by
Deep Reactive Ion Etching (DRIE) has proven to decrease the sticking due to the vacuum
effect. Motion velocities in the order of vr,avg = 5 mm/s were observed in X and Y direction
for an actuation at f = 15 Hz with an eccentricity of X = 0.5 mm. This actuation frequency
and eccentricity correspond to a horizontal tangential velocity amplitude of vx,max = VX =





3The spectrum of projectors is usually optimized for visible light (i.e. λ = 380 · · · 750 nm).
4The observed voltage peaks during the illumination phase are due to the fast switching of the DLP mirrors.
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which is quite low compared to other MFID prototypes.
For the same parameter settings a horizontal centripetal acceleration of A = (2pif)2X =
4.4 m/s2 is generated, which corresponds to an inertial force of Fi = MrA = 1.6 mN (Mr =
368 mg). For a static friction coefficient of glass on silicon of µs = 0.14 [347], a minimum
static friction force between robot and substrate of Ft,s,min = µsMrg = 0.51 mN is obtained.





This force ratio is larger than 1, which is a necessary condition for MFID motion, but not
much. The sensitivity to dust, electric charges and vacuum clamping could be improved by
increasing this force ratio.
C.1.4 Discussion
An interesting, innovative concept of wireless powering and control of several MFID micro-
robots is proposed and an experimental setup is developed. The first results have proven the
feasibility of the concept, but have also shown the sensitivity of the electrostatic clamping
to dust, accumulation of charges and vacuum clamping. Nevertheless, the concept offers
interesting perspectives, for instance in terms of control. Velocity control can be obtained
by illuminating with gray scale colors in stead of black and white. Rotation of the robots
could be achieved cooperatively by bringing two robots into contact and have them move in
a circular path around each other. Moreover, illumination with a projector allows to define
individually the motion direction and velocity at any arbitrary point on the wafer indepen-
dently of the fact if there is a robot present at that point or not. In this way vector fields
with potential wells could be generated in which robots can be trapped without the need for
tracking the robot’s position. Miniaturization of the robot size is also certainly possible. Very
small robot sizes and batch fabrication could be obtained by fabricating the high voltage solar
cells and the electrodes and dielectric in the same fabrication process on the same wafer. Of
course it is also possible to integrate an on-board electronics on the robot and use the solar
cells only for powering under constant illumination. In that case synchronization between
on-board and off-board actuation would be required (for instance by IR communication or
an on-board accelerometer).
C.2 On-board eccentric vibration
In the previous prototype with on-board electrostatic clamping the horizontal vibration in X
and Y direction is generated by the rotation of an eccentric mass about a vertical axis. As
already mentioned before, such a rotation is very efficient as kinetic energy of the rotation is
not lost or dissipated in each vibration period, just as for resonance operation. Rotation of
an eccentric mass has the advantage with respect to the resonance vibration in the horizontal
plane that with only one actuation signal vibration in 2 DOF can be generated. A second
advantage is that rotation is efficient at nearly any rotation frequency, while resonance op-
eration is only efficient around the resonance frequency. Moreover, the resonance frequency
band becomes smaller with increasing quality factor. This small frequency band requires first
of all that the actuation signal is generated by the electronics with an accurate frequency.
Secondly, the small frequency band complicates considerably the task of integrating both
efficient slip generation and efficient contact force variation on the robot. Both actuation
must be synchronized, so their resonance frequency should match. Matching of resonance




(a) Design with separated eccentric mass
and vertically vibrating inertial mass
Mf Mi
(b) Design with only one inertial mass
Figure C.5: MFID configuration with on-board slip generation by the rotation of an eccen-
tric about a vertical axis and on-board contact variation by a vibration of an
inertial mass
frequencies with high quality factors requires either very tight fabrication tolerances or the
possibility of adapting one of the resonance frequencies by a variation of the mass or of the
stiffness. Rotation of an eccentric mass requires, as for resonance vibration, a considerable
rise time (and fall time). In the case of rotation this rise time goes with a variation of the
actuation frequency. Moreover, the coupling of X and Y vibration causes during motion in
a given direction a parasitic vibration in the perpendicular direction. Therefore, eccentric
rotation is not well suited for precision operation with small step sizes or for operation that
requires to change motion velocity and direction very often.
Figure C.5 illustrates a possible on-board integration of both XY slip generation by
eccentric vibration and contact force variation by vertical vibration. The eccentric mass and
the inertial mass for vertical vibration can either be two different masses Mi1 and Mi2 (as
in figure C.5(a)) or can be the same mass Mi (as in figure C.5(b)). The advantage of two
different masses is that two separated modules for rotation and vertical vibration can be used.
Such modules could be very low cost off-the-shelf modules such as eccentric motors (such as
for cell phones) for the rotation and for instance loudspeakers (voice coil or piezoelectric) for
the vertical vibration. The advantage of using only one inertial mass is that it can allow for
smaller robot sizes (though smaller than 1 cm3 will be difficult).
The configuration shown in figure C.5 features 2 DOF motion in X and Y direction (with
2 actuation channels). Holonomic motion with 3 DOF would require rotational motion (θZ).
Rotation could be obtained by repeatedly accelerating and decelerating the inertial mass.
Another possibility is to separate the vertically vibrating mass in two and vibrate them in
counterphase for rotational motion. A third possibility would be to excite the inertial mass
in a rotational (θX or θY ) vibration mode.
Another advantage the proposed microrobot design is that all moving parts can be en-
capsulated. Such encapsulation allows for a very high robustness of the robot in terms of
mechanical manipulation, but also in terms of environmental conditions (such as operation
on water or on sand). Moreover, the design allows for a simple driving electronics with few
actuation channels, low voltage operation in DC mode or with square waves. The low cost,
high efficiency and robustness of this locomotion solution make it an ideal design for toy or
gadget robots.
Appendix D
Additional experimental results for
the inertial inchworm principle
This appendix shows some additional measurements concerning the characterization of the
inertial inchworm principle discussed in section 4.4.9. Figure D.1 and D.2 show the influence of
the perpendicular acceleration amplitude on the velocity vs. phase shift profile. The maximum
motion velocity and the phase shift at which this maximum motion velocity is reached are
also summarized in figure 4.39 on page 119. The same behavior as for the MFID principle
is observed (see figures 4.20 and 4.21 on pages 101 and 102), except that a better motion
stability is achieved, with the inertial inchworm for accelerations ranging from 0.43g to 0.72g.




















(a) AZ = 0.14g




















(b) AZ = 0.22g




















(c) AZ = 0.28g




















(d) AZ = 0.35g
Figure D.1: Measured motion velocity of the inertial drive principle in function of the phase
shift for a perpendicular acceleration amplitude ranging from 0.14g to 0.35g
(f = 2000 Hz, X = 270 nm)
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(a) AZ = 0.43g




















(b) AZ = 0.50g




















(c) AZ = 0.57g




















(d) AZ = 0.65g




















(e) AZ = 0.72g




















(f) AZ = 1.08g




















(g) AZ = 1.44g




















(h) AZ = 2.16g
Figure D.2: Measured motion velocity of the inertial drive principle in function of the
phase shift for a perpendicular acceleration amplitude AZ ranging from 0.43g
to 2.16g (f = 2000 Hz, X = 270 nm)
Appendix E
Fabrication process of the comb
drive actuators
EPFL Center of MicroNanoTechnology
Step Description Equipment Program / Parameters Target Actual Remarks
1
1.1 Stock out     3 wafers
1.2 Check     
2
2.1 DC sputter Al/Si 1% Z4/Spider 2min30 1 um @405 nm/min
3
3.1 S1818 coating Z1/RiteTrack C_S1818_2um 2 um 5600 rpm, EBR
3.2 PR bake Z1/RiteTrack C_S1818_2um   Prox. 115°C 90s, EBR 
3.3 PR expose Z1/MA150 First mask, HC, 50 mJ/cm2 7s test mode 6, 7, 8, 10 s
3.4 PR develop Z1/RiteTrack dev_S1818_up2_6   
3.5 PR postbake Z1/RiteTrack dev_S1818_up2_6 Prox. 115°C 90s
3.6 Inspection Z6/uScope Resolution and alignment  
4
4.1 AL dry etch Z2/STS Multiplex ICP Al_etch 5min 0.2 à 0.5 um/min, 20°C
5
5.1 Remover 1165 Z2/WB_PR_Strip Old bath, 5 min, 70°C
5.2 Remover 1165 Z2/WB_PR_Strip New bath, 5 min, 70°C
5.3 Quick dump rinse Z2/WB_PR_Strip 5min
5.4 Cascade Tank Z2/WB_PR_Strip 5min
5.5 Plasma O2 Clean Z2/Oxford O2 20min. total time 30 min
5.6 Inspection Z2/uScope    
6
6.1 LTO Oxidation Z3/EPFL3_1 6-9 nm/min, temps?? 3 um 2 plaques 100/P/DS/01-05 ajoutés
7
7.1 HMDS Z6/YES3 Prog 0   25 min
7.2 AZ92XX coating Z1/RiteTrack C_ AZ92XX_3um_BSR_only 3 um 3450 rpm, 45s, no EBR
7.3 PR bake Z1/RiteTrack C_ AZ92XX_3um_BSR_only   Prox. 115°C, 120s, no EBR 
7.4 PR expose Z1/MA150 First mask, HC, 50 mJ/cm2 15s test mode 13, 14, 15, 16 s
7.5 PR develop Z1/RiteTrack Dev_AZ_92XX_3um   
7.6 PR postbake Z1/RiteTrack Dev_AZ_92XX_3um Prox. 115°C, 5s
7.7 Inspection Z6/uScope Resolution and alignment  
8
8.1 Oxyde dry etch Z2/Alcatel AMS 200 SiO2_PR_1 :1  ??s 0°C, RF, 0.3 um/min
8.2 Inspection Z2/uScope    
PHOTOLITHOGRAPHY 1 - front
RESIST STRIP WET
AL DRY ETCHING - front
OXYDE DRY ETCHING – front 
WAFER PREPARATION
PHOTOLITHOGRAPHY 2 - front
AL SPUTTERING - front
LPCVD LTO OXIDE DEPOSITION
Project : Comb drive vibrating masses
Operator : W. Driesen / A. Rida
Created : 15.11.2005  Last revision : 10.01.2006
Substrates : SOI, 4", 200-2-380  Si-SiO2-Si
CombDriveRuncard.xls WD - 18.04.2008 Page 1/2
Figure E.1: Runcard for the fabrication of the electrostatic comb drive actuators used for
the third prototype discussed in section 5.3 (continued in figure E.2)
213
214 APPENDIX E. FABRICATION PROCESS OF THE COMB DRIVE ACTUATORS
EPFL Center of MicroNanoTechnology
Step 
N° Description Equipment Program / Parameters Target Actual Remarks
9
9.1 Plasma O2 Clean Z2/Oxford O2 20min. still PR on backside after clean
9.2 Remover 1165 Z2/WB_PR_Strip Old bath, 5 min, 70°C
9.3 Remover 1165 Z2/WB_PR_Strip New bath, 5 min, 70°C
9.4 Quick dump rinse Z2/WB_PR_Strip 5min
9.5 Cascade Tank Z2/WB_PR_Strip 5min
9.6 Plasma O2 Clean Z2/Oxford O2 20min. no more PR on backside
9.7 Inspection Z2/uScope    
10
10.1 HMDS Z6/YES3 Prog 0   25 min
10.2 AZ92XX coating Z1/RiteTrack C_ AZ92XX_3um_BSR_only 3 um 3450 rpm, 45s, no EBR
10.3 PR bake Z1/RiteTrack C_ AZ92XX_3um_BSR_only   Prox. 115°C, 120s, no EBR 
10.4 PR expose Z1/MA150 First mask, HC, 50 mJ/cm2 15s 15s
10.5 PR develop Z1/RiteTrack Dev_AZ_92XX_3um   
10.6 PR postbake Z1/RiteTrack Dev_AZ_92XX_3um Prox. 115°C, 5s
10.7 Inspection Z6/uScope Resolution and alignment  
11
11.1 Oxyde dry etch Z2/Alcatel AMS 200 SiO2_PR_1 :1 7min ??s 0°C, RF, 0.3 um/min, DFA
11.2 Inspection Z2/uScope    
12
12.1 Remover 1165 Z2/WB_PR_Strip Old bath, 5 min, 70°C
12.2 Remover 1165 Z2/WB_PR_Strip New bath, 5 min, 70°C
12.3 Quick dump rinse Z2/WB_PR_Strip 5min
12.4 Cascade Tank Z2/WB_PR_Strip 5min
12.5 Plasma O2 Clean Z2/Oxford O2 20min. finally not executed
12.6 Inspection Z2/uScope    
13
13.1 DRIE etch Z2/Alcatel AMS 200 SOI_Accurate 44-67 min 72.5 min 20°C, RF, Bosch Process, 3 à 4.5 um/min
13.2 Inspection Z2/uScope    
14
14.1 DRIE etch Z2/Alcatel AMS 200 SOI_standard 76 min 100 min 20°C, RF, Bosch Process, 5 um/min
14.2 Inspection Z2/uScope    
15
15.1 SILOX Z2/PLADE SILOX, 20°C 50 min 50 min 40 nm/min WetOx, 240 nm/min LTO




DEEP REACTIVE ION ETCH  – front 
Project : Comb drive vibrating masses Created : 15.11.2005  Last revision : 10.01.2006
Operator : W. Driesen / A. Rida Substrates : SOI, 4", 200-2-380  Si-SiO2-Si
DEEP REACTIVE ION ETCH  – back
SEM inspection
RESIST STRIP WET
PHOTOLITHOGRAPHY 3 - back
OXYDE DRY ETCHING – back
RESIST STRIP WET
CombDriveRuncard.xls WD - 18.04.2008 Page 2/2Figure E.2: Runcard for the fabrication of the electrostatic comb drive actuators used for
the third prototype discussed in section 5.3 (continued from figure E.1)
Appendix F
Specifications of components and
instruments
This appendix gives an overview of the specifications of the piezoelectric actuators, mechanical
components, electrical devices and measurement equipment used within this thesis.
F.1 Piezoelectric actuators
Stack piezoelectric actuators
The table below lists the specifications of the piezoelectric stack actuators that have been used
for the perpendicular vibration of the characterization setup shown in figure 4.4 on page 83.
The measured free stroke and the electrical capacitance of the two actuators assembled on







Voltage range V [0, 150]
Free stroke µmp2p 3.458 / 4.080
Blocking force N 1000
Capacitance nF 219 / 231
Stiffness N/µm 208
Unloaded resonance freq. kHz >300
Shear mode piezoelectric actuators
The table below lists the specifications of the shear mode actuators that have been used for
the axial vibration of the characterization setup shown in figure 4.4 on page 83.
Manufacturer Fuji Ceramics Corporation
Material C82
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Voltage range V [-200 200]
Piezoelectric constant (d15) pm/V 781
Free stroke (amp) nm ±268
Dielectric constant (11) 3090
Capacitance pF 360
Transversal elasticity (Y E11) GPa 62
Transversal stiffness (kE11) N/µm 744
Shearing elasticity (Y E55) GPa 22
Shearing stiffness (kE55) N/µm 264
PZT sheets for transversal and thickness mode actuation
The table below lists the specifications of the soft piezoelectric material used for the bi-
morph actuators generating the on-board vertical vibration on prototype 1 (see figure 5.3 on
page 128) and for the on-board horizontal and vertical vibration on prototype 2 (see figure 5.7
on page 134).
Manufacturer Physik Instrumente GmbH
Material PIC 151
Units Value
thickness mm 0.25 / 0.5 / 1
Piezoelectric constant (d33) pm/V 450
Piezoelectric constant (d31) pm/V -210
Dielectric constant (33) 2400
Axial elasticity (Y E33) GPa 52.6
Transversal elasticity (Y E11) GPa 66.7
Piezoelectric XY Z stage
The table below lists the specifications of the piezoelectric XY Z stage used for the horizontal
vibration in X and Y direction of the walking substrate for the first prototype (see figure 5.1
on page 127).






displacement (X,Y, Z) µm 100
unloaded resonance freq. (X,Y, Z) Hz 420 / 410 / 360
stiffness (X,Y, Z) N/µm 1
driving voltage V [-10, 150]
capacitance µF 1.7
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F.2 Mechanical components
Mobile shaft experimental setup
The table below lists the physical and mechanical properties of the mobile shaft on the
characterization setup shown in figure 4.4 on page 83. Material properties were provided by
the manufacturer except for the tensile strength obtained from [348].
Manufacturer ADAX SA





Young’s Modulus GPa 210
Poisson’s ratio 0.3
Hardness (Rockwell) HRc 55
Hardness (Vickers) HV 600
Tensile strength (Rm) MPa 1995
Roughness on ∅ (Ra) µm < 0.1
Roughness on ends (Ra) µm  0.1
Sapphire half spheres
The table below lists the physical and mechanical properties of the sapphire half spheres used
to guide the mobile shaft on the characterization setup shown in figure 4.4 on page 83.
Manufacturer Saphirwerk Industrieprodukte AG





Young’s Modulus GPa 430
Poisson’s Ratio 0.29
Hardness (Vickers) HV 2300
Compression strength MPa 2100
F.3 Equipment for electrical signal generation
Analogue output board
The table below lists the specifications of the analogue output board used to generate the
sinusoidal signals that, after amplification, are driving the piezoelectric actuators on the
characterization setup as well as on all three prototypes developed in this thesis.
Manufacturer National Instruments Corporation
Product NI 6713
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Units Value
number of channels 8
update rate kHz 740 to 1000
voltage range Vamp ±10
resolution bits 12
High voltage amplifier
The table below lists the specifications of the high voltage amplifier that has been used to
amplify the signals generated by the analogue output board mentioned above and drive the
piezoelectric actuators for the characterization setup and all three prototypes. This amplifier
was developed at the Laboratoire de Systèmes Robotiques (EPFL) for stick-slip actuation of
piezoelectric actuators with capacitances of some nF. Experience has shown, however, that
the amplifier is not well adapted for driving capacitive loads of some hundreds of nF as
is the case for the stack piezos on the experimental setup. The frequency response shown
in figure F.1 shows an important decrease in amplification factor and a significant phase lag
when driving the stack piezos (capacitance 220 nF) with a sinusoidal signal of some kHz. The
reduction in amplification factor and the phase lag have been characterized and compensate
for as described in section 4.3.2.
Units Value
Number of channels 8
Output voltage range Vamp ±200
Input voltage range Vamp ±10
Amplification factor 20
Slew rate (@ 1 nF load) V/µs 400
Peak current (@ 1 nF load) mA 200



















−0.0387x4 + 0.501x3 −2.02x2 
+ 0.299x + 19.4






















−0.0119x4 −0.0382x3 + 2.99x2 
 −24.7x + 0.025
Figure F.1: Measurement of the amplification factor and the phase lag of the electrical
amplifier in function of the driving frequency with an input voltage swing of
0.2 vp2p (offset 3.75 V) and a capacitive load of about 220 nF.
F.4 Measurement equipment
Interferometer
The table below lists the most important specs of the interferometer used for the position
measurements for the characterization setup as well as for the second and third prototype.
Manufacturer SIOS Meßtechnik GmbH
Product Miniature Plane-Mirror Interferometer, SP-2000
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Units Value
Measurement range mm 200
Resolution nm 1
Nominal laser wave length nm 632.8
Laser warm-up period min 10 – 20
Maximum velocity mm/s 600
Alignment tolerance ’ ±2
Max. measurement rate MHz 1
Vibrometer
The table below lists the most important specs of the vibrometer used for the measurement
of the vertical vibration of the piezo stacks on the characterization setup (see figure 4.12 on
page 92). The vibrometer controller features three sensitivity settings (125, 25 and 5 mm/sV).
The data in the table below apply for the setting of 5 mm/sV, which was used during the
measurements. The noise-limited resolution is defined as the signal amplitude (RMS) at
which the signal-to-noise ratio is 0 dB with 1 Hz spectral resolution.
Manufacturer Polytec GmbH
Product OFV 512 Fiber-Optic Sensor with OFV 2601 Laser RVA controller
Units Value
sensitivity mmsV 5
Max. velocity mm/s 50
Max. acceleration g 8000
Frequency range Hz [0.5, 250 · 103]




Typical spot size @ 76 mm µm 16
Laser wavelength nm 633
Lock-in amplifier
The table below lists the most important specs of the lock-in amplifier used to filter and
measure the output from the vibrometer mentioned above.
Manufacturer EG&G Instruments
Product 7260 DSP Lock-in amplifier
Units Value
Max. sensitivity nV 10
Frequency response Hz [0.5, 2 · 106]
Phase measurement accuracy ◦ 0.01
Max. input voltage Vp2p 20
Gain Accuracy % ±0.3
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• 7 years experience in R&D 
? miniature actuators 
? microsystems 
? microfabrication 
• Analytical mind, systematic approach 
• Teamwork, communication skills  




EPFL (Ecole Polytechnique Fédérale de Lausanne) 2004 – June 2008 
Robotic Systems Laboratory (LSRO) 
PhD in Microengineering 
 
- Design, modeling and prototyping of a new locomotion principle for mobile microrobots 
- Major challenges: miniaturization, integration, microfabrication, energy efficiency 
 
KUL (Katholieke Universiteit Leuven), Belgium 1996 – 2001 
Master in Mechanical-Electrical Engineering 
 
- Master project: "Study of micro Electro Discharge Machining (EDM) for the production of 3D 
micromoulds for hot embossing" 
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Independent consultant 
 
- Development of a new actuator for medical implants 
- Concept study, market analysis and actuator design 
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Robotic Systems Laboratory (LSRO) 
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- Implementation in C++ of a robot control system based on optical tracking 
- Active in two European projects with +10 partners 
? Work package leader 
? Robot integration: definition of interfaces between the modules produced by each partner 
? Participation to submission of a new project 
- Coordination and implementation of a new web site for the lab 
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- +20 publications: 1 journal, 1 invited speaker, 2 best paper awards 
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